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Thermal Phenomena 
Molecular Physics 


Introduction 


MECHANICAL MOTION. The mechanical motion of 
matter, i.e. the displacement of some bodies in space relative 
to other bodies with time, was considered in detail in "Senior Physics 1”. 
The fact that all bodies consist of atoms and molecules was then disregarded. 
Objects were treated as continuous bodies devoid of internal structure. 

Mechanics does not aim at the investigation of the properties of bodies. It 
studies the position of bodies in space and their velocities at any instant of 
time. 

THERMAL MOTION. As is well known from the course of "Junior 
Physics", atoms and molecules of any substance are in random (chaotic) 
motion called the THERMAL MOTION. In the first part of the present book, 
we shall describe the basic laws governing the thermal motion of matter. 

Molecular motion is chaotic because the number of molecules in bodies is 
unimaginably large. Every molecule incessantly changes its velocity upon 
collisions with other molecules. As a result, its trajectory is extremely 
complicated, and its motion is random. The concept of thermal motion is 
inapplicable to systems containing a few molecules. Random motion of 
à huge number of molecules differs in principle from ordered mechanical 
motion of individual bodies. This is why thermal motion represents 
à peculiar form of motion of matter, which has specific properties. 

Thermal motion is responsible for the internal properties of bodies. By 
analyzing this type of motion, we can explain many physical processes 
Occurring in bodies. 

MACROSCOPIC BODIES. Bodies consisting of a very large number of 
atoms or molecules are called MACROSCOPIC BODIES. The size of 
macroscopic bodies exceeds the atomic size by several orders of magnitude. 
Gas in a cylinder, water in a glass, a grain of sand, a stone, a steel rod and 
a globe are all examples of macroscopic bodies (Fig. 1). 

We shall consider processes in macroscopic bodies. 

THERMAL PHENOMENA. Thermal motion of molecules depends on 
the temperature. This fact was pointed out in the courses of "Junior 
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Fig. 1 


Physics". By ; l f 
phenomena that depend on the temperature of bodies. Upon heating. 
substances may go over from one state of aggregation to another: solid 
bodies are liquefied, and liquids evaporate. On the contrary, gases when 


THE ROLE OF THERMAL PHENOME 
a significant role in the life of human 
the air temperature by 20-30°C with 


er are replaced by a monotonous 
ts comes to a standstill. When the 
degree, we feel feverish. 


Thermal phenomena have attracted the attention of man since ancient 


time. Mankind gained a relative independence from environmental 
conditions when it learned to strike a fire and keep it burning. This was one 
of the most important discoveries made by man. 

A change in temperature affects all the 


— 100°C, rubber becomes as 
mall pieces. Only after heating 


l enomena in engineering. Modern heat engines, apparatus 
Or liquefaction of gases, refrigerators and other machines are designed on 
the basis of these laws. 


The molecular poche 
n Macroscopic bodies and their interna 


assumption that all bodies consist of individual 
motion, 


al phenomena i 


Mikhail Vasilevich Lomonosov 
(1711-1765) was a great Russian scientist 
with an encyclopaedic knowledge, poet 
and social worker, and the founder of 
Moscow University named after him. 
Pushkin called Lomonosov “the first 
Russian university”. Lomonosov was the 
author of outstanding works on physics, 
chemistry, mining and metallurgy. He 
developed the molecular kinetic theory of 
heat and predicted the laws of mass and 
energy conservation. Lomonosov created 
fundamental works on the history of the 
Russian people. He was the founder of 
the modern Russian grammar. 


of particles constituting a body. An important contribution to the evolution 
of the molecular kinetic theory was made by the great Russian scientist 
M. V. Lomonosov. He considered heat as the rotational motion of the 
particles constituting a substance. Using this theory, he successfully explained 
the phenomena of fusion, evaporation and heat conduction. He came to the 
conclusion about the existence of the “extreme, or ultimate degree of cold”, 
when the motion of particles ceases. 

The difficulties in the construction of the molecular kinetic theory, 
however, delayed its triumph which was achieved only at the beginning of 
the 20th century. As a matter of fact, the number of molecules in 
macroscopic bodies is so large that it is impossible to trace the motion of an 
individual molecule. It is necessary to learn to apply the laws of motion of 
individual molecules to finding the average result of their combined motion. 
It is this average result that determines the thermal phenomena in 
macroscopic bodies. 

THERMODYNAMICS. A substance possesses many properties that can 
be studied without a thorough knowledge of its structure. Thermal 
phenomena can be described with the help of quantities registered by such 
instruments as a manometer or a thermometer which do not respond to the 
action of individual molecules. 

The first scientific theory of thermal processes- THERMODYNAMICS — was 
constructed in the middle of the 19th century, following the discovery of the 
law of energy conservation. Thermodynamics is the theory of thermal 
phenomena which does not take into account the molecular structure of 
bodies. It was formulated while studying the optimal conditions for using 
heat to gain work long before the molecular kinetic theory received 
world-wide recognition. 

THERMODYNAMICS AND STATISTICAL MECHANICS. In the 
modern science and engineering, both thermodynamics and the molecular 
kinetic theory, also called STATISTICAL MECHANICS, are used. These theories 
complement each other. 
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The entire subject of thermodynamics is contained in a [ew statements 
called the LAWS OF THERMODYNAMICS. These laws were established 
experimentally. They are applicable to all substances irrespective of their 
internal structure. Statistical mechanics is a deeper and a more complicated 
theory of thermal phenomena. This theory can be used to substantiate 
theoretically all the laws of thermodynamics. 

We shall begin with the basic concepts of the molecular kinetic theory. 
partially described in the courses of "Junior Physics". After this, we shall 
discuss the quantitative theory of a simple system, viz. a low-density gas. 


FUNDAMENTALS OF MOLECULAR 
KINETIC THEORY 


1.1 o Basic Concepts. Dimensions of Molecules 


The molecular kinetic theory of matter is based on three 

statements, each of which has been proved experimentally: (1) 
a substance consists of particles, (2) these particles move at random, and (3) 
the particles interact. 

The properties and behaviour of all bodies are determined by the motion 
of interacting particles constituting them, viz. molecules, atoms" or still 
smaller particles known as elementary particles. 

ESTIMATION OF MOLECULAR DIMENSIONS. To make sure that 
molecules actually exist their dimensions should be determined. 

Let us consider a relatively simple method of estimating molecular 
dimensions. It is known that a drop of olive oil having a volume of 1 mm? 
cannot be spread to cover more than 0.6 m? of the surface of water. It can 
be assumed that when the drop of oil spreads to cover the maximum area, 
the layer thickness is just equal to the diameter of a molecule. The thickness 
of this layer can easily be determined, and thus the dimensions of a molecule 
of olive oil can be estimated. 

The volume V of the layer of oil is equal to the product of its area S by 
the thickness d: V— Sd (Fig. 2). Consequently, the thickness of the layer. and 
thus the size of the olive oil molecule, is given by 


_ 0.001 cm? 
~ 6000 cm? 


ION PROJECTOR. There is no need to list all possible methods available 
at present to prove the existence of atoms. and molecules. Modern 
instruments, such as electron microscope, make it possible to observe the 


~1.7x 1077 ст. 


а 


D It should be recalled that the atom is the smallest particle of 
a chemical element possessing its properties, and the molecule is the smallest stable 
particle of a substance, having its properties. Molecules are formed by atoms. 
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Fig. 2 


images of individual atoms and poleni may acp t EG 
i ery complex instrument. We sha consider а sy innit 
which he it possible to obtain images of individual | ‘gad 4 г. 
their size. This is the ION PROJECTOR. ог ion microscope. It i x А dle 
a spherical vessel of about 10cm in radius containing a po pitur an 
whose point is arranged at the centre of the vessel (Fig. 3). d pares 
curvature of the needle point is made as small as it is possible with ae 
methods of metal processing (viz. about 5 x 10- 6 cm). The HT S ken of 
the sphere is coated by a thin conducting layer which, like the TUS few 
à kinescope, can glow under the impacts of fast particles. A voltage © tas 
hundred volts is applied between the negatively charged € te 
and the positively charged needle point. The vessel is filled with h 
under a low pressure of 100 Pa (0.75 mm Hg). repede 
Tungsten atoms form microscopic “tubercles” on the surface of t КЕ 
point (Fig. 4). As randomly moving helium atoms come close to | BER 
atoms, the electric field, which is especially strong at the needle pou Hel- 
out electrons from helium atoms and converts them into positive ions. Ар 
ium ions аге repelled by the positively charged needle point and qae 
high velocities along the radii of the sphere. Under the impacts of heli 


Е ; ss the 
ions, the surface of the sphere starts to glow. Figure 5 shows 
arrangement of atoms о; 


n the point of a tungsten needle. Light spots are the 

images of individual atoms. 
The dimensions of 
atomic dimensions. A 
is so small that it is 


i i ‘ i an 
molecules, including those of olive oil. are larger m 
tomic diameters are of the order of 10 ^ 8 cm. This ge 
impossible to vizusalize it. In such a case we resor 


Conducting 
film 


Trajectories 
> of 

~ helium ions 
Tungsten 
atoms 


Metallic needle Glass vessel 


x 


To vacuum 
Pump 
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Fig. 5 


comparisons. One of them can be as follows. If we magnify a fist to the size 
of the Earth, an atom will be of the size of the fist upon the same 
magnification. 

NUMBER OF MOLECULES. Since molecules are very small, the 
number of molecules in any macroscopic body is extremely large. Let us 
calculate approximately the number of molecules in a water drop having 
a mass of | g, and hence a volume of 1 cm*. The diameter of a water 
molecule is approximately equal to 3 x 10^ * cm. Assuming that each water 
molecule occupies a volume of (3 x 10^ * cm)’, we can find the number of 
molecules in the closely packed drop by dividing its volume (1 cm?) by the 
volume of a molecule: 

1 
| (3x 1078) 

When you take a breath, you get into your lungs so many molecules that 
if they were uniformly distributed in the atmosphere of the Earth upon 
exhalation, every inhabitant of our planet would inhale two of the molecules 
that had been in your lungs. 


N = 3.7 x 1022. 
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1.2. Molecular Mass. Avogadro's Number 


THE MASS OF A WATER MOLECULE. The masses al 
individual molecules and atoms are very small. For example, 


lg of water contains 3.7 x 1022 molecules. Consequently, the mass of 
a water molecule is 


1 
3.7 x 1022 


The masses of molecules of other substances are of the same order of 
magnitude (excluding huge molecules of organic compounds). - 
RELATIVE MOLECULAR MASS. Since the masses of molecules a 
very small, it is convenient to use in calculations the relative values of peram 
instead of their absolute values. According to an international agreement, t 
masses of all atoms and molecules are compared with 1/12 of the а 
а carbon atom (the so-called carbon scale of atomic masses)”. The ergs 
molecular (or atomic) mass M, of a substance is the ratio of the mass то € 


1 / sS a carbon 
a molecule (or atom) of this substance to 1/12 of the mass Moc of a carb 
atom: 


= A 
тоң,о = ge 32610-23 & (1.1) 


s 
то 


= (1.2) 
M= (1/12) тос ` 
ioc .— 


O; is approximatel 
12 and that of 


AMOUNT OF SUBSTANCE AND А 
be most natural t 


mount of substance containing the — 
€s or atoms as the number of atoms in 0.012 kg of carbo Е 
mole of any substance contains the same number of d 
9r molecules, This number is denoted by М, and is known as AVOGADRO’ 


Scientist of the 19th century. 


titu 
с integers. 
he relati TOduced to make the relative masses of atoms closer to integ 
€ relative mass of carbon is stric 
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In order to determine Avogadro's number, it is necessary to calculate the 
mass of a carbon (or any other) atom. A rough estimate can be obtained in 
the same way as it was done above for a water molecule (more accurate 
methods are based on the deflection of ion beams by an electromagnetic 
field). Measurements give the following value for the atomic mass of carbon: 
тос = 1.995 х 10726 kg. 

Avogadro's number N, can be determined by dividing the mass of a mole 
of carbon by the mass of a carbon atom: 


kg 1 
N 0.012 = 6.02 x 1023 mole *. 
6 mole 1.995 x 107 2° kg B mue 


The notation mole"! indicates that № is the number of atoms of any 
substance in a mole of this substance. If the amount of substance is v — 2.5 
mole, the number of molecules in this substance is N = УМА = 1.5 х 1024. 
Thus, the amount of substance v is equal to the ratio of the number N of 
molecules in a given body to Avogadro's number N4, i.e. to the number of 
molecules in a mole of the substance: 


x (1.3) 


v NC 

The large value of Avogadro's number reflects the smallness of 
microscopic scales in comparison with macroscopic ones. A body containing 
a mole of substance has conventional macroscopic dimensions. 

MOLAR MASS. Along with the relative mass M,, the molar mass M is 
also widely used in physics and chemistry. The molar mass is the mass of 


a mole of a substance. р 
According to this definition, the molar mass is equal to the product of the 


mass of a molecule and Avogadro's number: 


М =то МА. 


(1.4) 


The mass m of any amount of substance is equal to the product of the 
molecular mass and the number of molecules in the body: 


т= тоМћ. (1.5) 


Replacing in formula (1.3) М№ and М by their expressions from (1.4) and (1.5), 
we obtain 


ye. (1.6) 


M 


The amount of substance is equal to the ratio of the mass of the substance 


to its molar mass. 
According to formulas (1.3) and (1.6), the number of molecules of 


a substance having a mass m and a molar mass M is 
m 
М = УМА = № =. 
АРАМ (1.7) 
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. List the basic statements of the molecular kinetic theory. 
. Give proofs of the existence of molecules. 
Give the definition of the relative molecular mass. 
What is the relative molecular mass of water? 
What do we call the amount of substance? 
Define the unit of the amount of substance, viz. a mole. 
What is the value of Avogadro's number? 
. Give the definition of the molar mass. 
What is the relation between the mass of a body and the amount of 
substance in it? 
. Prove that the molar mass M is connected with the relative 
molecular mass through the following relation: 
М = 1072. M, kg-mole !. 
11. What is the value of the molar mass for carbon dioxide CO;? 
12. What is the mass of 3 moles of carbon dioxide? 


v0 no wuwbPBmIT 
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1 .3. Brownian Movement 


In "Junior Physics", we considered the phenomenon of 
| diffusion, viz. the mixing of gases, liquids and solids in direct 
contact. This phenomenon can be explained by the random motion of 
molecules. But the most convincing proof of the molecular motion can be 
obtained by observing through a microscope the tiny particles of a solid 
suspended in water. These particles are in random motion which is known as 
the BROWNIAN MOVEMENT. 


The Brownian movement is the thermal motion of particles suspended in 

a liquid (or gas). | 
OBSERVATION OF BROWNIAN MOVEMENT. The English botanist 
аы observed this phenomenon for the first time in 1827 while examining 
clubmoss spores suspended in water through a microscope. In modern 
воа оп Brownian movement, the particles of gamboge gum dye, 
расага іп water, аге normally used. These particles аге Jn 
never cease W e most striking and unusual fact is that this movement 
$. We are accustomed that any moving body ultimately stops: 


However, Browni: 

> ownian movement is th i i 7 be 
i à те 2 hic! annot be 
terminated. Its intensit thermal motion which с 


4 increases with te igure 6 is a schematic 

diagram аам mperature. Figure 6 is а 5с 

dota us theo movement. The positions of the particles marked by 
tmined in equal time intervals of 30 s. These points are 


connected by segments of strai i i 
aight lines. : > traj 5 articles 
are much more complicated в s. Actually, the trajectories of pa 


зотат Movement ап also be ober in а gus Dust and smoke 
Nowadays, the conce t. at вю Brownian movement | . 

For example, the нь V arie is used ina wider sense. 

Instruments is a kind of Bere Pointers in high-precision measuring 

motion of atom: an movement. It occurs due to the therma 


$ constituting th : ient. 
EXPLA £ the parts of instruments and the ambien 
NATION OF BROWNIAN MOVEMENT. Brownian movement 


can be ex laine 2 
Painea only with. the help of the molecular kinetic theory. The 


18 


Fig. 6 


reason behind the Brownian movement of a particle is that the impacts of 
molecules against this particle are not balanced. Figure 7 shows 
schematically the position of a Brownian particle and its neighbouring 
molecules. In random motion of molecules, the momenta transferred to the 
Brownian particle, say, from left and right, are not equal. Therefore, the 
resultant force of pressure, that causes a change in the motion of the 
Brownian particle, differs from zero. 

The average pressure has a certain value in a gas as well as in a liquid. 
However, insignificant random deviations from the average value always take 
place. The smaller the surface area of a body, the larger the relative 
variations of the force of pressure acting on this surface. Thus, if the surface 
area is of the order of several molecular diameters, the force of pressure 
acting on this area varies abruptly from zero to a certain value when this 
area is hit by a molecule. 

The molecular kinetic theory of Brownian movement was constructed by 
A. Einstein in 1905. The formulation of the theory of Brownian movement 
and its experimental verification by the French physicist J. Perrin crowned 
the victory of the molecular kinetic theory. 


1.4. Forces of Intermolecular Interaction 


It is not difficult to demonstrate the existence of considerable 

forces of interaction among atoms and molecules. Just try to 
break a thick rod! This rod consists of molecules. If there were no attractive 
forces among molecules, all substances would be in the gaseous state under 
any conditions. It is due to attractive forces that molecules are kept close to 
one another and form liquids and solids. However, attractive forces alone 
cannot ensure the existence of stable complexes of atoms and molecules. At 
very short distances, molecules repel one another. For this reason, molecules 
do not penetrate into each other. 
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STRUCTURE OF MOLECULES. A molecule is a complex system 
consisting of individual charged particles, viz. electrons and atomic nuclei. 
Although molecules are electrically neutral as a whole. considerable electric 
forces act between them at short distances. Interaction takes place between 
electrons and nuclei of neighbouring molecules. The description of the 
motion of particles within atoms and molecules and the FORCES OF 
INTERMOLECULAR INTERACTION is a very complicated problem. This 
problem is considered in atomic physics. Here we shall give only the result of 
its solution, i.e. an approximate dependence of the force of interaction of two 
molecules on their separation. 

Molecules consist of particles bearing unlike charges. Attractive forces act 
between the electrons of one molecule and the atomic nuclei of another 
molecule. At the same time, repulsive forces act between the electrons of the 
two molecules and between their nuclei. The resultant of the forces of 
intermolecular interaction is equal to the difference in the magnitudes of 
these forces. 

DEPENDENCE OF MOLECULAR FORCES ON INTERMOLE- 
CULAR DISTANCES. Let us now analyze how the projection of the 
force of interaction between two molecules onto the straight line connecting 
them depends on the distance between the molecules. А 

If the molecules are at a distance exceeding several times their dimensions. 
the forces of interaction are practically absent. The forces acting between 
electrically neutral molecules are of the SHORT-RANGE NATURE. The repulsive 
force is zero at distances two or three times longer than the molecular 
diameter. Only the attractive force is noticeable at such distances. As the 
intermolecular distance decreases, the attractive force grows at first. 
However, with a further decrease in the separation between the molecules, 
the repulsive force becomes significant. This force increases very rapidly 
when the electron shells of the atoms begin to overlap. . 

Figure 8 represents the approximate dependence of the projections of the 
repulsive force (upper curve), of the attractive force (lower curve) and of the 
resultant force (middle curve) on the centre-to-centre distance between 
molecules. The projection of the repulsive force is positive, while the 
Projection of the attractive force is negative. Thin vertical lines are drawn to 
make the composition of the projections of forces more convenient. 

At a distance ro, approximately equal to the sum of the molecular radii, 
the Projection of the resultant force F, is equal to zero since the attractive 
force is equal in magnitude to the repulsive force (Fig. 9a). For "> "о, the 
attractive force exceeds the repulsive force, and the projection of the 


resultant force (bold arrow) is negative (Fig. 9b). As r—oo, F,—0. At 
distances r< р 


З o the repulsive force is stronger than the attractive force 
(Fig. 9c). 
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molecules to their initial positions after the external force is removed. 

When the displacements of the molecules from their equilibrium position 
are small, attractive or repulsive forces change linearly with the displacement. 
On a short segment, the curve can be treated as a straight line (the middle 
part of the curve in Fig. 8). Therefore, Hooke's law is valid for small 
deformations. It states that the elastic force is proportional to the 
deformation. For large displacements of molecules, Hooke's law is no longer 
applicable. 

Since the distances between all molecules of a body change upon its 
deformation, the adjoining molecular layers are displaced only to a very 
small extent. For this reason, Hooke's law is valid for deformations 
exceeding the molecular dimensions by millions of times. 


1.5. Structure of Gases, Liquids and Solids 


The molecular kinetic theory makes it possible to explain 
why a substance can be in the gaseous, liquid or solid state. 

GASES. The distances between atoms and molecules in gases are on the 
average many times larger than the dimensions of the molecules themselves 
(Fig. 10). For example, under atmospheric pressure, the volume of a vessel 
exceeds the volume of gas molecules in it by about four orders of magnitude. 

Gases can easily be compressed since only the average intermolecular 
distance decreases upon the compression, but the molecules do not "squeeze" 
one another (Fig. 11). 

Gas molecules move in space at enormous velocities (of the order of 
hundreds of meters per second). Colliding with one another, they bounce like 
billiard balls in different directions. 

Weak attractive forces between gas molecules are unable to keep them 
close. For this reason, gases can expand without limits. They retain neither 
Shape nor volume. DW DS 
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Fig. 10 


Numerous impacts of gas molecules against vessel walls are responsible for 
the gas pressure. ` 


LIQUIDS. Molec 
(Fig. 12), and therefore liquid molecules 


me during which it vibrates about a certain equilibrium 
position, is on the average about 107 !! s at room temperature. The time о 


a single vibration is much shorter (107 12.10-13 $), As the gp 
Increases, the "sedentary lifetime" of molecules decreases, The nature 0 
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Yakov Hich Frenkel (1894-1952) was ап 
outstanding Soviet theoretical physicist 
who made a considerable contribution to 
various branches of physics. Frenkel was 
the author of the modern theory of the 
liquid state of matter. He laid the 
foundation of the theory of ferro- 
magnetism. His works on atmospheric 
electricity and the origin of the magnetic 
field of the Earth have received 
worldwide ^ recognition. The first 
quantitative theory for the fission of 
uranium nuclei was developed by 
Frenkel. 


It is well known that liquids exhibit fluidity, i.e. they do not retain their 
shape. This can be explained as follows. If a liquid is at rest, the molecules 
jump from one "sedentary" position to another at the same frequency in all 
directions (see Fig. 12). When an external force is applied, it does not 
noticeably change the number of jumps per second. However, in this case the 
molecules jump from one "sedentary" position to another predominantly in 
the direction of the external force (Fig. 14). For this reason, liquids flow and 
assume the shape of the vessel. 

SOLIDS. Unlike liquid molecules, atoms and molecules in solids vibrate 
about definite equilibrium positions. True, solid molecules sometimes alter 
their equilibrium position, but this occurs quite seldom. For this reason, 
solid bodies retain their shape and volume. 


Fig. 17 
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There is one more important difference between. liquids and solids. 
A liquid can be compared with a crowd whose individual members are 


arrangement of atoms in a crystal leads to a geometrically regular external 
shape. Figure 17 shows diamonds found in the Yakutsk deposit. 


? 


- What is the relation between the intermolecular forces and the 
Separations between the molecules? 

5. Two lead bricks with smooth clean cuts are brought in contact and 
Stick together. Explain this phenomenon. " 
6. What is the difference in the thermal motion of molecules in solids, 

liquids and gases? 


molecular interactions are 
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walls. The ideal gas model turns out to be quite satisfactory for this problem. 
It leads to the results which are confirmed by experiment. REAL RAREFIED 
GASES INDEED BEHAVE LIKE AN IDEAL GAS. 

GAS PRESSURE IN THE MOLECULAR KINETIC THEORY. 
Suppose that a gas is contained in a closed vessel. A manometer indicates 
that its pressure is pẹ. But how does this pressure emerge? Every gas 
molecule impinging at the vessel wall acts on it with a certain force during 
a short interval of time. As a result of random impacts against the wall, the 
force exerted by all the molecules per unit area of the wall, viz. the pressure, 
rapidly varies with time as shown in Fig. 18. However, the effects due to the 
impacts of individual molecules are so weak that they cannot be registered 
by the manometer. The manometer indicates the time-averaged force acting 
per unit area of its sensitive element, viz. the membrane. Despite small 
variations of pressure, its average value Po is practically found to be 
constant, since the number of molecular collisions is very large, while the 
mass of the molecules is very small. 

The gas pressure is the higher, the larger the number of molecules striking 
the wall over a certain time interval and the higher the velocities of 
impinging molecules. 

The emergence of gas pressure can be explained with the help of a simple 
mechanical model. We take a disc (it plays the role of the manometer 
membrane) and fix it on a rod in the vertical position so that it can rotate 
together with the rod about a vertical axis (Fig. 19). Using an inclined spout, 
we direct a stream of small pellets onto the disc (the pellets play the role of 
molecules). As a result of multiple impacts of the pellets against the disc, 
a certain average force acts on it, which causes the turning of the rod and 
the bending of an elastic plate P. The effect of the impacts of individual 
pellets is, however, not noticeable. 

, THERMAL MOTION OF MOLECULES. At the very outset, we should 
give up the attempts to trace the motion of all the molecules constituting 
à gas. Their number is too large and their paths are very complicated. But 
there is no need to know how every molecule moves. We must find the result 
of the collective motion of all the gas molecules. 


? Tt should be recalled that pressure is defined as the ratio of the 
magnitude F of the force acting normally to the surface, to the area S of this surface: 
P — F/S. Pressure is expressed in pascals or millimetres of mercury column: 1 Pa = 
N/m? 275 x 10-3 mm Hg. 
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The nature of motion of the whole a S 
from experiment (see Sec. 1.3). Molecules are in a random (thermal) motion. 


ggregate of gas molecules is known 


This means that the velocity of any molecule r 
or very low, while the direction of their mot 
their mutual collisions, 

Although the velocities of individual 
the AVERAGE VALUE of the magnitude 
is clear from the followin 
is not the same, but the 
find it, we must sum u 
their number. 


THE MEAN SQUARE VELOCITY. In the further analysis, we shall have 
are of the average velocity rather than the mean ГА 
This quantity determines the average kinetic energy of molecules. It will be 
shown below that the average kinetic energy plays a very important role in 
the entire molecular kinetic theory, 
We denote the magnitudes of 
02, Us, ..., Uy. The mean squa 
formula: 


may turn out to be very high 
ion incessantly changes upon 


molecules may acquire various values, 
of their velocity is quite definite. This 
g simple example. The height of the pupils in a class 
Te is a definite average value for this quantity. To 
p the heights of the pupils and divide the result by 


the velocities of individual molecules by vie 
Te velocity is determined by the following 
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Fig. 20 


The average values v2, vi and 02 can be determined with the help of for- 
mulas similar to (1.8). The average value v? and the average values of the 
squares of the projections are connected through a relation similar to (1.9): 


^N +e. (1.10) 


vt 


Indeed, relation (1.9) is valid for each molecule. Adding these relations 
for individual molecules and dividing both sides of the resultant relation by 
the number N of molecules, we arrive at formula (1.10). 

Since the directions Ox, Oy and Oz are equivalent due to the random 
nature of molecular motion, the mean squares of the velocity projections are 
equal: 


2 = 02. (1.11) 
Using this relation, we substitute into (1.10) 52 for vi and v2. Then the 
mean square of the projection of velocity is 


2-1. num 


i.e. the mean square of the velocit 
square of the velocit 
three-dimensional, a 


1.7. 


: y projection is equal to 1/3 of the mean 
y itself. The factor of 1/3 appears since the space is 
nd hence any vector has three projections. 
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i is event 
emerges as a result of impacts of molecules against и T Luo. bá 
the piston from being pushed out of the vessel, a certain fo 

i it from outside. " " 
hu pre of the formula for the gas P wo is E | 
complicated but is rather cumbersome. We shall split it into Ls ^ imis 
us first calculate the impulse of the force exerted on the due D df 
during the impact. We shall then calculate the number a ja Pe 
molecules with the piston over a time At. Multiplying these ias we wit 
taking the average value of the Square of the velocity of molecule. derbi 
determine the impulse of the average force exerted by all the mo "pde 
the piston. Lastly, we divide the obtained value by the time At an 


А . e gas 
area of the piston. As a result, we shall obtain an expression for the g 
pressure. 


COLLISION OF A 
consider the case when th 
the piston (Fig. 22) is pe 


MOLECULE WITH THE PISTON. Let us Вр 
€ velocity 5, of a molecule before the eic га 
Tpendicular to the piston surface. In our ay oe 
molecules are rigid balls. Upon collisions with a wall, they are Неон 
without a change in their kinetic energy. Such collisions are termed pe while 
elastic. The magnitude of the velocity remains unchanged in this case, 6 
the direction of motion is reversed: = — б. The change in the mome 
of the molecule is given by 

Тоб — тов, = mob (— тоб) = 2m Ù. 
И the velocity of a molecule 
(Fig. 23), the projection Vox Of its 
Surface of the piston chan 


is at an arbitrary angle to the pt 

velocity on the direction normal ks a 
Bes its sign (v, = — vox) While the ve d 

Projections vo, and voz On the directions parallel to the surface of the Qe m 

remain unchanged: Yy=Uoy and v,— v. A similar situation arises 

a ball impinges at a s 


М B o ctl 
mooth wall, if we assume that this collision is perfectly 
elastic. б» 
The change in the Projection of the momentum of a molecule on 
X-axis 15 
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13 
Movy) = 2mo vy. (1.13) 
law of momentum 


Fig. 23 Fig. 24 


piston, the magnitude of the momentum transferred to the piston is 
2m, | v, |. 

According to Newton's second law, the change in the momentum of 
à body is equal to the impulse of the force, viz. the product of the force by 
the time of its action. Therefore, the magnitude of the impulse of the force 
exerted on the piston by a molecule during the impact is equal to 2mo | v, |. 

THE NUMBER OF COLLISIONS OF MOLECULES WITH THE 
PISTON. In order to calculate the impulse of the force exerted by all 
molecules on the piston, we have to calculate the number of collisions of 
molecules with the piston over a certain time interval At which is much 
longer than the time of collision of a single molecule with the piston. 

During the time At, only those molecules can reach the piston that are at 
a distance not exceeding CC' = | о, |At from it (Fig. 24). The molecules at 
larger distances are unable to reach the piston. We must also take into 
account the fact that only the molecules with v, > 0 can reach the wall CD 
during this time. i.e. the molecules moving from left to right. 

The values of the velocity projections v, and v, do not affect the arrival of 
molecules at the piston CD. If a molecule undergoes an elastic collision with 
the wall BC or AD (Fig. 24), the velocity projection v, remains unchanged, 
and the molecule still will be displaced along Ox by the segment |v, | At. 

The volume CC'D'D is equal to |v,|AtS. If the number density of 
molecules, i.e. the number of molecules per unit volume is n= N/V, the 
number of molecules in the isolated volume is n| vy | AtS. 

Due to the random nature of the molecular motion, only half the 
molecules in the isolated volume have the velocity projection о, > 0 and 
move from left to right. For the other half of molecules v, «0, and they 
move in the opposite direction. 

Consequently, the number z of collisions of molecules with the piston over 
the time Ar is equal to half the number of molecules in the isolated volume: 


2= 5 10,1415. (1.14) 
THE IMPULSE OF THE AVERAGE FORCE EXERTED BY ALL 
MOLECULES ON THE PISTON. Every molecule colliding with the piston 


Changes its momentum by 2mg|v,|. During the time At, all z molecules 
change its momentum by 2mo| о, |=. According to Newton's second law, the 
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magnitude F At of the impulse of the force acting on the piston is equal to 
the magnitude of the change in its momentum: 


Е At = z2mg| v, | = nmo Sv? At. (1.15) 


We now must take into consideration the following circumstance. We 
argued as if all the molecules had the same velocity. Actually, the velocities 
of molecules are different, and each molecule makes its own contribution to 
pressure upon its collision with the piston. To take this into account, we 
must take the value of the square of the velocity projection, r2,averaged 
over all the molecules, instead of 12. 

The average value of the magnitude of the impulse of force is given by 
F At = monSv;At. Since 02 = v?/3 (see (1.12)), we have 


FAt= | mons? Ar, (1.16) 


GAS PRESSURE. Dividing both sides of Eq. (1.16) by the product AtS, 
we can find the gas pressure: 


p= mon (1.17) 


This is the basic equation of the molecular kinetic theory. 
Formula (1.17) connects a macroscopic quantity, viz. the pressure that can 
be measured by a manometer, with microscopic quantities characterizing 


molecules and is a sort of bridge between the two worlds: macroscopic and 
microscopic. 


If we denote by Ё the mean kin 


etic energy of translatory motion of 
a molecule, E = mov?/2, then Eq. 


(1.17) can be written in the form 


2 as 
=—nE. 1,18 
Nc ee M 
The pressure of an idea 
of molecules per unit vol 
motion of a molecule. 


In the next chapter it will be shown that the mean kinetic energy of 
molecules is determined by the gas temperature. 

9 . n . т 

? 1. What is an ideal gas in the molecular kinetic theory? 


2. What is the mechanism of the emergence of gas pressure from the 

А point of View of the molecular kinetic theory? В 

- What is the mean value of the x-projection of the molecular velocity 
equal to? 

: Give the definition of the mean square velocity of molecules. 

. By what amount does the momentum of a molecule change upon its 
collision with the vessel wall? 

6. What quantities determine the number of collisions of molecules 

z kia a piston of area S over a time At? 

: Write the basic equation of the molecular kinetic theory. 


1 gas is proportional to the product of the number 
ume and the mean kinetic energy of the translatory 
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Problems with Solutions 


To solve most of the problems concerning Chapter 1, you 
. must be able to determine the molar masses of substances. 
For this purpose, the relative molecular mass must be determined from the 
relative atomic masses given in the Periodic Table of the Elements. The 
molar mass is then determined by the formula M = 107 3 M, kg/mole, where 
M is the molar mass and M, is the relative molecular mass. 
In some problems, the amount of substance or the number of molecules 
(atoms) in it has to be determined from the known mass of a body. 
For this purpose, the following formulas are used: v = m/M and N= 
(m/M)N4. The masses of individual molecules are determined by the for- 
mula mo = М/А. In some problems, the mass of a substance has to be 
expressed in terms of its density p and volume И 
These formulas, as well as all other formulas from Sec. 1.2 should be kept 
at hand while solving problems. 
а а number of problems, (ће basic equation of the molecular kinetic 
eory in the form (1.17) or (1.18) should be used. 


n le 
Determine the molar mass of water. 


и The relative atomic masses of hydrogen an 
nd 15.9994 respectively. The chemical formula of water 


Consequently, the relative molecular mass of water is 
M, = 2 x 1.00797 + 15.9994 = 18.01534 = 18. 
10-3 x 18 kg/mole = 0.018 kg/mole. 


d oxygen are 1.00797 
в H,O. 


The molar mass of water is М = 


X vies М А 
2. Determine the amount of substance and the number of molecules contained in 


1 kg of carbon dioxide. 

Solution. Since the molar mass of carbon dioxid 
amount of substance v =m/M = 1/0.044 mole = 22.7 mole. The number of 
molecules is N = (т/М) № = УМА = 22.7 х 602 x 1022 214 x 1025. 


—27 x 1027 gas molecules. 
kinetic energy E of 


e is M — 0.044 kg/mole, the 


РА i A vessel having a volume V= 0.01 m? contains N 
a pressure on the vessel walls is p — 105 Pa. What is the mean 
e translatory motion of the molecules? 
Solution. According to the basic equati 
of gases in the form (1.18), p = Q/3)nE. T 
n=N/V=2.7 x 1025 m^ 3. Hence 
= 8 3 x 105 N/m? = 
REN: Vm ye 5.6.x 1077 1 
2n 2х27х10° т 


on of the molecular kinetic energy 
he number density of molecules is 


i 4. The density of a gas in a gas-filled electric lamp is р = 09 kg/m°. After the 
TO has been switched on, the pressure in it increases from p, 28 x 10* Pa to p; = 
Их 105 Ра. What is the increase in the mean velocity of gas molecules in this case? 
Solution. The product of the mass то of an individual molecule by the 
molecular number density (the number of molecules per unit volume) n is 
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equal to the mass of the molecules contained in a unit volume, i.e. to the gas 
density p — mon. Consequently, the basic equation (1.17) of the molecular 
kinetic theory can be written in the form of р = (1/3) рь?. 


Therefore, 
3 3p, 
=|) ome 
P P 


B-a = Ars - Vo som 


Exercise 1 

1. What area can be occupied by a drop of olive oil of volume 0.02 
cm? when it spreads over a surface of water? 

2. Determine the molar masses of hydrogen and helium. 

3. What is the ratio of the number of atoms in 12 kg of carbon and the 
number of molecules in 16 kg of oxygen? 

4. What amount of substance (in moles) is contained in 1 в of water? 

5. What is the number of molecules in 10 g of oxygen? 

6. The molar mass of nitrogen is 0.028 kg/mole. What is the mass of 
a nitrogen molecule? 

7. Determine the number of atoms in 1 m? of copper if its molar mass 
М = 0.0635 kg/mole and its density p — 9000 kg/m?. 

8. The density of diamond is 3500 kg/m?. What volume is occupied by 
10°? atoms of this substance? 

9. What is the change in the gas pressure if the number density of 
molecules in the gas has increased thrice, while the mean molecular 
velocity has become equal to 1/3 of its initial value? 

10. What is the pressure of a gas in a vessel if the mean square velocity 
of its molecules is v? = 105 m?/s?, the molecular number density n — 
3 х 1075 m-?, and the mass of cach molecule is my —5x 
10-26 kg? 

11. A flask whose volume is 1.2 1 contains 3 x 1022 helium molecules. 
What is the mean kinetic energy of cach molecule? The pressure in 
the flask is 105 Pa. 

12. Calculate the mean square velocity of molecules in a gas if its mass 
m=6kg, volume V— 49 m? and pressure p — 200 kPa. 


Hence 


Main Points of Chapter 1 


According to the basic concepts of the molecular kinetic 
theory, all bodies consist of molecules (or atoms). Repulsive 
forces act among molecules at distances smaller than the molecular 


dimensions, while attractive forces operate at large distances. Molecules take 
part in random thermal motion. 


e masses of molecules а 
(macroscopic) bodies is very 
and their number in macri 

The relative molecular ( 


re small, and the number of molecules in large 
large. For this Teason, the masses of molecules 
Oscopic bodies are expressed in relative units. 
ог atomic) mass is the ratio of the mass of 
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a molecule (or atom) to 1/12 of the mass of a carbon atom (1.2). 

The amount of substance is equal to the ratio of the number of molecules 
in a given body to Avogadro's number, ie. the number of molecules in 
a mole of a substance. 

The amount of substance is expressed in moles. A mole is the amount of 
substance containing the same number of molecules as in 0.012 kg of carbon. 

The number of molecules in a mole of a substance is known as Avogadro's 
number № = 6.02 x 102° mole !. 

The molar mass is the mass of one mole of a substance (1.4). 

The separation between molecules in gases is much larger then their 
dimensions. The molecules (or atoms) in liquids and solids are in the 
immediate proximity to one another. Atoms (or molecules) in solids are 
arranged in a strict order and vibrate about invariable equilibrium positions. 
In liquids, molecules are arranged chaotically and from time to time jump 
from one equilibrium position to another. 

An ideal gas in the molecular kinetic theory is a gas consisting of 
molecules with a negligibly weak interaction. 

According to the basic equation of the molecular kinetic theory, the gas 
pressure is proportional to the product of the molecular number density and 
the mean kinetic energy of the translatory motion of a molecule: 


2 3 = _ Mot” 
396 where E = DS 
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TEMPERATURE. ENERGY OF THERMAL 
MOTION OF MOLECULES 


2.1 e Thermal Equilibrium. Temperature 


MACROSCOPIC PARAMETERS. There is no need to 

resort each time to the molecular kinetic theory E. 

describing processes occurring in gases and other macroscopic bodies. n 
behaviour of macroscopic bodies, and in particular gases, can = 
characterized by a small number of physical quantities pertaining to 
molecules in aggregate rather than to individual molecules constituting 
bodies. These quantities include the volume И, pressure p and temperature n 
Suppose, for example, a given mass of a gas occupies a certain volume Dan 
has certain temperature and pressure. Volume and pressure are mechanica 
quantities describing the state of the gas. Temperature is not considered in 
mechanics since it characterizes the internal state of the body. | Р 
Апу тасгоѕсоріс Бойу ог а group of macroscopic bodies is calle 
a THERMODYNAMIC SYSTEM. The quantities (И р, t) characterizing the state 
of the thermodynamic system without taking into account the molecular 
structure of bodies are known as MACROSCOPIC (or THERMODYNAMIC) 
PARAMETERS. Macroscopic parameters are not confined just to volume, 
Pressure and temperature. For example, for a gas mixture we must also 


know the concentrations of individual components of the mixture. Ordinary 
atmospheric air is an example of such a mixture. 

COLD AND HOT BODIES. The concept of temperature occupies the 
central place in the theory of thermal phenomena. We all know very well the 
difference between cold and hot bodies. We can determine by touch which of 
the bodies is hotter, and we say that this body has a higher temperature. The 
temperature characterizes the DEGREE OF HOTNESS of a body (cold, warm, or 


hot). The temperature is measured by a special instrument called the 
thermometer. Its construction is based on the property of bodies to change 
their volume upon heating or cooling. 

THERMAL EQUILIBRIUM. To measure the temperature of a human 
body, a Clinical thermometer should be held in the armpit for 5-8 min. 
During this time, mercury in the thermometer is heated and its level rises. 
The length of the 


mercury column indicates the temperature of the body. In 
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the same way, the temperature of any other body can be measured by any 
type of thermometer. A thermometer never indicates the temperature of 
a body immediately after it was brought in contact with the body. A certain 
time is required before the temperatures of the body and the thermometer 
level out and THERMAL EQUILIBRIUM is established between them, after 
which the temperature does not change. 

Thermal equilibrium is established with time between any bodies at 
different temperatures. Drop a piece of ice into a glass with water and tightly 
close the glass by a lid. The ice will melt and the water will cool. After the 
ice has melted, water starts getting heated. After the water has acquired the 
temperature of the surrounding air, the temperature of the glass with water 
does not change any more. 

This and other similar simple observations lead to the conclusion about 
à very important general property of thermal phenomena. Any macroscopic 
body or a group of bodies (a thermodynamic system) under invariable 
external conditions spontaneously reaches the state of thermal equilibrium. 
Thermal, or thermodynamic, equilibrium is a state in which: all the 
macroscopic parameters remain unchanged for an infinitely long time. This 
means that the volume and pressure of the system do not change, there is no 
heat exchange, no mutual conversion of gases, liquids and solids is observed, 
and so on. In other words, the temperature of the system remains 
unchanged. 

However, microscopic processes within a body do not cease even in 
à thermal equilibrium. As a result of collisions the positions of molecules 
keep on changing as well as their velocities. 

TEMPERATURE. A thermodynamic system can be in different states of 
thermal equilibrium. In each of these states, the temperature has its own, 
Strictly definite value. Other quantities may have different (but constant) 
values in a state of thermal equilibrium. For example, the volumes of 
different parts of a system, as well as their pressures, may be different if there 
are rigid partitions between them. If you bring a ball filled with compressed 
air from the street into a room, the temperature of the air in the ball and in 
the room equalizes in a certain time. The air pressure in the ball still remains 
higher than the pressure in the room. 

The temperature characterizes the state of thermal equilibrium of 
à macroscopic system: the temperature has the same value in all parts of the 
System in thermal equilibrium. 

If two bodies are at the same temperature, there is no heat exchange 
between them. The bodies are in thermal equilibrium in this case. If, 
however, the temperatures of the bodies are different, these bodies exchange 
energy when brought in thermal contact. The body at a higher temperature 
gives energy to the body at a lower temperature. The temperature difference 
indicates the direction of heat exchange between the bodies. 

MEASUREMENT OF TEMPERATURE. THERMOMETERS. The 
measurement of temperature can be based on the temperature variation of 
any macroscopic quantity: volume, pressure, electric resistance and so on. 

In practice, the dependence of the volume of a liquid (mercury or alcohol) 
on temperature is used most frequently. While graduating a thermometer, the 
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Fig. 25 


temperature of melting ice is taken as a reference point (0). while 
the other reference point (100) is the temperature of boiling water 
under the normal atmospheric pressure (Celsius scale). Between the 
points 0 and 100, the scale is divided into 100 equal parts called 
degrees (Fig. 25) The displacement of the liquid column by one 
division corresponds to a change in temperature by | C. 

Since different liquids expand differently upon heating, the scale 
obtained in this way will be determined to a certain extent by the 
properties of the liquid. Naturally, 0 and 100°C will be the same 
for all thermometers, but, say, the divisions corresponding to 50 С 
will not coincide. 

What substance should then be chosen to get rid of this 
dependence? It was noted that unlike liquids, all rarefied gases 
(hydrogen, helium and oxygen) expand in the same way upon 
heating and change their pressure with temperature identically. For 
this reason, the change in pressure of a certain amount of a rarefied 
gas at a constant volume or the change in the gas volume at 
a constant pressure is used in physics for establishing а rational 
temperature scale. This scale is sometimes called the ideal gas 
temperature scale. Using this scale, we can get rid of another 
considerable drawback of the Celsius scale, viz. the arbitrariness in 
the choice of the reference point, or the zero temperature. The 
reference point could be taken on equal rights at the temperature of 
boiling water. 


We shall consider in detail how rarefied gases can be used for 
determining temperature. 


— = » — GE EC 
? 1, What quantities characterize the state of macroscopic bodies; 
- What are the salient features of the state of thermal equilibrium: 


3. Give examples of establishing thermal equilibrium of bodies SU 
rounding us in everyday life. pe 
и d physical quantity characterizes the state of thermal equilib- 
ium? 

5. What properties of macroscopic bodies are used for measuring 
temperature? 

6. 


. What are the advantages of using rarefied gases for the measurement 
of temperature? 


22. 


gases have the same tem 
To determine thi 


= -— 


Temperature of a Gas 


MEAN KINETIC ENERGY O T 
Е GAS MOLECULES А 
THERMAL EQUILIBRIUM. In thermal equilibrium, a! 


perature that does not depend on the kind of a gas- 


et i i i 
ihe property ad €mperature we must find out which physical quantity has 


temperature in the molecular kinetic theory. 
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It is known from the course of “Junior Physics” that the molecular 
velocity is the higher, the higher the temperature of a body. With heating 
the pressure in a closed vessel becomes higher. On the other 
hand, according to the basic equation (1.18) of the molecular kinetic theory, 
the pressure p is proportional to the mean kinetic energy of translatory 
motion of a molecule: р = (2/3) nE. In thermal equilibrium, when the pressure 
of a given mass of a gas and its volume are fixed, the mean kinetic energy of 
the gas molecules must have a strictly definite value like the temperature. 

It is natural to assume that in thermal equilibrium the mean kinetic 
energies of molecules of all gases are identical. Of course, it is just an 
assumption which should be verified experimentally. Such a verification 
cannot be carried out directly since it is very difficult to measure the mean 
kinetic energy of molecules. Using the basic equation in the molecular 
kinetic theory, we can, however, express it in terms of macroscopic 
parameters. 

Since the number density of gas molecules is n= N/V, it follows from Eq. 
(1.18) that р = (2/3)(N / V) E, or 

Av. Я Е. (2.1) 


N 2 
Pressure and volume can be measured directly. The number of molecules can 
be determined from the mass m of the gas, Avogadro's number Na and the 
molar mass M. According to formula (1.7) we have 


m 
м=- №. 
If the kinetic energy E is indeed the same for all the gases in thermal 
equilibrium, the quantity pV/N should be the same for all gases. This 
assumption can be confirmed or refuted only by experiment. 

GASES IN THERMAL EQUILIBRIUM. The experiment can be carried 
Out as follows. Let us take several vessels filled with different gases, say, hy- 
drogen, helium and oxygen. The vessels have definite volumes and have 
manometers attached to them. This allows us to measure pressure in each 
vessel. The masses of the gases, and hence the numbers of molecules in each 
vessel, are known. 

Let us bring the gases into thermal equilibrium. For this purpose, we place 
them into melting ice and wait until the thermal equilibrium sets in and the 
gas pressure stops changing (Fig. 26). After that we can state that all the 
gases have the same temperature 0°C. The pressures p, volumes V and the 
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numbers of molecules N are different for different gases. Let us calculate the 

quantity pV/N for hydrogen. If, for example, | mole of hydrogen occupies 

the volume Ин, = 0.1 mè, its pressure at 0°С turns out to be py, = 22.65 х 

10? Pa. Hence 

рийн, _ 2265 x10? x01 N 396 en], 
Nu, 602x103 m? 


The ratio of the product of the gas pressure and its volume to the number 
of molecules in it has the same value for other gases also at the temperature 
of melting ice. We denote this ratio by O,. Then 


Q.2) 


PH, Ин, _ PueVue _ Ро, Yo, aö 
Nu, Мне No, w (2.3) 


Thus, our assumption turns out to be true. 

As a matter of fact, relation (2.3) is not absolutely accurate. Under 
pressures of thousands of atmospheres when gases become very dense, the 
ratio pV/N is no longer strictly definite and independent of the volume 
occupied by a gas. It is satisfied for sufficiently rarefied gases which can be 
treated as ideal gases. 

If we immerse all the vessels with the gases into boiling water (at 100 C 
under the normal atmospheric pressure, pV/N = Ө, оо remains as before the 
same for all the gases, but its magnitude becomes larger. Experiment shows 
that now we have 

V 
T =O= 514x 10721 J, qui 


DETERMINATION OF TEMPERATURE. Thus we can state that the 
value of © increases with temperature. Moreover, © depends only OP 
temperature. Indeed, for rarefied gases © is independent of the kind of a gas, 
its volume and pressure, the number of particles in a vessel, and the shape 9 
the vessel itself. This experimental result allows us to treat O as a natur? 
measure of temperature determined through other macroscopic parameters 
of a gas. It could be possible, in principle, to consider the very quantity oe 
temperature and to measure temperature in the energy units, viz. joules. 
However, these units are inconvenient for practical application, since а very 
small quantity of the order of 10-2! J would correspond to 100°C. Secondly, 


and this is the main reason, the temperature has been conventionally 
measured in degrees for a long time. 


2.3. 


Absolute Temperature. Temperature as 4 
Measure of the Mean K 


inetic Ener: 
of Molecules er 


ae of the temperature © which is measured in i 
C TBy units, we introduce a temperature that is measure 


We shall assume that, by definition, the value of © is directly proportional 
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Ludwig Eduard Boltzmann (1844—1906) 
was a great Austrian physicist. one of the 
founders of the molecular kinetic theory. 
In his works, the molecular kinetic 
theory appeared for the first time as 
a logically elegant and consistent 
physical theory. Boltzmann contributed 
much to the development and 
popularization of the Maxwell theory of 
electromagnetic field. Fighter by nature, 
he passionately defended the necessity of 
the molecular interpretation of thermal 
phenomena and bore the brunt in the 
struggle with scientists who denied the 
existence of molecules. 


to temperature T measured in degrees": 
Ө= КТ, (2.5) 


where k is the proportionality factor. The temperature defined by Eq. (2.5) is 
called the ABSOLUTE TEMPERATURE. It will be shown later that this term is 


sufficiently justified. : 
Taking into account definition (2.5), we obtain 


=_= КТ. (2.6) 


On the basis of this formula, a temperature scale independent of the 
substance used for measuring temperature is established. 

ABSOLUTE TEMPERATURE ZERO. Obviously, the temperature 
defined by formula (2.6) cannot be negative since all the quantities appearing 
on the left-hand side of (2.6) are definitely positive. . 

Consequently, the smallest possible value of temperature Tis T=0, when 
either pressure p or volume V is equal to zero. The limiting temperature at 
which the pressure of an ideal gas vanishes at a fixed volume or the volume 
of an ideal gas tends to zero at a constant pressure is called the ABSOLUTE 
ZERO OF TEMPERATURE. This is the lowest temperature in nature, that 
"extreme or ultimate degree of cold" whose existence was predicted by 
Lomonosov. ; "M . 

ABSOLUTE TEMPERATURE SCALE. The English scientist W. Kelvin 
introduced the absolute temperature scale. THE ZERO TEMPERATURE ON THE 
ABSOLUTE SCALE (also known as the thermodynamic temperature scale or 


D We actually assume with such a definition of temperature that the 
Pressure at constant volume and the volume at constant pressure increase linearly 
With temperature measured in degrees centigrade (C). i e. increase in the same way as 
When the temperature is measured in the energy units. 
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the Kelvin scale) CORRESPONDS TO THE ABSOLUTE ZERO, AND FACH UNIT OF 
TEMPERATURE ON THIS SCALE IS EQUAL TO A DEGREE ON THE CELSIUS SCALE. 
The SI unit of absolute temperature is a kelvin (denoted by K). 
BOLTZMANN'S CONSTANT. Let us define the coefficient k in formula 
(26) so that a kelvin is equal to a degree on the Celsius scale. 
We know the values of © at 0°C and 100°C (formulas (2.2) and (2.4)). Let 
us denote the absolute temperature corresponding to 0 C and to 100 C by 
T, and T, respectively. Then 


9,9, — Oo = k(T; — T; )K, 


or 
O00 — Oo =k 100 К = (5.14 — 3.76) x 107?! J. 
Hence 
0-08 х 107?! J/K = 1.38 x 10723 J/K. 
100 Е : 
The coefficient 
Ok-138x1073 J/K (2.7) 


is known as BOLTZMANN'S CONSTANT after the great Austrian physicist L. 
Boltzmann, one of the founders of the molecular kinetic theory of gases. 

Boltzmann's constant connects the temperature © measured in energy units 
with the temperature T measured in kelvins. This is one of the most important 
constants in the molecular kinetic theory. 

RELATION BETWEEN THE ABSOLUTE SCALE AND THE 
CELSIUS SCALE. If we know Boltzmann's constant, we can determine the 
value of the absolute zero on the Celsius scale. For this we shall first find the 
value of the absolute temperature corresponding to 0°C. 

Since kT, = 3.76 x 107?! J for 0°C, we get 


_ 3.76% 10721 
113851022 К = 273 К. 


M it xut tn E centigrade coincide. Therefore, any value of the 
perature is 27 i а din 
temperature г on the Celcius oo higher than the corresponding 
T= t+ 273. (2.8) 
But the change AT i | 

on the Celcius scale: ec a! tëmperature is -egual tg ihe: changè A! 
add 77, the absolute scale and the Celsius scale are compared. The 

TEMPERA FUSPODds to the temperature {= — 273°C. 
ENERGY OF MOLECULES MEASURE OF THE MEAN KINETIC 
CULES. The following important conclusion follows 


DA 
m " 
ore accurate value of the absolute zero is — 273.15 C. 
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Kelvin scale Celsius scale 


[48 K 100*C 
|-273 К oc 
0K 3 -273*C 


Fig. 27 — 


mamn the n scum in the molecular kinetic theory in the form (2.1) and 

Ue ome cui ) of temperature: the absolute temperature is a measure of 

а аре molecular motion. Let us prove this stament 

identical. Conse m n the оО pV/N a and p E AS 

i rey their right-hand sides must be equal. This leads to 

ek en the mean kinetic energy of the translatory motion of 
cule and the temperature: 


3 
5 КТ. (2.9) 


; чи: 
а kinetic energy of chaotic translatory motion of gas n 
the vé enm to absolute temperature. The higher the temperature, the higher 

ity of molecules. Thus, the above hypothesis about the connection 


nolecules is 


betweer 
1 the temperature and the average velocity of molecules has found 


T Busen substantiation. 
tb (2.9) between the temperature 
Mower s motion of molecules has bee 
atoms x E = out to be valid for any substance in w 
Satisfied fo y een is governed by the laws of Newtonian 
rium vos iquids and solids whose atoms can only vibrate 
AS the basin at the sites of the crystal lattice. 
Motion fla ly approaches the absolute zero, the energy 
АК та also tends to zero. 
AND THE ENCE OF THE GAS PRESSURE ON TEMPERATURE 
N/V= NUMBER DENSITY OF ITS MOLECULES. Considering that 
press n, we obtain from (2.6) the following expression connecting the gas 
ure with the number density of gas molecules and the temperature: 
(2.10) 


and the mean kinetic energy of 
n established for ideal gases. 
hich the motion of 
mechanics. It is 
about equilib- 


of thermal 


p= nkT. 


I А 
ac from this formula that at the same temperature and pressure, the 
This density of molecules is the same for all gases. 
is formula also leads to Avogadro's law known from the course of 
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chemistry: at the same pressure and temperature equal volumes of ull gases 
contain the same number of molecules 


? 1. What is the relation connecting the volume. pressure and the 
number of molecules of different gases in thermal equilibrium? 
2. What is the physical meaning of Boltzmann's constant? 
3. What are the advantages of the absolute temperature scale over 
other scales? 


4. Which temperature on the Celsius scale corresponds to the absolute 
zero? 

5. What is the relation between the temperature and the mean kinetic 
energy of translatory motion of molecules? 

6. What is the relation connecting the pressure of a gas with its 
temperature and the number density of its molecules? 

7. What is the physical meaning of the absolute zero temperature? 


2.4. 


Measurement of Velocities of Gas Molecules 


AVERAGE VELOCITY OF THERMAL MOLECULAR 
MOTION. Equation (2.9) makes it possible to calculate the 
mean square velocity of molecular motion. Substituting into this equation 
E = mov?/2, we obtain the expression for the mean square velocity: 


v? = 3kT me. (2.11) 


The square root of this quantity is known as the root-mean-square velocity: 


8 = УЗАТ/то. (2.12) 


Using this formula to calculate, for example, the velocity of nitrogen 
We obtain б = 500 m/s. Hydrogen molecules have 


€ corner of the room to reach the other corner. 
plained. As a result of collisions, the path of each 
velocity on rectili d broken line (Fig. 28). The molecule has a large 
of the molecul теаг segments of its polygonal path. However, the advance 
a ео € in a certain direction is on the average small even over 

of the order of several minutes. As the molecule goes over from point 
EXPERIMENTAL DETERMINATE D longer than the distance AB. 


Ша (2.12) was proved in the experiments 
carried out by Stern in 1 920. ecules. One such experiment was 


Fig. 29 


connect Я 5 o coaxial cylinders 4 and B rigidly 
ed to each other (Fig. 29a) The cylinders can be rotated at 


Th i 
€ experimental set-up consists of tw 


à consta P А | 

и thin platinum wire C coated by a silver layer is 
through the we the axis of the smaller cylinder. An electric current is passed 
air is pum "e and a narrow slit O is cut in the wall of the cylinder A. The 
temperature. out of the cylinders. The cylinder B is kept at room 

t Е . 

the ad beginning, the cylinders are at rest. As the current passes through 
silver am the silver vaporizes and the inner cylinder is filled by the gas of 
inner a Some of them fly through the slit O and are deposited on the 
ў ace of the cylinder B. As a result, а narrow silver strip D is formed 


d ps the slit (Fig. 29b). 
t aide cylinders start to rotate at a speed of n rps. During the time 
between th or a silver atom to cover the distance Кв- Ra (the difference 
e radii of the cylinders), the cylinders are turned by an angle 9. As 
r surface of 


à resul Н A 
t, the atoms moving at a constant velocity get to the inne: 
but at a certain distance 


the Iz : 
E bens cylinder not against the slit O (Fig. 30a) 
since th e end of the radius passing through the middle of the slit (Fig. 30b), 
If we P atoms move in a straight line. 
surface enote by ов the magnitude of the linear velocity of the point on the 
of the external rotating cylinder, we get 

5 = ве = 2nnR gt. (2.13) 

ave the same velocity. Therefore 
s. The distance 5 should 
o the highest 


As г 
the dian atter of fact, not all silver atoms h 
be treat gee s are slightly different for different atom: 
ed as the distance between the regions corresponding t 


43 


concentration of silver atoms on strips D and D'. This distance corresponds 
to the average velocity of silver atoms. 
The average velocity of a silver atom is 
Вв- Кд 
= Е 


p= 


Substituting into this formula the value of t from (2.13), we obtain 
2nnRg(Rp— Ка) 
= i 


= 


Knowing n, R4 and Rg-and measuring the average displacement s of the 
Silver strip due to the rotation of the cylinders, we can find the average 
velocity of silver atoms. 

The experimental values of velocities coincide with the theoretical value of 
the root-mean-square velocity. This serves as an experimental verification of 
the validity of formula (2.12), and hence (2.9), according to which the mean 
kinetic energy of a molecule is proportional to the absolute temperature. 

AVERAGE VELOCITY OF A BROWNIAN PARTICLE. Formula (2.12) 
explains why the intensity of Brownian movement increases with temperature 
of a liquid and decreases with increasing mass of a particle. The Brownian 
particle takes part in the thermal motion of molecules. Therefore, its mean 


kinetic energy is also determined by formula (2.9), while its root-mean-square 
velocity is given by 


в= y 3kT/m, 


where m is the mass of the Brownian particle. If the mass of the particle is 


large, the average velocity of its motion is so small that the motion of the 
particle cannot be observed. 


? 1. What is the change in the root-mean-square velocities of molecules 
due to a fourfold increase in the temperature? 

2. Which molecules have higher velocities in the atmosphere: nitrogen 

molecules or oxygen molecules? 

- Why is the thickness of the silver layer on the inner surface of the 


rotating cylinder in the Stern experiment not uniform over the width 
of the strip? 


Problems with Solutions 


Problems in this chapter are solved with the help of formula 


| (2.6) (which defines the absolute temperature), formula (2.9) 

2e ye the mean energy of random motion with temperature) and for- 

А н te root-mean-square velocity of molecules. Some problems 

Rt наа у Solved by using formula (2.10) relating the gas pressure 

Мас, mber density of molecules and the absolute temperature. 
value of Boltzmann's constant (2.7) will also be needed. 


1. Find the value of i 

а the ratio of the roduct i я 
of the ра a 4 jme te 

the number of molecules at t = 300 c? — 
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"vd According to formula (2.6) pV/N = КТ where k= 1.38 x 
rA JK is Boltzmann's constant. Since the absolute temperature Т=1+ 
273 = 573 К, we obtain 

pV 


ay = 138 x 10722 J/K x 573 K 279 x 10711 


E Determine the root-mean-square velocity of 
mass of the gas is M = 0019 Kg mole. 

Soluti А 3 s : 
set а The root-mean-square velocity of molecules is calculated with the 
о ormula (2.12). Considering that то = M/NA and Т = 273 К, we 

ain 


P-|/3kT/m, = ИЗАМАТ/М 


_ 1/3 x 138 x 107? x 602 x 1077 x 273 
SS SE А m/s = 600 m/s. 


a gas molecule at 0°C, if the molar 


0.019 
p o Mn amount of hydrogen is at a temperature T, = 200 K and a pressure 
are dec Fa The gas is heated to T, = 10000 К at which the molecules of hydrogen 
Nds a ER into atoms almost completely. Determine the new value of the gas 
ssure р, if its volume and mass remain unchanged. 
2.10) at the temperature T, the gas 


Solution. According to formula ( 
of hydrogen 


pressure is p, = ; 1 
= yk š 
molecules. ру = КТ, where m, is the number density 
W г n . 

nou à hydrogen molecule splits into 
hydro es in the vessel increases twice. Consequ 
nk gen atoms is п, = 2л}. The pressure 0 
ym 2nkT,. 

эт, Fe the second equation by the 
2Т,/ T, whence p, = 2p, T/T, = 40 kPa. 


atoms, the number density of 
ently, the number density of 
f atomic hydrogen is P2= 


first termwise, We obtain p2/P1 = 


Exercise 2 i 

1. What would be the value of Boltzmann's constant if the SI unit of 
temperature, kelvin, were equal to 2°C instead of 1°C? 

2. What is the mean kinetic energ argon molecule at 
a temperature of 17 С? 

3. Modern vacuum pumps make it possible to decrease pressure (0 
1.3 x 10- !? Pa (107 '? mm Hg). What number of gas moledilesis 


contained at this pressure and at 27°C in | cm ? с 

4. Compare the numbers of molecules contained in a room having 
a volume of 50 m? under normal atmospheric pressure at 20°C and 
in a glass of water whose volume is 200 cm’. . р 

5. The room-mean-square velocity of a molecule of a gas is 540 m/s at 
a temperature of 100 C. Find the mass of the molecule. 

6. Determine the increase (in percent) in the root-mean-square 
velocity of a water molecule in the blood of à patient pa 
increase in the temperature of his body from 37 to Ў 


y of ап 
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Main Points of Chapter 2 


The internal state of macroscopic bodies is determined by 

quantities known as the macroscopic parameters. They 
include pressure, volume and temperature. The temperature is a measure of 
the intensity of the thermal motion of molecules, which characterizes the 
state of thermal equilibrium of a thermodynamic system. In thermal equilib- 
rium, no macroscopic processes occur and all the macroscopic parameters 
remain unchanged, while the temperature has the same value in all parts of 
the system. 

Temperature is measured by thermometers. In the construction of any 
thermometer, the variation of any thermodynamic parameter with 
temperature is used. 

In all rarefied gases, unlike liquids and solids, the volume varies in the 
same way with temperature at a constant pressure (or pressure varies at 
a constant volume) upon heating. For this reason, rarefied gases are used for 
establishing a temperature scale (gas temperature scale). 

Experiments show that the quantity pV/N is the same for all gases in 
thermal equilibrium and depends only on temperature. Therefore, it can be 
used for determining the absolute temperature T through the formula 
РИМ = КТ, where k= 1.38 x 10-23 ИК is Boltzmann’s constant. The 
absolute temperature is given by T — t + 273, where t is the temperature on 
the Celsius scale. The minimum temperature on the Kelvin scale is the 
absolute zero of temperature, equal to — 273°C. On the absolute scale. the 
temperature is measured in kelvins. A degree kelvin is equal to a degree on 
the Celsius scale. 

Comparing the expression for pressure given by the basic equation in the 
molecular kinetic theory with the formula pV/N=kT defining the 
temperature, we obtain a very important result: the mean kinetic energy of 
iw of molecules is proportional to the absolute temperature: 
А ће root-mean-square velocity of molecules is calculated by the formula 
ë = ИЗКТ/то and amounts to several hundred meters per second at 0 C. 


EQUATION OF STATE FOR AN IDEAL GAS. 
GAS LAWS 


3.1 о Equation of State for an Ideal Gas 


EQUATION OF STATE. We have considered in detail the 

behaviour of an ideal gas from the point of view of the 
molecular kinetic theory and established the dependence of the gas pressure 
on the number density of its molecules and the temperature (Formula (2.10)). 
This dependence can be used to obtain an equation connecting all the three 
macroscopic parameters (p, V and T) characterizing the state of a given mass 
of a sufficiently rarefied gas. This equation is known as the EQUATION OF 
STATE FOR AN IDEAL GAS. 
. Let us substitute the expression for the nu 
into Eq. (2.10) p= nkT. Taking into accoun 
number density of gas molecules can be represen 


N 1m 
МА, (3.1) 


v VM 
and M is its molar 


mber density of gas molecules 
t formulas (1.3) and (1.7), the 
ted as follows: 


n= 


Where N is Avogadro's number, m is the mass of the gas 
mass. 
Substituting (3.1) into (2.10), we obtain 


m 
V = — kNA T. 
pV =, МАТ (3.2) 


The product of Boltzmann’s constant k and Avogadro’ number Na is 
called the UNIVERSAL (MOLAR) GAS CONSTANT and is denoted by R: 


В=АМА= 138 x 107? x 602 х 10? J/(mole- K) = 8.31 J/(mole K). 
(3.3) 


Substituting into Eq. (3.2) the universal gas constant R for the product КМА, 
We obtain the equation of state for an arbitrary mass of an ideal gas: 


ри= WAT (3.4) 
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Я, - Dmitri Ivanovich Mendeleey 
(1834-1907) was a great Russian scientist 
who created the Periodic System of 
Elements. one of the most deep-rooted 
generalizations in science. Mendeleev was 
the author of very important works on 
the theory of gases and mutual 
conversions of gases and liquids (he 
discovered the critical temperature above 
which a gas cannot be converted into 
a liquid). As a leading social worker. 
Mendeleev spared по efforts for the 
development of productive power of 
Russia, for utilization of mineral 
resources and for the advancement of 
chemical industry. 


‚ The only quantity in this equation which depends on the type of a gas is 
its molar mass. 

The equation of state (3.4) leads to a relation connecting the pressure. 
volume and temperature of an ideal gas in any two states. 

If we mark by subscript “1” the parameters characterizing the first state of 
a gas and by “2” the parameters corresponding to the second state. then 
according to Eq. (3.4) we obtain for a given mass of the gas 


n m. AA m 


The right-hand sides of these equati А «cal. Consequently, their 
left-hand sides must be equal: аана 


PV, _ ДА 


т m 

The equation of state in the form (3.5) is known as Clapeyron’s equation á 
E^ one of possible forms of the equation of state. ј 

© equation of state in the form (34) was obtained by the Russian 


Scientist. D. I. Mendeleev and i : cev-Clapeyron 
equation. d is often called the Mendeleev-Clapcy 


EXPERIMEN 
The validity of t 
with the hel 


= const. (3.5) 


TAL VERIFICATION OF THE EQUATION OF STATE. 
he equation of state in the form (3.5) can be demonstrated 
А ъв po the set-up shown in Fig. 31. " 
niae | closed corrugated vessel is connected to a manometer M Le 
changed b © pressure inside the vessel. The volume of the vessel can 

a ruler R The ane à Screw 5. The volume can be measured with the help ©" 
of the ambi © temperature of a gas in the vessel is equal to the temperature 

mblent and is measured by a thermometer. 


————— 
эт 
ears. 


Russia for ten y he French physicist В.Р. Clapeyron (1799-1864) worked т 
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Fig. 31 


me V of the gas in 
V,/T, (it should be 
temperature 


"si eye the pressure p. temperature T and volu 
Xie P state (Fig. 31а), we can calculate the quantity p; 
Peg n mma that T is the absolute temperature and not the 
the Celsius scale). 

: Next we change the volume о 
essel into hot water (Fig. 31b). 
E V, and temperature Т, 
P и limits of the given experiment 
Re daw 3) is satisfied. Only when the pressure attains values of thousands 
b. spheres, the deviations of experimental results from those predicted 

equation of state of an ideal gas become considerable. Dense gases 


c à 3 
annot be treated as ideal even approximately. 


3.2. Gas Laws 
te of an ideal gi 
one of the three 


Using the equation of sta 
— the processes in which the mass and one o р 
betwen ers (p, V, or T) remain unchanged. The quantitative relations 
1 n two parameters of a gas for а f the third parameter are 
called GAS Laws. 
Bees Occurring at a constant value of one parameter are called 
videl OCESSES), Isoprocesses are frequently encountered in nature and 
boma in engineering. . 
p i HERMAL PROCESS. The process of change т the state of 
proce modynamic system at a constant temperature is called an isothermal 
ex a. To maintain the constant temperature in a gas it must be able to 
aum Ange heat with а large system-a THERMOSTAT. It can be the 
Ospheric air provided that its temperature does not change noticeably 


aring the process. я 
Ccording to the equation of state (3.4) for an ideal gas. 


f the vessel and heat the gas by placing the 
Having measured again the gas pressure рз, 
we can calculate the quantity рг V/T;. 
mental set-up, the equation 


as, we can analyze 


fixed value 0 


the product of 


D From the Greek word isos meaning “equal”. 
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pressure and volume is the same for any state at a constant temperature: 


Fig. 32 


pV- const for t= const. (3.6) 


If the temperature of a gas does not change, the product of the gas 
pressure and volume is constant for a given mass of the gas. 

This law was established experimentally by the English scientist Boyle and 
somewhat later by the French physicist Mariotte. It is known in physics as 
BOYLE'S LAW. 

Boyle's law is valid for any gas as well as for a gas mixture (like air). The 
deviations from this law become significant only for pressures exceeding the 
atmospheric pressure by about three orders of magnitude. 

The validity of Boyle's law at pressures close to the atmospheric pressure 
can be demonstrated with the help of the set-up described in the previous 
section. 

The dependence of the gas pressure on volume at constant temperature is 
represented graphically by a curve known as the ISOTHERM (Fig. 32). An 
isotherm of a gas shows the inverse proportionality between the pressure and 
the volume. Such a curve is called a hyperbola in mathematics. 

Different isotherms correspond to different constant temperatures. As the 
temperature increases, the pressure also increases in accordance with the 
equation of state (3.4) if V— const. Therefore, the isotherm corresponding to 
a higher temperature t, lies above the isotherm corresponding to a lower 
temperature 11. 

ISOBARIC PROCESS. The process of variation of the state of 
a thermodynamic System at a constant pressure is known as an isobaric 
process”), 

According to Eq. (3.4), the ratio of the volume of a gas to its absolute 
temperature in any state remains constant at a constant pressure: 

L- const at p= const. (3.7) 


P? From the Greek word baros meaning "weight". 
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For a fixed mass of a gas, the ratio of volume to temperature is constant if 
the gas pressure remains unchanged. 

This law was established by the French scientist J. Charles and refined by 
Gay-Lussac in 1802 and is known as Charles’ law. According to (3.7), the 
volume of a gas at a constant pressure depends linearly on temperature: 


V= const - T. (3.8) 


This dependence is graphically represented by a straight line called an 
ISOBAR (Fig. 33). 

Different isobars correspond to different pressures. As the pressure of a gas 
increases, the volume decreases according to Boyle's law at constant 
temperature. Therefore, the isobar corresponding to a higher pressure p; lies 
below the isobar corresponding to a lower pressure p,. 

In the low-temperature region, all isobars of an ideal gas converge at 
a point T— 0. This does not mean, however, that the volume of a real gas 
actually vanishes. All gases liquefy when cooled to very low temperatures, 
and the equation of state (3.4) is inapplicable to liquids. 

ISOCHORIC PROCESS. A change in the state of a thermodynamic system 
at a constant volume is called an isochoric process". 

The equation of state (3.4) implies that the ratio of the gas pressure to 
temperature remains constant in any state of a gas, the volume being 
constant throughout: 

p/T=const for V= const. (3.9) 


For a fixed mass of a gas, the ratio of pressure to temperature remains 
constant if the volume of the gas does not change. 

This law was established by Charles in 1787 and refined by Gay-Lussac 
and is known as the Gay-Lussac law. According to (3.9), the pressure of 
a gas linearly depends on temperature at a constant volume: 


p — const - T. (3.10) 
1) From the Greek word chorema meaning “capacity” (volume). 
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This dependence is graphically represented by a straight line known 
as an ISOCHORE (Fig. 34) Different isochores correspond to different 
volumes. According to Boyle's law, as the volume of a gas is increased 
at a constant temperature, its pressure drops. Therefore, the isochore 
corresponding to a larger volume И, lies below the isochore corresponding 
to a smaller volume Vj. 

According to Eq. (3.10), all isochores emerge from the point Т= 0. This 
means that the pressure of an ideal gas is equal to zero at the absolute zero 
temperature. 


3.3. Application of Properties of Gases in 
Engineering 


Gases have a number of properties that make them 
irreplaceable in many technical devices. 

GAS AS A SHOCK-ABSORBER. High compressibility, low density, and 
the possibility to control pressure of a gas make it a perfect shock-absorber 
in many devices. 

This is used in the construction of motocar and bicycle tyres. When 
à Wheel comes across a protuberance, the air in the tyre is compressed, and 
the shock transmitted to the axles of the wheel is much softer (Fig. 35). If the 
tyre were rigid, the axles would jump to the height of the protuberance. 

GAS AS ^ WORKING MEDIUM IN ENGINES. The high 
compressibility and strong dependence of pressure and volume on the 
temperature of a gas make it an irreplaceable working medium for 
compressed-air engines as well as for heat engines. 

In the compressed-air engines, the gas performs work when expanded at 
iir Constant pressure. Compressed air opens doors in buses and electric 
iri by exerting pressure on a piston. It drives the pistons of air brakes in 
ined cars and lorries. Air-operated hammers and other pneumatic 
instruments are driven by compressed air. Small jet engines operating on 
ted on spacecrafts for manual orientation. 
Bines used in motorcars, tractors, aeroplanes 


compressed helium are moun 
For internal combustion en 


Working 
stroke 


Fig. 36 
52 


and rockets, the working medium which drives the pistons or turbines is 
a gas at a high temperature. When a gas mixture is ignited in a cylinder, the 
temperature sharply increases to thousands of degrees, the pressure on the 
piston rises, and the expanding gas performs work for the duration of the 
working stroke of the piston (Fig. 36). 

Gas is the only state of aggregation that can be used as a working medium 
in internal combustion engines. The heating of a liquid or a solid to such 
temperatures as those employed for gases would cause only a slight 
displacement of the piston. 

Any weapon is essentially a heat engine. The force of pressure exerted by 
gaseous products of combustion of the explosives pushes a bullet from the 
barrel of a rifle or a shell from the mouth of a cannon. It is essential that this 
force does work over the entire length of the barrel. For this reason, the 
velocities of the bullet and shell reach values up to several hundreds of 
metres per second. 

RAREFIED GASES. The ability of gases to expand unlimitedly 
complicates the process of obtaining gases at very low pressures, viz. in the 
state of vacuum. (In this state, gas molecules practically do not collide with 
one another and only strike the vessel walls.) 

Ordinary piston pumps become ineffective because gas molecules can 
penetrate between the piston and the vessel walls. They cannot be used for 
obtaining pressures lower than a few tenths of one mm Hg. More complex 
vacuum pumps are used for creating high rarefactions. At present, the 
pressures of the order of 107 !? Ра (107? mm Hg) have been attained. 

High vacuum is mainly required in cathode-ray tubes and other electronic 
devices. Collisions between electrically charged particles (electrons) and gas 
molecules deteriorate the normal operation of these devices. Sometimes, 
vacuum has to be created in very large volumes as, for example, in 
elementary particle accelerators. 

Vacuum is also required for manufacturing highly purified metals, for 
creating thermal insulation, and so on. 


= 1. What equation is known as the equation of state? 

. Formulate the equation of state for an arbitrary mass of an ideal 

gas. 

3. What is the value of the universal gas constant? 

4. What is the relation between gas pressure and volume for an 
isothermal process? 

5. Plot two isotherms for an ideal gas at temperatures T, and Т > Т. 

6. What is the relation between volume and temperature of a gas for an 
isobaric process? 

7. What is the relation. between pressure and temperature for an 
isochoric process? 

8. How can isothermal, isobaric and isochoric processes be realized? 

9. Give a qualitative explanation of gas laws on the basis of the 
molecular kinetic theory. 

10. Why is the working medium in heat engines only in the gaseous 
form? 


Nv 
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Problems with Solutions 


The following situations are ааа encountered. while 
i oblems concerning gas laws: "n 
(a) The WE аав in the initial state and some parameters 
i wn. 
7 оа does not change as the system goes wb dau 
initial to the final state, we can use for isothermal procene ds : Е, A 
the form (3.6) or in the equivalent form р/р = А V fol cag cda AT or t8 
isobaric processes, use should be made of Charles’ law in ыы om me Gav 
the equivalent form V,/V,=T,/T>. For isochoric processes, v ы v 
Lussac’s law in the form (3.9) or in the equivalent form ру pa E 03 
If all the three parameters change, the equation of state (3.4) 
be used. | : À 
er part of macroscopic parameters for a gas in a certain SER T 
and the remaining parameters should be found. In such cases, 
Mendeleev-Clapeyron equation (3.4) is the most convenient. -— 
(c) In. many problems, the graphs representing various prog a state 
required. To plot the graphs, we must know the relation between ав 
parameters. In the general case, this dependence is given by the eq 
state and, in special cases, by gas laws. | the initial 
While solving problems, one should have a clear idea about bpm 
state of a system and about a process that transforms it to the fina 


- " er a pressure 
1. A cylinder having a volume V, = 0.02 m? and containing air page wr m? 
P,=4 x 105 Ра is connected with another cylinder having a oer cm if the 
and preliminarily evacuated. Find the pressure p established in the cylir 
temperature is constant. 
Solution. The air cont 


а tire 
ained in the first cylinder will occupy the en 
volume V, 4- V, 


бе Ye have 
of the two cylinders. According to Boyle's law. we 


Dac 
Py VV, 
Hence the required pressure is 
Pi и 5 
= 10? Pa. 
LT? 
2. By what fr: 


action of the initial volume 
e initial temperature t= 


Solution. Let V, and T, 


iioi when 
will the volume of a gas Hee ef 
27°С by 1°C at a constant press 


xx the 
= 273 К +t=300 К be the initial values z o 
State parameters of the gas, and V, and T, = T, + 1 К be the final valu 
the same parameters, 
According to Charles’ law, we have 
5 T, 


QE 


l 


heated from th 


| В 
The equality does not change if we subtract unity from the left- and righ 
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Fig. 37 
hand sides of this equation: 
В 
и m 
This gives 
V,-V, Т, – Т, 1 
Е ИИ. 
и T 2 300 


The gas volume has increased by 1/300 of its initial value. 


3. Under normal conditions (i.e. at t; = 0 C and the normal atmospheric pressure 
Ро = 101 325 Pa), the density of air is р = 1.29 kg/ m?. Find the mean molar mass M of 
air. 

Solution. The equation of state of an ideal gas under standard (normal) 
conditions has the form po%=(m/M)RTp. Неге Ту = 273 К and R= 
8.31 J/(K.- mole). Hence 

mRT Т 
м = 0 — Росо R ~ 0.029 kg/mole. 
VoPo Po 

4. Plot the isobars for 2 в of hydrogen under the normal atmospheric pressure Po 
in the p-T, p-V and V-T coordinates. 

Solution. In the p-T and p-V coordinates, isobars are straight lines parallel 
to the T- and Vaxis respectively (Fig. 37а and b). 

Since V=(m/M)(R/po) T. the V vs. T graph is a straight line passing 
through the origin. Considering that m= 0.002 kg, M = 0.002 kg/mole, 
R=8.31 J/(mole-K) and po% 105 Pa, we can write V— BT, where 
В = (m/M)(R/pg) = 8 x 107 5 m?/K. In particular, for T= 100 К, V~8 х 
10-3 m?. The V vs. T graph is shown in Fig. 37c. 


Exercise 3 

1. А gas is compressed isothermally from a volume И = 8 | to V,=61. 
As a result, the gas pressure increases by Ap = 4 kPa. What was the 
initial pressure p, of the gas? 

2. A compressor used for driving mechanical picks sucks in V= 1001 of 
air per second from the atmosphere. What is the number of 
mechanical picks that can be fed by this compressor if each pick 
requires V, = 100 cm? of air per second under a pressure p= 
5 MPa? The atmospheric pressure p= 100 kPa. 
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Fig. 38 


- Determine the temperature of a gas contained in a closed v 


< Figure 38 shows a graph illustr. 


- Express the root-mean- 


0 Ш 


Mi | V-T, and 
- Plot the isotherms for 2 g of hydrogen at 0 C in the р- К V-T ar 


p-T coordinates. 4 if 

a o its initial 
upon heating by i K its pressure increases by 0.4°, of its ini 
value. 


ats tod er, its 
. As a certain mass of a gas goes over from one state to anothe 


i А p > volume 
pressure decreases and the temperature rises. How does the v 
of this mass of the gas change? 


, - `r standard 
. Determine the volume of a mole of an ideal gas under star 


conditions. 


ә A ~ and at normal 
- Find the mass of air т your classroom at 20 C and at A 


Е > ass air 15 
atmospheric pressure, assuming that the molar mass of 
0.029 kg/mole. 


= 3 at 
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- A certain gaseous substance has a density of 2.5kg 
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а temperature of 10°C and at normal atmospheric pressure. Fir 
molar mass of this substance. 
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Pa at a temperature of 455°C. What rid - 
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np At 
- The height of the Lenin Peak in the Pamir mountains is 7134 m 


m ат 
this height, the atmospheric pressure is 38 x 10* Pa. What 2 pure 
density at the top of this mountain at 0 C if its value is 1.29 kg 
under normal conditions? of an 
ating the change in the state ' 


А ! 4 in the 
ideal gas in the ИТ coordinates. Represent the same process 
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where p is the pressure, V is the volume, m is the mass, M is the molar mass, 
Т is the absolute temperature and R = 8.31 J/(K mole) is the universal gas 


constant. 

The equation of state represents, as particular cases, the gas laws relating 
the change of two thermodynamic parameters at a constant value of the 
third parameter: 

For a given mass of a gas, pV —const for T=const (Boyles law) 


V/T = const for p= const (Charles law); 


p/T = const for V= const (Gay-Lussac's law). 


THE FIRST LAW OF THERMODYNAMICS 


4.1 e Internal Energy 


It was mentioned in the course of “Junior Physics" that every 
macroscopic body possesses an internal energy. 

The concept of internal energy of macroscopic bodies plays à pon 
important role in the analysis of thermal phenomena. This is associated wit 
the fundamental law of nature, viz. the LAW OF CONSERVATION OF ENERGY: 

The discovery of the law of energy conservation became possible only 
when it was proved that in addition to the mechanical energy. macroscopic 
bodies also possess an internal energy which is contained in them. This energy 
participates in the overall balance of energy transformations in nature. 
,, When а puck sliding over an ice surface stops under the action of friction, 
its mechanical (kinetic) energy does not vanish but is transferred to the 
molecules of ice and puck, which are in random motion. Uneven surfaces 9 
bodies rubbing against each other are deformed in motion, and the intensity 
of random motion increases. The two bodies are heated, which indicates ап 
increase in their internal energy. 

The reverse transition of the internal energy into the mechanical energy 
can also be easily observed. If we heat water in a test tube closed wit 
a cork, the internal energy of water increases. Water boils, and the aean 
pressure increases to such an extent that the cork is knocked out of the tesi 
tube and flies away. The kinetic energy of the cork increases at the expense 
of the internal energy of the steam. The expanding steam performs work an 
15 cooled. Its kinetic energy decreases thereby. y 

From the point of view of the molecular kinetic theory, the internal energ 


of a macroscopic body is reti ies of random 
motion of all th У 15 equal to the sum of the kinetic energies f the 


€ molecules (or atoms) relative to the centre of mass 0 

À t 

mee A the potential energies of interaction among all the molecules » 
With the molecules of other bodies)". It is practically impossible 


E ees 
1) i A jon ang 
The internal energy also includes the energy of mod 1 
constant if th articles constituting atoms and molecules. However, this en! 
ere are no significant variations of temperature. 


interaction of p 
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calculate the internal energy of a body (or its change) by taking into account 
the motion of individual molecules and their relative positions because of the 
huge number of molecules in macroscopic bodies. Therefore, we must 
determine the mean value of the internal energy (or its change) in terms of 
macroscopic parameters which can be measured directly. 

INTERNAL ENERGY OF AN IDEAL MONATOMIC GAS. 
A monatomic gas consisting of individual atoms and not molecules is 
a system with the simplest properties. Inert gases, such as helium, neon and 
argon, are examples of monatomic gases. Let us calculate the internal energy 
of an ideal monatomic gas. 

The potential energy of the molecules constituting an ideal gas is assumed 
to be zero since they do not interact with one another, except for the brief 
durations of their collisions. The internal energy of an ideal gas is the kinetic 
energy of thermal motion of its molecules. 

In order to calculate the internal energy of a mass m of an ideal 
monatomic gas, we must multiply the mean kinetic energy of an atom, E = 
(3/2) КТ, by the number of atoms N = (m/M) x Na. Considering that kNA — 
— R, we obtain the internal energy of the ideal gas: 


U=——RT. (4.1) 


The internal energy of an ideal monatomic gas is proportional to its 
absolute temperature. 

This energy does not depend on the volume and other macroscopic 
parameters of a system. A change in the internal energy of a given mass of. 
an ideal gas takes place only when its temperature changes: 

3m 
AU = 3M RAT. 

If the mass of a gas increases, the internal energy also increases (U oc m). 
The internal energy depends on the type of gas, i.e. on its molar mass: 
U cc 1/M. This is due to the fact that the larger the value of M, the smaller 
the number of atoms in a given mass of the gas. 

If an ideal gas consists of more complex molecules than a monatomic gas, 
its internal energy is also proportional to the absolute temperature, but the 
proportionality factor between U and T is different. This is explained by the 
fact that in addition to the translatory motion complex molecules also 
perform rotational motion. The internal energy of such gases is equal to the 
sum of the energies of translational and rotational motions of molecules. 

DEPENDENCE OF INTERNAL ENERGY ON MACROSCOPIC 
PARAMETERS. Thus, we have established that the internal energy of an 
ideal gas is determined by a single parameter, viz. temperature. It does not 
depend on the volume since the potential energy of interaction of its 
molecules is assumed to be zero. . , | 

For real gases, liquids and solids, the mean potential energy of interaction 
of molecules differs from zero. True, it is much lower than the mean kinetic 
energy for gases, but for liquids and solids these energies are comparable. 
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The mean potential energy of molecular interaction depends on the iia 
of a substance since a change in the volume leads to a change in the mean 
distance between the molecules. Consequently, the internal energy generally 
depends on the volume V as well as on the temperature 7. —" 

The values of macroscopic parameters Т V, etc. uniquely determine be 
state of a body. Therefore, these parameters also determine the interna 
energy of macroscopic bodies. | , 

The internal energy О of a macroscopic body is uniquely determined by the 
parameters which characterize the state of the body, viz. by its temperature 
and volume. | 

Let us now consider processes which may lead to a change in the internal 
energy. It was mentioned in the course of "Junior Physics" that there are two 
kinds of such processes: those in which work is done and those in which 


heat is transferred. Wes shall first consider in greater detail the concept of 
work in thermodynamics. 


4.2. Work in Thermodynamics 


WORK IN MECHANICS AND THERMODYNAMICS. 
Work is defined in mechanics as the product of the ma 
rce and displacement, multiplied by the cosine of the ang'e 
vectors. Work is done when a force acts on a moving body 
© the change in its kinetic energy. | 

In thermodynamics, we do not consider the motion of a body as a whole 
and analyze the displacement of various parts of a macroscopic body relative 
to one another. As a result, the volume of the body changes but its velocity 
Temains zero. Like in mechanics, work is defined by the change in the energy 


of the body, but now we speak about the change in the internal energy an 
not in the kinetic energy. 
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Fig. 39 Fig. 40 


CALCULATION OF WORK. Let us consider as an example a gas 
contained under a piston in a cylinder (Fig. 39) and calculate the work 
associated with a change in the volume. It is easier to calculate first the work 
done by the force F' exerted by the gas on the piston rather than the work 
done by the external force F exerted on the gas by the external body (piston). 
According to Newton's third law, F = — Ё. 

The magnitude of the force exerted by the gas on the piston is Е’ = pS, 
where p is the gas pressure and S is the area of the piston. Let us suppose 
that the gas expands and the piston is displaced in the direction of the force 
F' by a small distance Ah = Л, — h,. If the displacement is small, the gas 
pressure can be treated as constant. 

The work done by the gas is 


А’ = Е Ah = pS (h, — h,) = p(Sh, — Sh,). (4.2) 


This work can be expressed in terms of the change in the gas volume. The 
initial volume V, = Sh, while the final volume is И, = Sh. Therefore, 


A' = p(V, - V) = p AV, (4.3) 


where AV= V, — V, is the change in the gas volume. 

The expanding gas does a positive work since the direction of the force 
coincides with the direction of the piston's displacement. In the process of 
expansion, the gas transfers an energy to the surrounding bodies. 

If a gas is compressed, formula (4.3) for the work done by the gas remains 

valid, but now V, < V, and hence A’ <0 (Fig. 40). 
_ The work A done by external forces on a gas differs from the work A’ only 
in sign: A= — A’, since the force F acting on the gas is directed against the 
force Ё’, while the displacement is the same. Thus, the work done by external 
forces on a gas is given by 


= | ae (4.4) 


The minus sign indicates that the work done by an external force during 
Compression is positive when AV= И, — И <0. In this case А > 0 because 
the external force coincides in direction with the displacement. When 
external forces do a positive work on a gas, they impart to it a certain 
energy. On the contrary, the work of external forces is negative during an 
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Fig. 41 Fig. 42 


expansion of a gas (4-0) since AV= V,—V,»0. The force and 
displacement have now opposite directions. . — 

Formulas (4.3) and (4.4) are valid not only for compression or er per 
of a gas in a cylinder but also for a small change in the volume о "a 
System. If a process is isobaric (p = const), these formulas can be use 
large variations of the volume as well. is 

GEOMETRICAL INTERPRETATION OF WORK. If the gas pressure a 
constant, the work A’ done by a gas can be given a simple geometrica 
interpretation. " 

Let us plot the gas pressure as a function of the volume (Fig. 41). dae 
area of the rectangle abdc bounded by the graph p, — const, the V-axis та 
the segments ab and cd (each of which is equal to the pressure 
numerically equal to the work done by the gas (4.3): 


А’ = p (V, — И) =| ab|| cd |. 


In the general case, however, the gas pressure is changed when the tl 
of a gas changes arbitrarily. For example, it decreases in inverse propor ok 
to the volume for an isothermal process (Fig. 42). In this case, we qs 
divide the total change in the volume into small fractions, — = = 
elementary (small) work for each fraction, and then find their sum. As befo y 
the work is numerically equal to the area of the figure bounded by the p- 


graph, the V-axis and the Segments ab and cd equal to the pressures p; ар 
P; in the initial and final states. 


9 
2 1. Which physical quantities determine the internal energy of а pun 
2. Give examples of mutual transformations of the mechanical en life. 
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3. What is the expression for the internal energy of an ideal mona 
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4.3. Amount of Heat" 


The internal energy of a gas in a cylinder can be changed not 

only by doing work but also by heating the gas (Fig. 43). If 
we fix the piston, the volume of the gas remains unchanged, but its 
temperature, and hence the internal energy, increase. 

The process of energy transfer from one body to another without doing work 
is known as heat exchange or heat transfer. 

The energy supplied to a body as a result of heat transfer is called the 
amount of heat. This term is also applied to the energy given away by 
a body as a result of heat transfer. 

MOLECULAR PATTERN OF HEAT TRANSFER. During heat transfer, 
an interaction between the slow molecules of a cold body and fast molecules 
of a hot body takes place at the interface between two bodies in contact. As 
a result, the kinetic energies of the molecules level out, the velocities of 
molecules of the cold body increase, and those of the molecules of the hot 
body become lower. 

During heat transfer, there is no energy transformation: a fraction of the 
internal energy of the hot body is transferred to the cold body. 

AMOUNT OF HEAT AND HEAT CAPACITY. It is known from the 
course of "Junior Physics" that in order to heat a body of mass m from 
temperature t, to temperature t, the amount of heat that should be supplied 
to the body is 


Q=cm(t, — t,) = emAr. (4.5) 


When the body is cooled, its final temperature tz is lower than the 
initial temperature t}, and the amount of heat given away by the body is 
negative. 

The coefficient c in formula (4.5) is known as the SPECIFIC HEAT. The 
specific heat is the amount of heat received or given away by I kg of 
a substance upon a change in its temperature by 1K. | А 

Specific heat is expressed in joules per kilogram per kelvin. Different bodies 
require different amounts of heat for increasing their temperature by 1K. 
For example, the specific heat for water is 4190 J/(kg-K), while for copper it 
is 380 J/(kg-K). | 

The specific heat depends not only on the properties of the substance but 
also on the process in which heat is transferred. If a gas is heated at 
a constant pressure, it expands and does a work. A larger amount of heat is 
required to heat a gas by 1°C at a constant pressure than to heat it by 1°C 
at constant volume. | . | 

Liquids and solids expand insignificantly upon heating and their specific 
heats at constant pressure and at constant volume differ only slightly. 

SPECIFIC LATENT HEAT OF VAPORIZATION. In order to vaporize 
a liquid, a certain amount of heat must be transferred to it. In this 


D In this section, we briefly recollect the information on the amount 
of heat contained in the course of “Junior Physics”. 
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Fig. 43 


transformation, the temperature of the liquid remains айбини, E 
conversion of a liquid into vapour at a constant temperature does ved "€ 
to an increase in the kinetic energy of molecules but is accompanied by ans 
increase in their potential energy, since the mean distance between 
molecules is many times longer than between liquid molecules. amsami 
The amount of heat required for vaporizing 1 kg of a liquid at const 
temperature is called the specific latent heat of vaporization. 
denoted by r and expressed in joules per kilogram. — 8 
The specific latent heat of vaporization of water is very w od 
2.256 x 105 J/kg at 100°C. The specific latent heats of vaporization E et 
liquids (such as alcohol, ether, mercury or kerosene) are 3-10 y ot Е 
To vaporize a mass m of a liquid, the following amount of hes 
required: 


О, = rm. in 


| z is liberated: 
During condensation of vapour, the same amount of heat is inc 
О. = — т. 9s 


SPECIFIC LATENT HEAT OF FUSION. During the melting s 
crystalline solid, the entire heat supplied to it is spent to increase ains 
potential energy of molecules. The kinetic energy of molecules rem 
unchanged since melting (fusion) occurs at a constant temperature. — 

The amount of heat À required for melting 1 kg of a crystalline s ee 
at 15 melting point is known as the specific latent heat of ot of 

During the crystallization of 1 kg of the substance, the same amoun е: 
heat is liberated. The specific latent heat of fusion for ice is quite larg 
№; = 3.34 x 105 J/kg, 


— t of 
In order to melt a crystalline body of mass т, the following amoun 
heat is required: 


Des an. (4.8) 


The amount of heat liberated upon the crystallization of a body is given 
by 
О. = —Àm. (4.9) 


. What is the amount of heat? 

What does the specific heat of a substance depend on? 

. Give the definition of the specific latent heat of vaporization. 
. What is the specific latent heat of fusion? 

When is the amount of heat negative? 


[E 


4.4, The First Law of Thermodynamics 
ENERGY CONSERVATION LAW. By the middle of the 
19th century, it had been proved in many experiments that 
the mechanical energy never vanishes without any trace. For example, when 
a hammer strikes a piece of lead, the latter is heated to a certain temperature 
after the blow. 

Many similar observations and generalizations of experimen 
formed the basis for the LAW OF CONSERVATION OF ENERGY. : 

Energy in nature cannot be created from outside nor can it vanish: the 
total amount of energy remains constant, it is only converted from one form 
to another. 

The law of energy conservation governs all ph 
them together. It is fulfilled without any except 
which this law is violated). 

This law was discovered in the middle of the 19th century by the German 
scientist J.R. Mayer (1814-1878), and by the English scientist J.P. Joule 
(1818-1889). In its most complete form, this law was formulated in the works 
of the German scientist H. L. Helmholtz (1821-1894). 

THE FIRST LAW OF THERMODYNAMICS. The law of energy 


conservation and transformation, applied to thermal phenomena 1s known as the 


first law of thermodynamics. 
In thermodynamics, we dea 
virtually fixed. The mechanica 
internal energy may change. 
Till now, we have considere 
a system changes either as a result o 
the surrounding bodies. In the general 
state to another, its internal energy ch: 
and due to heat transfer. The first law o 


for such general cases: А j | 
The change in the internal energy of a system going over from one state to 


another is equal to the sum of the work done by external forces and the 
amount of heat supplied to the system: 


zie адан 
AU=A+Q. 


a — 


tal results 


enomena in nature and links 
ion (there is no example in 


| with bodies whose centre of mass remains 
| energy of bodies is constant, and only their 


d the processes in which the internal energy of 
f doing work or due to heat transfer to 
case, as a system goes over from one 
anges both as a result of doing work 
f thermodynamics is formulated just 


(4.10) 


In the particular case of a closed system, no work is done on it (А = 0), 
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A 
Transferred ve 


: Thermal 
Fig. 44 Fig. 45 


insulation 


; i to 

and there is no heat exchange with the surroundings (Q = O por an a 

the first law of thermodynamics, in this case AU-U,-U,- о рен] 

The internal energy of a closed system remains unchanged (is Me wort A 

Instead of the work A done by external forces on a system, wen that 
done by the system on external bodies is often considered. If we 


; P ritten 
A — — A' (see Sec. 4.2), the first law of thermodynamics (4.10) can be м 
as follows: 


Q-AUX A (4.11) 


THE 
WORK AND AMOUNT OF HEAT AS CHARACTERISTICS OF 
PROCESS OF THE 


always has a certain i 
а certain amount of h 
amount of heat, is a quantit: 
the system as a resul 

The internal ener. 


cooling it without doing work ( 
Same amount of energy by mo 
the Surroundings. For this th 
thermally insulated (Fig. 45) of 
1 Д . . "T rms 
In this course of "Senior Physics", we shall deal with various fo 
energy, the ways of their transformation and transfer. 
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4.5 e Application of the First Law of Thermodynamics 
to Various Processes 


On the basis of the first law of thermodynamics, we can draw 
important conclusions about the course of a process. Let us 
consider various processes in which one of physical parameters remains 
unchanged (isoprocesses). Suppose that a system is an ideal gas (this is the 
simplest case). 
ISOCHORIC PROCESS. In this process, the volume does not change, 
and therefore the work of the gas is zero. According to Eq. (4.11), the change 
in the internal energy is equal to the amount of supplied heat: 


AU =Q. (4.12) 


If the gas is heated, then О > 0, and AU > 0 as well. This means that the 
internal energy of the gas increases. For the case of cooling, we have Q <0 
and AU =U, — U, <0. The change in the internal energy is negative, and 
hence the internal energy of the gas decreases. 

ISOTHERMAL PROCESS. In this process (T= const), the internal energy 
of an ideal gas given by Eq. (4.1) remains unchanged. According to formula 
(4.11), the entire heat supplied to the system is spent on doing work: 


Q=A’. (4.13) 


If the gas receives heat (0 > 0), it expands and performs positive work 
(A’>0). Conversely, if the gas gives heat to the surroundings (to 
a thermostat), then О < 0 and A’ < 0. The work of external forces on the gas 
is positive in this case. , 

ISOBARIC PROCESS. According to formula (4.11) the amount of heat 
supplied to the gas is spent in this process for increasing the system's internal 
energy and for doing work at a constant pressure. 

If the gas is heated (О > 0), it expands and does positive work (A’ > 0). As 
a result, its internal energy increases (AU > 0). 

In isobaric cooling (Q <0), the gas contracts, external forces do positive 
work on it (4 0), and its internal energy decreases (AU <0). 

ADIABATIC PROCESS. The processes considered above were described 
in Chapter 3 before the first law of thermodynamics was introduced. Let us 
consider now a process occurring in a system that does not exchange heat 
with the surroundings. Processes occurring in a thermally insulated system are 
called adiabatic processes. 

In such a process, Q — 0, and according to Eq. (4.10), the change in the 
internal energy is only associated with the work done on the system: 


AU =A. (4.14) 

Naturally, we cannot enclose the system in an envelope that would exclude 
heat transfer. However, in some cases we can assume that real processes are 
very close to adiabatic processes. For this they must be sufficiently rapid so 
that no noticeable heat transfer takes place between the system and the sur- 


roundings during the process. у 
According to Eq. (4.14), when positive work is done on a system as, for 
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Atomizer 


Fig. 47 


example, during compression of a gas, the internal energy of the gas 
increases. This means that the gas temperature rises. Conversely, an 
expanding gas performs positive work (4’>0), and its internal energy 
decreases, i.e. the gas is cooled. ith the 
Heating of a gas upon rapid compression can be demonstrated Wi ati 
help of a transparent cylinder with a tightly fitting piston (Fig. 46). If we a 
a piece of cotton wetted by ether on the bottom of the cylinder and quickly 
lower the piston, ether vapour ignites. . These 
Heating of air upon a rapid compression is used in Diesel engines. in 
engines have no ignition system like the one used for the air-fuel mixture nd 
internal combustion petrol engines. In Diesel engines atmospheric air ca 
not air-fuel mixture is sucked in a cylinder. By the end of the ene 
stroke, liquid fuel is introduced into the cylinder with the help of a Pie 
atomizer (Fig. 47). By this time, the air temperature in the cylinder is so hg! 
that the fuel ignites. — 
During the operation of high-power air compressors, the air tempeh 
increases to such an extent that a special system of cooling the cylinders · gs 
to be employed. Adiabatic cooling of gases upon expansion is used in devices 
for liquefaction of gases. -agale 
Cooling of gases during an adiabatic expansion occurs on a gigantic e 
the Earth's atmosphere. Heated air goes up and expands since is 
atmospheric pressure decreases with increasing height. This expansion es 
accompanied by a significant cooling. As a result, water vapour condens 
and clouds are formed. sit 
HEAT TRANSFER IN A CLOSED SYSTEM. Let us consider nr 
transfer in a system consisting of several bodies which initially have differen 
temperatures, for example, the heat transfer between water in a vessel e 
a hot iron ball immersed in water. We shall assume that the system ! 
insulated from the surroundings well enough and that its internal energy 
does not change (the system is closed). No work is done in the eger 
Consequently, according to the first law of thermodynamics (4.10). th 


in 
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change in the energy of any body in the system is equal to the amount of 
heat given away or received by this body until thermal equilibrium sets in 
the system (AU; = Од. Adding similar expressions for all bodies of the system 
and considering that the total internal energy remains unchanged (AU, + 
AU, + AU, +... = 0), we obtain the following equation: 


0,+0,+0;+...=0. (4.15) 


This equation is known as the HEAT BALANCE EQUATION. Here 
Q,, Q5. Оз, ... are the amounts of heat received pr given away by the bodies. 
These amounts of heat are given by formula (4.5) or formulas (4.6)-(4.9) if 
heat transfer involves transformations between the states of aggregation (a 
substance goes from the liquid to gaseous or solid state or vice versa). 

The heat balance equation was first established experimentally when heat 
exchange between bodies was observed in a calorimeter, viz. a device 
insulating bodies from the surroundings to the maximum possible extent. 
The construction of the calorimeter was described in the course of "Junior 
Physics". 


$ . Formulate the first law of thermodynamics. 

. When is a change in the internal energy negative? 

. Compare the work done by a gas in an isothermal expansion from 
volume V, to volume И, and during an isobaric expansion from V, 
to V. 

4. Why is it wrong to say that a system can store a certain amount of 

heat or work? 

5. Which process is called an adiabatic process? 

6. Figure 48 shows pressure versus volume curves for adiabatic and 

isothermal processes. Why is the adiabat more steep? 

7. Write the heat balance equation. 


њу 


4.6. Irreversibility of Processes in Nature 


The law of energy conservation states that the amount of 

energy in a closed system remains unchanged in all 
transformations. However, this law does not indicate which energy 
transformations are possible. Moreover, many processes allowed by the law 
of conservation of energy never occur in actual practice. 


p 
Adiabat 


Isotherm 


Fig. 48 Fig. 49 
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EXAMPLES OF IRREVERSIBLE PROCESSES. Heated bodies are gra- 
dually cooled, transferring their energy to cold surrounding bodies. The 
reverse process of heat transfer from a cold body to a hot one does not 
contradict the law of energy conservation, but such a process has been never 
observed. 

Another example. The oscillations of a pendulum displaced from the 
equilibrium position attenuate (Fig. 49; J, 2, 3, and 4 are consecutive 
positions of the pendulum) The mechanical energy of the pendulum 
decreases at the expense of the work of the forces of friction, and the 
temperature of the pendulum and surrounding air (and hence their internal 
energy) slightly increase. The reverse process, i.e. an increase in the 
amplitude of oscillations of the pendulum due to cooling of the pendulum 
and surrounding air is also permissible from the point of view of energy. 
This process, however, is never observed. The mechanical energy can be 
spontaneously transformed into internal energy, but not the other way 
round. The ordered motion of a body as a whole is replaced by a random 
thermal motion of the molecules constituting it. 

GENERAL CONCLUSION ABOUT IRREVERSIBILITY ОЕ 
PROCESSES IN NATURE. Heat transfer from a hot to a cold body and 
the transformation of the mechanical energy into the internal energy are the 
examples of the most typical irreversible processes. The number of such 
examples is practically unlimited. All these examples indicate that processes 
in nature occur in a certain direction, which is not reflected in the first law of 
thermodynamics at all. All macroscopic processes in nature occur only in one 
direction and cannot spontaneously proceed in the reverse direction. All 
processes in nature are irreversible, the most tragic among them being the 
ageing and death of living organisms. 

EXACT FORMULATION OF AN IRREVERSIBLE PROCESS. In 
order to understand correctly the essence of the irreversibility of processes in 
nature, the following ammendment should be made. A process is called 
irreversible if the reverse process to it may occur only as a link of a more 
complex process. For example, the amplitude of pendulum oscillations can 
be increased by pushing the pendulum by hand. This increase, however, does 
not emerge by itself but becomes possible as a result of a more complex 
process including the motion of the hand. 

It is possible in principle to transfer heat from a cold body to a hot one 
But for this purpose we need a refrigerator which consumes energy 

"REVERSE" MOVIE. A brilliant illustration of the irreversibility. of 
phenomena in nature is running a motion picture in the reverse direction. 
A jump in water, for example, looks as follows in this case. Still water in 
а swimming pool starts to swirl, there appear legs leaping up, and finally, the 
entire body of the diver emerges from water. The surface of water soon 
becomes still. The velocity of the diver decreases, and we see him standing 
on the springboard. The process on the screen could be observed in reality if 
mM d Were reversible. The processes on the screen seem unreal er 
impossibilit "E Le apie to a certain course of processes, and jike 
E y heir reversal is beyond doubt. However, a process 

ng up the diver to the springboard does not contradict the energy 
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conservation law, or the laws of mechanics, or some other law except THE 
SECOND LAW OF THERMODYNAMICS. 

THE SECOND LAW OF THERMODYNAMICS. This law indicates the 
direction of possible energy transformations and thus expresses the 
irreversibility of processes in nature. It was established as a direct 
generalization of experimental results. 

There are several formulations of the second law. Despite their apparent 
difference, they essentially express the same thing and hence are equivalent. 
’ The German scientist R.J. Clausius formulated this law as follows: it is 
impossible to transfer heat from a cold system to a hot one in the absence of 
other simultaneous changes in the two systems or in the surroundings. 

Here, the experimental fact of a certain course in heat transfer is stated: 
heat is always transferred spontaneously from a hot body to a cold body. Of 
course, in refrigerators heat is transferred from a cold body to a hot one, but 
this transfer is accompanied by "other changes in the surrounding bodies": 
cooling is realized at the expense of work. 

The importance of this law lies in that conclusion about the irreversibility 
of other processes in nature besides heat transfer can be drawn from it. If 
heat could be transferred spontaneously from cold to hot bodies, this would 
make it possible to reverse other processes also. 


4.7. Principle of Operation and Efficiency of 
Heat Engines 


The internal energy stored in the Earth’s crust and in the 

oceans can be assumed to be practically unlimited. However, 
to have energy in store is not enough. It is necessary to know how to use 
this energy for driving machines in factories and plants, transport facilities, 
tractors and other machines, to rotate the rotors of generators, and so on. 
Mankind needs engines, i.e. DEVICES CAPABLE OF DOING WORK. Most of the 
engines used nowadays are HEAT ENGINES, i.e. DEVICES THAT CONVERT THE 
INTERNAL ENERGY OF FUEL INTO THE MECHANICAL ENERGY. 

PRINCIPLES OF OPERATION OF HEAT ENGINES. In order to 
make an engine do work, a pressure difference must be created on the two 
sides of its piston or turbine blades. In all types of heat engines, this pressure 
drop is attained by increasing the temperature of the working medium by 
hundreds or thousands of degrees over the temperature of the surroundings. 
This increase in temperature is attained by burning fuel. 

The working medium of all heat engines is a gas (See Sec. 3.3). A gas does 
work during its expansion. We denote the initial temperature of the working 
medium (gas) by Т. In steam turbines and engines, steam acquires this 
temperature in a boiler. In internal combustion engines and gas turbines, the 
Combustion of a fuel takes place inside the engine. THE TEMPERATURE Т, IS 
KNOWN AS THE HEATER TEMPERATURE (see coloured plate 1). 

THE ROLE OF THE COOLER. Having performed work, a gas loses its 
energy and inevitably cools down to a certain temperature Tj. This 
temperature cannot be lower than the temperature of the ambient since 
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otherwise the gas pressure would be lower than the atmospheric pressure, 
and the engine would be incapable of doing work. In actual practice, the 
temperature T, is somewhat higher than the temperature of the ambient. It is 
called THE COOLER TEMPERATURE. The cooler is the atmosphere or a special 
equipment (called CONDENSER) for cooling and condensation of waste steam. 

Thus, the working medium expanding in an engine cannot spend its entire 
internal energy in doing work. A fraction of heat is inevitably transferred to 
a cooler (atmosphere) together with the waste steam or exhaust gas of 
internal combustion engines and gas turbines. This fraction of internal 
energy is lost. The heat engine does work at the expense of the internal 
energy of the working medium. In this process, heat is transferred from a hot 
body (heater) to a cold body (cooler). 

The schematic diagram of a heat engine is show: 
The working medium of the engine receives an 
of combustion of a fuel, does work 4’ 
О, « Q, to the cooler. 


THE EFFICIENCY OF A HEAT ENGINE. The impossibility of 
complete conversion of internal energy into work stems from the 
irreversibility of processes in nature. If heat could spontancously return from 


cooler to heater, the internal energy would be completely converted into 
work with the help of any heat engine. 


. " i is 

According to the energy conservation law, the work done by an engine ! 

, 16 

4'-10,1-10,1 ie 

where Q, is the amount of heat 
transferred to the cooler. 


The efficiency of a heat en 
amount of heat received fr 


n in the coloured plate |. 
amount of heat Q, as a result 
and transfers an amount of heat 


р 2 ha Theat 
received from the heater and Q, is the hea 


gine is the ratio of the work A’ done by it to the 
om the heater"): 


aA 101-101, 101 
Ql 101 TNR 


Since a certain amount of he: 
we always have "n «1. 
The efficiency of a hea 


(4.17) 


: : ines. 
at is transferred to the cooler in all engin 


. . . H he 
t engine is determined by the difference between en 
temperatures of the heater and cooler. It must be proportional to f! 


ince it 
difference T, — T, between the temperatures of the heater and cooler since 
cannot operate when T, — T. 


1 2=%. 5 
THE MAXIMUM EFFICIENCY OF HEAT ENGINES. The laws ol 
thermodynamics allow us to 


s calculate the maximum possible do 
a heat engine operating at à temperature T, of the heater and a tempera h 
T; of the cooler. This estimate was made for the first time by the Freno 


: di Carnot (1796-1832) in hi "Réflexions sur ta 
puissance motrice du feu" 25 Реа ао dics 


а. 


1 х 
| ! In steam turbines 
Internal combusti 


| ile in 
е » the boiler plays the role of the heater whil 

on engines the fuel 
note.) 


Е ^ anst- 
combustion products are the “heaters”. (774 
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Carnot invented an ideal heat engine with an ideal gas as the working 
а He obtained the following expression for the elliciency of this 
engine: : 

МЕ С 

тах noc (4.18) 
PE assy the efficiency of the Carnot engine is directly proportional to 
pede ence in the absolute temperatures of the heater and cooler and 
cee proporianal to the absolute temperature of the heater. The latter 
circumstance is due to the fact that the amount of heat Q,, as well as the 
meal energy, is proportional to the absolute temperature of the heater. 
any ginny significance of this formula is that, as was proved by Carnot. 
LER real heat engine operating at heater temperature T, and the cooler 
iperature T, cannot have an efficiency exceeding the efficiency of the 

corresponding ideal heat. engine. я x 
и. (4.18) sets а theoretical limit for the maximum efficiency of heat 
ins ies t shows that the efficiency of a heat engine 1s the higher, the higher 
The и of the heater and the lower the temperature of the cooler. 
200] iciency ņ сап be equal to unity only when the temperature of the 

не is equal to the absolute zero. 

на the cooler temperature practically s 
heater, b SIT ESFa Lure. Naturally, we can increase the temperature 0 hs 
posi is any (solid) material has a limited thermal stability, or high- 
and wh ure strength. During heating, it gradually loses its elastic properties, 

The va toe temperature becomes sufficiently high, it just melts. А s 
Widener at efforts of engineers are concentrated now on cca D 
inc y of engines by reducing friction between the parts, losses due to 
omplete combustion of fuel, and so on. In this direction, there do exist 
y. For example, the initial 
about T, = 800 К and 


considerable ne" : х А 

Siderable possibilities for increasing the efficienc 

T, = H H 
27300 К. The maximum efficiency for these temperatures is 


cannot be lower than the 


and final te к : 
final temperature of steam in steam turbines are 


Nmax = uu = 0.62, na = 62% 
1 
а the actual value of the efficiency is nl = 4075 because of UE 
engines energy losses. The maximum efficiency of internal com а ion 
it ane is about 44%, To increase the efficiency of heat engines and » x 
engin 9 the maximum possible value is a very important pro em 
eering, 


4.8. Role of Heat Engine. Heat Engines and 
Protection of Environment 


ROLE OF HEAT ENGINES. Heat engines (mainly i 
| power steam turbines) are widely used in thermoe 
Plants where they drive the rotors of electric current generators. More than 
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80% of the electric power in the USSR is generated at thermoelectric plants. 
Heat engines (steam turbines) are installed in nuclear power plants. High- 

temperature steam is generated in these plants at the expense of the energy 

liberated in the fission of atomic nuclei. А 

Heat engines are also used in all types of modern vehicles. Automobiles 
are equipped with piston internal combustion engines in which air-fuel 
mixture is prepared in a carburettor outside the cylinder (carburettor 
engines), as well as those in which the air-fuel mixture is formed directly in 
the cylinder (Diesel engines). The latter engines are also widely used in 
tractors employed in agriculture. 

Till the middle of this century, the railway transport mainly operated on 
steam engine. Nowadays, locomotives with Diesel and electric engines are 
frequently employed. However, electric locomotives in the long run consume 
energy produced by heat engines of thermoelectric plants. 

In ships and steamboats both internal combustion engines and high-power 
steam turbines are used. i 

In aviation piston engines are installed on light aeroplanes, while turbojet 
and Jet engines are used on huge liners (the latter engines are also heat 
engines) Jet engines are used on spacecraft as well. 

Modern life cannot be imagined without heat engines. Without them. ae 
could not have cheap electric power or any type of high-speed pu 

HEAT ENGINES AND PROTECTION OF ENVIRONMENT. ferit 
wide application of heat engines for producing energy in a form convente 


1 echnol- 
to consumers affects environment to a greater extent then any other techn 
Ogical process. 


In accordance with the laws 


oxides» 


1 in this 


astes is an important problem. 
Ра jur. De application of steam ‘ial iy in electric La 
о чарй те Juss to be used as tanks for cooling waste 2162 ortion. 
1980, 200 6 СПС stations increases water demand rises in prop urpose 
ae а of water Was consumed in the Soviet Union for ths Р опоту. 
All thi unts to 35%, of water supply in all branches of nationa jong with 
1S poses a number of Serious problems for human society. Alo 


Jants 
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the e 5 —Q , 
eg ee iM the efficiency of heat engines, measures should be 
DuvenBag bom E e environment. For this, the efficiency of devices 
"peu Peet Ss es of harmful substances to the atmosphere 
Con A “at pe fforis should be made to attain a more complete 
Е Pe е automobile engines. Motorcars having too high 
Е, m abun BN gas should not be allowed on the roads. The 
н ака m iles competing with ordinary engines are being 
waste as pue а pu eii to use a fuel with no harmful substances in the 
In Gier $ ke a hydrogen-oxygen mixture, Is being discussed. 
complexes of ES г ground and water resources, it is expedient to construct 
plane: ith a а Ei power plants, and in the first place nuclear power 
pem ith a closed water supply cycle. 
pL" concerns an efficient utilization о 
uad ris of these problems is of vital im 
successfully. opment of national economy can 
а world-wide | и control, however, 


f energy and its economic 


portance for the mankind. 
help solve these problems 
requires efforts on 


Which processes are called irreversible? 

Give examples of typical irreversible processes. 

What other irreversible processes do you know? 

Formulate the second law of thermodynamics. 

Would it be a violation of the energy conservation 

backwards? 

6. Is the motion of the Moon around the Sun a reversible 

7. What device is called a heat engine? 

8. What role do the heater, the cooler and the working medium play in 
a heat engine? 

9. Why cannot the internal energy of the ocean be used as a source of 
energy in heat engines? 

10. Define the efficiency of a heat engine. . 

11. How can the maximum efficiency of a heat engine be determined? 


? 


law if rivers flew 


BIST 


process? 


Problems with Solutions 


In problems to this chapter, the first 1 
Тое used in the form (4.10) ог (4.11). | i 
and (4.5). Уг: problems, formulas (4.4) should be used for calculating work, 
"e (4.9) for calculating heat. It must be borne in mind that the values 
initia cf e can be either positive or negative. | 
Problems the general formula for the first law of thermodynamics most 
Problems р formulas for special cases applied to definite processes. The 
the help etic cae heat transfer in a closed system should be solved with 
$ in the the heat balance equation (4.15). 
the initial epu of problems on gas laws, in 
With the 2 final states of a system should be clear! 
parameters characterizing these states. 


aw of thermodynamics 


the problems to this section 
ly specified together 
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aerostat having a volume V= 500 m? is filled with helium under а pressure 
P Т xd = esuli ab hias 2 by solar radiation, the temperature of the gas in the 
= 10° Pa. As a result of heating by sola А 
ien БАНЕ fi и =10 C to р, = 25 С. What is the increase in the interna 
aerostat increases from t, & 
energy of the gas? 


i ium i i i al energy is determined 
Solution. Helium is a monatomic gas whose interna S det у 
Бу beri (4.1). This energy is U, = (3/2)(m/M) RT, at temperature T, and 

U, = (3/2)(т/М) RT, at Ts. The change in the energy is given by 


3 
AU=U,-U,= R(T, — T). 
The mass of helium is unknown, but it can be expressed with the help of 2 
Mendeleev-Clapeyron equation in terms of the initial temperature, е 
and volume of the gas: mR/M = pV/T;. Substituting the value of mR/M in 
the equation for the change in the internal energy, we obtain 


ЕЕ 


е is contained in 
2. Carbon dioxide (M — 0.044 kg/mole) of mass m=0.20 kg is Ape ine Mae 
à cylinder under a heavy piston. The gas is heated by AT= 88 К. Find the мог 
by the gas upon heating. 


the 
Solution. The gas expands under a constant pressure р created Бу 
atmosphere and the piston. The work done by the gas is then 


A = p(V, — V) 


" i ing the 
where V, and V, are the initial and final volumes of the gas. саа м 
equation of state pV = (т/М) КТ for an ideal gas, we can roo spes 
products pV, and pV, through (m/M)RT, and (т/м) КТ. This 


, m 
Amp RO Т)=33 1. 


2 

3. A gas expanding in a cylinder having a cross-sectional area S = zi es 

receives an amount of heat О = 1.5 x 105 J so that the gas pressure remains "A rd 

and is equal to p=2 x 10? Ра, What is the change in the internal energy of the gas 
if the piston in the cylinder has moved by Ah — 30 cm? 


Solution. According to the first law of thermodynamics (4.11), we have 
Q-—AU + A', 
where А’ = pAV= pS Ah is the Work done by the gas. Hence 
AU = Q — pS Ah = 30 kJ. 


4. Water of mass m,=0.30 kg at 


ome ed in 
à temperature 1,— 80 C is poured 
a calorimeter containin 


>, The 
B water of mass m, = 0.20 kg at a temperature t; = 2080 sacity 
temperature of water in the calorimeter becomes г = 50 C. What is the heat capa 


: $ Я the 
of the calorimeter? (The heat capacity of a body is the product of its mass and 
Specific heat: C=cm) 


Solution. Accordin. 


ts 
8 to the heat balance equation, the sum of the amoun 
of heat exchanged 


P 5 s at 
between bodies in a calorimeter is zero. Water 
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temperature ans 

E 1 transfers an amount of heat cm,(t— 1) while water at 

rr eim — hd receives an amount of heat cm, (t—t,). The calorimeter 

Seer in i eat C(t — 1) since its initial temperature is the same as that of 
it t,. Consequently, we can write 


cm (t — t) + cm, (t— t) + C(t — 4) = 9, 
whence 


oem, (t, — 0) + em; (t; — t) 
Kod 2 = 42 
Rd = 420 J/k. 


5. Water 
100 C. T. drops constitute 90", of the mass of waste steam at a temperature 1 = 
. То 2 " 
10 C) Wh d. the steam, it ds mixed with the same mass of cold water (t2 = 
ät is the resulting temperature of water? 


Soluti 
js m aa We denote the mass of cold water by 
away ads e the mass of water drops is 0.9m. 
forie ng the condensation of steam and during th 
ed is negative: 
i Q, = —0.1rm + 0.1ст(г — t). 
he 
amount of heat given away by cooling drops is 
О, = 09cm( — t4) where t «4. 
The amount of heat received by the cold water is Оз 
write the heat balance equation: 


0+0, +0 =0, 


— Q.Lrm + O.Lem(t — t) + 0.9em(t — t,) + em(t — 15) =0. 


m. Then the mass of steam 
The amount of heat given 
e cooling of water 


also negative: 


= cm(t — t5). We can 


Hence 
Е Q.Ir c(t, +4) ~ 92°C 


t 
2c 


Exercise 4 
1. What is the change in the 
whose pressure increases b; 


to half the initial value? 
2. A gas having a pressure p — 105 Pa expands isobarically, doing work 


А = 25 J. What is the increase іп the volume of the gas? 

3. A thermodynamic system has received 200 J of heat. What is the 
change in the internal energy of the system if the work done by it is 
400 J? 

4. The rod of a pneumatic pick is driven by compressed air. The mass 
of air in the cylinder changes from 0.1 to 0.5 g during a piston 
stroke. Assuming that the air pressure and temperature (27*C) in the 
cylinder are constant, determine the work done by the gas durin; 
a stroke. The molar mass of air is M — 0.029 kg/mole. Е 

5. Two tightly closed vessels having a volume of 1 1 each are heated by 


internal energy of a monatomic ideal gas 
y a factor of three as its volume decreases 
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Fig. 50 


E 


м 


. Water vapour having a mass of 10 g and a temperature 


- A calorimeter contains 0.4 kg of water at 10°C. A piece 


identical burners. One vessel contains water and the other contains 
air. Which vessel will be heated first to 50°C? Why? 

The following project for a perpetual motion machine is proposed 
(Fig. 50). A closed vessel is divided into two parts by а hermetic 
partition through which pass a tube and a water turbine in a jacket 
with two holes. The air pressure in the lower part is higher than in 
the upper part. Water rises in the tube and fills the open chamber. 
The next portion of water in the lower part'is poured out of the 
turbine chamber where the level has reached the hole in the jacket. 
Why cannot this machine operate perpetually? 


. Is the work done by the gas in the processes 1-2, 2-3 and 3-1 shown 


in Fig. 38 positive or negative? Does the gas receive or give away 
heat in each of these processes? А 
The temperature of a gas whose mass is т and the molar mass is 
M is increased by AT first at a constant pressure p and then at 
a constant volume V. What is the difference in the amounts 
of heat supplied to the gas in these two cases? 


. What amount of heat is required for isochoric heating of 4 kg of he- 


lium by 100 K? 


. А gas performs 20 J work during its isothermal expansion. What 


amount of heat is supplied to the gas? " 
en as 


- Calculate the increase in the internal energy of 2 kg of Hydros hyd- 


a result of its isobaric heating by 10 K. The specific heat ? 
Togen at constant pressure is 14 kJ/(kg- К). in the 
Four moles of an ideal monatomic gas are compr he gas 
cylinder of a compressor. Calculate the increase e^ ne. The 
temperature after a piston stroke if the work of 500 J is 90 

rocess iabati i 
process should be treated as adiabatic. of 100 ce 
introduced into a calorimeter containing 0.25 kg of water a! ат 
Determine the temperature established in the calorimeter if И 
capacity is 1000 J/K. 

pacity /K. of ice whose 


What is the 


essed 


mass is 0.6 kg and temperature — 40°C is put in water. 
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temperature established in the calorimeter if its heat capacity is neg- 
ligibly small? 

15. What must be the temperature of a heater for obtaining in principle 
an 80^, efficiency of the heat engine if the temperature of the cooler 


is 27°C? 
16. The working medium of a heat engine receives from the heater Q, — 
1.5 х 10°] of heat and gives away О, = — 1.2 x 10% J of heat to 


the cooler during a certain period of operation. Calculate the 
efficiency of the engine and compare it with the maximum possible 
efficiency if the temperatures of the heater and cooler are 250*C and 


30°& 


Main Points of Chapter 4 

Macroscopic bodies possess internal energy equal to the sum 

of the kinetic energies of random motion of all the molecules 
in the body and the potential energies of interaction of all the molecules with 
One another. The internal energy is uniquely determined by the 
thermodynamic parameters (temperature and volume) For an ideal 
Monatomic gas, the internal energy depends only on its temperature: 


3m 
U =—— КТ 
2 M 
According to the first law of thermodynamics, the change in the internal 
energy of a system going over from one state to another is equal to the sum 
of the work done by external forces on the system and the amount of heat 


received by it: 
AU=A+Q. 


The work done on a thermodynamic system is A= — p AV, where p is the 
pressure and AV is the change in the volume. The work done by the system 
in this case is 4'— —A=pAV. The heat transferred during heating or 
cooling is Q = mc AT, where c is the specific heat and AT is the change in the 
temperature. Besides, heat is absorbed during vaporization and fusion and is 
liberated in condensation and crystallization (see formulas (4.6)-(4.9)). 

Work and amount of heat are the characteristics of processes in which 


energy changes. 
In an isochoric process (V=const), the 
In an isothermal process (T= const), the int 


remains unchanged, апа О = 4’. | . 
In an isobaric process (p — const), the heat supplied to a system is spent 
for increasing the internal energy of the system and for doing work: О = 


AU + A’. 
In an adiabatic process (in a thermally insulated system), О = 0 and AU= 


the work is zero, and AU — Q. 
ernal energy of an ideal gas 


df heat transfer takes place in a closed system without any work being 


done, the heat balance equation is valid: 
Q,*Q;tQs t. —0. 
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where Q,, Qz, Q3. ... are the amounts of heat received or given away by the 
bodies of the system. | 

Processes occurring in macroscopic bodies are irreversible. Typical 
irreversible processes are the transfer of heat from a hot to a cold body (and 
not vice versa) and the spontaneous transformation of mechanical energy 
into internal energy. 7 

The generalization of experimental results concerning the irreversibility of 
processes led to the formulation of the second law of thermodynamics. It 
follows from the laws of thermodynamics that a heat engine can do work 
only in the process of heat transfer from a heater to a cooler. The maximum 
possible value of the efficiency of a heat engine is 


_1-T, 
n Т, 
where T, is the temperature of the heater and T; is the temperature of the 
cooler. 


: х у А ible value is 
To increase the efficiency of heat engines to the highest possible value 
one of the most important problems in engincering. 


MUTUAL CONVERSION OF LIQUIDS 
AND GASES 


5.1. 


Saturated Vapour 


The molecular kinetic theory not only explains why 
a substance can be in the gaseous, liquid or solid state but 

also clarifies the transitions of a substance from one state of aggregation to 
another, j^ 
.. EVAPORATION AND CONDENSATION. If water or some other liquid 
15 kept in an open vessel, its amount gradually decreases. In this case, the 
qUAPORATION of the liquid takes place (the mechanism of this process me 
tio 10d in the course of "Junior Physics"). During random motion, uet 
li лаша molecules acquire such a high kinetic energy that they leav 
a +. having overcome the forces of attraction exerted by other molecules. 
of п addition to evaporation, the reverse process, viz. the return ofa E 

randomly moving vapour molecules to the liquid, also takes xem € 
Quse is known as CONDENSATION. If the vessel is open. the = = 
evan’, escaping from it may not return to the liquid. In = Pi 
ve Poration is not balanced by condensation, and the amount — аа 
ie Liquids evaporate at a higher rate if the air flow pr^ pie 
ыы the vapour formed, since ps probability © 

returning to the liquid becomes lower. —  . a 

the ATURATED VAPOUR. ta vessel containing a liquid is tight dn 
liquid of liquid soon stops decreasing. At a constant РЕ arenas in 
it as 1. Pour System attains the state of thermal m peint 
the ium € as desired. Condensation occurs simultaneous'y 

At t EE balancing each other. cured in 
latter ha. E. moment after the liquid has been p red 
it incre $ been closed, the liquid evaporates, and the cae 
simult 2505, However, the number of molecules re ue the larger the 

iile neously increases. The higher the density of wine! "t a dynamic 
equilibrio, Vapour molecules returning to the liquid. As s ipm in the 
closeq 110 15 ultimately established between the liquid and its Е aie 
from Vessel at a constant temperature. The number of molecu pde ag 

16 surface of the liquid is on the average equal to the n 
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vapour molecules returning to the liquid during the same time. 

A vapour which is in a dynamic equilibrium with its liquid is called the 
saturated vapour. This term emphasizes that a larger amount of vapour 
cannot be contained in a given volume at a given temperature. 

If we pump the air out of a vessel containing a liquid. only saturated 
vapour will be contained above the surface of the liquid. 

SATURATED VAPOUR PRESSURE. What will happen to a saturated 
vapour if the volume occupied by it is reduced (this can be done, for 
example, by compressing a vapour in equilibrium with its liquid in a cylinder 
under the piston so that the temperature of the content remains unchanged)? 

As we compress the vapour, the equilibrium is violated. At the initial 
moment, the vapour density will slightly increase, and a larger number of 
molecules will go over from gas into liquid than from liquid to gas. This 
process occurs until the equilibrium sets in again, and the density. and hence 
the number density of molecules acquire the initial values. Consequently, the 
molecular concentration of a saturated vapour at constant temperature does not 
depend on the volume. 

Since the pressure is proportional to the number density of molecules 
according to the formula p=nkT, the independence of the concentration 
(number density) of a saturated vapour on the volume implies that the 
saturated vapour pressure does not depend on the volume occupied by the 
vapour. 

The vapour pressure py which is independent of the volume and at which 
the liquid is in equilibrium with its vapour is called the saturated vapour 
pressure. . 

If a saturated vapour is compressed, an increasingly large fraction of its 
molecules goes over to the liquid state. A given mass of liquid occupies 
a smaller volume than its vapour of the same mass. As a result, the volume 
of vapour decreases, its density remaining unchanged. "e 
А In this discussion we have used more than once the terms gas e 
“vapour”. A gas and a vapour do not differ in principle. and these terms are 
in general equivalent. However, we normally deal with a certain (relatively 
narrow) temperature interval of the ambient. The term "gas" is normally 
applied to the substances for which the saturated vapour pressure is higher 
than the atmospheric pressure under ordinary temperatures (for example. 
carbon dioxide) On the contrary, we use the term "vapour" when the 
saturated vapour pressure at room temperature is lower than the 


atmospheric pressure and the substance is more stable in the liquid state (for 
example, water vapour) 


Fig. 51 0 = 
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The independence of the saturated vapour pressure on the volume has 
been established in numerous experiments on isothermal compression of 
a vapour which is in equilibrium with its liquid. Suppose that a large volume 
of a substance is in the gaseous state. In the course of isothermal 
compression, its density and pressure increase (segment AB of the isotherm 
in Fig. 51). As the pressure ро is attained, vapour starts to condense. During 
the further compression of the saturated vapour, its pressure does not change 
until the entire vapour condenses into liquid (segment BC of the straight line 
in Fig. 51). Then the pressure increases abruptly upon compression (segment 
CD of the curve) since the compressibility of liquids is low. 

The curve shown in Fig. 51 is called the ISOTHERM OF A REAL GAS. 


5.2. Temperature Dependence of Saturated Vapour 
Pressure. Boiling. Critical Temperature 


TEMPERATURE DEPENDENCE OF SATURATED VA- 

POUR PRESSURE. The state of a saturated vapour can 
be approximately described by the equation of state (3.4) for an ideal gas, its 
pressure being approximately defined by the formula 


Ро = НАТ. (5.1) 


Pressure increases with temperature. Since the saturated vapour pressure 
does not depend on volume, it is determined only by temperature. 

However, the experimentally obtained dependence ро(Т) is not linear as 
that for an ideal gas at a constant volume. As the temperature increases, the 
saturated vapour pressure increases at a higher rate than the pressure of an 
ideal gas (Fig. 52, segment AB). 

The reason behind this is as follows. When a liquid and its vapour is 
heated in a closed vessel, a fraction of the liquid is evaporated. As a result, 
according to formula (5.1), the vapour pressure increases not only due to an 
increase in temperature, but also due to any increase in the molecular 
concentration ( density) of vapour. The increase in pressure with temperature 
is mainly determined just by the increase in the concentration. The principal 
difference in the behaviour of an ideal gas and saturated vapour consists in 
that the mass of vapour in a closed vessel changes with the temperature (or 
with a change in volume at a constant temperature) The liquid partially 
evaporates or, on the contrary, the vapour is partially condensed. Nothing of 
this sort occurs in an ideal gas. 

After the entire liquid has evaporated, its vapour ceases to be saturated 
upon further heating, and its pressure increases linearly with the absolute 
temperature at constant volume (segment BC in Fig. 52). 

BOILING. As the temperature increases, the evaporation of the liquid 
becomes more intense. Finally, the liquid starts to boil. During boiling rapidly 
growing vapour bubbles are formed in the entire volume of the liquid and rise to 
the surface. The temperature of the liquid remains constant during this 
process. 

Let us determine the conditions under which boiling begins. A liquid 
always contains dissolved gases which can be seen at the bottom, on the 
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Fig. 532 


walls of the vessel and on dust particles suspended in the liquid. Vapour 
inside the bubbles is saturated. As the temperature rises. the saturation 
vapour pressure increases, and the bubbles increase in size. Under the action 
of buoyancy, they move to the surface. If the upper layers of the liquid have 
a lower temperature, the vapour in the bubbles condenses in these layers. 
The pressure abruptly drops, and the bubbles collapse. The collapse is so 
rapid that the bubble walls produce a sort of a miniexplosion. A large 
number of such explosions produce a noise characterizing the process of 
ebullition. When the entire liquid is uniformly heated, the collapse of bubbles 
ceases, and the bubbles come to the surface. The liquid starts to boil. If you 
watch a kettle on the stove, you will notice that it stops making noise before 
boiling begins. р 

The temperature dependence of the saturated vapour pressure explains 
why the boiling point of a liquid depends on the pressure on its surface. 
A vapour bubble may grow when the saturated vapour pressure inside it 
slightly exceeds the pressure in the liquid, which is the sum of the alt 
pressure on its surface (external pressure) and the hydrostatic pressure of the 
liquid column. : 

Boiling begins at a temperature at which the saturated vapour pressure m 
the bubbles becomes equal to the pressure in the liquid. 

The higher the external pressure, the higher the boiling point. E 
example, if the pressure іп a boiler reaches 1.6 x 105 Pa, the water in it do? 
not boil even at 200°C. The sterilization of medical instruments 5 
ne (tightly closed vessels) is carried out under an elevated pressur 

ig. 53). 

On the contrary, by lowering pressure, we make the boiling point E 
pine lower. We can make water boil at room temperature by pumP ic 
ir and water vapour from a flask containing water (Fig. 54). In 
mountains, the atmospheric pressure decreases with increasing height. m 
Ee ahy erra water becomes lower. At a height of 7134 m n 

, the pressure is about 4 x 10* Pa (300 mm Hg), а". 


the boiling point of water is about 70°C. Under such conditions. it d 
impossible, for example, to boil an egg. 
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Fig. 54 


PR Sow pie in boiling points of liquids is due to different values of their 
lowe Е vapour pressures. The higher the saturated vapour pressure, the 
I n boiling point of a liquid since the saturated vapour pressure 
pee es equal to the atmospheric pressure at a lower temperature. For 
oe the saturated vapour pressure of water at 100°C is 101325 Pa 
y 0 mm Hg), while for mercury vapour, it is only 117 Pa (0.88 mm Hg). 
ercury boils at 357°C under normal pressure. 
á SUPERHEATED LIQUID. It is possible to obtain a liquid at 
ты above the boiling point for a given pressure. (Such a liquid is 
ified : SUPERHEATED.) For this purpose, the liquid should be thoroughly pur- 
EM degassed. In such a liquid, the centres of evaporation, i.e. small air 
fe ed are virtually absent. A superheated liquid is in an unstable state. It 
is en to add chalk powder to it, which contains much air in the pores, 
vis e it boil so furiously that it flows out of the vessel. In this case, the 
li nperature of the liquid drops to the boiling point, since evaporation of the 
iquid requires a certain amount of energy. 
wu LEAL TEMPERATURE. The density of saturated vapour increases 
à ic temperature as well as with pressure. On the contrary, the density of 
eil iquid in equilibrium with its vapour decreases with heating due to the 
i ane of the liquid. If we plot in the same figure the temperature 
m pondenges of the densities of a liquid and its vapour, the curve will be 
clined downwards for the liquid and upwards for its vapour (Fig. 55). 
Ata certain temperature called the CRITICAL temperature, the two curves 
Merge, i.e. the density of the liquid becomes equal to the density of the 
vapour. 
: The temperature at which the difference in 
a liquid and its saturated vapour vanishes 
temperature. 
E. this temperature, the density (an c 
а ains its maximum value, while the densit 
deam with the vapour becomes minima 
aporization decreases with increasing tempera 
critical temperature. 


the physical properties of 
is known as the critical 


d pressure) of a saturated vapour 
y of the liquid which is in 
1. The specific latent heat of 
ture and becomes zero at the 
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Liquid 


1 


Fig. 55 
0 T. T 
Each substance is characterized by its own critical temperature. For 
example, the critical temperature for water is = 375 C and for the liquid 
carbon dioxide (IV) СО, = 31 C. 
The main feature of critical temperature is that a gas cannot be liquefied 
under any pressure at temperatures above the critical. 


Saturated vapour 


5.3. Humidity of Air 


WATER VAPOUR IN THE ATMOSPHERE. Despite 

enormously large surfaces of oceans, seas. lakes and rivers, 
water vapour in the atmosphere is not saturated. Displacement of air masses 
leads to evaporation dominating over condensation in some regions of our 
planet at a given moment, while in other regions condensation prevails. 
However, atmospheric air practically always contains a certain amount of 
water vapour. 

The content of water vapour in air, or, its humidity, is characterized by 
a number of quantities. 

PARTIAL PRESSURE OF WATER VAPOUR. Atmospheric air is 
a mixture of various gases and water vapour. Each gas makes Ils 
contribution to the total pressure exerted by the air on bodies in it. The 
pressure exerted by the water vapour in the absence of all other gases 15 
called the partial pressure of water vapour. The partial pressure of water 
vapour is one of the characteristics of air humidity. It is expressed in the 
units of pressure (pascals) or in millimetres of mercury column. 

RELATIVE HUMIDITY. The partial pressure of water vapour alone 
cannot be used to judge the degree of saturation of a water vapour under 
given conditions. However, the degree of saturation determines the 
evaporation intensity and moisture losses for living organisms. For this 
reason, a quantity characterizing the degree of saturation of water vapour at 
а given temperature, viz. the RELATIVE HUMIDITY, is introduced. Р 

The relative humidity ф of air is the percentage ratio of the partial 
pressure p of water vapour contained in air at a given temperature tO u» 
saturated vapour pressure ро at the same temperature: 


o--P. 100%. (5.2) 


Ро 
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poe, AE water vapour is cooled under a constant pressure, it 
es E su pese sooner or later. This can be proved by analyzing the 
Sum sete dependence of saturated vapour pressure (Fig. 56). 
; reed p, is the partial pressure of water vapour at a temperature 
io iue a » of the vapour is represented by point 4. If the vapour is cooled 
S OW cendi (а at p, = const, the vapour becomes saturated, and its state 
Becomes ene by point B. The temperature ta at which water vapour 
Wher aturated is called the dew point. 
iist A air is cooled to the dew point, water vapour 
" appears and dew precipitates). 
ieee pom characterizes the humidity of air since it allows us to 
il 326 emm ri partial pressure of water vapour and relative humidity. Indeed, 
py. Tt end n point, we thus know the water vapour partial pressure 
рие ne ound with the help of the table containing the values of 
mits an ai, же pressures corresponding to different temperatures (see the 
the'té 2 end sheet). The saturated vapour pressure po corresponding to 
pera t, is also taken from the table. From the values of p; and 
e can find the relative humidity Ф = (P1/Po) 100%. 
аа Air humidity is measured with the help of special 
hygro n S HYGROMETERS and PSYCHROMETERS ? (wet-and-dry-bulb 
meters). 
«Eu hygrometers make it possible to determine directly the dew 
B with a simple instrument of this type (Fig. 57) consists of a metallic box 
(ether) E NE н front wall W containing à readily evaporating liquid 
сана, : е air is passed through the box with the help of a rubber bulb, 
A oa. intense evaporation of the ether and a rapid cooling of the box. 
drópsin mete inserted into the box indicates the temperature at which dew 
а ари on the polished surface of the wall. We can assume that the 
pe: rs the region adjoining the wall is constant since this region is 
a dede the atmosphere, and a decrease т pressure 1S compensated by an 
eaten с in the vapour content. The appearance of dew indicates that the 
the denn has become saturated. Knowing the temperature of the air and 
relative Reds we can find the partial pressure of water vapour and the 
Бе umidity with the help of the table containing the values of saturated 
PENNE at various temperatures. 
consists of OMETER. A psychrometer (wet-and-dry-bulb hygrometer) 
bulb. d two thermometers (Fig. 58). One of the thermometers has a dry 
iterom, indicates the temperature of air. The bulb of the other 
Water ae is covered by a piece of wet cloth whose end is immersed in 
lili 4 water evaporates, the bulb of the thermometer 15 cooled. The 
the t the relative humidity, the less intense the evaporation and the higher 
funds er indicated by the wet-bulb thermometer. At a relative 
iem ity of 100%, water does not evaporate at all and the two 
mometers indicate the same temperature. Using special tables, we can 


begins to condense (a 


- From the Greek hygros meaning “wet”. 
2 From the Greek psychros meaning “cold”. 
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Fig. 56 


Fig. 58 


determine the relative humidity of air from the difference in the temperatures 
of the dry-bulb and wet-bulb thermometers. Psychrometers make it possible 
to determine the humidity with a higher degree of accuracy than 
hygrometers. | 

THE ROLE OF HUMIDITY. The humidity of air determines the 
intensity of evaporation of moisture from the surface of the skin ofa human 
body. In turn, the evaporation of moisture is important for maintaining 
à constant temperature of a human body. In spacecrafts, the most favourable 
relative humidity for human beings (40-60%) is maintained along with the 
right temperature and pressure. 

The knowledge of humidity is essential in meteorology for weather 
forecasts. Although the content of water vapour in the atmosphere is 
relatively small (about 1%), its role in atmospheric phenomena is significant. 
The condensation of water vapour results in the formation of clouds, 
followed by the precipitation of rain or snow. This process is accompanied 
by the liberation of a large amount of heat. Conversely, evaporation of water 
involves an absorption of heat. 

It is necessary to maintain a certain constant humidity in many techno- 
logical processes (such as textile industry or confectionery production). The 
storage of books or pieces of art also requires the maintaining of air 


humidity at a certain leve. On the walls of museums, you can see 
psychrometers. 


? - Give the definition of saturated vapour. 9 

- Why is the saturated vapour pressure independent of volume: 

- Why does the saturated air pressure increases with temperature at 
a higher rate than the pressure of an ideal gas? 9 

Why does boiling point of a liquid increase with pressure: 

- What is the critical temperature? 

- Define the relative humidity of air. 


. How can the relative humidity be determined from the known dew 
point? 


wre 
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Problems with Solutions 


While solving problems, it should be borne in mind that the 
: pressure and density of a saturated vapour do not depend on 
its volume and are determined only by the temperature. Away from the 
critical point, the equation of state for an ideal gas is approximately valid for 
describing a saturated vapour. However, the mass of saturated vapour does 
not remain constant during its compression or heating. 
. Т.А closed vessel of volume V, = 0.5 m? contains m — 0.5 kg of water. The vessel 
is heated to г = 147°C. By what amount must the vessel volume be increased so that 
it contains only the saturated vapour? The saturated vapour pressure at 1 = 147°C is 
Ро = 4.7 x 10° Pa. 
Solution. Under a pressure po, the saturated vapour occupies the volume 


PoM 
where M = 0.018 kg/mole is the molar mass of water. The vessel volume 
V, > V, and the vapour is not saturated. For it to become saturated, its 
volume should be decreased by 
mRT _ 


Po 


a closed vessel is p, = 84% at a temperature 
— 22*C. Find the ratio of saturated 


03 m°. 


AV=V,-V=V, — 


2. The relative humidity of air in 
t;=5°C and Ф, = 30% at a temperature tz 
vapour pressures at LET and ti 

Solution. At T, = 278 K, the pressure of water vapour in the vessel is p, = 
Фрол, Where po, is the saturated vapour pressure at T. At Т = 295 К, p = 
Фрог. Since the volume is constant, we have, in accordance with Gay- 


Lussac’s law, 
n. n 
P2 T 
whence 


Exercise 5 
1. Water has different 1 
say that in addition t 
water? Why? 
2. In what way c 
it? | 
ing point and in the latent heat 


3. What will be the change in the boil int and i 
of vaporization of water if the vessel containing it Is lowered to the 


bottom of a deep well? 
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levels in the limbs of a closed U-tube. Can we 
o saturated water vapour, there is air above the 


an we make water boil by cooling a vessel containing 


4. What is the density of vapour in the bubbles rising to the surface of 
water boiling at the atmospheric pressure? 

5. There is a cold autumn rain outdoors. Wet washing is hung in the 
room. Will it be dried sooner if we open a window? 

6. A pump delivers water to a height of 10.3 m. To what height can 
this pump lift water boiling at 100°C, if its piston moves very 
slowly? 

7. The dew point determined with the help of a dew-point hygrometer 
is 10°C. Find the relative humidity of air if its temperature is 20°C 
(use the table on the end sheet of the textbook). 

8. The relative humidity in a room of volume V= 120 m? is ф = 60%, at 
15°C. Determine the mass of water vapour contained in the air if 

the saturated vapour pressure at this temperature is py = 12.8 mm 

Hg. 

9. The relative humidity 9, in a room is 20% at t = 20°C. What mass 
of air has to be evaporated for increasing the relative humidity 
to Ф, = 50%, if the volume V of the room is 40 m3? The density 
Of saturated water vapour at this temperature is po = 1.73 x 
107? kg/m?. 


Main Points of Chapter 5 


A liquid and its vapour can be in a dynamic equilibrium in 
Which the number of molecules escaping from the liquid 
during a certain interval of time is equal to the number of molecules 
returning from the vapour to the liquid during the same time. A vapour in 
equilibrium with its liquid is called saturated. The saturated vapour pressure 
does not depend on the volume and is determined only by the temperature. 

A liquid boils at a temperature for which the saturated vapour pressure in 
the bubbles becomes equal to the pressure in the liquid. 

As the temperature increases, the density of saturated vapour rises, while 
a certain temperature called the critical 
physical properties of the liquid and its 
eir densities equalize. 

Of various gases and water vapour. The 
air, or its humidity, is characterized by 
xerted by water vapour in the absence of 
pressure of water vapour. The relative 
tio of the partial pressure of water vapour 
ature to the saturated vapour pressure at 


SURFACE TENSION OF LIQUIDS 


6.1 e Surface Tension 


In addition to gravitation, elasticity and friction, there is one 

more force that acts in the world surrounding us but it is 

usually neglected, This force acts along the tangents to surfaces of all liquids. 
Let us imagine а straight line drawn on the surface of a liquid and 
dividing this surface into two parts. The forces that pull these parts away 
о each other are known as the FORCES OF SURFACE TENSION. These 
Orces are quite weak, but nevertheless they play a significant role in nature. 
MECHANISM OF SURFACE TENSION. The easiest way to reveal the 
nature of surface tension is to observe the formation of a water drop at the 
Spout of a loose tap. An attentive observer can see how the drop gradually 
“creases in volume, a neck is formed and the drop is separated (Fig. 59). 
Nor much imagination is required to see that the water is as if inclosed in an 
elastic sack which breaks away when its strength is insufficient to hold 


a large mass of Water 
laye, 200188, there is actually nothing but water in the drop, but = m 
pond Of water behaves as a stretched elastic film. The envelope of aroan 
ofa le produces the same impression. It resembles the thin stretched r 
aitoon. 
E a carefully a sewing needle on the water surface. The surface film bends 
and does not jet the needle sink. For the same reason, some light insects = 
тару slide over the water surface like skaters on ice (see coloured plate 2). 
he bending of the film of water on the surface of a dense-mesh sieve 
Prevents carefully poured water from flowing through the sieve. A cloth is 
Het of a sieve formed by woven threads. Surface tension strongly hampers 
the penetration of water through the cloth. For this reason, cloth is not 


Wetted through immediatel 

If the frs gravity id nat press a liquid to the bottom of a vessel or to 
Other Solid surface, the surface film, in its tendency to contract, would give 
the liquid a spherical shape. The smaller the drop, the more significant the 
Surface forces in comparison with mass forces (gravitation). Therefore, small 
drops of dew have a nearly spherical shape (see coloured plate 2) During 
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Fig. 59 


free fall, when the state of weightlessness sets in, the raindrops are almost 
spherical in shape. 
"n a кайне 3 orbiting а planet under zero-gravity conditions, not only 
individual drops but also large masses of liquids have a spherical А, 
THE ORIGIN OF SURFACE TENSION. We сап give a be 
explanation to the emergence of surface tension. If a large group S 
individuals has a property to attract one another, or individuals are drawn 
towards one another by their own wish, the result is the same: they gather M 
a cluster like a swarm of bees. Each individual "strives" to get inside | 
cluster, and the surface of the cluster contracts, approaching the spherica 
surface. This is a model for the emergence of surface tension. vait 
Molecules of water or some other liquid attract one another and strive 
come closer. Each molecule on the surface is attracted by the remaining 
molecules located within the liquid, and hence has a tendency to sink. Since 
the liquid possesses fluidity because of molecular jumps from Mer 
"sedentary" position to another, it assumes a shape for which the number о 
molecules on its surface is minimal. The minimum surface at a given volume 
is that of the sphere. The area of the liquid surface is reduced, which is 
manifested as the surface tension. TP 
These arguments reveal that the surface forces are of different origin in 
comparison with the elastic forces emerging in a stretched rubber film. The 
elastic force becomes weaker as the rubber contracts, while the surface 
tension does not change at all as the surface area of the film is reduced, since 
the density of the li 


quid (and hence the average intermolecular distance on 
the surface) does not change. 


Thus, the emergence of surface tension cannot be explained as easily as the 
emergence of elastic forces which depend on the change in the intermolecular, 
distance. Surface tension emerges in a more complicated rearrangement O 
the shape of the entire liquid, its volume remaining unchanged. 


6.2. Force of Surface Tension 


MEASUREMENT OF THE FORCE OF SURFACE 
TENSION. Let us suspend a II-shaped wire with the length 

l of side AB from a spring balance (Fig. 60). The force of gravity acting on 
the wire is balanced by the upward elastic force F,= — mj. Then we 
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immerse the wire in a glass with a soap solution so that side AB is sub- 
merged. As we slowly lower the glass, a soap film is formed, and the spring 
of the balance stretches so that the pointer indicates a larger elastic force Fy. 
This means that the soap film acts on side AB of the wire with a downward 


force. 
The force of surface tension is the force acting along the surface of a liquid 


at right angles to the line bounding this surface and tending to contract it as 
much as possible. 

Knowing the scale factor of the spring balance, we can easily determine 
this force. The film acts on the wire with the force 2F, where F is the surface 
tension exerted by one of the two surfaces of the film (Fig. 61). We can write 
the following equation for the forces in equilibrium: 


Ё, + тў +22 =0 
or (for the magnitudes of the forces) 
F,—mg —2F =0. 
Considering that mg = Fo, We obtain 


Еу = тд _ Е; — Fo 


Е= 5 - 5 


We can assume that the surface tension F is proportional to the length | of 
the surface layer of the liquid, i.e. to the length of the wire. Indeed, in all 


regions of the surface layer of the liquid, the molecules are in identical 
conditions, and the same force must act per unit length of the boundary of 
the surface. This assumption can be verified by taking another wire with side 


AB twice as long. : 
The ratio of the magnitude F of the force of 
aen TENSION А, boundary of the surface layer of length l to this 


surface tension acting on t А dr 
length is a constant which does not depend on the length l. This quantity is 
d is denoted by ©: 


known as the SURFACE TENSION an 


(6.1) 


c = F/l. 


E 
^" 


Fig. 61 


Fig. 60 
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The physical meaning of this quantity is as follows. It is equal to the force of 
surface tension per unit length of the surface boundary. 

The surface tension depends on the nature of media in contact and on 
temperature. It is expressed in newtons per metre (N/m). 

As the temperature increases, the difference between a liquid and its 
saturated vapour gradually diminishes and at the critical temperature 
disappears completely. Accordingly, the surface tension for the liquid-sa- 
turated vapour interface decreases with increasing temperature and becomes 
zero at the critical temperature. 

According to formula (6.1), the magnitude of the force of surface tension 
acting on the boundary of the surface layer of length | is given by 


Fal. (6.2) 


The force of surface tension is directed along the tangent to the surface at 
right angles to the interface (i.e. normally to the wire AB in the case under 
consideration, see Fig. 60 and 61). This force is proportional to the length, 
the proportionality factor being the surface tension. 


6.3. Capillary Phenomena 


WETTING. This phenomenon is observed where a liquid 

surface is in contact with solids. Wetting is a phenomenon that 

takes place due to the interaction between the molecules of a liquid and a solid 

and is manifested in bending the liquid surface at the surface of the solid. 

We can neglect the attraction between molecules of a liquid and gas 

molecules, but the interaction between molecules of liquids and solids cannot 

be ignored. The shape of the liquid surface in contact with a solid depends 

on whether the attraction between molecules of the solid and the liquid is 
stronger than the attraction of the molecules of the liquid itself. 

If the attraction between the molecules of a solid and a liquid is stronger 
than that of liquid molecules, the liquid wets the solid, and the shape of the 
surface (Fig. 62) is such that the angle 0 between the plane tangential to the 
surface of the liquid and the vessel wall is acute (the liquid sticks to the wall). 
Otherwise, the liquid does not wet the surface of the solid, and the angle 
0 (Fig. 63) is obtuse (the liquid is "repelled" from the wall). 

If wetting is complete, the angle 0 — 0°, while at zero wetting 0 = 180°. 

Wetting plays a significant role in engineering and in everyday life. Good 


Fig. 62 


Fig 0 Fig. 65 Fig. 66 


wetting is required in dying, washing, processing photographic materials, 
painting and varnishing, and so on. Glueing of wooden, leather, rubber and 
other materials is also an example where wetting is employed. Wetting is 
also used in soldering. The molten solder will flow uniformly over the surface 
of metallic objects and stick to them only if these surfaces are cleansed of fat, 
dust and oxides. Tin-based solders are quite effective for soldering objects 
made of copper, brass, etc. This solder. however, does not wet aluminium. 
A special solder is employed for aluminium and silicon. 

CAPILLARY PHENOMENA. Capillary phenomena include rising or 
lowering of a liquid in narrow tubes called capillaries as compared to the 
level of the liquid in wide tubes. 

A wetting liquid (like water in a glass tube 
the radius of the tube, the larger the height to which the liquid rises 
(Fig. 64). If we look at the meniscus of such a liquid in a capillary through 
a magnifying glass, it resembles a stretched rubber film fixed to the walls of 


the tube and depressed at the middle (Fig. 65). 


In the case of complete wetting ог nonwetting, the surface of a liquid in 
a capillary can be regarded as a hemisphere whose radius is equal to the 
radius r of the channel of the tube. : 

A downward force of surface tension (6.2) acts along the circular boundary 
of the surface layer. According to Newton's third law, a force of the same 
magnitude is exerted by the walls on the liquid in the upward direction. This 
force makes the liquid rise. Since the length of the circle is |= 2nr, this force 


is given by 


) rises in a capillary. The smaller 


Е = с2лг. (6.3) 
А liquid stops rising іп a capillary when the force (6.3) is balanced by the 


force mg of gravity acting on the liquid column: 
F= = тў. 
We denote by h the height to w 


volume of the liquid column ( 
force of gravity is 


(6.4) 


hich the liquid rises in the capillary. Then the 
cylinder) is V— nr2h. The magnitude of the 


РЕНН 
1) The term capillary takes its origin from the Latin word capillus 


meaning “а hair". 
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Fig. 67 


mg = pgV= pghnr?, (6.5) 


where p is the density of the liquid. : | 
Substituting expressions (6.3) and (6.5) into Eq. (6.4), we obtain 


2onr = pghnr?. 


Hence the height to which a wetting liquid rises in a capillary is 
h=—. (6.6) 


The level of a liquid which does not wet a capillary (like mercury in 
a glass tube) is below the level of the liquid in a wide vessel (Fig. 66). The 
depth h to which the liquid is lowered is also determined by formula (6.6). 

Bodies pierced by a large number of thin channels (capillaries) actively 
absorb water and other liquids. It is only necessary that the liquids wet the 
surface of the body. Just for this reason, a towel absorbs water when we dry 
hands with it. Kerosene continuously rises in the capillaries of the wick of 
a kerosene stove or lamp and is burnt at the top. 

The wick method is sometimes used for supplying a lubricant (oil) to the 
parts of machines. 

Ordinary bricks are porous bodies that are good absorbers of moisture. 
For this reason, the foundations of brick buildings should be protected from 
moisture. This is done by covering them with hot bitumen or tar paper. 


Water in the soil rises in its capillaries to the surface where it evaporates 
vigorously (Fig. 67). 


? 1. Give example of operating forces of surface tension, which have not 
been mentioned in the text. 


2. Compare and contrast the forces of surface tension and elastic 
forces. 


3. What is surface tension? 

4. What does the surface tension depend on? 

5. What is the force of surface tension? ned? 
6. How is the height to which a liquid rises in a capillary determined" 


Problems with Solutions 


The problems to this chapter differ from ordinary problem" 
on hydrostatics only in that here we also take into accoun 


one more force, viz. the force of surface tension (6.2). 
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In many problems, formula (6.6) is used, which defines the height to which 
a liquid rises in a capillary. 

1. A cube of mass m — 0.02 kg floats on the surface of water wetting it. The edge 
of the cube is a — 0.03 m. At what distance x from the surface of water is the lower face 
of the cube? 


Solution. The upward buoyancy force a?xpj is balanced by the force of 
gravity mg acting on the cube and the force of surface tension. According to 
(6.2), the force of surface tension is equal to 4ас and is directed downwards. 
Consequently, for the projections of the forces on the upwards-directed 


x-axis, we have 


a^xpg — mg — 4ac = 0. 


Hence 


4 
x- та #400023 т. 


а?рд 
The correction due to the force of surface tension is of the order of 1 mm. 
2. A vertical capillary tube with an inner radius г= 107? m is immersed in 
mercury. Assuming that mercury does not wet the material of the tube at all. 
determine the pressure of mercury in the capillary directly under the convex (hemi- 
spherical) surface of the liquid. The atmospheric pressure should be neglected. 


Solution. It follows from the equilibrium condition for the liquid column in 
a tube that the pressure below the liquid surface is equal to the pressure at 
the same level outside the tube. This pressure is equal to p— pgh, where h is 
the depth of the level of mercury in the tube. Using the expression (6.6) for h, 


we obtain 


Exercise 6 

. A teaspoon of olive oil is poured into an aqueous solution of alcohol 
(Plateau's experiment). What is the shape of oil if it has the same 
density as the solution? 

2. Verify experimentally whether the surface tension of water increases 
or decreases as a result of dissolving sugar or soap in it 

3. The surface tension of a solution of grease in petrol is larger than for 

pure petrol. Should the centre of a grease stain or its boundaries be 

wetted by petrol for stain removal? 

4. A wire whose diameter is 0.1 mm is suspended vertically over the 
pan of an analytic balance and is partially immersed in a vessel 
containing water. The surface tension of water is 7.3 x 107? N/m. 
Find the additional force acting on the balance due to wetting the 
wire by water. 

5. Why does the harrowing of soil help to preserve moisture in it? 

6. Alcohol rises in a capillary tube to a height of 55 mm, while water 

o 146 mm in the same tube. Determine the density of alcohol. 


rises t 
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Main Points of Chapter 6 


The force of surface tension is the force acting along the 
surface of a liquid normally to the boundary of this surface 
and tending to reduce it to the minimum possible value. The magnitude of 
the force of surface tension acting on a surface layer boundary of length / is 


Е = cl, 
where с is the surface tension. This factor depends on the nature of the 
media in contact and on the temperature. 

Owing to the forces of surface tension, liquids wetting the surfaces of thin 
tubes (capillaries) rise, while liquids which do not wet the surface of such 
tubes go down. The height by which liquids rise (or fall) is given by 

h= 2o/pgi. 


where p is the density of a liquid, g is the free fall acceleration and r is the 
radius of the capillary. 


SOLIDS 


7.1 * Crystalline Bodies 


SOLID BODIES not only retain their volume like liquids, 
but also preserve their shape. Most solids are in the 
CRYSTALLINE STATE. 

Crystals are solids whose atoms or molecules occupy definite ordered 
positions in space (see Sec. 1.5). As a consequence, crystals have a regular 
shape. For example, a grain of common salt has flat faces at right angles to 
one another (Fig. 68). This can be noticed by observing common salt 
through a magnifying glass. Snow flakes have surprisingly regular 
geometrical shapes. The shape of a snow flake reflects the geometrical 
regularity of the internal structure of ice crystals (Fig. 69) 

ANISOTROPY OF CRYSTALS. However, the regular shape is not the 
only and not even the main consequence of the ordered structure of crystals. 
The main feature of crystals is the dependence of their physical properties on 
à selected direction in a crystal. The most striking is the fact that the 
mechanical strength of a crystal is different in different directions. A piece of 
mica can be easily stratified into thin laminas (Fig. 70). It is much more diffi- 
cult to tear a mica sample in a direction perpendicular to the laminas. 
Similarly, a graphite crystal easily delaminates in one direction. When we 
write with a pencil, this foliation occurs continuously, and thin layers of gra- 
phite remain on the paper. This is so because the crystal lattice of graphite 
has a laminated structure. The layers are formed by a number of parallel 
plane grids consisting of carbon atoms (Fig. 71). The atoms are arranged at 


Fig. 68 Fig. 69 
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Fig. 71 


the vertices of regular hexagons. The separation between the layers is 
comparatively large: it is twice the side of the hexagon. For this reason, the 
bonds between the layers are weaker than the bonds within р them. 

Many crystals have different values of thermal conductivity in different 
directions. The optical properties of crystals also depend on direction. For 
example, quartz crystals refract light depending on the direction of incident 
rays. 

The dependence of physical properties on the directions in a crystal is known 
as anisotropy), All crystals are anisotropic. 

SINGLE CRYSTALS AND POLYCRYSTALS. Metals have a crystalline 
structure. They are mainly used at present for manufacturing instruments. 
machine tools and parts of various mechanisms. 

If we take a piece of metal, its crystalline structure is not manifested at 
first sight either in its appearance or in its physical properties. Under normal 
conditions, metals do not exhibit anisotropy. . 

As a matter of fact, a metal normally consists of a huge number of small 
crystals grown together. In a fresh fracture of a metal (Fig. 72), they can be 
seen through a microscope or even through a magnifying glass. The 
properties of each small crystal are different in different directions, but the 
crystals are oriented at random relative to one another. As a result, in 
à volume considerably exceeding the volume of an individual crystal all 
directions are equivalent, and the properties of a metal are uniform in all 
directions. 

A solid consisting of a large number of small crystals is called 


a POLYCRYSTALLINE solid. Isolated crystals are known as SINGLE CRYSTALS 
(or MONOCRYSTALS) 


е With considerable precautions, a metallic single crystal of a large size can 

© grown. Under normal conditions, a polycrystalline solid is formed as 
à result of merging of many crystals whose growth is terminated when they 
come into contact with one another. 


Polycrystals include not onl i 
metals. A f for example, also 
has a polycrystalline iubar pO ај P 


Á 


D From the G i i ^ s 
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meaning "direction". ds anisos meaning “unequal 
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DEFECTS IN CRYSTALS. In all real crystals, distortions of strictly 
periodic structure in atomic arrangement are observed. These distortions are 
termed crystal defects. Defects in crystals appear in the process of their 
growth as a result of thermal motion of molecules, mechanical effects, 
irradiation by particle beams, and so on. 

The simplest type of crystal defects are the POINT DEFECTS. Such defects 
appear as a result of substitution of an atom in a crystal lattice by an 
impurity atom (Fig. 73a), a foreign atom intrusion between lattice sites 
(Fig. 73b) or the formation of a vacancy, viz. a missing atom in a lattice site 
(Fig. 73c). i 

LINEAR DEFECTS, viz. distortions in the lattice structure concentrated 
along straight lines, produce a much stronger effect on the mechanical and 
other properties of materials. These defects are known as DISLOCATIONS 
(displacements). 

Atomic planes (layers) often terminate in the bulk of a crystal. As a result, 
an additional half-plane is formed (Fig. 74). Such a defect is called EDGE 
dislocation. 

SCREW dislocations represent more complex defects. They can be visualized 
as a result of “cutting” a lattice along a half-plane (Fig. 75) followed by 
a displacement of the parts of the lattice, situated on the opposite sides of 
the cut, by an interatomic distance. A crystal with a screw dislocation is 
formed not by parallel atomic layers but rather is represented by one plane: 
twisted in the form of a spiral staircase. Such a crystal grows by attaching 
atoms to the edge of the last run. Therefore, the crystal layer grows by 


Fig. 75 


continuously winding on itself, and the crystal acquires the shape of a screw 
(Fig. 76). 

The number of dislocations in a crystal may vary over a wide range from 
102-103 cm 7? to 1011-1012 cm - 2, 

The growth of defectless crystal is a very complicated problem which has 
been solved only for a few substances. 

The knowledge of conditions for formation of defects in crystals and 
methods of their elimination is very important for the application of 
crystalline bodies in technology (see Sec. 7.5). 


7.2. Amorphous Bodies 


Along with crystalline solids, amorphous solids!" are also 

encountered. Unlike crystals, amorphous bodies have no 
strict order in the arrangement of atoms. Only closest atoms, viz. neighbours, 
are arranged in a certain order. However, a strict repetition of the same 
element of the structure, which is typical of crystals, is not observed in 
amorphous bodies. 

The same substance may be either in the crystalline or in the amorphous 
state. For example, quartz (SiO,) is found both in the crystalline form and in 
the amorphous state (silica). The crystalline form of quartz can be 
Schematically represented as a lattice of regular hexagons (Fig. 77a). The 
amorphous form of quartz is also represented by a lattice but of irregular 
d n addition to hexagons, it contains pentagons and heptagons 

ig. . 

PROPERTIES ОЕ AMORPHOUS BODIES. All amorphous bodies are 
isotropic”. Their physical properties are identical in all directions. 
Amorphous substances include glass, many plastics, resin, colophony, sugar 
candy and others. 
, Under the influence of external agencies, amorphous bodies exhibit 
simultaneously elastic properties like solids and fluidity like liquids. Under 
short-term effects (impacts), they behave like solids and break into small 
pieces under a strong blow. However, under a long-term action on them, 
they flow. For example, a piece of resin gradually spreads over a solid 
surface. Atoms and molecules of amorphous bodies, like liquid molecules, 
have a definite time of "settled life”, viz. the time of vibrations about an 
equilibrium position. In contrast to liquids, this time is rather long for 
amorphous bodies. In this Tespect, they are close to crystalline bodies since 
the atoms rarely jump from one equilibrium position to another. 

The properties of amorphous bodies at low temperatures resemble the 
properties of solids. They have nearly zero fluidity. But as the temperature 
increases, amorphous bodies become soft, and their properties become closer 
and closer to the properties of liquids. This is due to the fact that the atoms 


D : | Р 
"form", From the Greek q meaning "without" and morphe meaning 
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Fig. 77 a 
Jump more frequently from one equilibrium position to another with 
increasing temperature. There is no definite fusion temperature for 
amorphous bodies in contrast to crystalline bodies. 

SOLID STATE PHYSICS. Solids have been and will be used by man. But 
unlike old times when the solid state physics lagged behind the rapidly 
developing technology based on direct experience, the situation is quite 
different now. Theoretical studies now lead to the production of solids with 
quite extraordinary properties, which could not be obtained by the 
‘trial-and-error” method. A brilliant example of such materials are 
transistors which will be described below. In this case, the knowledge of the 
structure of solids resulted in a revolution in radio engineering. 

The creation of materials with preset mechanical, magnetic or electrical 
properties is one of the main trends in the modern solid state physics. About 
half the number of physicists all over the world are engaged in this branch of 


physics. 


? 1. What is the difference between crystalline and amorphous bodies? 


2. What is anisotropy? 
3. Give examples of single crystals, polycrystalline and amorphous 


bodies 


7.3. Deformation. Types of Deformation in Solids 


DEFORMATION OF A SOLID BODY. Deformation is 
a change in the shape or volume of a body. 

_ Deformation takes place when different parts of a body have different 
displacements. For example, if we stretch a rubber cord at its ends, the parts 
of the cord are displaced relative to one another, and the cord becomes 
deformed (it becomes longer and thinner). 

. A deformation that completely vanishes after the action of external forces 
15 eliminated is known as ELASTIC. An example of elastic deformations is that 
ofa string which restores its original shape after the load suspended to it has 
een removed. 
deformation that does not disappear after the external forces have been 
Withdrawn is known as PLASTIC deformation. This type of deformation can 
€ Observed in wax, plasticine, clay or lead even under small (but prolonged) 


effects, 
All types of deformations in solids can be reduced to two kinds, viz. an 


extension (compression) and shear. 
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EXTENSION (COMPRESSION). If we apply a force F to a hom- 
ogeneous rod fixed at one end along its axis and away from it (Fig. 78), the 
rod experiences deformation due to extension. Extension is characterized by 
the ABSOLUTE ELONGATION Al —l—lg and the RELATIVE ELONGATION 

== Allo, 
where |, is the initial length and / is the final length of the rod. 

Cables, ropes, chains in hoisting equipment, and car couplers undergo 
extension. 

For small extension (Al « 15), the deformations are mostly elastic. 

If a force F acts along the axis of a rod fixed at one end (Fig. 79) towards 
the fixed end, the rod undergoes compression. In this case, the relative 
deformation (strain) c is negative: є < 0, 

Pillars, columns, walls and foundations of buildings undergo this type of 
deformation. 

In extension or compression, the cross-sectional area of a body changes. 


This can be observed by stretching a rubber tube with a metallic ring which 
has been put on it b 


falls down. On the contrary, 


Fig. 81 
vertical faces remain plane but are inclined by an angle y. This type of 
deformation in which the layers of a body are displaced relative to one 


another is known as SHEAR. 
If the force F is doubled, the angle y also increases twofold. Experiments 


show that in elastic deformations, the angle of shear y is proportional to the 
magnitude F of the applied force. 

Shear can be visually demonstrated by using a model of solid, which is in 
the form of parallel plates interconnected by springs (Fig. 81a). A horizontal 
force shifts the plates relative to one another without changing the volume of 
the body (Fig. 815). In the shear of real bodies, their volume also remains 
unchanged. 

Shear is observed in beams at contacts with the supports, in rivets 
(Fig. 82) and bolts connecting parts of machines, etc. Shear at large angles 
may lead to a breakdown of a body, viz. SHEARING. Shearing takes place in 
the operation of scissors, chisel, chipper, and the teeth of a saw. 

BENDING. This type of deformation is observed in а rod supported at its 
ends and loaded at the middle, or a rod fixed at one end and loaded at the 


other (Fig. 83). 

In bending, one face (convex) un 
undergoes compression. Inside the body 
experiences neither extension nor compre 
NEUTRAL LAYER (Fig. 84). | 

Thus, bending is а deformation that can be reduced to extensions and 
compressions which are different in different parts of a body. 

ayer, the body is almost free of deformations. 


In the vicinity of the neutral 1 nost f і 
The forces emerging in deformation are also weak in this layer. This means 


dergoes extension and the other (concave) 
being bent, there is a layer that 
ssion. This layer is known as the 


Fig. 82 Fig. 83 
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Neutral layer 


Fig. 84 Fig. 85 


that in the vicinity of the neutral layer, the cross-sectional area of a body 
undergoing bending can be considerably reduced. In modern engineering and 
construction of buildings, tubes (Fig. 85a) flange beams (Fig. 85b), rails 
(Fig. 85c) and channels (Fig. 85d) are widely used instead of rods and solid 
bars. This makes the structures lighter and saves the material. 

TORSION. If a rod fixed at one end is acted upon by two parallel and 
opposite forces F, and F, (Fig. 86) lying in a plane normal to the rod axis, 
a deformation known as TORSION takes place. In torsion, as in shear. the 
layers of a body remain parallel but are turned by a certain angle relative to 
one another. Torsion is a deformation equivalent to nonuniform shear. 

This deformation emerges, for example, while tightening a nut (Fig. 87). 
Lathe shafts and drills also undergo torsion. 


7.4. Mechanical Properties of Solids. 
Stress-Strain Diagram 


In order to construct sturdy houses, bridges, lathes and 
А various machines, it is important to know the mechanical 
properties of the materials used for this purpose, viz. concrete, steel. 
reinforced concrete, plastics, etc. A designer should know beforehand the 
behaviour of the materials under considerable deformations and the 
conditions in which the materials suffer fracture. The mechanical properties 
of various materials are learnt from experiments and tests. 
In this section, we shall consider the mechanical properties of solids under 


SEAN by way of an example. For this, we shall need one more important 
concept. 


STRESS. In any cross section 


prevent the body from fracture (Е 
characterized b 


of a deformed body, elastic forces act to 
r ig. 88). The state of the deformed body is 
Y a special quantity called STRESS or, to be more precise. 
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mechanical stress. stress is equal to the ratio of the magnitude F of the 
elastic force to the cross-sectional area S of the body: 
o=F/S. 
The SI unit of stress is a pascal (1 Ра=1 N/m?). 
STRESS-STRAIN DIAGRAM. The tension of the rod made of a material 
under investigation is analyzed by stretching the rod in a special device and 
by measuring the stress emerging in it. Using the results of experiments, the 
stress c is plotted as a function of strain &. This curve is known as the 
STRESS-STRAIN DIAGRAM (Fig. 89). 


HOOKE'S LAW. Experiments show that ау small d formations, the stress 
(region OA in Fig. 5). This dependence is 


O I$ i n > strai 
called! Hoo! ^ am ES Syritien as follows: 
с= Е|є|. (7.2) 

In this formula, the absolute value of strain is taken, since Hooke's law is 
valid for extension as well as for compression (when = <0). 

The proportionality factor E in Hooke's law is known as the MODULUS OF 
ELASTICITY, or YOUNG'S MODULUS. Young's modulus is determined from for- 
mula (7.2) by measuring the stress С and the strain = for small deformations. 

For most of the materials widely used in technology, Young's modulus is 


determined experimentally. For example, E=2.1 x 10!! Pa for nickel- 
clitómium sted]. while B= 7 x 10" Pa for aluminium. The larger Young's 
modulus E, the smaller the deformation of the rod, other conditions being 
equal (i.e. for the same F, 5 and 1). Young's modulus characterizes the 
resistance of a material to elastic tension (compression). 

Hooke's law (7.2) can be easily reduced to the form familiar from the 
course of "Senior Physics !". Indeed, substituting o=F/S and £— | Al |/lo 


into (7.2), we obtain 


(7.1) 


F/S = E| A |/lo. 
Henge 
ros an (13) 
lo 
We denote SE/lọ by k. This gives 
(7.4) 


F =k] All. 
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Thus, the rigidity k of the rod is directly proportional to the product of 
Young's modulus and the cross-sectional area of the rod and is inversely 
proportional to its length. 

LIMITS OF PROPORTIONALITY AND ELASTICITY. As was 
mentioned above, Hooke's law is valid for small deformations, and hence for 
stresses below a certain limit. The maximum stress ср for which Нооке? law 
is still observed is called the proportional limit (or limit of proportionality). 

If the load is increased, the deformation becomes nonlinear: the stress is 
no longer proportional to the strain. Nevertheless, at small nonlinear 
deformations, the shape and size of the body are practically restored after the 
load has been removed (region AB in Fig. 89). The maximum stress at which 
no noticeable residual deformation appears (the residual strain is below 
0.1%) is called the elastic limit c, The limit of elasticity exceeds the 
proportional limit only by a few hundredths of one percent. 

ULTIMATE STRENGTH. If the external load is such that the stress in 
the material exceeds the elastic limit, then although the sample contracts 
after the removal of the load, it does not resume its original size and remains 
deformed. 

As the load increases, the residual deformation becomes larger and larger. 
At a certain value of stress corresponding to point C on Fig. 89, the 
elongation increases without the load being increased. This phenomenon is 
called the YIELD of the material (region CD). The curve on the diagram is 
almost horizontal in this region. 

As the strain & increases further, the stress-strain curve begins to rise and 
attains a maximum at point E. Then the stress rapidly drops, and the sample 
fractures (point K). Thus, the fracture occurs after the stress has attained the 
maximum value c,. known as the ultimate strength without any increase in the 
load, (the sample is stretched to fracture). This value depends on the material 
of the sample and its processing. 


7.5. Plasticity and Brittleness 


A body made of any material behaves as an elastic body 

under small deformations. Its size and shape are restored 
after the load has been removed. On the other hand, almost all bodies may 
undergo plastic deformations to a certain extent. 

Materials have a wide range of mechanical properties. Steel or rubber, for 
example, exhibit elastic properties at comparatively large stresses and strains. 
Hooke's law is valid up to € = 1% for steel and at considerably higher values 
of є for rubber (of the order of tens percent). For this reason, such materials 
are called ELASTIC. | 

PLASTICITY. Wet clay, plasticine and lead have small regions of elastic 


deformations. Materials in which insignificant loads cause plastic deformations 
are called plastic materials. 


The division of materials 
à considerable extent. Depen 
material behaves as an 


into elastic and plastic is conditional tO 
ding on stresses emerging in it, the same 
elastic or a plastic material. For example, stee 


Fig. 90 


exhibits plastic properties under very high stresses. This is widely used in 
stamping steel articles with the help of presses developing a huge load. 

Cold steel or iron can be hardly forged by a hammer. After intensive 
heating, however, they can be given any shape by forging. Lead which is 
plastic at room temperature acquires clearly pronounced elastic properties 
when cooléd to a temperature below — 100 C. 

BRITTLENESS. This property of solids plays a significant role in practice. 
A material is called brittle if it fractures at small deformations. Glass and 
porcelain articles are very brittle: they break into pieces when dropped to 
the floor even from a small height. Cast iron, marble, and amber also are 
highly brittle. On the contrary, steel, copper, lead, etc. are not brittle at all. 

In all brittle materials, stress increases with strain very rapidly, and they 
break down at quite small deformations. For example, the fracture of cast 
iron is observed at a strain of 0.45%. For the same = = 0.45%, the 
deformation in steel remains elastic, and fracture occurs at == 15%. 

Brittle materials practically do not exhibit plastic properties. 

MECHANISM OF PLASTIC DEFORMATIONS. During elastic 
deformations occurring in crystalline bodies, atoms are displaced relative to 
one another only slightly. 

In plastic deformations, the displacements of atoms and molecules may 
exceed many times the interatomic and intermolecular distances. However, 
no distortion of the crystalline structure is observed. Separate layers of 
a crystal lattice slip relative to one another. Figure 90 shows a small copper 
crystal after extension. The traces of slips are clearly seen. 

It is important that the slip of atomic layers in all crystals begins in 
separate regions and not over the entire volume of the crystal. It starts at the 
sites where the crystal lattice has a lower strength for some reason or other. 
For instance, separate randomly arranged groups of atoms may exist in 


a crystal. 
polycrystalline bodies, the slip of layers in 


During plastic deformation in of lay 
the lattice also occurs in separate small crystals. However, the directions of 
the easiest slip are different in different crystals since they are randomly 


oriented relative to one another. For this reason, plastic deformations in 
polycrystalline bodies start at higher stresses than in single crystals. This is 
Observed especially clearly for materials having a fine-grain structure. 


? 1. List the main types of deformations in solids. 


2. What is mechanical stress? . | 
3. What is the relation between the mechanical stress and strain 


(relative elongation)? | | | 
4. What is the difference between elastic and plastic deformations? 


5. Which quantity is known as the ultimate strength? 
6. Which materials are called brittle? 
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Problems with Solutions 


In the computational problems to this chapter. the concept of 
stress (formula (7.1)) and Hooke's law in the forms (7.2) and 
(7.3) are used. 
1. Calculate the relative contraction of a steel rod compressed by a force 
3.14 x 10° N if the rod diameter D —2 cm. and Young's modulus for steel is 
2x 10!! Ра, 


Solution. According to Hooke's law (7.3), we have 


| Al| F 
Il ==, 
o ES 

where 5 = xD?/4 is the cross-sectional area of the rod. Consequently, | ¢ |= 
4F /nD? E = 0.005, or |=] = 0.5%. 

2. A brass wire has a diameter D — 08 mm and a length |= 3.6 m. Under the 
action of force F — 25 N, the length of the wire increases by Al — 2 mm. Determine 
Young's modulus for brass. 


Solution. Young's modulus can be determined from Hooke's law (7.3): Е = 
Flo/(S-|Al]). Since S=nD?/4, then E = 4Fl/ (nD* -| AL) = 9 x 101° Pa. 


Exercise 7 


l. If a body is anisotropic, does this mean that it is necessarily 


3. A plough is connected to a tractor through a steel coupling bar. The 
admissible stress for steel of which the bar is made is с = 20 GPa. 
What should be the cross-sectional area of the bar if the resistance 
offered by soil to the motion of the plough is 1.6 x 10° № 

4. What should be the magnitude of the force applied to a rod along 
its axis to create in it a Stress of 1.5 x 108 pa? The diameter of the 


5. What Stress emerges at the base of a brick wall of 20-m height if the 
density of brick is 1800 kg/m?? Should the strength of the bricks be 
of the wall and in its upper part? 
um length of a steel wire suspended freely 
s down under the action of the force of 
gravity? The ultimate strength for steel is 32 » 108 Pa, and the 
density of steel is 7800 kg/m?. 
& a cross-sectional area of 2.5 mm? is 
the action of a force of 100 N. Determine 
Young's modulus. Я 
n is compressed by a force F. Determine 
£ On concrete, assuming that Youngs 
1/10 of Youngs modulus E, for steel. 
ea of steel is 1/20 that of concrete. _ 
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Main Points of Chapter 7 


Solids exist mainly in the crystalline state. Crystals are 
anisotropic, which means that their physical properties 
depend on the chosen direction. 

Unlike crystals, amorphous bodies do not have a strictly ordered 
arrangement of atoms. Amorphous bodies resemble solids in their properties 
at low temperatures and are similar to high-viscosity liquids at high 
temperatures. 

For small deformations, a body resumes its shape and size after the load 
has been removed. Solid bodies exhibit elastic properties. In elastic 
deformations, the stress. viz. the ratio of the magnitude of elastic force to the 


cross-sectional area, obeys Hooke's law: 

o=Elel, 
where E is Young's modulus characterizing elastic properties of a substance, 
and €= Al/ly is the relative change in the size of the body and is called 


strain. 
The mechanical properties of solids are clearly represented by the 


stress-strain diagram (Fig. 89). 


Fundamentals of Electrodynamics 


What is Electrodynamics? 


in the behaviour of a special kind of matter – electromagnetic field through 


which the interaction between electrically charged bodies or particles is 
realized, 


gravitational, electromagnetic, Strong (nuclear) and weak"), it is the 
electromagnetic interactions that are manifested most widely and diversely. 
In everyday life and in engineering, we frequently encounter various 
electromagnetic forces, These are elastic forces, friction, the forces developed 


Weak interactio, i i ions in 
р ns are mainly res formation: 
elementary particles. У responsible for trans 


2) ; » 
Order of 10-12 ст те нао at Which strong interactions are observed are of is 
Which do Not exceed 10717 em а manifested at still shorter distan 
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James Clark Maxwell (1831-1879) was 
à great English physicist who created the 
electromagnetic field theory. Like 
Newton's laws in the classical mechanics, 
Maxwell's equations of electromagnetic 
field form the basis of the entire 
electrodynamics. Besides, Maxwell was 
one of the founders of the molecular 
kinetic theory of structure of matter. He 
was the first to introduce in physics the 
ideas of statistical laws based on the 
mathematical concept of probability. 


interactions are manifested to the greatest extent on the scale of celestial 
bodies. The structure of atomic shells, binding of atoms into molecules 
(chemical bonds) and formation of macroscopic bodies are determined 
exclusively by electromagnetic forces. 

Electrodynamics was the culmination of a long chain of planned 
investigations and accidental discoveries, starting with the discovery that 
amber rubbed against wool can attract light objects and finishing with the 
hypothesis put forward by the great English scientist J. C. Maxwell about the 
generation of magnetic field by a varying electric field. The wide practical 
application of electromagnetic phenomena became possible only at the end 
of the 19th century following the advent of electrodynamics. The invention of 
radio by A. S. Popov was one of the most important applications of the new 
theory. 

It was for the first time in the evolution of electrodynamics that theoretical 
studies were ahead of technical applications. While the steam engine had 
been constructed long before the theory of thermal processes was created, the 
electric motor or radio receiver became possible only after the laws of 
electrodynamics had been discovered and studied. 

Numerous practical applications of electromagnetic phenomena have 
changed the life of the mankind all over the world. Modern civilization 
cannot be imagined without the widest application of electric energy. 

Our aim is to study the basic laws of electromagnetic interactions and to 
Bain the idea of the principles of production of electric energy and its 


practical application. 
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ELECTROSTATICS 


8.1 e Electric Charge and Elementary Particles 


We encounter the words "electricity", "electric charge", and 
"electric current" very often and are accustomed to these 
concepts. But if you try to answer the question: "What is electric charge?", 
you see that this is not so simple as it would appear. As a matter of fact, the 
concept of charge is a primary, basic concept which cannot be reduced to 
simpler, more elementary concepts on the present level of our knowledge. 

Let us try to find out what is meant by saying that a body or particle has 
an electric charge. 

We know that all bodies are composed of tiny particles that cannot be 
divided into simpler particles (as far as we know at the moment) and are 
hence called elementary particles. All elementary particles have a mass and 
thus attract one another in accordance with the law of universal gravitation. 
The gravitational force decreases with increasing distance between particles 
at a relatively slow rate: in inverse proportion to the square of the distance 
between them. Most elementary particles (although not all of them) are able 
to interact with a force which also decreases in inverse proportion to the 
Squared distance, but this force exceeds the gravitational force enormously. 
For example, in a hydrogen atom schematically shown in Fig. 91, the 
electron is attracted to the nucleus (proton) with a force which is 10?? times 
stronger than the gravitational force. 

dil particles interact with one another through forces that decrease slowly 
Increasing distance and exceed the forces of universal gravitation many 


Fig. 91 
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times, they are said to have an ELECTRIC CHARGE and are called charged 
particles. There can be particles without an electric charge, but an electric 
charge does not exist without a particle. 

The interaction between charged particles is known as ELECTROMAGNETIC 
interaction. The electric charge determines the intensity of electromagnetic 
interaction. just as the mass determines the intensity of gravitational 
interaction. 

The electric charge of an elementary particle is not a sort of a special 
mechanism that can be removed from it, decomposed and reassembled. The 
presence of an electric charge in the electron and other particles only 
indicates the existence of force interactions between them. However, we 
know nothing about a charge unless we know the laws governing these 
interactions. The knowledge of the laws of interaction should form a part of 
the concept of charge. These laws are not simple and cannot be explained in 
a few words. For this reason, we cannot formulate a brief and satisfactory 
definition of the electric charge. 

TWO TYPES OF ELECTRIC CHARGE. All bodies have a mass and 
hence attract one another. Charged bodies, however, can either attract or 
repel each other. This important fact described in the course of "Junior 
Physics" means that there exist particles with unlike charges in nature. 
Particles having like charges repel each other, while those with unlike 
charges attract each other. 

It is assumed that the charge of elementary particles (protons) contained in 
all atomic nuclei is positive, while the charge of electrons is negative. There 
is no internal distinction between positive and negative. charges. If the 
charges of particles changed places, the nature of electromagnetic 
interactions would remain unchanged. 

ELEMENTARY CHARGE. Besides electrons and protons, there exist 
some other types of charged elementary particles. However, only electrons 
and protons can exist in free state for an infinitely long time. Other charged 
particles have lifetimes that are shorter than one millionth of a second. They 
are born during collisions between fast elementary particles and, having lived 
for an extremely short time, disintegrate and become some other particles. 
These particles will be considered later in this course. 

The neutron is a particle having zero electric charge. Its mass slightly 
exceeds the mass of the proton. Neutrons and protons constitute the atomic 
nuclei. 

A large number of experiments (including the Millican and Ioffe 
experiments described in "Junior Physics") have shown that if an elementary 
particle has a charge, its value is strictly definite. 

There exists a minium charge, which is called the elementary charge and is 
inherent in all elementary charged particles The charges of elementary 
particles differ only in sign. It is impossible, for example, to isolate a fraction 


of the electron charge. 
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8.2. Charged Bodies. Electrostatic Charging 


Electromagnetic forces play such an important role in nature 
because electrically charged particles constitute all bodies. 
The constituents of atoms, viz. nuclei and electrons, have an electric charge. 

Electromagnetic forces acting among bodies cannot be perceived directly 
since bodies are electrically neutral in the normal state. An atom of any 
substance is also neutral. Positively and negatively charged particles are 
bound by electric forces and form neutral systems. 

A macroscopic body is electrically charged if it contains an excess of 
elementary particles with one type of charge. The negative charge of a body 
is due to an excess of electrons over protons, while the positive charge is due 
to a deficiency of electrons. 

In order to impart an electric charge to a macroscopic body, i.e. to CHARGE 
it electrically, we must isolate a fraction of the negative charge from the 
positive charge bound to it!) This can be done by friction. When we comb 
dry hair, a small fraction of the most mobile charged particles, viz. electrons, 
goes over from the hair to the comb and imparts a negative charge to it, 
while the hair acquires a positive charge. 

EQUALITY OF CHARGES IN ELECTROSTATIC CHARGING. We 
can prove with the help of an experiment that in electric charging by friction 
the two bodies acquire equal and opposite charges. Let us take an 
electrometer” and fix a hollow metallic sphere to its rod. We shall also need 
ebonite and plexiglass plates with long handles. The plates are electrically 
charged by tubbing them against each other. Let us introduce one of the 
plates into the sphere without touching its walls. If the charge of the plate is 
positive, a fraction of electrons from the pointer and the rod are attracted to 
the plate and are collected on the inner surface of the sphere. The pointer 
and the rod thus become positively charged and repel each other (Fig. 92a). 
If we introduce another plate into the sphere instead of the first one, the 
electrons of the sphere and the rod will be repelled from the plate, and the 
pointer will acquire an excess negative charge. The pointer will be deflected 
и same e as in the first experiment. If we insert the two plates in the 
RA ever 5 pointer will not deviate at all (Fig. 92b). This 
magnitude. arges on the plates are unlike and have the same 

MECHANISM OF ELECTROSTATIC CHARGING. In this process, it 


is impo ant that the bodies are in clo: i 
t t Se contact. T 
rtant T ict Electric forces confine 


? Here and below, we sh 
E , all speak of “ 
Charges" for the sake of brevity. AMO s 


“displacement of > - > 
d Paride of charged bodies (or particles)", 


charges" and "displacement of 
we mean "charged bodies" and 
Since no charge can exist without 


? The co i 4i 
Sec. 8.18. The operatin ол of an electrometer will be described in detail in 


8 principle of ап el i 
e : : lectromete: of an 
lectroscope described in the course of “Junior Physics” Shes san ay ee 
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Fig. 92 


substance in which the electrons are more weakly bound go over to the 
other body. The displacements of electrons in this case do not exceed the 
interatomic distances (107 8 cm). If we now move the bodies apart, they turn 
out to be charged. 

Since the surfaces of bodies cannot be perfectly smooth, the contact 
between the bodies required for transitions of electrons is limited only to 
small regions of the surfaces (Fig. 93). By rubbing one body against the 
Other, we increase the number of regions where close contact takes place, 
and thus the total number of charged particles passing from one body to the 
other becomes larger. 

ELECTROSTATIC CHARGING AND ITS APPLICATION IN 
ENGINEERING. Considerable electrostatic charging occurs when synthetic 
cloths are in friction. Taking off a nylon shirt in dry air, you may hear 
a typical crackling sound. Tiny sparks run between charged regions of 
rubbing surfaces. Such phenomena should be taken into account in industrial 
Processes. For example, threads in textile factories are electrostatically cha- 
tged by friction, are attracted to spindles and rollers and break. Yarn attracts 
dust particles and clogs up. Special measures should be taken to prevent 
electrostatic charging of threads. 


Electrostatic charging of bodies in close contact is used in electrical copying 
machines (like Xerox). 
" These machines operate as follows. A blac 
ту glass balls. In this process, the balls acquire a posi 
particles are charged negatively. Due to attraction, they 
by thin layers. 
ер. text or drawing to be copied is projected ont 
Dd ce is charged positively. The plate rests on a nega 
in e the action of light the plate loses its charge, and 
агар € regions corresponding to the latent image sites. 
in layer of balls. Due to the attraction of unlike charges, 


k resinous powder is mixed with very 
tive charge, while the resinous 
cover the surfaces of the balls 


o a thin selenium plate whose 
tively charged metallic surface. 
a positive charge remains only 
Then the plate is covered by 
resinous powder is 
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Fig. 93 


attracted to the positively charged regions of the plate. Then the balls are shaken off. 
and a replica of the image can be obtained on a sheet of paper tightly pressed against 
the plate. The replica is fixed by heating. 


8.3. The Law of Charge Conservation 


Experiments with electrostatic charging of plates prove that 

in charging by friction the charges are redistributed between 
the bodies that were initially neutral. A small fraction of electrons goes over 
from one body to the other. No new charged particles appear, nor do the 
particles that existed before vanish. 

In electrostatic charging, the LAW OF CHARGE CONSERVATION is satisfied. 
This law is valid for a system which does not receive charges from without 
and does not lose charged particles (such a system is called closed) In 
à closed system, the algebraic sum of the charges of all the particles remains 


unchanged. If we denote the charges of the particles by 41, 42, we can 
write 


41 +42 +43 + ...qy = const. (8.1) 


The law of charge conservation 


elementary charged particles does 
satisfied. But el 


born or annihilate, giving birth to othe 


b Which type of interactio; 
2. Give the definition of ele 


- Give exampl i i 
Which are A of phenomena observed by you in everyday life. 


sed by electrostati i i 
d. e ostatic charging of bodies. 
An ebonite rod has acquired a negative charge as a result of 
? Thi 


А S materi; i i з 
volume of this are ial will be Considered in greater detail in the next 


n is called electromagnetic interaction? 
mentary charge. 
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electrostatic charging. Has the mass of the rod remained unchanged? 
5. Formulate the law of electric charge conservation. 
6. Give examples of phenomena in which charge conservation is 
observed. 


8.4. Coulomb's Law -the Basic Law of Electrostatics 


Let us carry out a quantitative analysis of electromagnetic 
interactions. We shall first consider a simple case when 
electrically charged bodies are at rest. The part of electrodynamics devoted to 
static electric charges is known as electrostatics. The basic law of 
electrostatics deals with the interaction of two static pointlike charged bodies 
or particles. This law was established experimentally by the French physicist 
Ch. Coulomb in 1785 and is called after him.” 
, Pointlike charged bodies do not exist. If, however, the separation of bodies 
is much larger than their sizes then neither shape nor dimensions of charged 
bodies affect their interaction noticeably. In this case, the bodies can be 
treated as point particles. It should be recalled that the law of universal 
gravitation was formulated for point particles as well.” ! 
The force of interaction of charged bodies depends оп the properties of the 


medium in which the bodies are placed. We shall assume for the time being 


that the interaction takes place in vacuum. Experiments show, however, that 
y slightly: it turns out 


air affects the force of interaction of charged bodies onl 
that this force is practically the same as in vacuum. | 3 

COULOMB'S EXPERIMENTS. The discovery of the law of interaction 
of electric charges was facilitated by the fact that these forces are large. The 
experiments did not require sensitive instruments like those employed for the 
verification of the law of universal gravitation in terrestrial conditions. The 
interaction. between fixed charged bodies was studied with the help of 
à torsion balance. This device consists of a glass rod suspended by a thin 
elastic wire (Fig. 94). A small metallic ball a is attached to one end of the 
rod, and a counterweight c is on the other end. Another metallic ball b is 
fixed at the cover of the balance. 

If like charges are imparted to the balls, they start to repel each other. To 
keep the balls at a fixed distance, the elastic wire must be twisted through 
a certain angle. The force of interaction of the balls is determined by the 
angle of twist. 


: D [n fact, this law was established for the first time by the English 
scientist Cavendish, but he did not publish his works on electricity. For about 
а hundred years, the manuscripts were stored in the archives of the Cavendishes until 
they were transferred to J. Maxwell for publication. This was many years after 
Coulomb had established the law of interaction of charges. | | 

2) Knowing the law of interaction of pointlike charged bodies, we 
can calculate the force of interaction between any charged bodies. For this purpose 
the bodies must be mentally divided into small elements such that each of them can 
be regarded as pointlike. By composing the forces of interaction of these elements 
With one another we obtain the resultant force of interaction between the bodies. 
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Charles Augustin. Coulomb (1736-1806) 
was a French scientist recognized for his 
research works іп electricity and 
magnetism as well as investigations. of 
friction. Besides investigating — the 
interaction of charged bodies, Coulomb 
also studied interaction between the 
poles of long magnets. 


The torsion balance made it possible to study the dependence of the force 
of interaction between the charged balls on the magnitude of the charges and 
on their separation. The measurement of force and distance presented no 
difficulty at Coulomb's time. The only difficulty was associated with the 
charge for which no units of measuremen 
Way of changing the charge of one of 


was determined experimentally. 
COULOMB'S LAW. Coulomb's ex 


periments led to the establishment. of 
à law strikingly resembling the law 


of universal gravitation. The force of 
interaction between two fixed point charges in vacuum is directly 


Proportional to the product of the magnitudes of their charges and inversely 
Proportional to the square of the distance between them." This force is 
known as CouLomp’s FORCE. 


If we denote the a 


bsolute values of the charges by |q, | and [42 1, and the 
distance between t 


hem by r, we can write Coulomb’s law as follows: 


ЕНТО (82 
M M 

where k is the Proportionality factor 

Interaction between unit charges separa 

k depends on the choice of the system 


e law of universa] gravitation has 
Masses instead of charges, the Tole of k 
constant. 


eae 


” Here and b 1 Я magni- 
tude of force for tlie sake of bed" shall steak about force instead of the 


— 


numerically equal to the force 7 
ted by a unit length. The value о 
of units. 

a form similar to (8.2) if we take 
being played by the gravitationa 
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Fig. 94 


of the interaction forces 


We h: г 
с have not said anything about the direction 
that two charged balls 


betwee 

"Hen Be charges. It can be easily shown 

the forces Jd threads either attract or repel each other. Hence it follows that 

connecting M of two fixed point charges are directed along the line 

Accordi 2 them (Fig. 95). Forces of this type are cal ed CENTRAL forces. 
The dis to Newton's third law, F7 — Fax 

Properties Si cud of Coulomb's law was the first step in the study of 

elementar ‘electric charge. The presence of an electric charge in bodies or 

With C y particles means that they interact with one another in accordance 

oulomb's law. 


5. Unit of Electric Charge 


The unit of electric charge, like units of other physical 
that our choi quantities, can be chosen arbitrarily. We must only be sure 
It is imn Olce is expedient. 
Standard espe to produce a standard unit of electric charge similar to the 
Would be nat of length (metre) because of the inevitable leakage of charge. It 
atomic physi ural to take the electron charge as à unit (as is done now in 
р However, the electron charge is too small, and it is often 
COULOMB. use it as a unit of charge. | j 
Internatio T AS A UNIT OF CHARGE. The unit of charge in the 
no sandan System of Units (SI) is not a basic unit but a derived one, and 
niit, ip koe introduced for it. For measuring electric quantities, 2 base 
kilogram. TE: а is introduced in SI along with metre, second and 
magnetic i 5 standard value of an ampere is established. with the help of 
Tani interaction of currents. This was mentioned in the course of 
ог Physics”. 
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The SI unit of charge, viz. a COULOMB, is defined in terms of the unit of 
current. One coulomb (C) is the charge passing through the cross section of 
a conductor carrying a current of one ampere per second. 

The coefficient k in Coulomb's law written in terms of SI units has the 
dimensions of N-m?/C?, since according to (8.2), 

lies Fr А 
1,1121 


where the force is expressed in newtons, the distance in metres and the 
charge in coulombs. The numerical value of this coefficient can be 
determined experimentally. For this it is sufficient to measure the force of 
interaction between two known charges at a given distance and substitute 


the values of F, г, |4; | and |4 | into (8.3). The experimentally determined value 
of k is 


(8.3) 


k=9 x10? N- m?/C?. (8.4) 


The charge of one coulomb is very large. The force of interaction between 
two point charges of one coulomb each separated by one kilometre is 
slightly less than the force with which the Earth attracts a body whose mass 
15 one tonne. Therefore, it is impossible to impart a charge of 1 C to a small 
body (whose size is of the order of a few metres). Charged particles repelling 
one another cannot be confined to a body. There are no other forces in 
nature that would be capable of balancing the Coulomb repulsion. However, 
it is not difficult at all to move a charge of 1 C in a conductor which is 
neutral as a whole. Even in an ordinary electric lamp of 100 W power 
a current slightly less than 1 A is established at a voltage of 127 V. In this 


case, a charge almost equal to 1 C passes through the cross section of the 
conductor. 


The minium char: 


8e existing in nature is the charge of elementary particles. 
In SI units, the a Е id 


bsolute value of this charge is 


MÀ —— 
е= 1.6 х 10-19 С. (8.5) 
MÀ LA 
pee CONSTANT. The coefficient k in SI is usually written in the 
1 

k= 
4n£& ' (8.6) 
The quantity e, is known as the ELECTRIC CONSTANT. Its value is 
бо = г = 8.85 х 10-12 C?/N m?) (8.7) 


Hencefo; : 
Gefficient pue the sake of Simplicity we shall retain in formulas the 
Out resorting to its expression (8.6) almost everywhere. 


9 


1. Сотраге апа а 
cont , Velo am 
Coulomb's law? rast the law of universal gravitation 


- How is the unit of charge defined in SI? 
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3. Formulate Coulomb's law. 
4. What is the value of the coefficient k in Coulomb's law? 
5. What is the magnitude of the electron charge? 


Problems with Solutions 


Problems involving Coulomb's law are solved by the same 

methods as those used for solving problems in statics in the 
first volume of “Senior Physics”. You must only bear in mind that the 
direction of Coulomb’s force depends on the signs of interacting charges. 
Besides, in some problems use is made of the law of charge conservation and 
the fact that the minimum portion of electric charge, viz. the absolute value 
of the charge of elementary particle, is equal to 1.6 x 1071? C. 


1, What is the number of electrons contained in a drop of water of mass m= 
0.03 g? The mass of a water molecule is mọ —3 х 1077? g. 
Solution. The water molecule H,O contains ten electrons. The drop of 
water contains т/то = 10?! molecules, and hence 10°? electrons. 


‚2. Two identical balls are suspended by threads of length |— 20 m at the same 
point. When equal charges q = 20 x 1075 C are imparted to the balls, they move 
apart by a distance r — 16 cm. Determine the tension in the threads. 


Solution. Each ball experiences the action of three forces: the force of 
gravity mg, the elastic force Ра of the thread, and the Coulomb force F 
(Fig. 96). 

The balls are at rest; consequently, the sum of projections of the forces 
onto the x- and y-axes is zero. For the sum of the x-projections of the forces, 
this condition has the form: F — Ра sin a + mg cos 90° —0. Since sina = 
r/(2l) and F = kq?/r?, we have Fa = F/sin a= F-2l/r = Ка? 21/1? = 3.5 x 
107? N, 


The tension in the thread is approximately equal to 3.5 х 107° N. 
3. Three small charged bodies are on the same straight line. The body with a 
— 30 x 107 * C (at 


charge q, = 1.0 x 10" C is between the body with a charge 4i = 


Fig. 96 


- Е 
Fi; Fay Fsi Fs 
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-— 


Ё; Fas 
Fig. 97 


a distance гуз = 0.4 m from it) and the body with a charge 4; = $0 x 107" C (at 
a distance rj, = 0.6 m). Find the resulting Coulomb forces applied to each body. 


Solution. According to Coulomb's law the first and second bodies attract 
each other with a force 


14.1141 
Fi;2k—À7——. 
riz 
The second and third bodies repel each other with a force whose magni- 
tude is given by 
Fylla 
723 
The magnitude of the force of attraction between the first and third bodies 
is 


1411145] 
Fy =k B, 
~ (ria + r23)? 


Let us consider Coulomb's forces acting on the first body (Fig. 97). They 


have the same direction. Consequently, the magnitude of the resulting force 
1s equal to the sum of the magnitudes of these forces: 


F, Fiat Facio (I + St) =a 107 5 М. 


2 
riz "a 
Coulomb's force: 


р 5 applied to the second body also have the same direction 
(Fig. 96), and hen 


ce the magnitude of the resultant force is 


resultant force is 


5 equal to the diff 
directed along th | г садое 


€ larger force: 


Fi Fa- Е, | 14i 14] " 
43| - & 6N. 
(ri + ғ)? i L1 x 107 $5N 
Exercise 8 
1. A glass rod 


: NE " itive 
rubbed against silk is known to acquire a positiv 
charge. Determine 


: : stic 
experimentally the sign of the charge of a plas 
Pen rubbed against wool. е j i 
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. Bodies in close contact without friction are electrostatically charged, 
although insignificantly. Does this mean that two bodies can be 
charged without doing work? 

3. Determine the force of interaction between the electron and the 
nucleus in a hydrogen atom if the distance between them is 0.5 x 
107° cm. 

4. What is the ratio of the Coulomb force of interaction between the 
electron and the nucleus in a hydrogen atom to the force of their 
gravitational interaction? The masses of the electron and the proton 
are m,=9.11 x 107?! kg and m, = 1.67 x 10-27 kg, and the 
gravitational constant G — 6.67 x 107! N- m?/kg?. 

5*. What would be the force of interaction between two water drops at 
a distance of | km, if 1% of the electrons contained in one of the 
drops whose mass is 0.03 g could be transferred to the other drop? 

6. Two identical balls are at a distance of 40 cm from each other. The 
charges of the balls are 9 x 107° C and —2x 107? C. The balls 
are brought in contact and then moved apart to the same distance. 
Find the forces of their interaction. before and after the contact. 

7. Two point charges of 1.0 x 10-8 C and 20 x 107°C are fixed at 

a distance of | m from each other in vacuum. A small body bearing 

a charge of —3x 107? C is placed at the midpoint of the straight 

line connecting the charges. Find the magnitude and direction of the 


force acting on the body. 


is) 


8.6. Short-range and Long-range Action 


SHORT-RANGE ACTION. The law of interaction of fixed 
electric charges was established experimentally. However, the 
way of realization of this interaction remained unclear. 

If we observe the action of one body on another located at a certain 
distance from it, before admitting that this action is direct, we are inclined to 
find out whether there exists a material link (threads, rods, etc.) between the 
bodies, If such links do exist, we explain the action of one body on the other 
with the help of these intermediate links. For example, when the driver of an 
old-fashioned bus turns the handle to open the door, successive segments of 
the connecting rod are compressed and start to move until the door is 
Opened. In modern buses, the driver opens the door by sending compressed 
air through the tubes to the cylinder which controls the mechanism of the 
door. This can also be done with the help of an electromagnet by passing an 


electric current through its wires. : 
There is something in common in the three ways of opening the door: 


there exists a continuous connecting line between the driver and the door, 
а certain physical process occurring at each point of this line. The action is 
transmitted with the help of this process propagating from point to point at 
à certain rate and not instantaneously. А 

. Thus, the action between the bodies at а certain distance can be explained 
in many cases by the presence of intermediate links transmitting the action. 
It would be reasonable to assume the presence of certain intermediate links if 


there is no medium or mediator between interacting bodies. Otherwise, we 
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shall have to assume that a body acts at the sites where it is absent. 

Those who know nothing about the properties of air may think that the 
mouth or vocal chords of a speaking person produce a direct action on the 
ears and consider the transfer of sound by an invisible medium to be 
completely incomprehensible. However, the entire process of propagation of 
sound waves can be traced and their velocity can be calculated. 

The assumption about intermediate links (or media) through which the 
interaction between bodies at a distance from each other is always transmitted 
from point to point constitutes the essence of the short-range action theory. 

Many scientists supporting the theory of short-range action tried to 
explain the origin of gravitational or electromagnetic forces with the help of 
invisible flows surrounding planets and magnets or by unseen atmospheres 


around electrically charged bodies. These arguments had to be rejected for 
one reason or another. 


LONG-RANGE ACTION. The short-range action theory was widely 
accepted until Newton established the law of universal gravitation, albeit 
without providing any explanation for this law. Subsequent advances in the 
study of the solar system had such a strong effect on the scientists that most 
of them became aware that there is no point in seeking mediators for 
transmitting interaction from one body to another. 

Thus the theory of direct action at a distance through a free space 
appeared. According to this theory, an action is transferred instantaneously 
over as large distances as desired. Bodies are capable of "perceiving" the 
presence of other bodies without any medium connecting them. Those fav- 
ouring this theory were not confused at the thought that a body produces an 
action where it is not present. “Don’t we see a magnet or a charged rod 
attracting bodies through the empty space?" they said. The force of 
attraction does not change noticeably if we wrap, for example, a magnet in 
paper or put it into a wooden box. Moreover, even when it seems to us that 
i interaction is due to a direct contact between bodies, actually it is not 50. 
ane or parts of the same body are in contact, there are always 

Ps between them. For example, a load suspended by a thread does 
ween atoms constituting it (Fig. 98). 


ps "d it although there is nothing bet 
ccording to this theory, the long-range action i ction 
encountered everywhere. аана и 


Fig. 98 
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The arguments against the short-range theory were quite strong. Besides, 
these arguments were confirmed by the achievements of Coulomb and 
Ampère who discovered the laws of interaction of charges and currents and 
were firm supporters of the long-range action theory. 

If the evolution of science followed a straight-line path, it would seem that 
the victory of the long-range theory was ensured. As a matter of fact, 
however, the evolution of science rather takes place along a helical line. 
Completing a turn, science returns almost to the same concepts, although at 
a higher level. This was the case with the molecular kinetic theory. The 
Democritus atomistic hypothesis was rejected at one time by most of 
scientists. Then it was revived in a strict mathematical form and was 
confirmed in experiments. The same fate was met by the short-range theory. 

Advances in the investigation of the laws of interaction of electric currents 
and charges were not inseparably linked with the idea of long-range action. 
In fact, the experimental investigation of forces themselves does not provide 
any idea about the way in which these forces are transferred. The primary 
goal was to obtain the mathematical expression for the forces, while their 
nature could be elucidated later. ; 


8.7. Electric Field 


FARADAY'S IDEAS. The final return to the short-range 
concepts was made by the English scientist M. Faraday and 
was completed by J.C. Maxwell. 
According to the long-range theory, a charge directly perceives the 
presence of another charge. When charge 4 is displaced (Fig. 99), the force 
acting on charge B instantaneously changes its magnitude. In this case, 
neither charge B itself, nor the space surrounding it experience any change. 
According to Faraday's idea, electric charges do not act on each other 
directly. Each charge creates an electric field in the surrounding space. The 
field of one charge acts on another charge, and vice versa. The field decreases 
as we move away from the charge creating it. | . 
Initially, this idea just expressed Faraday's conviction that the action of 
one body on another through free space is impossible. 
There was no proof of the existence of the field. Such a proof could not be 
obtained by studying the interaction of fixed charges. The short-range theory 
came into prominence after the investigation of electromagnetic interaction 
of moving charged particles. First the existence of time-dependent fields was 
proved, and only after this the conclusion about the presence of the electric 


field of fixed charges was drawn. 
THE VELOCITY OF PROPAGATION OF ELECTROMAGNETIC 
f Faraday's ideas, Maxwell proved 


INTERACTIONS. On the basis 0 i 
theoretically that electromagnetic interactions should propagate in space at 


а finite velocity. 


Fig. 99 — 


Michael Faraday (1791-1867) was 
a famous English scientist. who created 
the electromagnetic theory in which all 
phenomena were considered from a unt 
que point of view. Faraday was the first 
to introduce the concepts of electric and 
magnetic fields. J. Maxwell wrote that 
Faraday viewed an intermediate agent 
where mathematicians viewed the stress 
centres of long-range forces. Where they 
Saw nothing but separation and were 
content with the law of distribution of 
forces acting on electric fluids (ре. the 
charges from the modern point of view). 
Faraday sought for the essence of real 
phenomena occurring in the medium. 


This means that if we slightly displace charge A (Fig. 99). the force acting 
on charge B will change not instantaneously but in a time 
t=|AB|/c, (8.8) 
where | AB| is the distance betwe 
Propagation of electromagnetic inte: 
is equal to the velocity of ligh 
a displacement of charge A, the el 
time t. 


Thus, a certain process occurs between 
which their intera. 


en the charges and c is the velocity of 
Tactions. Maxwell found that this velocity 
t in vacuum, i.e. 300000 km/s. Upon 
ectric field around charge B changes after 


charges in vacuum as a result of 
ction propagates at a finite velocity. 


IN THE SPACE BETWEEN 


ansfer of information with the help of 

io communication. Now we can 
Papers that radio waves from the space station 
i € than four minutes. The station 


electromagnetic waves i 
Simply read in news 


No simpler objects than elementary particles are known (at least for the time 
being). The same is true for the electric field. We do not know anything more 
elementary than the field. Therefore, we can say only the following about the 
origin of the electric field: 

first, the field is material: it exists independently of us and of our 
knowledge about it; 

Second, it possesses certain properties which distinguish it from all other 
things in the world surrounding us. The establishment of these properties 
just forms our concepts about the electric field. 

While studying the electric field, we come across a special kind of matter 
whose motion does not obey Newtonian mechanics. The discovery of the 
electric field led for the first time in the history of science to the profound 
idea about the existence of different forms of matter, having their own laws. 

BASIC PROPERTIES OF ELECTRIC FIELD. The main property of the 
electric field is its action on electric charges with a certain force. From the 
action on the charge, the existence of the field and its distribution in space 
are established and all its characteristics are studied. 

The electric field of fixed charges is called the ELECTROSTATIC FIELD. It 
does not change with time. An electrostatic field is produced only by electric 


charges. It exists in the Space surrounding the charges and is inseparably 
connected with them. 


8.8. Electric Field Strength. Principle of 
Superposition of Fields 


ELECTRIC FIELD STRENGTH. An electric field 


that we know everything what we need abo 
t ow 
E- = any charge at any point of the field. ae Gee 
erelore, we must introduce a characteristi i i 
tik to: deseris ae E ic of the field which will allow 


arge q,. Accordi y 
acting on a charge 2 Py 4. According to Coulomb’s law (8.2), the force 


^mi 


9020 


qq«0 
Fig. 100 9 


Fig 101 9:>0 en 
q instead of q,, then, by defi 
MH rests Hyd 


nition, the electric field strength is 
E=F /q. 


(8.9) 


field on a point charge to the Magnitude : А 
Оп а charge q is given by 


(8.10) 
Е 


According to formula (8.9), the 


field strength can be expressed in SI units 
in newtons рег coulomb (N/C 


nother charge 4 With a force 


ғ= 191191. 
r 


The magnitude of the field Strength of the point charge Чо at a distance 
r from it is given by 


F 
E-—-k r3 (8.11) 
TT 14o|/ 


eld, the vector of the field Strength is directed 
along the straight line connecti i i 


charge, away from the 
ge И —0 (Fig. 100). 


must be equal 
eld. This is what 
added geometrically. 
ON OF FIELDS) This 


D Superposition means overlapping. 
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principle is formulated as follows: if varíous charged particles produce 
electric fields of strengths E,. Ey. Ey, ... at a given point, the resultant field 
strength. at this point is given by 


ESE, t Eut Eet eo (8.12) 


In view of the superposition principle, to determine the field strength of 
a system of charged particles of any point, it is sufficient to know expression 
(8.11) for the field strength of a point charge. Figure 101 illustrates how the 
strength Е of the field produced by two point charges q, and q, is 
determined. 

The introduction of the idea of the electric field allows us to break the 
problem of calculating the interaction forces between charged particles into 
two parts. First the field strength due to the charges is calculated, and then 
forces are determined from the known field strength. Such a splitting of the 
problem into parts usually simplifies the calculation of forces. 


8.9. Lines of Force of Electric Field 


We can get an idea about the field distribution by drawing 

field strength vectors at several points in space (Fig. 102). 
The pattern will be more visual if we draw continuous lines such that their 
tangents at each point through which they pass coincide with the electric 
field strength vector. These lines are known as LINES OF FORCE of the electric 
field, or electric field lines (Fig. 103). 

It would be wrong to think (like Faraday) that electric field lines are the 
real formations similar to stretched elastic strings or cords. They just help to 
visually represent the field distribution in space and are not more real than 
meridians and parallels on the globe. 

Lines of force, however, can be made “visible”. If we thoroughly mix 
oblong crystals of an insulator (say, quinine), with a viscous liquid (like 
castor oil) and place charged bodies in this medium, the crystals “align” 
themselves in chains along the field lines. 

Figures 104-107 represent field lines for different fields: of a positively 
charged ball (Fig. 104); of two oppositely charged balls (Fig. 105); of two 
like-charged balls (Fig. 106), and of two plates bearing equal and opposite 
charges (Fig. 107). The latter example is of special importance. Figure 107 
shows that in the space between the plates, away from their edges, the field 
lines are parallel: the electric field is the same at all points in this region. 

An electric field whose strength is the same at all points in space is called 
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Fig. 102 Fig. 103 
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Fig. 104 


Fig. 105 


uniform. An electric field can be assumed nearly uniform in a bounded region 
of space if the field strength in this region varies insignificantly. 

The electric field lines are not closed. They originate at positive charges 
and terminate at negative charges". The lines are continuous and do not 
intersect, since their intersection would mean the absence of a certain 
direction of the electric field strength at a given point. The lines of force 
originate or terminate at charged bodies and then diverge in different 
directions (Fig. 104). Hence the density of the field lines is higher near charged 
bodies where the field strength is also higher. 


? 1. What is the difference between the short-range and the long-range 
theories? 

. List the main properties of the electrostatic field. 

. Give the definition of electric field strength. 

. What is the field strength of a point charge equal to? 

. Formulate the principle of superposition. 

. What are the lines of force of electric field? 

. Draw the lines of force for a uniform electric field. 


NDAN 


D The field lines shown in Fig. 107 also terminate at negative 
charges situated far away. 


Fig. 106 


Fig. 107 
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8.10. Conductors in an Electrostatic Field 


FREE CHARGES. Conductors (which first of all include 

metals) contain charged particles capable of moving freely in 
a conductor under the action of an electric field. For this reason, the charges 
of these particles are called FREE CHARGES. 

The carriers of free charges in metals are electrons. When a metal consists 
of neutral atoms, the latter start interacting. Due to this interaction, the 
electrons of the outer shells of the atoms completely lose the bonds with 
"their own" atoms and become the "property" of the entire conductor as 
a whole. As a result, the positively charged ions turn out to be surrounded 
by a negatively charged "gas", formed by collectivized electrons (Fig. 108). 
Free electrons take part in thermal motion and can move over a piece of 
metal in any direction. 

ELECTROSTATIC FIELD INSIDE A CONDUCTOR. Due to the 
presence of free charges in a conductor, there is no electrostatic field inside 
it. If the electric field strength were different from zero, the field would cause 
the ordered motion of free charges, i.e. an electric current would flow in the 
conductor. The statement about the absence of electric field in a conductor is 
equally valid both for a charged conductor and for a neutral conductor 
placed in an external electrostatic field. 

Let us consider by way of an example a neutral plate introduced into 
a uniform field (Fig. 109) and analyze the process as a result of which the 
field strength inside the conductor turns out to be zero. Under the action of 
the electric field, the electrons of the plate start to move from right to left. At 
the initial moment (when the conductor is just introduced into the field) an 
electric current appears. The left part of the plate is charged negatively, and 
the right part acquires a positive charge. This is ‘the manifestation of 
ELECTROSTATIC INDUCTION. (If we divide the plate into two parts along the 
line MN, the two parts turn out to be charged.) The resulting charges 
produce their own field (the lines of force of this field are shown in Fig. 110 
by the dashed lines) which is superimposed on the external field and 
balances it. The charges are redistributed in an extremely short time so that 
the strength of the resultant field inside the plate becomes zero, and the 
motion of charges ceases. Otherwise, an electric current would continuously 
flow in the conductor and heat would be liberated all the time. However, this 
15 impossible according to the energy conservation law. 


D Naturally, individual charged particles (electrons and ions) 
produce microscopic fields. These fields, however, are mutually compensated, and the 
average value of the field strength turns out to be zero. 
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Fig. 108 
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Fig. 111 


Fig. 109 Fig. 110 


Thus, there is no electrostatic field inside a conductor. This fact is used in 
the so-called ELECTROSTATIC SHIELDING. In order to protect the instruments 
sensitive to the electric field, they are enclosed in metal boxes. 

Outside a conductor, the lines of force of an electrostatic field are normal 
to its surface. Otherwise, there would be a component of the field strength 
along the surface of the conductor, and an electric current would flow over 
its surface. 

ELECTRIC CHARGE OF CONDUCTORS. When the charges are in 
equilibrium, not only the field strength inside a conductor is zero, but its 
charge is equal to zero as well. The entire electrostatic charge of the 
conductor is concentrated on its surface. Indeed, if there were a charge inside 
the conductor, it would produce a field in the surrounding space. But there is 
no field in the conductor. Consequently, the charges can be arranged only on 
the surface of the conductor. 

This conclusion is valid both for neutral conductors in an electric field and 
for charged conductors. 

The absence of a charge inside a conductor can be confirmed with the help 
of simple experiments, for example, by an experiment with a cylinder made 
of a wire netting (Fig. 111). Light strips of tin foil are attached to the surface 
of the cylinder. Two more strips are fixed to a conducting movable rod 
inside the cylinder. If we supply to the cylinder a charge from say. 
a frictional machine, the strips diverge through a certain angle since the 
charge supplied to them is repelled by the like charge of the cylinder or. of 
a neighbouring strip. If, however, we introduce the strips on the rod inside 
the cylinder, they do not diverge since their charge is zero. 


8.11. Electric Field Strength of a Uniformly Charged 
Conducting Sphere and an Infinite Plane 


Let us determine the strengths of electric fields produced bY 
charged bodies of a simple shape, viz. a sphere and a plane- 


Many bodies in nature and in engineering have a nearly spherical shape: 
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Fig. 112 Fig. 113 Fig. 114 


atomic nuclei, rain drops, planets, etc. Plane surfaces are also encountered 
SENTI Besides, a small region of any surface can be regarded as nearly 
plane. 

FIELD OF A SPHERE. Let us consider a charged conducting sphere of 
radius R. A charge q is uniformly distributed over the surface of the sphere. 
According to symmetry considerations, the lines of force of the electric field 
are directed along the continuations of the radii of the sphere (Fig. 112). 

Pay attention to the fact that the lines of force outside the sphere are dis- 
tributed in space in the same way as the field lines of a point charge 
(Fig. 113). If the patterns of the fields coincide, it can be expected that the 
field strengths are identical. Therefore, the field strength at a distance rz R 
from the centre of the sphere is determined by the same formula (8.11) as the 
field strength. of a point charge placed at the centre of the sphere: 


= : (8.13) 


i calculation leads to the same result. | 

s à conducting sphere (r« R), the electric field strength is zero. 

of aw OF A PLANE. The distribution of electric charge over the surface 

densit arged body is characterized by a special quantity, VIZ. the surface 

to iic of the charge. The surface charge density is the ratio of the charge 

tribut area of the surface over which it is distributed. If a charge q 1s dis- 
€d uniformly over a surface whose area is S, we can write 


o=q/S. 


Th Т | 
Cima) unit of the surface charge density is coulomb per squared metre 
a ee from symmetry considerations that the electric filed lines cannot 
4-5 ined to the plane іп any direction. All directions are equivalent, and 
ect are no grounds for inclination. Therefore, the lines of force of the 
ue field produced by an infinite uniformly charged plane are straight 
ie EM to the plane (Fig. 114). The field of the infinite plane is uniform, 
era. field strength is the same at all points of space irrespective of the 
charge. from the plane. It is determined by the surface density o of the 

I " Р 
& Re M to determine the relation connecting the surface charge density 
the field strength, we can employ a method widely used in physics and 


el 
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based on the knowledge of dimensions of physical quantities. The dimensions 
of the electric field strength are N/C, while the surface charge density is 
measured in C/m?. 

To obtain the correct dimensions of the field strength in this case, we must 
assume that the field strength is proportional to the product of the coefficient 
k (see (8.11)) and the surface charge density c, i.e. E= ko. The coefficient k is 
expressed in (N-m?)/C?. Then the dimensions of the field strength are 
(N-m?/C?)-(C/m?) = М/С. 

The proportionality factor can be found only with the help of calculations, 
which lead to the following result: 


E-k2n|oc|. (8.14) 


Infinite planes do not exist. If, however, the size of a plane is large in 
comparison with the distance from the plane to a given point, the field 
strength component normal to the plane at this point is practically the same 
as the field strength of an infinite plane. 


8.12. Dielectrics in Electrostatic Field. 
Two Types of Dielectrics 


An insulator, or dielectric”, consists of atoms or molecules 

which are neutral in the whole. In a neutral atom, electric 
charges (to be more precise, electrically charged particles, viz. electrons and 
nuclei) are BOUND to one another and unlike free electrons of a conductor 
cannot move freely over the entire volume of the substance under the action 
of the field. 

The difference in the structure of conductors and dielectrics determines 
their different behaviour in an electrostatic field. The electrostatic field can 
exist within a dielectric, the latter producing a certain effect on the field. 

With the help of a simple experiment, we can show that a neutral 
dielectric can produce an electric field. Figure 115 shows a charged 
electrometer with a metallic disc at the end of the rod. If a neutral dielectric 
is brought to the disc (say. a thick piece of glass) the pointer of the 
electrometer comes closer to the rod (Fig. 116). This can occur only if the 
dielectric brought in the field of the charged disc produces an electric field 
itself. This field affects the charge distribution in the electrometer rod, reduc- 
ing the charge of the pointer and the rod and increasing accordingly the 
charge of the disc. 

ELECTRIC PROPERTIES OF NEUTRAL ATOMS AND 
MOLECULES. In order to explain how a neutral dielectric produces an 
electric field, we must first study the electric properties of neutral atoms and 
molecules. . 

Atoms and molecules consist of positively charged particles, viz. nuclei, 
and negatively charged particles, viz. electrons. Figure 117 represents 


Ð Insulators are called in physics dielectrics (from the Greek dia 


meaning "through"). The term dielectric is applied to substances through which 
electromagnetic interactions are transferred. 
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a schematic diagram of the simplest atom – ће hydrogen atom. The positive 
charge of the atom, i.e. the charge of its nucleus, is concentrated at its centre. 
The electron moves in the atom at a high velocity. It completes a turn 
around the nucleus in a very short time of the order of 10~ ! s. Therefore, it 
makes a million turns during 107° s, and hence it manages to pass through 
any points / and 2 arranged symmetrically about the nucleus a million times 
during this time interval. This circumstance leads to the assumption that the 
Centre of distribution of the negative charge, averaged over time, is at the 
Centre of the atom, i.e. it coincides with the positively charged nucleus. 

This, however, is not always the case. Let us consider a molecule of 
common salt NaCl. The outer shell of a sodium atom has a single valence 
electron which is weakly bound to the atom. Chlorine has seven valence 
electrons. When the NaCl molecule is formed, the single valence electron of 
Sodium is captured by the chlorine atom. The two neutral atoms form 
а System of two ions having unlike charges (Fig. 118). Now the positive and 
negative charges are not distributed symmetrically over the volume of the 
Molecule: the centre of distribution of the positive charge lies in the sodium 
ton and of the negative charge in the chlorine ion. : 

ELECTRIC DIPOLE. At a large distance from the molecule, it can be 
Considered approximately as a system of two point charges which are equal 
in magnitude and opposite in sign, and are separated by a certain distance 
! (Fig, 119). Such a system is neutral as a whole and is called an ELECTRIC 

OLE, 

TWO TYPES OF DIELECTRICS. Dielectrics can be divided into two 
categories: 
POLAR dielectrics consisting of molecules in which the centres of dis- 
tribution of positive and negative charges do not coincide, and 


Fig. 117 2 Fig. 118 Fig. 119 
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NONPOLAR dielectrics consisting of atoms or molecules in which the 
centres of distribution of positive and negative charges coincide. Polar 
dielectrics include alcohols, water, etc. Nonpolar dielectrics are inert gases. 
oxygen, hydrogen, benzene, polyethylene, etc. 


8.1 3 Palarization of Dielectrics. Permittivity 


POLARIZATION OF POLAR DIELECTRICS. A polar 
dielectric consists of molecules that can be regarded as 
electric dipoles. Thermal motion leads to a random orientation of dipoles 
(Fig. 120a). For this reason, the electric charge on the surface of a dielectric. 
as well as the charge of any part of its volume containing a large number of 
molecules (hatched rectangle in Fig. 120a), is equal to zero on the average. 
The electric field strength in a dielectric on the average is also equal to zero. 
Let us place a dielectric between two parallel metallic plates bearing unlike 
charges. If the size of the plates is much larger than their separation, the field 
between the plates is uniform (see Sec. 8.9). This field will exert on the dipole 
two equal and opposite forces (Fig. 121). These forces create a torque which 
tends to rotate the dipole so that its axis becomes parallel to the field lines 
(Fig. 122). The positive charges are displaced in the direction of the field and 
the negative charges in the opposite direction. ww 
The displacement of positive and negative bound charges of a dielectric in 
the opposite directions is called polarization. 
, Random thermal motion hinders the ordered orientation of all the dipoles 
in a dielectric. Only at absolute zero would all the dipoles be aligned along 
the lines of force. Thus, under the action of the field only a partial 
orientation of electric dipoles takes place. This means that on the average. 
the number of dipoles oriented along the field is greater than the number of 
dipoles oriented against the field. Figure 120b shows that the negative 
charges of dipoles appear predominantly on the surface of the dielectric at 
the positive plate, and positive charges at the negative plate. As a result, 
a bound charge appears on the surface of the dielectric. Inside the dielectric 
the positive and negative charges of dipoles compensate each other and the 
mean bound electric charge is, as before, equal to zero. 
POLARIZATION OF NONPOLAR DIELECTRICS. A nonpolar 
dielectric is also polarized in an electric field. Under the action of the field. 
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the positive and negative charges of molecules are displaced in opposite 
directions, and the centres of distribution of positive and negative charges do 
not coincide any longer, as in the case of a polar molecule. Such deformed 
molecules can be treated as electric dipoles whose axes are oriented along 
the field. Bound charges appear on the surfaces of the dielectric facing the 
charged plates as in the case of polarization of a polar dielectric. 

The forces of attraction between neighbouring molecules of a dielectric are 
much weaker than the forces binding unlike charges in a molecule. For this 
reason, the molecules of a dielectric do not break when the sample is cut or 
lorn but remain intact on the surface of the cut. As a result, the parts of 
à polarized dielectric are electrically neutral. 

_ PERMITTIVITY. A bound charge produces an electric field of strength 
E, directed in the dielectric against the external field of the charges on the 
plates (Fig. 123). Thus, the field in the dielectric is weakened. The degree of 
weakening of the field depends on the properties of the dielectric. 

The electric properties of dielectrics are characterized by a special quantity 
known as DIELECTRIC PERMITTIVITY. 

The permittivity of a medium is a physical quantity equal to the ratio of 
the magnitude of the field strength Eg in vacuum to the magnitude of the 
electric field strength E in a uniform dielectric. 

Denoting the permittivity by e, we can write == Eg/ E". 

Accordingly, the electric field of a point charge, a charged sphere and 
a plane placed in a uniform dielectric, is weaker than in vacuum by a factor 
Of £. Instead of formula (8.13), we must use the following formula for a point 
charge and a sphere: 


Beli, (8.15) 
er 
For a charged plane in a uniform dielectric, we must take instead of (8.14) 
pen mel al (8.16) 
£ 


. 0 This formula is valid only for a homogeneous medium filling the 
Entire space, or in case of a body having a special symmetry, like a uniform plate in 
а capacitor. For a body of an arbitrary shape, the dependence between E and E, 15 
much more complicated and is determined by the shape of the body and its 
Orientation relative to Eo. 
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The force of interaction of point charges in a uniform dielectric is also 
smaller by a factor of = due to a decrease in the field strength. Coulomb's 
law for charges in a uniform dielectric has the form 


rap glial 


ES (8.17) 
£r 


Thus, unlike the forces of universal gravitation, the forces of interaction 


between charged bodies depend on the properties of the medium in which 
they are placed. 


? 1. What is the value of the field strength inside a conductor if its 
charges are in equilibrium? 
2. In which way is the charge supplied to a conductor distributed over 


it? 

3. What is the strength of the field of a charged conducting sphere 
equal to? 

4. Write the expression for the field strength of a uniformly charged 
plane. 


. Which dielectrics are known as polar and nonpolar? А = 
. Which phenomenon is called the polarization of a dielectric? 
- Give the definition of dielectric permittivity. 


мел 


8.14. Potential Energy of a Charged Body in a 
Uniform Electrostatic Field 


ELECTRIC ENERGY. Charged bodies attract or repel one 

another. When charged bodies (for example, the strips of an 
electroscope) are displaced, the forces acting among them do work. It is 
known from mechanics that a System capable of doing work due to the 
interaction among bodies possesses a potential energy. Hence, a SYSTEM OF 
CHARGED BODIES HAS A POTENTIAL ENERGY called ELECTROSTATIC or 
ELECTRIC ENERGY. 

The energy of interaction of electrons with the nucleus in an atom and the 
energy of interatomic interaction in a molecule (chemical energy) is mainly 
the electric energy. A huge amount of electric energy is stored in an atomic 
nucleus. During the operation of the nuclear reactor of a power plant, heat 
is liberated just at the expense of this energy. 

From the point of view of the short-range theory, the electric field produc- 
ed by other charges directly acts on a charge. When the charge is displaced, 
the forces exerted on it by the field do work. (Henceforth, we shall speak 
simply of the work done by the field for the sake of brevity). Thus, we can 
State that a charged body in an electric field possesses energy. Let us find the 
potential energy of a charge in a uniform electric field. 

WORK DONE UPON A DISPLACEMENT OF A CHARGE IN 
A UNIFORM ELECTROSTATIC FIELD. A uniform field is produced, for 
example, by large metallic plates bearing unlike charges. Such a field exerts 
оп a charge a constant force F = gE in the same way as the Earth acts 
a stone raised above its surface with a constant force F = mg. Suppose tha 
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the plates are in the vertical position (Fig. 124): the left plate B has 
à negative charge and the right plate D has a positive charge. Let us 
calculate the work done by the field upon the displacement ofa positive 
charge q from point J at a distance d, from plate В to point 2 at a distance 
4, < d, from the same plate. Points / and 2 are on the same line of force. 

The electric field does a positive work over the path Ad 2 d, — d: 


A=qE(d, —d,)= — (qEd, — qEd,). (8.18) 


This work does not depend on the shape of the path just as the work done 
by the force of gravity does not depend on the trajectory. 

The proof of this law was given in "Senior physics 1", and we shall not 
Tepeat it for the constant force gE. 

POTENTIAL ENERGY. If the work does not depend on the shape of the 
path, it is equal to the change in potential energy (taken with the minus sign): 


A= -(W, = И) = - AW, (8.19) 


This question was discussed in detail in "Senior Physics 1". 

Comparing the expression (8.18) with the general definition (8.19) of the 
Potential energy, we see that the potential energy of a charge in a uniform 
electrostatic field is 


W, — qEd. (8.20) 


This formula is similar to the formula W, — mgh for the potential energy of 
а body above the surface of the Earth. But unlike the mass, the charge q can 
be either positive or negative. If q<0, the potential energy (8.20) is 
negative!) 

If a field does positive work, the potential energy of the charged body 
decreases: AW, <0. In accordance with the law of energy conservation, its 


1) Besides, while the direction of the force of gravity cannot be 
changed by us, the direction of the electric field can be easily changed by reversing the 
Signs of the charges on plates B and D. In this case, the minus sign will appear in the 
expression (8.20) for the potential energy. 
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kinetic energy simultaneously increases. This principle is used for 
accelerating electrons by an electric field in electronic and cathode-ray iubes. 
If, on the contrary, the work is negative (for example, when a positively 
charged particle moves in a direction opposite to the field strength Е; this 
motion is similar to the motion of a stone thrown upwards), then AW, > 0. 


The potential energy increases, while the kinetic energy decreases and the 
particle is decelerated. 


When a charge returns to the initial point J along a closed path the work 
is equal to zero, 
A= —AW,= —(W,2—W,,)=0. 


ZERO LEVEL OF POTENTIAL ENERGY. The potential energy (8.20) 
is equal to zero on the surface of plate B. This means that the zero level of 
potential energy coincides with plate B. However, as in the case of 
gravitational forces, the zero level of potential energy is chosen arbitrarily, 
We can assume that W,—0 at a distance d, from plate B. Then 


И, = qEd — qEd,. 


Physical meaning is attached not to the potential energy but to the 
difference in its values, which is determined by the work of the field upon the 
displacement of a charge from the initial to the final position. 


8.15. Potential of Electrostatic Field and 
Potential Difference 


POTENTIAL FIELDS. When a charged body is displaced 


from one point to another, the work of any electrostatic field 
does not depend on the shape of the path as is the case for a uniform field. 


The work of an electrostatic field on a closed path is always zero. The fields 
having this property are known as POTENTIAL FIELDS. In particular, the 
electrostatic field of a point charge is of potential nature. 

The work of a potential field can be expressed in terms of the change in 
potential energy. The formula 4 = = (Ир = W,) is valid for an arbitrary 
electrostatic field. However, the energy is expressed by formula (8.20) only in 
the case of a uniform field. 

POTENTIAL. The potential energy of a charge in an electrostatic field is 
proportional to the charge. This is true for a uniform field (see formula 
(8.20)) as well as for any other field. Consequently, the ratio of the potential 
energy to the charge does not depend on the charge placed in the field. 

This circumstance makes it possible to introduce a new quantitative 
characteristic of the field, viz. the POTENTIAL which does not depend on the 
charge placed in the field. The potential of an electrostatic field is the ratio of 
the potential energy of a charge in the field to this charge. 

According to this definition, the potential is given by 


W. 


o=—2, (8.21) 
q 
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The field strength E is a vector and the force characteristic of the field. It 
determines the force acting on charge q at a given point of the field. The 
potential @ is a scalar; it is the characteristic of the field from the energy 
viewpoint. The potential determines the potential energy of charge q at 
a given point of the field. 

If we take the negative plate as the zero level of potential energy, and 
hence of the potential (Fig. 124), then according to formulas (8.20) and (8.21), 
the potential of a uniform field is 

ф= |. = Ed. (8.22) 
q 

POTENTIAL DIFFERENCE. Like the potential energy the value of 
potential at a given point depends on the choice of the zero level of 
potential. Of practical importance is not the value of potential at a point but 
the change in potential, which does not depend on the choice of the zero level 
of potential. 

Since the potential energy И, —4«, the work is given by 


A= (И = Wy) = -4(9:—9)-7 — 449. (8.23) 


Henceforth, instead of the change in potential Дф = Ф: — 9; which is the 
difference in the values of potential at the final and initial point, we shall use 
another quantity, viz. the POTENTIAL DIFFERENCE. The potential difference is 
the difference in the values of potential at the initial and final points of the 
Path: 

U=9,-92= — 49. (8.24) 

The potential difference is often called VOLTAGE. The potential variation 
differs from voltage only in sign. 

It is more convenient to deal with the potential difference, or voltage U, 
than with the change in potential Ag, especially when studying electric 
current. 

According to formulas (8.23) and (8.24), the potential difference is given by 

U=0,-0:= - Ap T. (8.25) 

The potential difference (voltage) between two points is equa! to the ratio 
9f the work done by the field in displacing a charge from the initial point to 
the final point to this charge. 

Knowing the voltage of an electric lighting system, we can determine the 

Work which can be done by the electric field to carry a unit charge from 
а socket terminal to any other point in the circuit. The concept of potential 
difference will be used throughout this course of physics. 
_ UNIT OF POTENTIAL DIFFERENCE. The unit of potential difference 
is derived with the help of formula (8.25). In SI, the work is expressed in 
Joules and charge in coulombs. Hence, the potential difference between two 
Points is equal to unity if the electric field does a work of ! J to carry 
а charge of 1 C from one point to another. This unit is known as the volt (V). 
ТУТ С. 
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. Which fields are called potential fields? 


1 

2. How is the change in potential energy related to work? "P 

3. What is the expression for the potential energy of a particle in 
a uniform electric field? 

4. Give the definition of potential. 

5. What is the potential difference between two points in a field equal 


to? 


8.1 6. Electrostatic Field Potential of a Point Charge 
The derivation of the formula for electrostatic field of a point 
charge q as a function of distance r is quite complicated. The 

field strength of a point charge decreases with increasing distance. 

Consequently, to determine potential, we must calculate the work done by 

a varying Coulomb force. 
The expression for the field potential of a point charge has the form 


фед. (8.26) 
er 
The potentials of points in the field of a positive charge (4 > 0) are also 
positive (ф > 0), and for a negative charge (4<0), negative (ф < 0). 
Formula (8.26) corresponds to a certain choice of the zero potential level. 
The potentials of points at infinite distances from a charge are assumed by 
convention to be zero: Q—0 as r— co. Such a choice of zero potential level 
is convenient but not obligatory. We could add any constant quantity to 
potential (8.26). This would not change the potential difference between any 
two points, which is actually of practical importance. 
If the potential of infinitely remote points is taken as zero, the potential of 
the field of a point charge acquires a simple physical meaning. Substituting 
into formula (8.25) the value Ф, =0, we obtain 


A 
Ф, =9()=—. 
q 


Consequently, the potential of the electrostatic field at a distance r from the 
point charge is numerically equal to the work done by the field in carrying 
a unit positive charge from a given point of space to an infinitely remote 
point. 

Formula (8.26) is also valid for the potential of the field of a uniformly 
charged sphere at distances larger than or equal to its radius, since the siela 
of a uniformly charged sphere coincides on its surface with the field O 
à point charge placed at the centre of the sphere. è 

We have considered the potential of the field of a point charge. The charg 
of any object can be mentally divided into small elements such that each ай 
them can be treated as а point charge. Then the potential of the field T И 
arbitrary point will be determined as the algebraic sum of the potentials €: 

» Фз, etc. indivi i : 

Фә, 95. etc. created by individual point charges: (8.27) 


9=9,+62+93+.... 
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This relation. follows from the principle of superposition of fields. 

POTENTIAL ENERGY OF INTERACTION OF TWO POINT 
CHARGES. From the expression for the field potential of a point charge, we 
can calculate the potential energy of interaction of two point charges. In 
particular, this can be the energy of interaction of an electron with an atomic 
nucleus. 
| The potential energy of charge q, in the electric field of a point charge q, 
is equal to the product of charge q, and potential @(q,) of the field produced 
by charge ду: W, = 429(q1)- 

Using formula (8.26) and replacing q by q, we obtain the required 
expression for the energy: 
4192 


И =q, =k 
ъ= 42 9(41) E 


. If charges q, and q, are of the same sign, the potential energy of their 
interaction is positive. The smaller the distance between the charges, the 
higher the potential energy of their interaction since the work that can be 
done by Coulomb forces upon repulsion of charges is larger. If the charges 
are unlike, the energy is negative, and its maximum value (equal to zero) is 
attained at r— оо. The larger the value of r, the larger the work done by 
attractive forces in bringing the charges closer. 


8.17. Relation Between the Field Strength and 
Potential Difference of Electrostatic Field. 
Equipotential Surfaces 
There exists a certain dependence between the electrostatic 

. field strength and the potential difference. Let a charge q be 
displaced in the direction of a uniform electric field E from point 1 to point 

2 at a distance Ad from point 1 (Fig. 125). The work done by the electric 

field is given by 
A = qE M. 


According to formula (8.25), this work can be expressed in terms of the 
Potential difference between points 1 and 2: 


А=а(ф, — Ф) = qU. 
el Equating these expressions for work, we can find the magnitude of the 
€ctric field strength: 


RN (8.29) 
Ad 


(8.28) 


Fig. 125 
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In this formula, U is the potential difference between points J and 
2 connected by the displacement vector Ad, which coincides in direction with 
vector E (Fig. 125). 

Formula (8.29) indicates that the smaller the change in the potential over 
the distance Ad, the smaller the strength of the electrostatic field. If the 
potential does not change at all, the field strength is zero. 

Since the electrostatic field does positive work А = (фу = Ф) in 
displacing a positive charge in the direction of vector Ё, the potential фи 18 
higher than the potential ф›. Consequently, the electric field strength is 
directed towards decreasing potential. 

In a small region of space, any electrostatic field can be considered to be 
uniform. Therefore, formula (8.29) is valid for an arbitrary electrostatic field 
if the distance Ad is so small that the change in the field strength over this 
distance can be neglected. 

UNIT OF ELECTRIC FIELD STRENGTH. The SI unit of electric field 
strength is established with the help of formula (8.29) The electric field 
strength is equal to unity if the potential difference between two points 
separated by | m in a uniform field is 1 V. This unit has the dimensions of 
VOLT PER METRE (V/m). 

It was mentioned above that the field strength can be expressed in 
newtons per coulomb. Indeed, 


1 V/m = 1(J/C)-(1/m) = 1 (N- m/C)-(1/m) = 1 М/С. 


EQUIPOTENTIAL SURFACES. If a charge is displaced at right angles 
to the lines of force, the electric field does no work since the force is normal 
to the displacement. Consequently, if we draw a surface perpendicular to the 
lines of force at each point, no work is done when a charge is moved over 
such a surface. This, in turn, means that all points on the surface 
perpendicular to the lines of force have the same potential. Surfaces of equa 
potential are known as equipotential surfaces. " 

The equipotential surfaces of a uniform field are planes (Fig. 126). while 
the equipotential surfaces of the field of a point charge are concentric spheres 
e a Equipotential surfaces of the field of a dipole are given 01 

ig. 3 

Like lines of force, equipotential surfaces qualitatively cha 
spatial distribution of a field. The electric field strength vector is nor 


racterize the 
mal to 
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equipotential surfaces and is directed towards decreasing potential. For 
example, the potential of the field of a positive point charge decreases as we 
move away from the charge, and the field strength is directed away from the 
charge along the radii of the concentric spheres (Fig. 127). | | 
The surface of any conductor т an electrostatic field is an equipotential 
surface. Indeed, the lines of force are normal to the surface of the conductor. 
Moreover, not only the surface, but all points inside the conductor are also at 
the same potential. The field strength inside the conductor is zero, and hence 
the potential difference between any two points of the conductor is also zero. 


8.18. Measurement of Potential Difference 


The potential difference is measured with the help of an 

instrument called ELECTROMETER. Figure 129 represents an 

electrometer of a simple construction. Its main part is a light aluminium 
pointer fixed to a metallic rod with the help of a horizontal axle. The centre 
of gravity of the pointer is below the axle so that before measurements are 
taken, the pointer is in the vertical position. The rod and the pointer are 
enclosed into a metallic shell with an ebonite cork insulating it from the rod. 
The pointer is observed through a glass window. The electrometer resembles 
an electroscope, the only difference being that the former has a metallic shell. 
In order to measure the potential difference between two conductors, one 
of them is connected to the rod of the electrometer and the other to its shell. 
(If the potential of a body relative to the Earth has to be measured, the body 
is connected to the rod with a wire, while the shell is earthed.) Then the 
potential difference between the rod and the shell is the same as 
be measured. The electric field inside the electrometer depends о 
potential difference since no external electrostatic field of 
polarized bodies penetrates the metallic sh 
shielding). In turn, the forces actin 
by the field distribution inside the 


the one to 
nly on this 
charged or 
ell of the instrument (electrostatic 
g on the pointer are uniquely determined 
electrometer. To get an idea of the magni- 
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tude of the potential difference from the position of the pointer, the 
instrument must be graduated. For this we must find out which angles of 
deflection of the pointer correspond to known values of the voltage between 
charged conductors. 

Using an electrometer, we can easily prove by experiment that all points of 
a conductor have the same potential relative to the Earth. For this purpose, 
various parts of the conductor are connected consecutively by a wire to the 
rod of the electrometer whose shell is earthed (Fig. 130). The readings of the 
electrometer will not change. 


? 1. What is the expression for the potential of the field produced by 


a point charge? 

2. What is the relation between potential difference and electric field 
strength? 

3. What is meant by a unit potential difference of 1 V? 

4. What is the potential difference between two points of a charged 
conductor? 


Problems with Solutions 


While solving problems where the concept of electric field 
strength is used, you must be able to operate with formulas 
(8.10) and (8.15) which determine the force exerted on the charge by the 
electric field and the field strength of a point charge. The strength of the 
electric field produced by several point charges is equal to the geometrical 
sum of field strengths due to individual charges. Р 
The work done by the forces exerted оп the charge by the field as 
expressed in terms of the difference in potential energies of potential 
difference [formula (8.28)]. The potential of a uniform field is defined by for- 
mula (8.22), while the potential of the field produced by a point charge 15 
given by formula (8.26). 
While solving problems, you must bear in mind that all points of 


a conductor have the same potential and that the field strength inside it is 
zero. 
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1. Two identical positive point charges are at a distance r from each other in 
a homogeneous medium having a dielectric permittivity =. Find the electric field 
strength and potential at a point lying at the same distance r from the two charges. 

Solution. According to the principle of superposition, the required field 
strength É is equal to the geometrical sum of the field strengths due to each 
charge (Fig. 131). The magnitudes of the field strengths due to each charge 
are E,=E,=k|q|/er?. The diagonal of the parallelogram plotted on 
vectors Ё, and Ё, is the strength of the resultant field, whose magnitude is 
given by 


/3 3 
E - 2E, cos 30° = 2-141 | MEER 
er^ 2 er 


Potential ф is equal to the sum of potentials o, = kt created by each of 
r 
the charges: 


2 
фе Фф + ФК. 


2. А conducting sphere of radius г = 0.2 m is charged to a potential o = 3 x 105 V 
And placed in a dielectric with permittivity e = 27. Determine: (1) the charge q of the 
sphere; (2) the magnitude E of the electric field strength on its surface; (3) the magni- 
tude E, of the electric field strength and potential o, at a point lying at a distance 
7, — 10 m from the centre of the sphere; (4) the magnitude E, of the field strength and 
potential фо at the centre of the sphere. 


Solution. The electric field of the charged sphere outside it coincides with 
the field of a point charge. Hence 
wake, 8 ers 
er 
Consequently, 


1 
(1) 4= 7979 = 1.8 х 1074C; 


Е ви 


Fig. 132 


Fig 131. +19] «lal 
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(4) The charge q>0 is distributed uniformly over the surface of the 
sphere. Inside the conducting sphere, the field strength at any point is zero: 
E,=0. Therefore, the potentials of all points inside the sphere must be 
identical (and equal to the potentials of the points on the surface of the 
sphere): Фо = Ф. 


Exercise 9 


. A drop of liquid having a mass of 2 x 10~° g is in equilibrium in 


a vertical downward electric field of strength 1.3 x 10* Vm. Find the 
charge of the drop and the number of excess electrons on it. 


. Plot the magnitude of the electric field strength of a conducting 


charged sphere as a function of the distance írom its centre. 


. Why does an electrostatically charged comb attract neutral pieces of 


paper? 


. An electric charge q, > 0 is moved over a closed path ABCDA in the 


field of a point charge q, > 0 (Fig. 132). On what segments is the 
work of the field done in displacing the charge positive? negative? 
equal to zero? What is the change in the potential energy of the 
system? What is the total work done in displacing the charge? 


. An electron moving in an electric field passes from one point to 


another point whose potential is 1 V higher. What is the change in 
the kinetic and potential energies of the electron? 


. Point charges q, » 0 and 4, > 0 are located at two vertices of an 


equilateral triangle with side г. Find the magnitude of the electric 
field strength at the third vertex if the permittivity of the medium 15 
= 


. The potential of an electrostatic field increases in the upward 


Rr Р ded ? ? 
direction. What is the direction of the electric field vector: 


- The potential difference between two points lying on the same line of 


force at a distance of 3 cm is 120 V. Find the electrostatic field 
strength if the field is known to be uniform. 


. Construct equipotential surfaces of an infinite conducting uniformly 


charged cylinder. 


. An electron moving in an electric field has increased its velocity 


from v, = 1 x 10’ m/s 10 v, = 3x 107 m/s. Determine the potente 
difference between the initial and final points of the electron path. 


The ratio of the electron charge to its mass is ejm = 1.76 X 
10"! C/kg. 
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8.1 9. Capacitance. Units of Capacitance 


Irrespective of the way in which a charge is imparted to 

a body by friction, with the Wimshurst machine or a voltaic 
cell, the initially neutral bodies are charged due to the transfer of a certain 
number of charged particles from one body to another. Usually these 
particles are electrons. 

Let us clarify the question important for practical applications: under 
what condition can a large electric charge be accumulated on conducting 
bodies? 

When two conductors are electrostatically charged (for example, from the 
Wimshurst machine), one of them acquires a charge + |q| and the other 
—|q|. An electric field emerges between the conductors, and a potential 
difference (voltage) appears. With increasing voltage, the electric field 
between the conductors becomes stronger. 

In a strong electric field (at a high voltage), a dielectric (е. g., air) becomes 
à conductor. The so-called "breakdown" of the dielectric is observed: a spark 
is struck between the conductors (Fig. 133) and they are discharged. The 
slower the rate at which the voltage between the conductors grows, the 
larger charge can be accumulated on them. 

CAPACITANCE. Let us introduce a physical quantity characterizing the 
ability of two conductors to accumulate electric charge. This quantity is 
known as ELECTRIC CAPACITANCE. 

The voltage U between two conductors is proportional to the electric charge 
on the conductors ( + |q | on one of them and — |q | on the other). This follows 
from the principle of superposition. If the charges are doubled, the electric 
field strength becomes twice larger. Consequently, the work done by the field 
in displacing a charge (and hence the voltage) also increases twice. Therefore, 
the ratio of charge q of one of the conductors (the magnitude of the charge 
on the other conductor is the same) to the potential difference between the 
two conductors does not depend on the charge. It is determined only by 
geometrical sizes of the conductors, their shape and mutual arrangement as 


Fig. 133 
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well as by the electric properties of the surrounding medium (permittivity £). 
This allows us to introduce the concept of electric capacitance of two 
conductors. 

The capacitance of two conductors is the ratio of the charge of one of 
them to the potential difference between these conductors: 


zd. 8.30) 
Cc T ( 

The lower the voltage U created as a result of imparting charges + 191 
and —|q| to the conductors, the larger their capacitance. Large charges can 
be accumulated on conductors without causing a dielectric breakdown. The 
capacitance itself, however, does not depend on the charges imparted to the 
conductors or on the voltage emerging as a result. 


Sometimes we speak about the capacitance of a single conductor. This makes 
sense if the conductor is isolated, i.e. located at large distances from other conductors. 
For example, we may speak of the capacitance of a conducting sphere. It is assumed 


in this case that the role of the other conductor is played by remote objects around 
the sphere. 


UNITS OF CAPACITANCE. Formula (8.30) allows us to introduce the 
unit of capacitance. 

The electric capacitance of two conductors is equal to unity if the potential 
difference of 1 V appears between "ie when charges of +1 C and — 1C 
are imparted to them. This unit is called a farad (Е). 1 F21C/V. 

Since the charge of 1 C is very large, the capacitance of 1 F is very large 
too. Therefore, the fractions of this unit are used in practice: microfarad (pF) 
equal to 107 F and picofarad (pF) equal to 10712 Е. 


8.20. Capacitors. Capacitance of a Parallel-plate 
Capacitor 


Systems of two conductors, called capacitors, have a high 
capacitance. A capacitor is a system of two conductors 
Separated by a dielectric layer whose thickness is small in comparison with 
the size of the conductors. The conductors are called the CAPACITOR PLATES. 
A simple parallel-plate capacitor consists of two identical parallel plates 
separated by a small distance (Fig. 134). If the charges of the plates are equal 
and unlike, the lines of force of the electric field originate on the positively 
charged capacitor plate and terminate on the negative plate. Therefore, 
almost the entire electric field is concentrated inside the capacitor. 
The electric field of a spherical capacitor consisting of two concentric 
Spheres is concentrated completely between the spheres. 
In order to charge a capacitor, its plates must be connected to the poles of 
à source of voltage, e.g. to the poles of a battery of accumulators. We can 
also connect one plate to a pole of a battery with the other pole being 
earthed, and earth the other plate. Then the charge remaining on the earthed 


plate will be equal and unlike to the charge of the other plate. The charge of 
the same magnitude Passes to the earth. 
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The charge of a capacitor is assumed to be equal in magnitude to the charge 
on one of its plates. 

The capacitance of a capacitor is defined by formula (8.30). 

The electric fields of surrounding bodies practically do not penetrate inside 
a capacitor and do not affect the potential difference between its plates. 
Therefore, the capacitance of the capacitor virtually does not depend on the 
presence of other bodies in its neighbourhood. 

The first capacitor, called the Leyden jar, was constructed in the middle of 
the 18th century. It was found that a nail immersed into a glass jar 
containing mercury stores a large electric charge. In such a capacitor, 
mercury served as a plate and the palms of an experimenter holding the jar 
as the other plate. Later, the two plates were manufactured of thin brass or 
tin foils. 

CAPACITANCE OF A PARALLEL-PLATE CAPACITOR. Let us 
calculate the capacitance of a parallel-plate capacitor. We denote the surface 
area of each plate by S and the separation between the plates by d. To use 
formula (8.30) for calculating the capacitance, we must express the potential 
difference U in terms of charge q. This potential difference is determined by 
the strength E of the field, which depends on the charge of capacitor plates. 

The field strength E, due to one of the plates is calculated by formula 
(8.16). The field strengths of the positive and negative plates are equal in 
magnitude and have the same direction inside the capacitor. Therefore, the 
magnitude E of the resultant field strength is equal to the sum of the magni- 
tudes of the field strengths of the two plates: 


4 
E=2E, =k "19 à 


The formula for the capacitance can be written in a more compact form if 
we use its expression (8.6) instead of the coefficient k: К = 1/(4лє,). Then, 
considering that the surface charge density c = q/S, we obtain 


CCD 


Fig. 134 
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Consequently, U = Ed = 44 /(885). | Р 
Substituting this expression into (8.30) and cancelling out q, we obtain the 
formula for the capacitance of a parallel-plate capacitor: 


EgES 
d 


This formula shows that the capacitance of the capacitor depends on the 
geometrical factors, viz. the area of the plates and their separation, as well vn 
on the electric properties of the medium. It does not depend on the materia 
of the conductors: the capacitor plates can be made of iron, copper, alumin- 
ium, etc. 

Let us verify experimentally the theoretically obtained formula (8.31). For 
this we take a capacitor whose plate separation can be varied and an 
electrometer with the earthed shell (Fig. 135). We connect the shell and rod 
of the electrometer with the capacitor plates and charge the capacitor. For 
this we can touch the capacitor plate connected to the rod with = 
electrostatically charged rod. The electrometer will indicate the potentia 
difference between the plates. : 

Moving the plates apart, we see that the potential difference lenge 
According to definition (8.30) of capacitance, this points to its decrease. x 
formula (8.31), the capacitance must indeed decrease with increasing 
separation of the plates. the 

Placing a plate made of a dielectric, say, organic glass, between 9 
capacitor plates, we shall observe a decrease in the potential difference. 
Consequently, the capacitance of the capacitor must increase. icd 

The separation d of the plates can be very small, while the area S ls - 
permittivity = quite large. Therefore, a capacitor may have à Ls 
capacitance even if its size is small. However, a parallel-plate capac} pn 
having a capacitance of 1 F should have the area of plates 5 = 100 km” а 
the plate separation of 1 mm. 

MEASUREMENT OF PERMITTIVITY. The dependence of us 
capacitance of a capacitor on the electric properties of a substance penyen 
its plates is used for measuring permittivity of substances. For this zie 
necessary to determine experimentally the ratio of the capacitance о 


C= (8.31) 


Fig. 136 
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Fig. 137 


capacitor with the dielectric plate between the plates (C) and without it (Со). 
It follows from formula (8.31) that the permittivity is 
C 
== Gy 

TYPES OF CAPACITORS. Capacitors have different construction 
depending on their duty. An ordinary paper capacitor used in pd 
engineering consists of two strips of aluminium foil, insulated from eac 
other and from the metallic shell by paper bands impregnated by paraffin. 
The strips and bands are coiled into a small-size tube. | 

In radio engineering capacitors of variable capacitance (Fig. 136) are 
widely used. Such a capacitor consists of two systems of metallic plates. One 
System can be inserted in the gaps between the plates of the other system by 
rotating a handle. Thus the area of overlapping parts of the plates can be 
varied, and hence the capacitance too. In this type of capacitors, air is used 
as a dielectric. . 

In so-called electrolytic capacitors (Fig. 137), the capacitance can be 
considerably increased as a result of decreasing the separation between the 
plates. In this type of capacitors the dielectric is a thin oxide film coating one 
of the plates (foil strip. The second plate is paper impregnated by the 
solution of a special substance (electrolyte). 


8.21 e Energy of Charged Capacitor. Application 
of Capacitors 


THE ENERGY OF A CHARGED CAPACITOR. In order 

to charge a capacitor, the work on separation of positive and 
negative charges should be done. According to the energy conservation law, 
this work is equal to the energy acquired by the capacitor. 

The fact that a charged capacitor has an energy like any other system of 
charged bodies can be verified by discharging the capacitor through a circuit 
containing an incandescent lamp designed for a voltage of several volts 
(Fig. 138). When the capacitor discharges, the lamp glows brightly. The 


energy of the capacitor is transformed into other forms: thermal and light 
energy. 
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Fig. 138 


Let us derive th 


Suppose that the strength of the field produced by the charge on one P nem 
E/2, where E is the field Strength in the capacitor (see Sec. 8.20). The с other 
4 distributed over the surface of one plate is in the uniform field of the of 
plate (Fig. 139). According to formula (8.20) for the potential energy 

a charge in a unifo 


E 
Wr 
m 

where q is the capacitor charge and d is the separation of the plates 


А s Fa ai : the 
Since Ed = U is the potential difference between the capacitor plates, 
energy of the capacitor is given by 


Р (8.32) 


(8.33) 
A 
2 


Р ; ing the 
This energy is equal to the work done by the electric field in moving 
plates towards each other till they come in contact. 


ith 
Replacing in formula (8.33) either the potential difference or E CER 
the help of expression (8.30) for the capacitance of a capacitor, we 
wa qd cu (8.34) 
в Oe 2 itor 
o 
We can prove that these formulas are valid for the energy of any capac! 
and not only a parallel-plate one, 
as 


5 ese 
energy of each element is AW, = Aq(E/2)d. Summing up th 
). 


Fig. 139 


ith the short- 
D. In accordance wi — 
F ELECTRIC FIELD. te 
ate bc energy of interaction — ee hen 
concentrated in the electric field of these epe i m api len 
expressed in terms of the basic characteristic о Be is c bei 
la us substitute the expression for the Sapan the potential difference 
capacitor [see (8.31)] into formula (8.34) and m Md iE 
in this formula in terms of the field strength: U — Ed. 
Capacitor has the form | 3 
w CU? _ воёб Е?1? _ us 
f : | in the energy 
i obtain the 
Dividing (8.35) by the volume Sd occupied by the field, we 
Per unit volume, i.e. energy density: 
(8.36) 
£o EE? 
м, = 7 


РР (8.35) 


| Га parallel-plate 
This formula is valid not only for ike dl ipee the 
Capacitor, but for any other electrostatic fie s to be valid for varying 
obtained expression for the energy density prove itor is 
electric fi . aom i 
APPLICATION OF CAPACITORS. The energy | joules Besides, it 
normally not very high (not higher than hundr leakage. For this reason, 
cannot be stored for a long time because of wp eim ds as sources of 
charged capacitors cannot replace, for example, a ractical 
electri Š 
Te Pd mean, however, that capacitors have a PY енне 
application as accumulators of energy. They for quits a long time, but 
Property. A ‘capacitor may accumulate energy * it releases energy almost 
uring a discharge through a low-resistance pem | for practical purposes. 
instantaneously, This property is widely use the discharge current. of 
flash-lamp used in photography operates on. ] battery. The excitation 
а Capacitor which is preliminary charged by a specia 


y : ith the help of gas- 
9! quantum Sources of light, viz. lasers, is ud denm of a capacitor 
discharge tubes which burst as a result of the 
battery of a high capacitance. 
But the 


А Я іо engineering. 
broadest field of application of capacitors is radi 
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i i ai ing voltage by 
Capacitors are used in various electric curcuits to obtain pee Аси a 
changing a charge. High-capacitance capacitors are qe е 
release large charges without a noticeable change in voltage. 


A ed 
iti i arge be accumulate 
1 1. Under which condition can a large electric charge E 


on a conductor? 5 
- What is called the capacitance of two conductors? a ная 
Why is the concept of capacitance inapplicable to 
What does capacitance depend on? | 
. Give the definition of the unit of capacitance. T——! 
. Write the expression for the capacitance of parallel-plz 
- What is the energy of a capacitor equal to? 
. List the main applications of capacitors. 


оо MON tA RS IS 


Problems with Solutions 


: ; in 

Capacitance is the last topic in electrostatics. While EE 

problems, you may require the concepts and a Te 

branch of electrostatics, viz. the law of electric charge contemn 4 aa 

concepts of field strength and potential, the behaviour of condua energy 

electrostatic field, the effect of dielectrics on the field, and Г problems 

conservation law for electrostatic phenomena. The solution of ees idea 
involving capacitance will not present any difficulty if you have a clea 

about all basic concepts of electrostatics. ance are the 

The main formulas required for solving problems on (eee oe of 

definition (8.30) of capacitance and the expression (8.31) for capaci 

a parallel-plate capacitor, 

1. The capacitance of a 

plates if the potential diffe; 


Solution. Accordin 
C=q/U. Hence the 


ach of its 
capacitor is C= 5 pF, Determine the charge on each 
тепсе across them is И = 1000 V. tor is 
Р Р cl 
g to formula (8.30), the capacitance of a capa 
charge of a plate is q=CU, 
4=5 х 10712 x 1000 C=5x 10-9 C. 
2. Determine the capacitance of 


Fig. 140. (In a parallel connection 
capacitors are connected pairwise.) 


Solution. The potential differenc 
for both capacitors. If the char: 
second is q, then their total he total 
С=4/0=(0,+4)/0. Since C,=4/U and C,=42/U, th 
Capacitance of two parallel-connected capacitors is (8.37) 

C=C, C, 
3. Two capacitors with ca; 


f : d i he ne 
Determine the Capacitance of the capacitor bank. (In series d capa 
charged plate of the first capacitor is connected to the plate of the 5 

carrying a positive charge of the same magnitude.) 


s shown In 


the parallel-connected capacitor lates of the 


positively and negatively charged p 


" Fig. | 
Pacitances C, and C, are series-connected ( gatively 
citor. 
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#91-41 


Fi 
ig. 140 EN, Ta] 


Fig. 141 alba АЕ 


Fig. 142 


Solution. In the case of a series connection of capacitors their charges are 
equal. Indeed, if the charge of the first plate of the first capacitor is + 141, 
the charge — |4 | appears on its opposite plate. Since the wire between the 
capacitors and the plates connected by it are on the whole electrically 
neutral, the inner plate of the second capacitor acquires the charge + 141. 

he total capacitance of series-connected capacitors is € - 4/(Ф1 = Qa), 
Where o, and Ф are the potentials of the outer plates. The capacitances of 
the capacitors are С, = q/(, — $’) and С, = 4/(ф' — 92), where Q' are the 
Potentials of the inner plates of the capacitors. We find the reciprocal values 
of the capacitances: 


l Гофф -p 99-9; 1! 
* + - : 
C, С, q q q C 


Neu in a series connection of capacitors the reciprocal value of the 
6 Pacitance of a capacitor bank is equal to the sum of the reciprocal values 
capacitances of separate capacitors 


i. i 
uc Vp. (8.38) 


Exercise 10 | 

1. Determine the capacitance of a parallel-plate capacitor whose plates 
are two foil strips having an area 5 = 0.4 m? each and separated by 
paraffin paper (є = 2.2) having a thickness d — 0.08 тт. 

2. The potential difference across the capacitor plates described in the 
preceding problem has changed by 175 V. Determine the change in 
the capacitor charge. р а Е 

3. The charge of а parallel-plate capacitor with a mica dielectric is 
27x 107 * C. The area of each plate is 2500 cm?. The dielectric 
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permittivity of mica is 7. Calculate the field strength in the dielectric. 
4. An electron having a velocity of 2 x 107 m/s flies into the space 
between the plates of a parallel-plate capacitor so that its velocity 
vector is parallel to the plates. By what distance is the electron 
displaced towards the positive plate during its motion within the 
capacitor if its capacitance C — 0.885 pF, the length of the capacitor 
plates is 0.05 m, and the potential difference across the plates is 

200 V? The surface area of the capacitor plates is 5 = 0.002 m?. The 

charge-to-mass ratio for the electron is 1.76 x 10!! C/kg. Г 

A parallel-plate capacitor is charged with the help of a source having 

a voltage U — 200 V and then disconnected from the source. What 

will be the voltage U, across the plates if their separation is 

increased from d = 0.2 mm to d, —0.7 mm, and the space between 

the plates is filled with mica. The permittivity of mica, is == 7. 

6. Find the capacitance C of a capacitor if the area of its plates is 5, 
the distance between them is | and а metallic plate of thickness 
d and parallel to the plates of the capacitor is inserted into it 
(Fig. 142). 

7. What will be the change in the energy of a charged capacitor 
disconnected from a source if the space between its plates is filled 
with a dielectric having a permittivity = = 3? 1 

8. Find the energy density of the electric field of the capacitor 
described in Problem 4. 


м 


Main Points of Chapter 8 


According to Coulomb's law fixed point charges q, and d2 
interact in vacuum with the force 


F=k la 1142 
T 


where the coefficient k —9 x 10° N-m?/C2, 
coulombs. 


In a closed system of charged particles, the electric charge is conserved. 
Charges interact via the electric field. The field strength Ё determines the 
force acting оп a charge: Ё = qE. The strengths of the fields produced by 
individual charges are added geometrically (principle of superposition). 
The electric field strength of a point charge in vacuum is given by 


[41 
= к. 
Е 2 


The charges are measured in 


The field strength for a plane is Е= k2x|o|, where с is the surface 


charge density. 
Conductors contain free electric charges. The field strength and the charge 


inside a conductor are zero (in electrostatics). — 
uo dielectrics, charges are bound inside individual atoms ог molecules. 
A homogeneous dielectric weakens the field by a factor of e, where є is the 
dielectric permittivity. . А 

The к field is а potential field: its work does not depend on te 
shape of the path of a charge and is equal to the change in the potentia 
energy with the minus sign: A = = AW. 
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The potential energy of a charge in a uniform field is W, = qEd, where d is 
the distance from the plane on which the potential energy is assumed to be 
zero. 

The electric field potential is the ratio of the potential energy of a charge 
in the field to this charge: 

ques Е . 
d Е 

The potential difference (voltage) between two points is equal to the ratio 
of the work done in displacing a charge from the initial to the final point to 
this charge: U — 9, — Ф = 4/4. The potential difference is expressed in 
volts: 1 V 2 1 J/I C. Potential of a point charge in vacuum 15 

g=k a 
T 
The field strength is connected with the potential difference through the 
following relation: 
U 
Ad , 
where U is the potential difference between two points lying on the same line 
of force at a small distance Ad from each other. 


The ability of conductors to store electric charge is characterized by 
electric capacitance. The capacitance of two conductors is given by 


E= 


q 
c=—, 
U 
where q is the charge of one of the conductors (the other conductor bears the 
charge of the opposite sign), and U is the potential difference between the 
conductors. 
Capacitance is expressed in farads: 


1 F=1 СЛУ. 


Large charges can be stored in capacitors, viz. systems of two conductors 
whose size is much larger than their separation. 
The capacitance of a parallel-plate capacitor is given by 


EgES 
ue D 
where S is the area of the plates, d is their separation, and £ọ = 1/4xk is the 
electric constant. 


The energy of a charged capacitor is W, = qU /2. The electric field energy 
density is given by 


£9 E? 
GRE iy 
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We devoted a considerable space of the book to consider only the simplest 
special case of fixed charged bodies, viz. electrostatics. It may appear that it 
does not deserve so much attention. But it does! We have introduced the 
basic concepts used throughout electrodynamics: electric charge. electric 
field, potential and potential difference, capacitance and energy of electric 
field. It is easier to elucidate the meaning of these fundamental concepts in 
a simple particular case than in the general case of moving charges. 


We now go over to studying electromagnetic processes observed during 
the motion of charged particles. 


DIRECT CURRENT 


9.1 о Electric Current 


During the motion of charged particles electric charge is 

transferred from one site to another. If, however, charged 
particles are in random thermal motion like, for example, free electrons in 
à metal, no charge transfer is observed (Fig. 143). An electric charge is 
transferred through the cross section of a conductor only if electrons take 
part in ordered motion in addition to chaotic movement (Fig. 144). In this 
Case, ELECTRIC CURRENT is said to set in in the conductor. 

It was mentioned in the course of "Junior Physics" that electric current is 
the ordered (directional) motion of charged particles. 
emerges during the displacement of free electrons in a metal or ions in 
electrolytes. 

If, however, a neutral (on the whole) body is displaced, no electric current 
appears in spite of the ordered motion of a huge number of electrons and 
atomic nuclei. The total charge transferred through any cross section of the 
conductor is zero in this case since unlike charges are moved with the same 
average velocity. A current appears in a conductor only if the positive charge 
transported through the conductor's cross section during the motion of 
charges in one direction is not equal in magnitude to the negative charge. 

Electric current has a certain direction. The direction of current is defined 
as the direction of motion of positively charged particles. If a current is 
formed by the motion of negatively charged particles, it is assumed that its 
direction is opposite to the direction of motion of particles. 

EFFECTS OF CURRENT. We cannot observe directly the motion of 
particles in a conductor. However, the presence of electric current is 
manifested in effects and phenomena accompanying the current. 

First, a current-carrying conductor is heated. 


Ð Such a choice of the direction of current is not very convenient 
since in most cases the current is the motion of electrons, viz. negatively charged 
particles. This direction of current was chosen when the existence of free electrons in 
metals was unknown. 
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Fig. 144 | 
Fig. 143 | | — 
i change the chemical compos id 

oe y^ eo т = its chemical components ong on s: 

a conductor, em solution and so on) The processes of m sb 

obse. i T certain conductors like solutions (or melts) of elec d 

E c Fols exerts a force on neighbouring currents = Met 

listen This effect is known as the magnetic effect. For example, (M eae 

needle turns in the vicinity of a current-carrying пав il mit 

chemical and thermal effects of current, the magnetic я The 
nature since it is observed for all conductors withou 


i elts of 
chemical action of current is observed only for ае абе (Sec. 9.5). 
electrolytes, while heating does not take place in superconduc 
CURRENT. If an electric 


А > "ri electric 
current is sustained in a circuit, "^ "i the 

charge is continuously transferred through the cross vade ove 

conductors. The charge transported per unit time is the main i. c Aq is 

characteristic of the current and is known as CURRENT. Ifa Z сз ie 

transferred through the cross section of a conductor in time At, 
а" 


(9.1) 
At ` — 
, ansferred thro 
Thus, the current is equal to the ratio of the charge Aq quus time: If 
the conductor cross Section during the time interval Ar to DIRECT 
à current does not change with time, it is called CONSTANT, or 
current. 


В А itive ог 
Like charge, current is à Scalar quantity. It can be either posi 
negative. The sign of the 


SES the 
Y chosen positive direction along 
conductor. Otherwise, 7 <0, 
e current depends on the 
number density of particles, the v 
Cross-sectional area of the condi 


e 


article, the 
Charge transported by each — e 
elocity of their directional motion, 
uctor. Let us prove this. 


D For details, the textbooks on 


"Inorganic Chemistry". 
2 


Fig. 145 


Suppose that the cross-sectional area of a conductor is S. For the positive 
direction, we choose the direction from left to right. The charge of each 
particle is go. The number of particles contained in the volume of the 
conductor bounded by sections 1 and 2 is nS AL, where n is the number 
density of particles (Fig. 145). The total charge of these particles = 
qonS AL If the particles move from left to right at an average velocity v?), all 
particles contained in this volume will pass through section 2 in time At — 
Al/v. Therefore, the current is 


4 _ qonvS Al 
д Al 


In SI, current is expressed in amperes (A). This unit is established from the 
magnetic interaction of currents. Current is measured by the instruments 
called AMMETERS. The operational principle of these instruments is based 
on the magnetic effect of current and will be described later. 

THE VELOCITY OF ORDERED MOTION OF ELECTRONS IN 
A CONDUCTOR. Let us determine the velocity of ordered displacement of 
electrons in a metallic conductor. 

According to formula (9.2), we have 


JH 

enS ` 

where e is the magnitude of the electron charge. Let, for example, the current 
I be equal to 1 A, and the cross-sectional area of the conductor be S = 10 
m?. The magnitude of the electron charge is e = 1.6 х 107!? C. The number 
of electrons in one cubic metre of copper is equal to the number of atoms in 
this volume since one of the valence electrons in each copper atom is 
collectivized and becomes free. This number is п= 8.5 x 102% m^? (see 
Problem 7 in Ex. 1). Consequently, 


1 
1.6: 10719 х 8,52e 1028 310 8 
The velocity of ordered motion of electrons appears to be very small. 


= qo IWS. (9.2) 


ПЕ 


lvl 


m/s =7 x 1075 m/s. 


9.2. Conditions Required for the Existence of 
Electric Current 


To generate and maintain a direct electric current in 

a substance, the presence of free charged particles is required 
above all. If positive and negative charges are bound in atoms or molecules, 
their displacement would not lead to an electric current. 

However, the presence of free charges is insufficient for the current to 
appear. To create and sustain an ordered motion of charged particles, a force 
acung on them in a certain direction is required. If this force ceases to act, 
the ordered motion of charged particles will stop due to the resistance 


P? To be more precise, v is the 


T To b projection of the average velocity 
onto the positive direction along the conductor. 
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Fig. 146 


offered to the motion 
by neutral molecules 


. As is well known, an electric field acts 
F = дЕ. Normally, the electric 


: als or 
by the ions constituting the crystal lattices of metals 
of electrolytes, 


on charged particles with the ae 
field in the conductor is just the AD 

creating and sustaining the ordered motion of charged particles. The ele are 

field is zero inside à conductor only in the static case when the charges 4 

at rest. 


i : ; 4 ctor. 
t is sustained in the condu 


Suspend it in 


т i he 
ge. The potential of the segments of the stick relative to t? 
Earth can be registered with the 


Е he 
a help of the strips of tin foil fixed to ts 
Stick. We earth one pole of the machine and connect the other pole to 
end of the conductor (stick). The ci 


Fore e 
expected for charges in equilibrium. If W 
now earth the other end of the sti 


will change. (The earthing of the conductor makes the 
circuit closed since the Earth is a 


Е 
the machine indicate 
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Fig. 147 


What is called the electric current? " 
. Which direction of current is taken as positive? , " 
. What conditions are required for the existence of electric current? 


wry 


9.3. Ohm’s Law for a Conductor. Resistance 


VOLTAGE-CURRENT CHARACTERISTIC. It was 

established in the preceding section that to sustain a current 
in a conductor, it is necessary to create a potential difference across its ends. 
The current in the conductor is determined by this potential difference. The 
larger the potential difference, the higher the electric field strength in the 
conductor, and hence the higher the velocity of directional motion acquired 
by charged particles. According to (9.2), this points to an increase in the 
current. 

For each conductor (solid, liquid, or gaseous) there exists a certain 
dependence of the current on the applied potential difference. This 
dependence is expressed by the so-called = VOLTAGE-CURRENT 
CHARACTERISTIC OF THE CONDUCTOR. It is obtained by measuring the 
current in the conductor at different values of the voltage. The knowledge of 
the voltage-current characteristic is very important for the analysis of 
phenomena involving the passage of current. 

OHM'S LAW. The voltage-current characteristic for metallic conductors 
and electrolyte solutions has a simple form. This dependence (for metals) was 
established for the first time by the German scientist G. OHM. For this reason, 
the dependence of current on voltage is known as Ohm's law. This law was 
described in detail in the course of "Junior Physics", but it is so important 
that it deserves a more detailed discussion. 

In the subcircuit Shown in Fig. 148, the current is directed from point 1 to 
point 2. The potential difference (voltage) across the ends of the conductor is 
U = 9, — Ф. Since the current is directed from left to right, the electric field 
strength has the same direction, and @, >). 
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Georg Simon Ohm (1787-1854) was n 
outstanding German  physicist. e 
worked as a school teacher. Onm 
discovered the law connecting the 
current and voltage in a conductor as 
well as the law determining the current 
in a closed circuit He himself made 
sensitive instruments for measuring 
current. As a source of voltage. Ohm 

used a thermocouple, viz. two Leite 
| made of different metals and solden 
| together at the ends. By mos a 
temperature difference of the sol = 
joints, Ohm varied the voltage which ee 
Proportional to this ange 
difference. Besides, he determined ue 
dependence of the resistance | x. 
а conductor on Из length ап 
cross-sectional area. 


According to Ohm's law, the current in a conductor is directly 
proportional to the applied vol 


tage U and inversely proportional to the 
resistance R of the conductor: 


1-5. (9.3) 


Although this law has a very Simple form, its experimental verification 
presents considerable difficul 


В ts 
ties. As a matter of fact, even at large curren 
the potential difference acros: 


i iz. 
for measuring voltage, rE 
W, and hence such instruments canno 


Fig. 148 
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io. e w— f 
practice, the instrument is graduated so that it directly indicates voltage 
volts. o р 
RESISTANCE. Resistance is the basic characteristic of a epe m Eos 
quantity determines the current in the conductor ata qe beri = 
resistance of a conductor is a measure of counteraction E ^ pede 
the current through it. The resistance can be determined wi e tee 
Ohm's law (9.3): R — U/I. For this purpose, we must measure 
and the current. | . . 
The resistance depends on the material of which the eiiis ges 
and on its geometrical dimensions. The resistance of a conductor 
à length | and the cross-sectional area S is 


1 
R=p uw 
Where p is a quantity depending on the kind of the substance and its p 
(above all, the temperature). This quantity is known as the apnd аф = 
Conductor. The resistivity is numerically equal to the resis m 
а conductor of cubic shape with an edge rd i m, 4 the current is 
along the normal to two opposite faces of the cube. : . 

The unit of resistance is established on the basis of Ohm's law Pp 
called the ohm. A conductor has a resistance of 1 Q if the current in it is 
for a potential difference of 1 V. m» А 

The ym of resistivity is 1 Q-m. The resistivity of metals is very low. 
Dielectrics have a very high resistivity. Resistivities of - materials are 
compiled in tabular form on the end sheet of this boo А : 

THE IMPORTANCE OF OHM'S LAW. Ohm's law determines the 
current in an electric circuit for a given voltage and known resistance. Thus, 
it allows us to calculate thermal, chemical and magnetic effects since they are 
determined by the current. It follows from Ohm's law that it is dangerous to 
close an ordinary lighting system by a small-resistance conductor. According 


to (9.3), the current will then be so large that this may lead to serious 
consequences. 


9.4. Temperature Dependence of the Resistance 
of a Conductor 
The resistance of a conductor varies with temperature. This 


can be verified by passing a current from an accumulator 
through a steel spiral heated in the flame of a burner. An ammeter in the 


circuit will indicate a decrease in the current with increasing temperature. 
If the resistance of a conductor is Ко at 0°C and В at a temperature t, 


experiments show that the relative change in resistance is proportional to the 
change in temperature t: 


R-R, 
Ro i (9.4) 


The proportionality factor о is known as the TEMPERATURE COEFFICIENT 
OF RESISTANCE. It characterizes the temperature dependence of the resistance 
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i is i ; equal to 
f a material. The temperature coefficient of resistance is ipie i is 
the relative change in the resistance of a ки а nt Piy ales 
tallic conductors, œ > 0 and varies slightly м 
ue Ber E eee, i all, the temperature coefficient 
rature. If the range of temperature is small, E 
ae iaa can be assumed to be constant and equal to the mean value 
this temperature interval. For pure metals, a = 1/273 К". — 
The resistance of electrolyte solutions decreases (and not к Nen 
temperature. For these conductors, œ <0. For example, © = — 0.02 
a 10%-solution of common salt. Va 25 
"us geometrical dimensions of a conductor change iss ag an 
heating. Its resistance mainly changes due 10 a change in nu pies 
find the temperature dependence of resistivity by substituting into 


(9.4) the values Ко — pol/S and R=pl/S. Аз a result of calculations, we 
obtain 


P= po(1 + а). P 


Since o changes with temperature insignificantly, we can assume that the 
resistivity linearly depends on the temperature (Fig. 149). T 
Although the coefficient o is quite small, it is necessary to take in 
account the temperature dependence of resistance in designing heating 


Я Е + of 
devices. For example, the resistance of the tungsten filament 
a conventional lam 


P increases more than tenfold when a current is passed 
through it. all 
Some alloys, like the copper-nickel alloy Constantan, have a very sine 
temperature coefficient of resistance: à 107 5 K^ !, The resistivity A 
Constantan is very high: p = 107 5 O.m, Such alloys are used for manufeo 
turing standard resistances and series resistances for measuring instrumen z 
i.e. when it is required that the resistance must not change noticeably W 

temperature variations. 


The temperature de 


a platinum wire the temperature dependence of whose resistance is well 
known. The variation : 
resistance which can be measured. Such thermometers make it possible = 
measure very low as well as very high temperatures for which ordinary 
thermometers are unsuitable, 


р 
р 
$ 
Es. 
x 
0 7 012345 
Fig. 149 Fig. 150 
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9.5. Superconductivity 


In 1911, the Dutch physicist H. Kamerling-Onnes discovered 

a wonderful phenomenon, viz. SUPERCONDUCTIVITY. He 
found that when mercury was cooled in liquid helium, its resistance first 
varies gradually, and then, at a temperature of 4.1 K, sharply drops to zero 
(Fig. 150). This phenomenon was called superconductivity. Later, many 
other superconductors were discovered. . 

Superconductivity is observed at very low temperatures not exceeding 
25 K. The table on the end sheet gives the values of the temperatures of 
transition to the superconducting state for several substances. | 

If current is generated in a circular conductor in the superconducting state 
and then the current source is eliminated, a constant current continues to 
flow for an infinitely long time. On the other hand, in an ordinary 
nonsuperconducting conductor the current rapidly attenuates under similar 
conditions. 

Superconductors have found a wide practical application. High-power 
electromagnets with superconducting windings are being constructed, which 
produce a magnetic field over long time intervals without energy 
expenditures, since no heat is liberated in the superconducting winding. 

It is impossible, however, to obtain as strong magnetic field as desired 
with the help of a superconducting magnet. A very strong field destroys the 
superconducting state. Such a field may be produced by the current in the 
superconductor itself. Therefore for every conductor in the superconducting 
state there exists a critical value of the current which cannot be exceeded 
without violating the superconducting state. 

Superconducting magnets are used in accelerators of elementary particles, 
and MHD (magnetohydrodynamic) generators which transform the 
mechanical energy of an incandescent ionized gas jet moving in a magnetic 
field into electric energy. 

If superconductivity could be obtained at nearly room temperatures, an 
important engineering problem, viz. a loss-free energy transmission along 
wires, would have been solved. Physicists are working at this problem now. 

Superconductivity can be explained only on the basis of the quantum 
theory. The explanation was proposed only in 1957 by the American 
scientists J. Bardeen, L. Cooper and J. Schrieffer and by the Soviet 
Academician М. М. Bogolyubov. 


9.6. Electric Circuits. Series and Parallel 
Connection of Conductors 


Energy can be transmitted from a current source through 

| wires to devices like an electric bulb, electric motor, radio set 

etc., which consume this energy. For this, electric circuits of various degrees 
of complexity are constructed. An electric circuit contains a power source 
the devices consuming electric energy, connecting wires and switches for 
connecting the circuit. Electric circuits often contain measuring instruments 
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i i ircuits, viz. ammeters 
intended to control current and voltage in various subcircuits, viz. amn 
and voltmeters. 


1 ction of 
The simple and most frequently encountered types of connectio 
conductors are SERIES and PARALLEL CONNECTION. " — 

SERIES CONNECTION OF CONDUCTORS. In the series ud 
an electric circuit is not branched. AII conductors are connected нан ee 
one after another. Figure 151 shows the series connection of two con 


indings 
1 and 2 having resistances R, and R,. These can be two bulbs, two winding 
of a motor, and so on. 


The current is the same in both the conductors: 96) 
,=1,=1, (9. 


d 4 : 7 and 
since in the case of direct current the electric charge is not accumulated, 


З irin 
the same charge passes through any cross section of a conductor during 
a certain interval of time. 


The voltage (or potential difference) across the ends of the subcircuit und 
consideration is the 


Sum of the voltage across the first and second 
conductor: U = U, +U, $ 
Applying Ohm's law for the subcircuit as a whole and for mange 
aving resistances К, and R,, we can prove that the total resistance for 
series connection is 


R=R,+R,. gn 
A similar formula can be used for any number of series-connected 
conductors, 
The voltages across 


р " ietances 
the series-connected conductors and their resistan 
are connected through 


the following relation: 


US OR 89 
U Ry 
PARALLEL CONNECTIO 


( N OF CONDUCTORS. Figure 152 shows the 
Parallel connection of two Conductors 1 and 2 having resistances R, and Rz 


In this case, the current I is branched into two parts. We denote by /, and 
1; the currents i econd conductors, Since no electric charge ) 
Point a (such a point is known as juncuoro 
time to the junction is equal to the charg 
€ same time. Consequently, 


(9.9) 


The voltage U across the parallel-connected conductors is the same. 

The voltage maintained in the lighting system in the USSR is either 220 or 
127 V. The devices consuming the electric energy are designed for this 
voltage. For this reason, the parallel connection is the most widely used way 
of connecting various loads. In this case, a breakdown of any device does not 
affect the operation of others, while a breakdown of a single device in 
à series connection disconnects the entire circuit. 

Applying Ohm's law for the conductors having resistances R, and К, we 
can prove that the reciprocal of the total resistance of subcircuit ab is equal 
to the sum of the reciprocals of the resistances of individual conductors: 


1 1 | 


E Р | (9.10) 
R R R 
Hence it follows that 
_ RR, (9.11) 
R= К, +В, ` 


Formulas similar to (9.9) and (9.10) can be applied when an arbitrary 
number of conductors are connected in parallel. А 

There exists the following relation between the currents іп 
parallel-connected conductors and their resistances: 


1, m (9.12) 
1, R, 
9.7. Measurement of Current and Voltage 


MEASUREMENT OF CURRENT. The current in 

a conductor is measured by connecting an ammeter in series 
with this conductor (Fig. 153). It should be borne in mind, however, that the 
ammeter itself has 4 certain resistance R,. Therefore, the resistance of the 
subcircuit containing the ammeter becomes higher, and according to Ohm's 
law (9.3), the current decreases if the voltage remains the same. To minimize 
the effect of the ammeter on the current which it measures, its resistance is 
made very small. This should be remembered, and one should never try to 
“measure current" in a lighting system by connecting an ammeter to the 
socket outlet. This would lead to short-circuiting. Since the resistance of the 
instrument is very low, the current would rise to such a high value that the 
ammeter winding would be burnt. 

SHUNTS TO AMMETER. Every ammeter is designed for measuring 
currents up to a certain maximum value Г. (e.g, 5 А). However, by 
connecting a resistor known as SHUNT in parallel to the ammeter, we can 
measure a stronger (for example, 10-fold) current: I-nly (I= 50 A). 

Let us calculate the resistance Ra of the shunt required to measure 


a current n times stronger than the rated current. We denote the resistance of 
the ammeter by R, 


When the shunt is used, a fraction I3, of the current flows through it. The 
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Fig. 153 


Fig. 154 is И 
è aš zig. 154). 
current through the ammeter must not be higher than I, € iia efus 
The current Го is smaller than the current to be measured by a fra 
6=1/ (5A = 50 A/10). Consequently, 
scale division becomes n (10) 
one division will correspond 
ТА). In other words, the sen 
n: when the shunt is connect 
than that without shunt by a factor of n (10). 


: "" voltage is 
For the parallel connection, we have I = Ign = Ig + I while the voltag 
the same across the shunt and 


; ne 
the current малада P P 
times larger, i.e. the deflection of the [secet of 
to an n times stronger current (10 A iem of 
sitivity of the ammeter decreases by " ee 
ed, the pointer is deflected by an angle 


: "s Jaw, is 
the ammeter and, according to Ohm's do 
ІК, = ІК Eliminating current I, from the last two equations, we 
в __ RÀ (9.13) 
dicc 


ace across 
T OF VOLTAGE, In Order to measure voltage “allel 
conductor having a resistance R, we must connect a voltmeter in pa 


ed » across the 
cross the voltmeter coincides with the voltage acros 
conductor (Fig, 155) 


s» the voltmeter сап E ce 
Bx а le, 10) times higher voltages И = nU (50 

Let us determine the Tesistance of a ser 
voltages n times high 


А asurin£ 
les resistor required for measu the 
er than the rated val 

voltmeter by Ry 


+t f 
ues. We denote the resistance © 


Уу = 
Ü. = = U =500 
V= (U, 0 
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Fig. 156 voltage is measured 


measurement increase n (10) times, and the voltage corresponding to one 
scale division of the voltmeter increases accordingly (10 V instead of 1 V). 
Hence the sensitivity of the instrument becomes 10 times lower. 

The same current flows through the voltmeter and the series resistor. There- 
DM U,=IR,, U,=IR, and U= Оо + U, = IR, + IR, = nU, = nIR,. 


К, = К, (n — 1). (9.14) 


.8. Work апа Power of Direct Current 


Many types of energy conversion take place in an electric 
Charged parti eye The electric field does work in the ordered motion of 
RK OF [n in a conductor. This work is conventionally called the 
Let 8 бе genes | M 
conductor fedis an arbitrary subcircuit. This can be a homogeneous 
ete. Suppose d $ filament of an incandescent lamp, the winding of a motor, 
conductor in ai a charge Ag passes through the cross section of the 
Since th ime At. The work done by the electric field is 4 — AqU. 
е current J = Aq/At, this work is 
РА A=IUAt. 
the hey of Wr rent in a subcircuit is equal to the product of the current by 
n accordanc time during which this work is done. 
to the change ce with the energy conservation law, this work must be equal 
the energy fon the energy in the subcircuit under consideration. Therefore, 
current (9,15), rated in this subcircuit over a time At is equal to the work of 
n . 
Produce а work is done on the subcircuit and the current does not 
€ heated co oen effects, only the heating of the conductor takes place. 
eating of onductor gives away heat to the surrounding bodies. 
electrons à conductor proceeds as follows. The electric field accelerates 
lattice, the d a result of collisions with the ions constituting the crystal 
random m electrons transfer their energy to the ions, thus intensifying the 
that the ement of the ions about their equilibrium position. This means 
and the onil energy of the conductor increases. The temperature rises 
Short tim, uctor starts to give away energy to the surrounding bodies. 
established = 1 the circuit has been closed, the steady-state process № 
Work of the а the temperature stops changing with time. At the expense of 
electric field, energy is continuously supplied to the conductor. 


(9.15) 
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i i it gives away to the 
unchanged since it gives E 
i energy, however, remains i vex Posh 
> uec тА e нн, of heat equal to the work of owe а ht 
(9.15) for the work of current determines the amount of heat tra 
| ctor to other bodies. . — 
ko the voltage in formula (9.15) in terms of current ( 


i e ivalent 
in terms of voltage) with the help of Ohm’s law, we obtain three equiv: 
formulas for the work of current: из - 

A-IUAL- РЕЛ R At — Q. 


2 ies-connected 
It is convenient to use the formula. = ЈЕ At y poseen 
conductors since in this case the current is the same in a decet 
For parallel connection, the formula А = 0 А/К 15 more con 
the voltage across the conductors is the same in this case. srentocarytbg 
The law determining the amount of heat liberated by a cu he first time 
conductor to the surroundings was established experimentally for dn scientist 
by the English scientist J. Joule and independently by the Russian, P heat 
F. Lenz. The Joule-Lenz law is formulated as follows: the — si aie 
liberated by a current-carrying conductor is equal to the E in which 
Squared current, the resistance of the conductor, and the time du 
the current flows through the conductor: (917 
Q=PRAt. . 
——— 


We have arrived at th 
the law of 


current, the power of cur time At to 
Current is equal to the ratio of the work of current done over a 
this time interval. 


According to the definition of power, 


Я (9.18) 
P=—~]y, 
AT IU 

This expression for 


1 Power can be writt 
using Ohm’s law fo, 


T a conductor: 
P-IU-DPR. U?/R, 


В ѕ Бу 
en in several equivalent form 


The power rating is indicated on most of devices. 


— 

? 1. Formulate Ohm's law, 

2. What is the temperature 
Solutions of electrolytes? 


ical 
" ractica 
hat are the main technical difficulties encountered in the p 
application of Superconductors? nd that of 
4. Why must the resistance of an ammeter be small а 
а voltmeter -high? 


d 
е tals an 
dependence of resistance for me 


ive the definition of the work of current. 
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Problems with Solutions 

While solving problems on Ohm's law (9.3), in addition to 

Ohm's law you must remember that for the series connection 
the current in all conductors is the same, while the voltage across the subcir- 
cuit is equal to the sum of voltages across individual conductors. For the 
parallel connection, the voltage is the same for all the conductors, while the 
current in the unbranched circuit is equal to the sum of the currents in the 
individual conductors. Formulas (9.7), (9.8), (9.10) and (9.12) follow from 
Ohm’s law, but it would be better if you memorize and apply them directly 
while solving problems. 

In solving problems involving the work and power of current, formulas 

(9.16) and (9.18) should be used. 


е 1. The current in a circuit containing a rheostat is J = 3.2 A. The voltage across 
the theostat terminals is U = 14.4 V. What is the resistance R of the part of the 
rheostat in which the current flows? 
Solution. According to Ohm's law, I = U/R, whence R = U/I, К = 4.5 ©. 
2. The device intended for supplying an arbitrary fraction U of a given constant 
voltage Оо is known as a voltage divider. It is usually made of a conductor with 


a high resistivity and is supplied with a sliding contact for a smooth control of 


voltage U. 
Such a voltage divider is called a POTENTIOMETER. The scheme of its connection 


is shown in Fig. 157. The resistance of the conductor AB is Ro — 4 kQ, the voltage 
U, — 220 V. A load (consumer) having a resistance R=10kQ is connected between 
the sliding contact D and terminal A of the potentiometer. 

Find the voltage U across the load when the sliding contact divides conductor 4B 


into two equal parts. 

Solution. The circuit contains two series-connected subcircuits: AD, 
consisting of half the conductor AB (having a resistance Ro/2) and the load 
(of resistance R) connected in parallel; and DB whose resistance is Ко/2. The 
resistance of AD is given by 


Ro 
=2R 
Mus RoR 
aOR... RoR 
É X 


The total resistance of the circuit is 
Ro 2Rapt+ Ro 


Rie = 
AB= Кар+ 2 2 


Fig. 157 
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The current in the circuit is 

Uy _ 20, 

^ Кав 2Rapt+Ro ` 

The required voltage is given by 

2U,RA4p 2U,R 
2Rap+Ry Ro+4R 


$ 


U=IRap= 


= 100 B. 


Exercise 11 


an electron 
1. Electrons flying to the screen of a cathode-ray tube form an 
beam. What is the direction of current in the pae rod ih 
2. Why was a wooden stick used instead of a me described di 
experiments on the potential drop along a conductor 
Sec. 9.2? a copper 
. Determine the cross-sectional area and the length a densi i 
conductor if its resistance is 0.2 Q and mass is 0.2 kg. 
copper is 8900 kg/m?. А | : ated: bj 
- А galvanometer whose internal resistance is 600 Q d m of the 
à resistance of 25 O. What is the change in the scale di 
instrument? is rated for 
5. A voltmeter whose internal resistance is В, = 1000 ed of 900 V 
à maximum voltage Ua = 150 V. A sixfold higher vo 


ies 

Д 5 What ser! 

has to be measured with the help of this ти purpose? 
resistance must be connected to the instrument for 

6. A voltage of 36 V i 


uctor 
$ applied across the ends of a copper “yo 
whose length is 300 m. Find the average velocity of order onduction 
of electrons in the conductor, if the number density of c 
electrons in copper is 8.5 x 1028 m -3. stablished 
7. How can we make Sure that constant current is actually € 
in a circular superconductor? А һаѕ 
8. А long wire with a constant voltage maintained across its ends 


lage m : ater. Why 
become red hot. A Part of the wire is immersed in eoe d a higher 
is the part of the wire remaining above water heate 

temperature? 


mes 
- The spiral of an electric hot plate has been burnt and de 
shorter after the burnt ends have been connected. What is certain 
nge in the amount of heat liberated by the hot plate during a 
time? è ver 
. A hot plate connected to a d.c. circuit has liberated heat d by 
certain time interval. What amount of heat will bc neta in 
two such hot plates connected to the same circuit in series: 
parallel? 


ПИР ower 
11. The aluminium winding of an electromagnet consumes 5-kW Р! 


s ture 
at 0°C. What amount of Power will be consumed if the tempera 
of the winding has incre: 


А Я 
ased to 60°C during the operation pies 

Same voltage? Solve the Problem for the case when the same cu 

is maintained in the winding. f paper 

To print three-million Copies of this textbook, 1200 tonnes o! Petric 

is required. This involves an expenditure of 840 000 kWh um Ip o! 

energy. The scale of these figures can be estimated with the he 

the following example. 


12. 
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An electric locomotive pulling the train of such a mass and 
consuming the same amount of energy during 7 days will cover 
à distance of 7500 km. 

What is the efficiency of the locomotive and the current in its 
engine, if the voltage in the contact circuit is 3000 V, and the tractive 
force of the locomotive constitutes about 1/30 of the weight of the 
train? 


9.9. Electromotive Force 


If two metal balls bearing unlike charges are connected by 
à conductor, the electric field of these charges will give rise to 
à current in the conductor (Fig. 158). This current, however, exists for a very 
short time. The charges rapidly neutralize each other, the potential difference 
between the balls vanishes, and the electric field strength becomes zero. 
EXTRANEOUS FORCES. To obtain a constant current, it is necessary to 
maintain a constant voltage between the balls. For this purpose, a device 
(current source) is needed to carry the charges from one ball to another in 
the direction opposite to the direction of forces exerted by the electric field of 
the balls on the charges. In such a device, the forces of nonelectrostatic 
origin must act in addition to electric forces (Fig. 159). The electric field of 
charged particles alone (Coulomb’s field) cannot maintain a constant current 
in the circuit. 
Any forces acting on electrically charged particles, except for the forces of 
electrostatic origin (Coulomb's forces), are known as extraneous forces. 
The conclusion about extraneous forces required for maintaining 
a constant current in a circuit becomes even more evident if we turn to the 
law of energy conservation. The electrostatic field is a potential field. When 
charged particles move along a closed path, the work of this field is zero. It 
is well known that the passage of current in conductors is accompanied by 
the liberation of energy (conductors are heated). Consequently, any circuit 
must contain a source which supplies energy to the circuit. In addition to 


Fe Ес -е 


Coulomb's forces, extraneous (nonpotential) forces must ue in s 
source. The work of these forces along a closed path must differ rom D 
As a result of work done by these forces on charged particles, ме е: n. 
acquire an energy inside the current source and then give it away wh 
moving in the conductors of the electric circuit. А " -—" 
Extraneous forces are responsible for the motion of particles insi le : 
current sources, viz. generators in electric power plants, voltaic cells, accu 
mulators, etc. . | -— 
When the circuit is closed, an electric field is generated in a о 
conductors of the circuit. Inside the source, the charges move under t А 
action of extraneous forces against Coulomb's forces (negative charges mov 
from the plus to the minus pole) while in the remaining circuit they are 
moved by the electric field (Fig. 159). T 
THE ANALOGY BETWEEN ELECTRIC CURRENT AND FLUI 
FLOW. For a better understanding, let us consider the analogy between the 
electric current in a conductor and the fluid flow in tubes. On any segment 


of a horizontal tube, the fluid flow is due to a pressure drop across 
a segment of the tu 


be. The fluid moves towards the decreasing presen 
region. But the force of pressure in liquid is a type of elastic forces which ar 
potential forces like 


Coulomb forces, Therefore, the work done by these 
forces along a closed path is zero, and these 


Fig. 160 


In a galvanic cell, e.g, a voltaic cell, chemical forces of electromagnetic 
nature operate. A voltaic cell consists of zinc and copper electrodes placed in 
a sulphuric acid solution. Chemical forces cause the dissolution of zinc in the 
acid. Positive zinc ions go over to the solution, and the zinc electrode 
acquires a negative charge. Copper is dissolved in sulphuric acid to a very 
small extent. A potential difference appears between the zinc and copper 
electrodes, which ensures current in the closed electric circuit. 

ELECTROMOTIVE FORCE. The action of extraneous forces is 
characterized by an important physical quantity known as ELECTROMOTIVE 
FORCE (abbreviated as emf). The electromotive force in a closed circuit is 
equal to the ratio of the work done by extraneous forces to move a charge 
along the circuit to this charge: ” 


é=—. (9.19) 


Like the potential difference, electromotive force is expressed in volts. 

We can consider electromotive force on any segment of a circuit. This is 
the work per unit charge done by extraneous forces not in the entire circuit 
but only on the given segment. The electromotive force of a galvanic cell is 
the work done by extraneous forces in transporting a unit positive charge 
within the cell from one terminal to the other. It should be emphasized once 
again that the work of extraneous forces cannot be expressed in terms of 
potential difference, since extraneous forces are nonpotential forces, and the 
work done by them depends on the shape of the path. For example, the 
work of extraneous forces in transporting a charge between the terminals of 
a current source outside it is zero. 


9.10. Ohm's Law for a Closed Circuit 


Let us consider a simple complete (closed) circuit containing 

a current source (galvanic cell, accumulator or generator) and 
a resistor of resistance R (Fig. 161). The current source has an emf & and 
a resistance r. The resistance of a current source is often called internal 
resistance in contrast to the external resistance R of the circuit. In 
à generator, r is the resistance of the windings, while in a galvanic cell this is 
the resistance of the electrolyte solution and electrodes. 

For a closed circuit, Ohm's law connects the current in the circuit, emf 
and the total resistance R +r of the circuit. This relation can be established 
theoretically if we make use of the Joule-Lenz law (9.17) and the energy 
conservation law. 

Suppose that a charge Aq passes during a time At through the cross 
section of a conductor. Then work done by extraneous forces in displacing 
the charge Aq can be written as A = & Aq. According to the definition of 


P As can be seen from the definition, emf is numerically equal to the 
work done in moving a unit positive charge, and not to a force in the usual sense of 
the word. Though not very exact, the term emf is universally used in literature. 


181 


the current (9.1), Aq = I At. Therefore, 
Ax = 6IAt. (9.20) 


When this work is done over the external and internal subcircuits having 


resistances R and r, a certain amount of heat is liberated. According to the 
Joule-Lenz law, this heat is 


=PRAt+ Prt. (9.21) 
Q 


In accordance with the energy conservation law, 4 = О. Equating (9.20) 
and (9.21), we obtain 


& S IR 4 Ir. (9.22) 


The product of current and resistance of a segment of the circuit is calles 
the POTENTIAL DROP ON this SEGMENT. Thus, the emf is equal to the sum 0 
the potential drops on the external and internal subcircuits. 

Ohm's law for a closed circuit is usually written in the form 


ete (9.23) 
R+r 


emf: И = 


be very large if r į 
an accumulator is p ~ 0.10001 0) Ts en 
Source may be damaged. | 
If a circuit conta 
etc., the total emf 
individual cells, T: 


isti о 
(for example, the resistance е 
e wires may melt and the curre 
n5 Several series-connected cells having emf's £i. 62: aa, 
of the circuit is equal to the algebraic sum of the emfs 0 
O determine the Sign of the emf of any cell, the positiv 


Fig. 161 


Fig. 163 
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direction of circumvention of the circuit should first be chosen 
conventionally. In Fig. 162, the anticlockwise direction is (arbitrarily) chosen 
as the positive direction of circumvention of the circuit. . 

If during the circumvention of the circuit we go over from the negative 
pole of the source to the positive one, then emf & > 0. Inside the source, 
extraneous forces do positive work in this case. On the other hand, if we go 
over from the positive to negative pole during the circumvention of the 
circuit, the emf is assumed to be negative. Then extraneous forces do 
a negative work inside the source. For example, for the circuit circumvented 
in the anticlockwise direction as shown in Fig. 162 we have 


€=6,+6,+6;=|6, |-|6,|+163| 


If & > 0, then according to (9.23), the current J >0, i.e. the direction of 
current coincides with the direction of circumvention. If & <0, then the 
direction of current is opposite to the direction of circumvention of the 
circuit. The total resistance R, of the circuit is equal to the sum of all 
resistances: R, = R +r; + ra + rs. 

In the case of parallel connection of galvanic cells (or other sources) with 
equal emfs the emf of the battery equals that of one of the elements 
(Fig. 163). The internal resistance of the battery is determined using the rule 
of parallel connection of conductors. The current in the circuit shown in 
Fig. 163, by Ohm's law for a closed circuit, is calculated by the formula: 


I é 
(ORA 
? 1. Why is the electric field of charged particles (Coulomb's field) unable 


to maintain a constant electric current in the circuit? 
. Which forces are called extraneous? 
. Give the definition of electromotive force. 
. Formulate Ohm's law for a closed circuit. 


. How is the sign of the emf determined in Ohm's law for a closed 
circuit? 


Ф рә 


Problems with Solutions 


To solve problems involvin 
for a closed circuit 
signs for emfs for circuits containin 
law for a conductor (9.3) and expre: 
power of current should be used 


g emf, you must know Ohm's law 
(9.23) and be able to determine correct 
8 several current sources. Besides, Ohm’s 
ssions (9.16) and (9.18) for the work and 
in some problems. 
1. An accumulator having an emf & = 6.0 V and an intern 

connected to an external circuit whose resistance R 
liberated in t — 10 min in the entire circuit? 

„Solution. According to Ohm's law for a closed circuit, the current in the 
circuit is I = 6/(R + r). The amount 


rcu ‘ ) à of heat liberated in the external subcir- 
cuit is Q, = ^ Rt, and in the internal subcircuit, Q, = I?rt. The total amount 
of heat is 


al resistance r= 0.1 Q is 
= 124 Q. What amount of heat is 
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2 


é*t 
~1.7 kJ. 
O=01+02.=F(R+ n= 


M v] a = У esis! ce г= 0.2 Q is 
i г sistanci 
d an internal resis 
i i n emf & = 5.00 V an 
2. A galvanic cell ha ing 


7 ss this 
i e С across 
a he voltage L 
ted to an external resistance R — 400 Q. What is t 
connecte 
resistance? 


T ent in 
Solution. Ac for a conductor, U = IR. The curr 

" 3 tar 

ion. According to Ohm's law ) ; À 

a d circuit is [= &/(R+r). Hence И = ER/(R+r РИ M А 


Ехегсіѕе 12 


ing an 
i a gi ic cell having 
1. What is the voltage across the terminals of a galvanic 
| emf & if the circuit is disconnected? 
2. What is the short-circu 


i = ? 
emf & — 12 V and an internal resistance г = 0.010 
3. The ba 


it is 3.30 V. 
the voltage а ur 
esistance of 3.50 ©, the voltage is 3.50 V. 


battery. internal 

f and the internal Tesistance of the and interni 

4. Galvanic cells having emfs of 4.50 and 1.50 te shown in 
Tesistances of 1.50 and 0.50 © are connected to a What power i$ 
Fig. 164 Supplying power to a pocket lamp. 


t 
^ н he redho! 
amp if the resistance of its filament in th 

State is 23 0? 


V and 
Current source having an emf ide ай 
- Q. Plot the graphs of cu sistance: 
functions of the external i internal 
emfs of 4.1 V and Japanan. the em 
ed at like poles. What must se battery? 
f a cell that can replace this 


are connect, 
resistance о 


Main Points 9f Chapter 9 


elect 
transferred through the Cross secti 
interval: [ — Aq/A 


€ current 


15 measured 
а conductor, 


5 law for 
in amperes, According to Ohm's 

I— UJR, 
Where U is th 


€ voltage across the condu 
Tesistance {5 ex 


; The 
ctor and R its resistance. 
Dressed in ohms: 1Q=1 V/A A. 
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The resistance of metallic conductors increases with ge cape bie 
linearly. At temperatures close to absolute zero, a number i ie dicare 
alloys completely lose their resistance. This phenomen 
"iu fhe eos MM of charged particles in a conductor, the aee 
field does a work called the work of current. The work of current ov 
a time At on a segment of the conductor is given by 


A = IU At. 


The amount of heat liberated in a current-carrying conductor is 
determined by the Joule-Lenz law: 


О= РКА. 


The power of current is Р = A/At = IU. А 
In any circuit, there must be extraneous forces of "og opere er 
They act inside a current source connected to the circuit. TI ra 2 As 
Work done by the extraneous forces to carry a charge Aq along 
Circuit to this charge is called the electromotive force: 
@ = А. 
да . * 
The current in a closed circuit is equal to the ratio of the emf of the circuit 
to its total resistance: 


1=6/(Е + р). 


MEDIA 
ELECTRIC CURRENT IN VARIOUS 


10.1. 


; es 
Electric Conductivity of Various Substanc 


v detail 
i n detal 
In the two previous chapters, we have considered i 


: : alyzed the 
the electric current in metallic conductors and analy 
experimentally established voltage- 


i.e. Ohm's law. Met: 
from current source: 


—— irge 
(i.e. the substances containing 1 o 
particles) include aqueous solutions bagel found 
electrolytes and ionized Bases, viz. plasma. These conductors have 

à wide application in e 


ic 
д ices, electr! 
DBineering. In vacuum electronic devices, 

current is formed by electron flows. 


tors and dielectri 


“ing small 
cs (viz. substances containing 
ticles), there exi 


iliar 
i amili: 
stic for these conductors is f 


Я the 
othing has be out its explanation provided by 


molecular kinetic theory, 
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Leonid Isaakovich Mandelshtam 
(1879-1944) was an eminent Soviet 
physicist. Academician Mandelshtam has 
made a large contribution to the 
evolution of the theory of oscillations, 
radiophysics and optics. Together with 
G.S. Landsberg, he discovered the 
scattering of light by crystals (known as 
Raman scattering). Mandelshtam was the 
founder of the new trend in Soviet 
physics. 


10.2. Electron Conductivity of Metals 


The carriers of free charge in metals are electrons. The 

electron number density is high (of the order of 1028 1/m?). 
These electrons take part in random thermal motion. Under the action of an 
electric field, they begin an ordered movement at an average velocity of the 
order of 1074 m/s (see Sec. 9.1). 

EXPERIMENTAL PROOF OF THE EXISTENCE OF FREE 
ELECTRONS IN METALS. The fact that conductivity of metals is due to 
the motion of free electrons was proved in the experiments carried out by 
L.I. Mandelshtam and N.D. Papaleksi (1913) and by Stewart and Tolman 
(1916). 

Schematically, these experiments were carried out as follows. A wire was 
wound on a coil and its two ends were soldered to two metallic discs 
insulated from each other (Fig. 165). A galvanometer was connected to the 
discs with the help of sliding contacts. 

The coil is rotated at a high speed, and then abruptly stopped. After the 
coil has abruptly come to a halt, free charged particles continue to move by 
inertia for a certain time, and hence an electric current appears in the coil. 
This current exists for a short time since charged particles are decelerated 


due to the resistance of the conductor, and the ordered motion of particles 
forming the electric current ceases. 


Observations revealed that a current actually exists in the circuit after the 
coil has been stopped. Its direction indicates that it is formed by negatively 
charged particles. The charge transferred in this case is proportional to the 
ratio of the charge of the particles forming the current to their mass, i.e to 
| qo Ит. Therefore, by measuring the charge passing through the 
galvanometer during the time of the existence of the current in the circuit 
the ratio | qo |/m was determined. Its value was fourid to be 1.8 х 10!! C/kg. 


This quantity coincides with the charge-to-mass ratio e[m for the electron. 
obtained earlier from other experiments. | 
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MOTION OF ELECTRONS IN A METAL. Under the action of 
а constant force exerted by the field on the electrons, 


pplicable for describing this motion. This 
can be clearly seen from the following example. If we determine 
experimentally the mean kinetic energy of thermal motion of electrons in 
à metal at room temperature, and calculate the temperature corresponding 
to this energy with the help of the formula то? [2 = (3/2)kT, the result will be 
105-105 K. This is the temperature of matter in stars. The motion of 
electrons in a metal Obeys the laws of quantum mechanics. 


9 


10.3. 


Electric Current in Liquids 


Liquids, like Solids, 
Semiconductors. Dielec 


may be dielectrics, conductors or 
while among conductors there 


tric liquids include distilled water. 
are electrolyte solutions (acids, alkali and 
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salts). Liquid semiconductors include melted selenium and melts of sulphides. 
ELECTROLYTIC DISSOCIATION. You know from the course of 
inorganic chemistry why aqueous solutions of electrolytes conduct electric 
current. When an electrolyte is dissolved, the electric field of polar molecules 
of water causes the dissociation of electrolyte molecules into ions. This 
process is known as ELECTROLYTIC DISSOCIATION. | 
The degree of dissociation, i.e. the fraction of molecules of the dissolved 
substance which are dissociated into ions, is determined by the temperature, 
the solution concentration, and the dielectric permittivity = of the solvent. As 
the temperature rises, the degree of dissociation becomes higher, and hence 
the concentration of positively and negatively charged ions increases. 
Oppositely charged ions may meet again to form neutral molecules, 7-7 
undergo a recombination (reunion) Under steady-state conditions, 
à dynamic equilibrium sets in in the solution, during which the number of 
molecules dissociating into ions per second is equal to the number of pairs of 
ions which recombine during the same time into neutral molecules. 
ION CONDUCTIVITY. The carriers of charge in aqueous solutions and 
d of electrolytes are positively and negatively charged ions. 
певну ira containing an electrolyte is connected to an electric circuit, the 
positive | $ start to move towards the positive electrode (anode) and 
Ons, to the negative electrode (cathode) As a result an electri 
current is established Since charge is transferred in z a ace aor 
melts of electrolytes lr i К Js transferred in aqueous solutions and 
conductivity, У ions, this type of conductivity is called том 


eod iis may exhibit electron conductivity as well. This 
ctivity is observed, for example, in liquid metals. 


E : 
cung EC TROLYSIS. In the case of ion conductivity, the passage of electric 
The substances 


type of 


= 15 associated with the transport of matter. 
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ged ions give away their extra electrons 
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fied copper obtained from the ore is cast in the form of t poke did е 
аге then placed in an electrolytic cell as anodes. н р не 
copper anode is dissolved, while impurities including valua 


: F on the 
metals precipitate at the bottom of the cell. Pure copper is deposited 
cathode, 


| à elt of 
With the help of electrolysis, aluminium is obtained from the m 
bauxites. I 


1 d eap and 
t was this method of production that made aluminium cheap 
the most wi 


= ife and 
widely used metal (along with iron) in everyday life 
engineering. 
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Laws of Electrolysis 


In electrol 


determine: 
time At? This mass i 


ion by the number 


What 
ysis, a substance is deposited on доа ste 
$ the mass of a substance deposited during 4 of an 
$ obviously equal to the product of the mass p At: 
N, of ions reaching the electrode during the t 


(10.1) 
т = mgN;. 
According to formula (1.5), the mass of an ion is 
M (10.2) 
то = Wii 


where M is the molar ( 
Avogadro's number, i.e, t 
The number of ions re 


is 
Or atomic) mass of the substance and NA 
he number of ions in a mole. 
aching the electrode is (10.3) 
Ni= Ad/qdoi, time 
Where Aq = [ At is t Passing through the electrolyte over d the 
At, qo; is the charge of the ion, which is determined by the valence п 
magnitude of the elementary charge). zd 
_In the dissociation of molecules consisting of monovalent atoms (nate, 
Singly-charged ions appear. For example, when KBr molecules € hide 

* and Br- lons are formed. The dissociation of a copper su E: о 
i ubly-charged ions Cu? * and 5047, since s (10:2 
Copper are bivalent in this compound (n= 2). Substituting expressions btain 
and (10.3) into (10.1) and considering that Ла = I At and qo; = ne, we © 

т = — —[IAt. 


(10.4) 
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Fig. 166 


FARADAY’S LAW OF ELECTROLYSIS. We denote by k the 
proportionality factor between the mass m of the substance and the charge 
Aq = I At. Then 


m — КА, (10.5) 
1 M 
kz —, 
eNA n (10.6) 


where k is the proportionality factor depending on the substance. 

Thus, the mass of a substance deposited on the electrodes when the 
current passes through the electrolyte is proportional to the current and to 
the time for which it flows. 

This theoretically derived statement was first established experimentally by 
Faraday and is known as FARADAY'S LAW OF ELECTROLYSIS. 

Formula (10.5) shows that the coefficient k is numerically equal to the 
mass of the substance deposited at the electrodes when a charge of 1 C has 
been carried by ions. The quantity К is called’ the ELECTROCHEMICAL 
EQUIVALENT OF A SUBSTANCE and is expressed in kilograms per coulomb 
(kg/C). 

poc equivalent has a simple physical meaning. Since M/N, = 
то; and en = qo; then according to (10.6) К = mo;/qo;, i.e. К is equal to the 
ratio of the mass of the ion to its charge. 

By measuring the quantities m and Aq, we can determine electrochemical 
equivalents for various substances. 

Faraday's law can be verified experimentally. Let us assemble a set-up 
shown in Fig. 166. All three electrolytic cells are filled with the same 
electrolyte solution, but the currents passing through them are different. We 
denote these currents by J,, I; and I4. Then I, = I; + I}. By measuring the 
masses m,, т», and m, of substances deposited at the electrodes, we can 
make sure that they are proportional to the corresponding currents I,, I, 
and J. 

DETERMINATION OF THE ELECTRON CHARGE. Formula (10.4) 
for the mass of a substance deposited at an electrode can be used for 
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determining the electron charge. If follows from this formula that the magni- 
tude of the electron charge is 


e= 


TAt. 10.7 
mnNa ( ) 


Knowing the mass m of the substance liberated by the passage Es 
charge I At, the molar mass M, the valence n of the atoms and vi eae 
number N4, we can find the magnitude of the electron charge, whic 
out to be e=1.6 x 10-19 C. 


p PPRT 74 
The value of the elementary charge was obtained for the first time in 18 
by just this method. 


{i 1. What phenomenon is known as electrolytic dissociation? КРЕТ, 

2. Why does a transport of matter take place during the разу of 
current through an electrolyte solution while there is no transpo 
matter when current flows in a metallic conductor? 

3. Formulate Faraday's law of electrolysis. 


; А е Іам 
4. How can the elementary electric charge be determined from th 
of electrolysis? 


10.5, 


Electric Current in Gases 


ELECTRIC DISCHARGE IN A GAS. Let us take àn 
electrometer with t 
connected to it, 


dry enough, the 
This indicates th 
between the disc 
at room tem 


Fig. 167 
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Fig. 168 


indicating that the capacitor is discharged. Hence, the heated gas is 
à conductor, and electric current flows through it. 

The passage of current through a gas is called gas discharge. 

IONIZATION OF GASES. We saw that air is a very poor conductor at 
room temperature. During heating, the air conductivity increases. We can 
also increase the conductivity of air by other methods, e.g. by the action of 
various types of radiation: ultraviolet, X-ray, radioactive, etc. 

Under normal conditions, gases mainly consist of neutral atoms and 
molecules, and hence are dielectrics. As a result of heating or irradiation, 
a fraction of atoms is ionized, i.c. the atoms disintegrate into positively 
charged ions and electrons (Fig. 169). Negative ions can also be formed in 
à gas. They appear when electrons are combined with neutral atoms. 

lonization of gases upon heating is explained by the increase in molecular 
velocity with heating. Some molecules acquire such high velocities that upon 
collisions they partially disintegrate and form ions. The higher the 
temperature, the larger the number of ions formed. 

CONDUCTIVITY OF GASES. The mechanism of conductivity in gases is 
similar to that for electrolyte solutions and melts. The difference consists in 
that the negative charge is mainly carried in gases by electrons and not by 
negative ions as in aqueous solutions and melts of electrolytes. 

Thus, in gases, electron conductivity similar to the conductivity in metals 
is combined with the ion conductivity similar to the conductivity of aqueous 
solutions and melts of electrolytes. One more difference is of principal 
importance. In electrolyte solutions, ions are formed as a result of the 
weakening of intramolecular bonds of ions by the solvent (water) molecules. 
In gases, ions are generated either as a result of heating or under the effect of 
external ionizers like radiation. 

RECOMBINATION. If an ionizer ceases to act, a charged electrometer 
will again preserve the charge. This shows that the gas stops being 
à conductor as soon as the ionizer action is stopped. When all the ions and 
electrons reach the electrodes, the current ceases. 

Moreover, if an electron and a positive ion approach each other, they may 
again form a neutral atom. This is shown schematically in Fig. 170. Such 
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Fig. 169 © Fig. 170 e 


с D PARTICLES. 

à process is known as the RECOMBINATION _OF wc iw eset 

In the absence of an external field, charged particles yansi af am Reit 

of recombination, and the gas becomes a dielectric. If the a і he number of 

is continuous, a dynamic equilibrium is established, in ыы a Meg ad i 
newly formed pairs of charged particles is on the average 
number of pairs disappearing as a result of recombination. 


10.6. 


Nonself-sustained and Self-sustained 
Discharges 


TW s in 
NONSELF-SUSTAINED DISCHARGE. Discharges 


: У x a glass 
a gas at various pressures are studied with the help of a # 
tube with two metallic electrodes (Fig. 171). 


. sitive ions 

Suppose that a certain number of pairs of charged particles (post zer. 

and electrons) is formed in a gas per second with the help of bey not very 

If the potential difference between the electrodes in the tube is sun and 

i move to the negative electrode, while electre current 
negative ions move to the positive electrode. As a result, an electric 

flows in the tube, i.e. a gas discharge takes place. fraction of 

Not all the ions f rmed will, however, reach the electrodes: a "difference 
ions recombines to form neutral gas molecules. As the potential dil 


С in the gas 
mes when all the charged particles formed in 
per second reach the 
increase in the current (Fig. 


charge is called discharge 
if thet SUSTAINED DISCHARGE. What will happen 10 2 ВА eather” 
if the potential difference across the electrodes is increased stil 
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Fig. 172 
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0 = Fig. 174 
Fig. 173 
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With a further increase in the potential difference, the current would seem 
to remain unchanged. Experiments show, however, that starting from 
à certain value of the potential difference between the electrodes, the current 
increases again (Fig. 173). This means that an additional number of ions 
besides those formed due to the ionizer appears in the gas. The current may 
increase by several orders of magnitude, and the number of ions generated in 
the process of the discharge may become so large that no ionizer is needed 
any longer for sustaining the discharge. If the external ionizer is removed 
now, the discharge will not cease. Since no external ionizer is required for 
sustaining the discharge, the latter is called a SELF-SUSTAINED discharge. 

IONIZATION BY ELECTRON IMPACTS. What are the reasons behind 
à sharp increase in the current at high voltages? 

Let us consider a pair of charged particles (a positive ion and an electron) 
formed due to the effect of an external ionizer. The free electron thus formed 
starts to move towards the positive electrode (anode) and the positive ion 
towards the cathode. On its way, the electron encounters ions and neutral 
atoms. In the interval between two successive collisions the energy of the 
electron increases at the expense of the work of the external field. Prior to 
the next collision, the kinetic energy of the electron is proportional to the 
field strength and the mean free path of the electron (viz. the path between 
two successive collisions): 


mv? 


= eEl. (10.8) 


If the electron kinetic energy exceeds the work А; that must be done to 
ionize a neutral atom, i.e. 

mv? 

5 


> Ap 


the collision of the electron with an atom results in ionization. This process 
is shown schematically in Fig. 174. As a result, two electrons appear instead 
of one (the impinging electron and the one knocked out of the atom). They, 
in turn, acquire an energy in the field and ionize the atoms they meet, and so 
on. Consequently, the number of charged particles rapidly grows, and an 
electron avalanche is observed. This process is known as IONIZATION BY 
ELECTRON IMPACTS, or COLLISION IONIZATION. However, the 


ELECTR impact 
ionization alone cannot ensure a self-sustained discharge. Indeed, all the 
electrons produced in this way move towards the anode, and as soon as they 


195 


reach the anode, the electrons "cease to act". To maintain the р д 
emission of electrons from the cathode is required. Electron emission тау 
several factors. ий 
ks ions formed in collisions of electrons with neutral atoms хара 
a high kinetic energy in their motion to the cathode under the getan H i» 
field. When such fast ions reach the cathode. they knock electrons out o 
cathode surface. | Е -— 
THERMIONIC EMISSION. Besides, a cathode may emit. electrons "s 
a result of heating to a high temperature. This process is vii = 
THERMIONIC EMISSION. It can be treated as evaporation of electrons e 
a metal. In many solid materials thermionic emission occurs at | ei s 
for which the evaporation of the substance itself is insignificant. 50 
materials are used for manufacturing cathodes. = 15 
In a self-sustained discharge the cathode can be heated due o^ 
bombardment by positive ions. If the energy of ions is not very high. t 


; a result of 
electrons cannot be knocked out of the cathode but appear as a result 
thermionic emission. 
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Various Types of Self-sustained Discharge 
and Their Applications 
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Fig. 175 


| Heater at 7) 


Working à 
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Heat Q, 


1. Examples of heat engines: internal combustion engine and rocket engine. During 
its operation, a heat engine receives an amount of heat Q,, out of which it gives away 
Q,. The balance А = О, — Q, is spent in doing work. 
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2. Surface tension forces hold Ы ave 
needle and a water bug on the shape 
surface. These forces determine the and 
and properties of soap bubbles 
liquid drops. 
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3. An electric arc furnace for melting steel: 
1—-jacket, 2-lining, and 3- electrode. 


4. Exam Charge: a plasma 
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ube; an 
Spark discharge 
na discharge (St. 


Fig. 176 Fig. 177 


a discharge is struck in the space between them. A column of brightly 
glowing gas, viz. an ELECTRIC ARC, is observed. In this case, the conductivity 
of the gas is quite high even under atmospheric pressure since the number of 
electrons emitted by the negative electrode is very large. In a small arc, the 
current strength is several amperes, while in large arcs it can be as large as 
several hundred amperes at a voltage of the order of 50 V. 

The electric arc was obtained for the first time in 1802 by the Russian 
Academician V. V. Petrov. 

The arc discharge is a high-power light source used in searchlights 
(Fig. 175), projectors and cinema projectors. 

Electric furnaces used in metallurgy employ the arc discharge as a source 
of heat (see coloured plate 3). Arc discharge is also used for welding metals 
(Fig. 176). 

OTHER TYPES OF SELF-SUSTAINED DISCHARGE. A discharge 
Whose glowing region resembles a crown (see coloured plate 4) is observed 
under the atmospheric pressure in the vicinity of sharp parts of a conductor 
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; m as the CORONA 
ing a large electric charge. This discharge, known =. p wan di 
Bisik is caused by a strong electric field (about 3 x EE inn 
ek crar ede ar cal body. The corona discharge has to pate of this 
peri while dealing with high voltages. When poteras pe : ede 
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of electric energy. The higher the voltage of a high-tension 
the larger must be the thickness of the wires. 


— e electrodes 
At a high voltage, a SPARK DISCHARGE may appear а bands 
in air. The spark discharge has the Shape of a bundle of a а appears 
branching from a thin channel (Fig. 177). This type of refe 
When the power of a source is insufficient for maintaining ar Aes coloured 
discharge. An example of a giant spark discharge is lightning -— a cloud 
plate 4). Lightning appears either between two clouds or ZI while the 
and the Earth. The current in a lightning reaches 500000 sillion volts. 
potential difference between the cloud and the Earth may be a billi 
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Plasma 
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d$ D From the Greek word plasma — moulded. Initially, this The wor 
used in biology for colourless liquid components in blood and live tissues. 

plasma acquired a different meaning in physics. 
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Each particle simultaneously interacts with a large number of neighbouring 
particles. As a result, in addition to random thermal motion, plasma particles 
can participate in various ordered (collective) movements. Various types of 
vibrations and waves can be easily generated in plasmas. | 

Plasma conductivity increases with the degree of ionization. At a high 
temperature, a completely ionized plasma attains conductivity close to that 
of superconductors. 

PLASMA IN SPACE. The most part of matter in the Universe (about 
99°.) is in the state of plasma. The Sun and other stars mainly consist of 
fully ionized plasma due to their high temperatures. . 

The interstellar medium filling the space between stars and galaxies also 
consists of plasma. The density of this medium is very low (less than an atom 
per cubic centimetre on the average). The atoms of the interstellar medium 
are ionized by the radiation from stars and by cosmic rays, viz. the beams of 
fast particles piercing the space in all directions. Unlike the hot plasma of 
stars, the plasma of interstellar medium has a very low temperature. 

Our planet is surrounded by plasma. The upper layer of the atmosphere at 
a height of 100-300 km, viz. the ionosphere, is an ionized gas. The ionization 
of the air in the upper layers of the atmosphere is mainly caused by the solar 
radiation and beams of charged particles emitted by the Sun. Above the 
ionosphere, there are radiation belts, discovered with the help of artificial 
satellites. The radiation belts also consist of plasma. 

Free electrons in metals possess many properties of plasma. Unlike 
ordinary plasma, the positive ions in a solid-state plasma cannot move over 
the entire body. 

PRACTICAL APPLICATION OF PLASMAS. Plasma emerges in all 
types of gas discharge: glow, arc, spark, etc. 

The plasma of the positive column of a glow discharge is used in neon 
lights for advertisements and daylight lamps. In the latter case, the discharge 
in mercury vapour occurs. The glass tube is coated by a layer of special 
material -luminophore", which glows itself under the action of plasma 
radiation. A luminophore is chosen in such a way that its glow approaches 
white light in composition. 

The gas-discharge plasma is used in many devices such as gas lasers, viz. 
quantum generators of light. Lasers are the most powerful sources of light 
(their operation principle will be described in the next volume of this book). 

Plasma jets are employed in magnetohydrodynamic (MHD) generators 
mentioned on p. 171. The utilization of low-power plasma engines on 
spacecraft is being considered. 

Quite recently, a new device- plasmatron — has been constructed. In this 
device, powerful jets of high-density plasma are created, which are applied in 
various fields in engineering: for cutting and welding metals, for drilling 
holes in hard rocks, etc. (see coloured plate 4). In a plasma jet, many 
chemical reactions proceed at a higher rate and even those reactions which 
do not occur under normal conditions may take place. 


D From the La 


р tin word lumen meaning "light" and the Greek word 
Phoros meaning "carrier". 
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i it is 
High-temperature plasma (whose temperature is of the D of 10 ie 
‘ ising i j iated with the con 
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5 ions. Intensive investigations arı : e at 
о As а matter of fact, these reactions are accompanied by i 
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1 1. What is the difference between the dissociation 
` e ionization of gases? . M 
2 ui: are the 2 тй under which а nonself-sustained gas 
discharge becomes self-sustained? 
3. What is thermionic emission? 
4. List the main lypes of self-sustained gas discharge. 
5. Give the definition of plasma, 
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Electric Current in Vacuum 
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Most of modern electroni 
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10.1 0. Two-electrode Electronic Tube (Diode) 


As a result of thermionic emission, a heated metallic 
electrode, unlike a cold electrode, continuously emits 
electrons which form an "electron cloud" near it. In this case, the electrode 
acquires a positive charge, and under the action of its electric field, the 
electrons from the cloud partially return to the electrode. In the equilibrium 
state, the number of electrons leaving the electrode per second is equal to the 
number of electrons returning to it during the same time. The higher the 
temperature of the metal, the higher the density of the electron cloud. 
The difference between the hot and cold electrodes soldered into an 
evacuated vessel leads to unidirectional conductivity of the interelectrode 
space. When the electrodes are connected to a current source, an electric 
field emerges between them. If the positive pole of the source is connected to 
the cold electrode (anode) and the negative to the hot electrode (cathode), the 
electric field strength is directed towards the hot electrode. Under the action 
of this field, the electrons partially leave the electron cloud and move 
towards the cold electrode. The electric circuit is thus closed, and an electric 
current flows in it. If the polarity of the current source is reversed, the field 
strength is directed from the cathode to the anode. The electric field repels 
the electrons of the cloud back to the cathode, and the circuit is 
disconnected. 

DIODE. The property of the imerelectrode space to conduct current in 
one direction is used in electronic devices with two electrodes, viz. VACUUM 
DIODES. 

A modern vacuum diode has the following structure. A cylinder made of 
glass or cermet and evacuated to an air pressure of 1075-1077 mm Hg 
contains two electrodes (Fig. 178a). One of them (cathode) is made in the 
form of a vertical metallic cylinder normally covered by a layer of oxides of 
alkali-earth metals (barium, strontium or calcium). Such a cathode is known 
as oxide-coated. The surface of such a cathode emits upon heating a much 
larger number of electrons than the surface of a pure metal. Inside the 
cathode, there is an insulated conductor heated by an alternating current. 
The hot cathode emits electrons which reach the anode if its potential is 
higher than that of the cathode. 

The anode is a circular or elliptical cylinder coaxial with the cathode. 
A schematic diagram of a diode is given in Fig. 178b. 


Cathode 
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VOLTAGE-CURRENT CHARACTERISTIC OF ^ DIODE. The 
characteristic properties of any electronic device are reflected by its voltage- 
current characteristic, i.e. the dependence of the current on the potential 
difference across the terminals of this device. The 
characteristic of a diode can be obta 


he current in the interelectrode gap of the diode are 
electrodes in limited amounts. Besides, in addition to 
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Fig. 182 Fig. 183 


electrons of the beam interact with matter, various effects are observed, 
which are used in practice. 

PROPERTIES OF ELECTRON BEAMS AND THEIR APPLICATION. 
An electron beam incident on bodies causes their heating. In modern 
engineering this property is used in electron-beam melting of superpure 
metals in vacuum. 

When fast electrons are decelerated in a substance, X-rays are generated. 
This property is employed in X-ray tubes which will be described in the next 
volume of this book. 

Some materials (like glass, and zinc and cadmium sulphides) glow as 
à result of bombardment by electrons. At present, this type of materials 
(luminophores), which convert up to 25%, of the electron beam energy into 
the light energy, are being used. 

Electron beams are deflected by the electric field. For example, when 
electrons pass between the plates of a capacitor, they are deflected from the 
negative plate to the positive one (Fig. 182). 

Electron beams are also deflected in a magnetic field. In their flight over 
the north pole of a magnet, electrons are deflected to the left, while above 
the south pole they are deflected to the right (Fig. 183). The deflection of 
electron flows from the Sun in the magnetic field of the Earth is manifested 
in the glow of the upper layers of the atmosphere (aurora polaris) that can 
be observed only at the poles. 
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Fig. 


a TV set. Texts in various languages, the graphs of various processes, the 
images of real objects, as well as imaginary objects obeying the laws 
recorded in a computer program can be seen directly on the display. 


T Why is vacuum created in cathode-ray and electronic tubes? 
Describe the construction of a diode. 


Plot the voltage-current characteristic of a diode and explain its 


wo 


peculiarities. 
How are electron beams controlled? 
What is the operating principle of a cathode-ray tube? 


TES 


10.12. Electric Current in Semiconductors 

The temperature dependence of electric conductivity of 

semiconductors makes them completely different in this 
respect from conductors. Measurements show that for a number of elements 
(silicon, germanium, selenium, etc.) and compounds (PbS, CdS, etc.) the 
resistivity does not increase with temperature as for metals (see Fig. 149), but 
on the contrary, drops very sharply (Fig. 188). Substances exhibiting this 
property are known as SEMICONDUCTORS. 

The curve in Fig. 188 shows that at temperatures close to absolute zero, 
the resistivity of semiconductors is very high. This means that at low 
temperatures a semiconductor behaves as a dielectric. As the temperature 
increases, the resistivity rapidly drops. What is the reason behind this effect? 

STRUCTURE OF SEMICONDUCTORS. In order to understand the 
mechanism of emergence of conductivity in semiconductors, you must know 
the structure of semiconductor crystals and the origin of the bonds keeping 
the atoms of a crystal near one another. Let us consider, by way of an 
example, a silicon crystal. 

Silicon is a tetravalent element. This means that there are four electrons 
on the outer atomic shell, which are rather weakly bound to the nucleus. 
The number of nearest neighbours of each silicon atom 1s also four. 
A two-dimensional diagram illustrating the structure of a silicon crystal is 
Shown in Fig. 189. 

A pair of neighbouring ato 
the COVALENT BOND (see text 
formed with the participation of one valence electron 
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: on 
manently occurs. One or the electrons forming a ores 
between atoms Jumps to fill a hole formed in its neighbourhood and г 
the electron-pair bond, a new hol 


displacement of holes is added to the electric current due to free electrons. 
The holes move opposite to the motion of electrons. 

Thus, two types of carriers are present in semiconductors, viz. electrons 
and holes. Therefore, semiconductors exhibit the electron as well as hole 
conductivity. 

We have analyzed the mechanism of conductivity in ideal semiconductors. 
Such a conductivity is known as the INTRINSIC conductivity of 
semiconductors. 


10.1 3. Electric Conductivity of Semiconductors 

Containing Impurities 

The intrinsic conductivity of semiconductors is normally not 

very high, since the number of free electrons is small (for 
example, in germanium n, —3 x 10!? cm ^? at room temperature). On the 
other hand, the number of germanium atoms in 1 cm? is 107%. Thus, the 
number of free electrons constitutes 107 !° of the total number of atoms. The 
intrinsic conductivity of semiconductors is similar in many respects to the 
conductivity of aqueous solutions and melts of electrolytes. In both cases, the 
number of free charge carriers increases with the intensity of thermal motion. 
Consequently, in semiconductors, as well as in solutions and melts of 
electrolytes, conductivity increases with temperature. 

A distinctive feature of semiconductors is that in the presence of 
impurities, an additional (IMPURITY or EXTRINSIC) CONDUCTIVITY is 
observed in semiconductors along with the intrinsic conductivity. By varying 
the impurity concentration, we can noticeably change the number of charge 
carriers of both signs. Owing to this, it is possible to create semiconductors 
with a predominant concentration of either positive or negative charge 
carriers. This property of semiconductors makes them invaluable in many 
practical applications. 

DONOR IMPURITIES. It turns out that the presence of arsenic atoms 
(even at a very low concentration) increases the number of free electrons 
many times. This is due to the following circumstance. Arsenic atoms have 
five valence electrons. Four of them take part in the formation of a covalent 
bond between a given atom and the neighbouring atoms, say, of silicon. The 
fifth valence electron turns out to be weakly bound to the atom. It easily 
leaves the arsenic atom and becomes free (Fig. 191). 

When a 1/107 fraction of arsenic atoms is added, the concentration of free 
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electrons becomes 10!$ ст 3. It is 10? higher than the free electron 
concentration in a pure semiconductor. 

Impurities which readily give away electrons, and hence which increase the 
number of free electrons, are called DONOR IMPURITIES. 

Since semiconductors containing a donor impurity have a larger number 
of electrons (in comparison with the number of holes) they are known as 
n-type semiconductors (from the word “negative”). In n-type semiconductors, 
electrons are MAJORITY carriers while holes are MINORITY carriers. 

ACCEPTOR IMPURITIES. If we use as an impurity indium whose atoms 
are trivalent, the type of the conductivity in the semiconductor 
changes. Now an indium atom is missing an electron to form normal 
electron-pair bonds with the neighbouring atoms. As a result, a hole is 
formed. The number of holes in the crystal is equal to the number of impurity 

atoms. Such impurities are known as ACCEPTOR IMPURITIES. 

In the presence of an electric field, holes travel along the field, and the 
hole conductivity emerges. Semiconductors in which the hole conductivity 
dominates over the electron conductivity are called p-type semiconductors 
(from the word "positive"). The majority carriers in a p-type semiconductor 
are holes, while electrons are the minority carriers. 


10.14. Electric Current Through a Junction of 


p- and n-type Semiconductors 


Figure 192 represents a schematic diagram of a se- 


| 7 miconductor whose right-hand part contains only donor 
impurities and hence is an n-type semiconductor, while the left-hand part 
containing acceptor impurities is a p-type semiconductor. Electrons are 
shown by coloured dots while holes correspond to black spots. The contact 
between the two semiconductors is known as a p-n JUNCTION. 

When a Junction is formed, a part of electrons goes over from the n-type 
to the p-type semiconductor, while holes travel in the opposite direction. The 
process of diffusion occurring in this case is simil 
contact of two different gases whose molecules are mixed due to thermal 
тара = е n-type semiconductor acquires a positive charge and 
Mice nae oe wd is charged negatively. Diffusion ceases when the 
= A generated in the region of the junction becomes strong enough 

Гета а further displacement of electrons and holes. 

Fi e ks = à semiconductor with a p-n junction to an electric circuit 

8. 193), We shall first connect the battery in such a way that the p-type 


ar to that observed at the 
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Fig. 194 Fig. 195 


semiconductor has a positive potential and the n-type one has a negative 
potential. In this case, the current through the p-n junction will be due to the 
majority carriers: electrons from the n- to the p-zone and holes from the p- 
to the n-zone (Fig. 194). As a result, the conductivity of the entire sample 
will be high and its resistance low. 

The process considered above is known as the FORWARD CURRENT. The 
dependence of current on the potential difference, i.e. the voltage-current 
characteristic for the direct process, is shown in Fig. 195 by the solid line. 

Let us change the polarity of the battery. Then at the same potential 
difference the current will be much weaker than in the direct process. This 
can be explained as follows. Now the electrons move through the junction 
from the p- to the n-region, while holes move in the opposite direction. But 
the number of electrons in the p-type semiconductors as well as the number 
of holes in the n-type semiconductors is very small. The current through the 
junction in this case is due to the minority carriers whose number is small 
(Fig. 196). For this reason, the conductivity of the sample is found to be 
insignificant and its resistance is high. The so-called BARRIER LAYER is form- 
ed. This process is known as the BACKWARD CURRENT. The current voltage 
characteristic for the backward process is shown in Fig. 195 by the dashed 
line. 

Thus, а p-n junction is asymmetric with respect to the current: the resistance 
of the junction in the forward direction is much lower than in the backward 
direction. This property of the p-n junction is employed for the rectification 
of alternating current. During the half-period when the potential of the 
p-type semiconductor is positive the current flows freely through the 
junction. During the next half-period, the current through the p-n junction is 
virtually equal to zero. 
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10.1 5. Semiconductor Diode 


Semiconductor diodes are being used widely in radiocircuits 

along with two-electrode electronic tubes since they have 

some significant advantages over electronic devices. Charge carriers in an 
electronic tube (electrons) are generated as a result of thermionic emission. 
For this a special current source is required for heating the cathode filament. 
In a p-n junction, charge carriers appear when an acceptor or donor 
impurity is introduced into a crystal. Thus, there is no need to use a power 
source for obtaining free charge carriers. In complex circuits, a considerable 
amount of energy is saved due to this circumstance. Semiconductor rectifiers 


have a much smaller size in comparison with vacuum tubes rated for the 
same current. Therefore, the devices based on semiconductors are more 
compact. 
The advantages of semiconduc 
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1 0.1 6. Transistors 


The properties of the p-n junction in semiconductors can be 

used for the amplification and generation of electric 

oscillations. In modern radioengineering, SEMICONDUCTOR TRIODES, Or 

TRANSISTORS having various combinations of p-n junctions are mainly used. 

Let us consider a germanium or silicon transistor with donor or acceptor 

impurities introduced in a certain way. The distribution of impurities is such 

that a. very thin (of the order of several micrometers) layer of an n-type 

semiconductor is formed between two layers of a p-type semiconductor 
(Fig. 199). This thin layer is called the BASE. 

Thus, two p-n junctions are formed in the crystal, so that their forward 
directions are opposite. Three leads from the regions with different types of 
conductivity make it possible to connect the transistor into a circuit shown 
in Fig. 199. With such a connection, the left p-n junction is DIRECT and 
separates the base from the p-type region called the EMITTER. If the right 
p-n junction were absent, the current in the "emitter-base" circuit would 
depend on the voltage of the sources (battery ВІ and the source of 
alternating voltage) and on the resistance of the circuit, including the small 
resistance of the forward emitter-base junction. 

Battery B2 is connected so that the right p-n junction in the circuit shown 
in Fig. 199 is BACKWARD. It separates the base from the right-hand region 
with the p-type conductivity called the COLLECTOR. If the left-hand p-n 
junction were absent, the current in the collector circuit would be close to 
zero since the resistance to the backward current is very high. If, however, 
there exists a current through the left-hand p-n junction, a current also 
appears in the collector circuit, the current in the collector being only 
slightly smaller than the current in the emitter. 

This can be explained as follows. When a voltage is applied between the 
emitter and the base, the majority carriers in the p-type semiconductor, viz. 
holes, penetrate the base where they are minority carriers. Since the thickness 
of the base is very small and the number of majority carriers (electrons) in it 
is not large, the holes appearing in the base almost do not recombine with 
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Fig. 200 


the electrons of the base and penetrate the collector as a result of diffusion. 
The right-hand p-n junction is impenetrable for the majority carriers of the 
base (electrons) but not for holes. The h 

in the collector, and the circuit is thus 
emitter circuit from the base is very s 
the base in the hori 
the cross-sectional 


he collector and thus can be made сао, 
high. Controlling the emitter current with the help of the source o 
cted to the circuit, we obtain a synchronous 


- At a large resistance of the 


Thus, power amplificatio; 

APPLICATION OF 
a very wide application in 
in many electric circuits in scientific, industrial and 
Portable radio recej i 


ig. 200) have found 
electronic tubes 


i ; s se in temperature, Strong currents and 
highly Penetrating radiation, 
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10.17. Thermistors and Photoresistors 


THERMISTORS. The electric resistance in semiconductors 

strongly depends on temperature. This property is used for 
measuring temperature from the current in а circuit containing 
а semiconductor. Such instruments are known as THERMISTORS or 
TEMPERATURE-SENSITIVE RESISTORS. 

A thermistor is a simple semiconductor instrument. Thermistors are 
manufactured in the form of rods, tubes, discs, washers or beads, their size 
ranging from several micrometres to several centimetres (Fig. 201). 

The range of temperatures measurable by most of thermistors is from 170 
to 570 K. However, there exist thermistors for measuring very high 
(71300 К) and very low (4-80 K) temperatures. 

Thermistors are used for the remote measurements of temperature, in fire 
alarms, and so on. 

PHOTORESISTORS. The electric conductivity of semiconductors 
increases not only with heating but also upon irradiation. 

This can be verified with the help of a set-up whose schematic diagram is 
shown in Fig. 202. When the semiconductor is illuminated (Fig. 203), the 
current in the circuit noticeably increases. This points to an increase in the 
conductivity (decrease in the resistance) of the semiconductor under the 
action of light. This effect is not connected with heating since it can be 
observed at a constant temperature. 

The electric conductivity increases as a result of the rupture of the bonds 
and generation of electrons and holes at the expense of the energy of light 
incident on the semiconductor. This phenomenon is known as the 
PHOTOELECTRIC EFFECT. 

The devices in which the photoelectric effect in semiconductors is used are 
called PHOTORESISTORS. The compactness and high sensitivity of 
photoresistors make them convenient for use in various branches of science 
and technology where weak light flows must be registered and measured. 
Photoresistors are used for determining the surface quality, for checking the 
size of articles, and so on. 


? 1. What is the difference in the temperature dependences of resistances 
of semiconductors and metals? 

What are the mobile charge carriers in a pure semiconductor? 
. What happens when an electron meets a hole? 


2; 
3 


Fig. 201 Fig. 202 Fig. 203 


i y дере the 
4. Why is the resistance of a semiconductor strongly dependent on 
А ‹ Dd 
resence of impurities? T sa d 
5. Which impurity (donor or acceptor) should be introduced 
as = " 9 
obtaining an n-type semiconductor? M» Mn nonu а 
6. What = the majority and minority charge carriers 1 
a semiconductor with an acceptor impurity? 


i i far ave n- 
7. What are the advantages of a semiconductor diode over a vacuum 
tube diode? 


Problem with Solution 


The quantitative relations for the electric current in meras 
and electrolytes are very simple. The problems invo E 
Ohm's law which is valid for these conductors were considered in 


previous chapter. Here we shall mainly deal with problems where the laws of 
electrolysis are applied. 


A conducting sphere of radius К = 5 ст is placed in an electrolytic cell filled mun 
copper sulphate solution. What is the increase in the mass of the sphere. if A 
deposition of copper lasts for t= 30 min, and the electric charge supplied to i 
Square centimetre of the spherical surface per second is 0.01 C? The molar mass o 
copper M is 0.0635 kg/mole. 


Solution. The area of the spherical surface is S = 472 = 314 em". 
Consequently, the charge transported by copper ions during г = 30 min E 
1800s is Aq = 0.01 C/(cm?-s) x 314 cm? x 1800 $ = 5652 C. The mass о 
deposited copper is m — M Aq/neN 4 = 2 x 107? kg 


Exercise 13 


1. A zinc electrode with mass m- 
cell intended for zinc- 
be passed through th 
electrochemical equi 


0.01 kg is placed in an eae 
plating of metallic articles. What charge shoul 
cell to use up the electrode completely? The 
valent for zinc is k= 34 x 10-7 kg/C. 

2. A layer of copper having a mass of 0,316 g has been deposited on 
the cathode of an electrolytic cell in 10 min at a current of 1.6 А. 
Determine the electrochemical equivalent for copper. А 

3. How should the electrodes be arranged for coating electrolytically 
the inner surface of a hollow metallic body? 

- During nickel-plating of an article lasting for 2h, the current 
through the cell was 25 А. The electrochemical equivalent for nickel 

is 3 x 1077 kg/C, the density of nickel is 8.9 x 10? kg/m?. What is 


the thickness of the nickel layer if the surface area of the article is 
0.2 m?? 


- A uniform electric field of stren 
vacuum. Is the distance covered 
the same in two cases? The ini 

. Determine the velocities of elec! 


for the potential differences bet 
and 5000 У. 


Bth É is produced in a metal and in 
by an electron during the same time 
tial velocity of the electron is zero- 
trons at the exit of an electron gun 
ween the cathode and anode of 500 
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Main Points of Chapter 10 


The electric conductivity in metals is due to free electrons 
(electron conductivity). 

The electric conductivity of aqueous solutions of electrolytes is due to 
positive and negative ions (ion conductivity). 

In the case of the ion conductivity, the passage of current is accompanied 
by the deposition of substances constituting an electrolyte on the electrodes. 
The process, which is widely used in engineering, is called electrolysis. 

The mass of the substance deposited in electrolysis during the time Ar is 
m= MI At/enNA, where M is the molar mass of the substance, п is its 
valence, Na is Avogadro's number, and e is the electron charge. 

At temperatures close to room temperature, gases consist of neutral 
molecules and are dielectrics. Upon heating, as well as under the action of 
radiation and other factors, ionization of gases takes place and they become 
conductors. 

The conductivity of gases is due mainly to positive ions and electrons. 
A gas discharge which is terminated as soon as an ionizer is switched off is 
known as a nonself-sustained discharge. 

A discharge is known as self-sustained if it exists without an ionizer. In 
this type of discharge, ions and electrons are formed as a result of ionization 
by electron impact (collision), thermionic emission, and so on. 

In order to create a current in vacuum, a source of electrons, viz. a hot 
cathode, should be placed in a vacuum tube. 

In modern radio engineering, semiconductors are widely used, whose 
resistance drops with increasing temperature and strongly depends on the 
presence of impurities. Since the conductivity of semiconductors can be easily 
controlled, they are conveniently used in semiconductor diodes and 
transistors, viz. the devices for the amplification and generation of electric 
oscillations. 


MAGNETIC FIELD 


11.1 o Interaction of Currents. Magnetic Field 


The forces acting between stationary electric charges are 
determined by Coulomb's law. According to the short-range 
: every charge produces an 
ge acting on another charge, and vice versa. 


The interaction between current-carrying conductors, i.e. the interaction 
between moving electric charges 


with which current carryi n each other are known as 


‘as described in the 


course of “Junior Physics”, his book, magnetic 


interaction will be considere 
MAGNETIC FIELD. Ac i 
flowing in a conductor cannot act 


Like an electric field produced in the space surrounding Stationary electric 
charges, the so-called 


ars in the space surrounding currents. 
The electric current i ductors produces in the surrounding 


current. 
The magnetic field 


is a special 
interaction between mo: 


ving electrical 


ie 


form of matter through which the 
ly charged particles is realized. 


D The conductors are char, 
charges are negligibly 


small for a few volts 


ged by the current source, but their 
the Coulomb forces ar 


potential difference between them. Hence 
e not manifested here, 
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Fig. 204 Fig. 205 Fig. 206 

The basic properties of the magnetic field, which have been established 
experimentally, are listed below. 

1. The magnetic field is generated by an electric current (moving charges). 

2. The existence of the magnetic field is revealed from its action on a current 
(moving charges). 

Like the electric field, the magnetic field really exists independently of us or 
of our knowledge about it. An experimental proof of the reality of the 
magnetic field, as well as of the electric field, is the existence of 
electromagnetic waves (see Sec. 8.7). 

A CLOSED CURRENT LOOP IN A MAGNETIC FIELD. It would 
appear convenient to take a small element of current, i.e. a small segment of 
a thin current-carrying conductor, for investigating the magnetic field in the 
same way as we took a small charged body for investigating the electric field. 
A continuous current cannot, however, exist in a segment of a conductor 
since any circuit with direct current must be closed. 

The magnetic field can best be studied with the help of a closed loop of 
a small (in comparison with distances over which the magnetic field varies 
noticeably) size. For example, we can take a small flat frame of an arbitrary 
shape, made of a wire (Fig. 207). The leads should be arranged close to each 
other or braided. Then the resultant magnetic force acting on them will be 


zero. 
The following experiment helps to reveal the nature of action of the 


magnetic field of a current loop. Let us suspend a small plane loop 
consisting of several wire turns with the help of braided thin flexible wires. 
We place a vertical wire at a distance considerably larger than the size of the 
loop (Fig. 208a). When the current is passed through the wire and the loop, 
the latter turns and orients itself so that the current-carrying wire is in the 
same plane with the loop (Fig. 2085). If the current in the wire is reversed, 
the loop turns through 180°. 

It is known from the course of “Junior Physics” that the magnetic field 
can be created not only by an electric current but also by permanent 
magnets. If we suspend a current loop between the poles of a magnet by 
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ho 


Fig. 207 \ 


Fig. 208 Fig. 209 


flexible wires, it will turn until its plane becomes perpendicular to the line 


connecting the poles (Fig. 209) Thus, the magnetic field produces the 
orienting action on a current loop.» 


11.2. 


Magnetic Induction 


В М А i tric 
The electric field is characterized by a vector, viz. the elec 
field stren; 


e ends. 
N. The orienting action 


à current loop can be used to 
the magnetic induction. 
By definition, the direction of the m 


direction from the south pole S to the пс : 
needle is oriented in a magnetic field. This direction coincides with the direction 
of the positive normal to the closed current loop (Figs. 210, 211). 

The positive normal is directed along the motion of a screw (with the 
right-hand thread) rotated in the direction of the current in the loop. 


gnetic needle, we can determine the direction 


Point of a magnetic field. Figures 212 and 213 


у а magnetic needle, similar to the experiments 
With a frame (Figs. 208 and 209). 


agnetic induction vector is the 
rth pole N in which the magnetic 


e . P Experiments show that only a uniform magnetic field produces the 
orienting action on a current loop. In a 


: c nonuniform field, the loop is also т 
translatory motion, being attracted to or repelled from the current-carrying 
conductor, 
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Fig. 210 Fig. 211 


The magnetic needle is oriented in the magnetic field of a straight current- 
carrying conductor along the tangent to the circle (Fig. 213). The plane of 
the circle is perpendicular to the conductor, its centre lying on the conductor 
axis. The direction of the magnetic induction vector is established by using 
the RIGHT-HAND SCREW RULE: IF THE DIRECTION OF THE TRANSLATIONAL 
MOTION OF THE SCREW COINCIDES WITH THE DIRECTION OF THE CURRENT IN 
THE CONDUCTOR, THE DIRECTION OF ROTATION OF THE SCREW HANDLE 
COINCIDES WITH THE DIRECTION OF THE MAGNETIC INDUCTION VECTOR. 

The direction of the induction vector of the magnetic field of the Earth is 
determined each time when a compass is used to find the direction. 


11.3. Magnitude of Magnetic Induction 


MOMENT OF FORCE ACTING ON A CURRENT 

LOOP. A uniform magnetic field does not cause the 
translational motion of a current loop or magnetic needle. According to the 
laws of mechanics, this means that the vector sum of the forces acting on the 
loop or needle is zero. But the loop is not in equilibrium unless its normal 
coincides with the direction of the magnetic induction. This means that the 
moment of force acting on the loop differs from zero. 


1) It should be recalled that the moment of force (or torque) is the 
product of the force and the arm, viz. the length of the perpendicular dropped from 
the axis on the line of action of the force. Torques cause rotation of bodies. 


e 


Fig. 213 
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The magnitude of this moment does not remain unchanged for a given 
current in the loop. It depends on the orientation of the plane. of the pm 
relative to the vector B. When the plane of the loop is perpendicular to the 
magnetic induction, the moment of force is zero. | НҮ 

The torque acting on а loop can be measured. For this purpose, a device 
similar to Coulomb's torsion balance is used. A current loop is suspended 
from a thin elastic wire instead of a rocker with a charged ball. To keep the 
loop in the initial position after its circuit has been closed, the wire should 
be twisted through a certain angle. The magnitude of this angle is used to 
determine the torque acting on the loop. This torque is maximum when the 
normal to the loop is perpendicular to vector B. 

MAGNITUDE OF MAGNETIC INDUCTION. By varying the current 
I in the loop and using the loops with different areas 5, we can establish an 
important fact: THE MAXIMUM MOMENT OF FORCE M EXERTED ON THE 
CURRENT LOOP BY THE MAGNETIC FIELD IS PROPORTIONAL TO THE PRODUCT 
OF THE CURRENT AND THE AREA OF THE LOOP: M = IS. 

This experimental result can be used fo 
magnetic induction. Indeed, since M ос IS 
on the current in the loop nor on its 


magnetic field at the site where the loop is located. 
The magnitude of m 


: agnetic induction is the ratio of the maximum torque 
M acting on the current loop to the product of the current and the area of 
the loop: 


B= MJIS. (11.1) 
. The magnetic field is completely characterized by the magnetic induction 
B. By measuring the moment of force acting on a current loop, the direction 
and magnitude of the magnetic induction of the field at each point can be 
determined. 


r determining the magnitude of the 
‚ the ratio M/IS will depend neither 
area. This ratio characterizes the 


induction of a small current 
i be considered here. 

_ UNIT OF MAGNETIC INDUCTION. For the unit of magnetic 

induction, we take a field exerting the maximum 

a M an area of | m? and a current 


1 unit of magnetic induction = 1 ( 
The unit of magnetic 
Yugoslavian electrical engin 
MAGNETOMETER. In 
‚ viz. magnetometers 
а current loop. The magnetic į is judged from the torque exerted on 
the magnet by the magnetic field. 


N-m)/A m?) = 1 МДА m). 


induction is called the TESLA (T) after the 
eer М. Tesla. 
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1 1 .4. Magnetic Field Lines. Magnetic Flux 


MAGNETIC FIELD LINES. A visual pattern of a magnetic 

field can be obtained by plotting the so-called LINES OF 
MAGNETIC INDUCTION, or magnetic field lines. The magnetic field lines are 
the lines tangents to which coincide with the vector B at a given point of the 
field (Fig. 214). In this respect, the magnetic field lines are similar to the lines 
of force of the electric field. 

Let us plot the lines of the magnetic field for a straight current-carrying 
conductor. It follows from the experiments considered above that in the case 
under consideration, the magnetic field lines are concentric circles lying in 
a plane perpendicular to the conductor axis (Fig. 215). The arrows on the 
lines indicate the direction of the magnetic induction vector, viz. the tangent 
to the line. As in the case of electric field lines, the magnetic field lines are 
plotted so that their density is proportional to the field at a given region. 

Let us also consider the pattern of the magnetic field for a current-carrying 
coil (solenoid). The pattern of the lines of magnetic induction, plotted with 
the help of magnetic needles or current loops, is shown in Fig. 216 (the 
section of the solenoid is drawn). If the length of the solenoid is much larger 
than its diameter, the field inside the solenoid can be assumed to be uniform. 
The magnetic lines of such a field are parallel and have a uniform density. 

Using iron filings, the pattern of magnetic field lines can be made visual. 
This method was described in the course of "Junior Physics". | 

Every piece of iron put on а carboard sheet is magnetized ina magnetic 
field and behaves as a small magnetic needle. The availability of a large 
number of needles allows us to determine the direction of the magnetic field 
at a large number of points and hence to determine the arrangement of 
magnetic field lines more accurately. Figures 217-220 represent several 
patterns of magnetic field lines. 

B 


Fig. 214 p" M 


Fig. 215 Fig. 216 
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Fig. 220 


VORTEX FIELD. An important property of magnetic field lines is ua hia 
have neither beginning nor end. These lines are always closed. It паа 
recalled that the situation with the electric field is quite different. 


i iti arge and 
field lines always have a source: they start from the positive charge a 
terminate at the negative one. 


Fields with closed lines 
field is a vortex field. 
The closed nature of ma 


TS > agnetic 
of force are termed vortex fields. The magr 


gnetic lines is a fundamental property of tne 
magnetic field. It consists in the fact that the magnetic field has no souri 
Magnetic charges similar to electric charges do not exist in nature, 

MAGNETIC FLUX. Magnetic induction В characterizes a magnetic field 
at each point of space. We can introduce another quantity which depends on 
the magnitude of vector B not at a single point but at all points of a surface 
bounded by a plane current loop. | 

For this, we consider a closed loop of area S placed in a uniform magnetic 
field. The normal ñ to the plane of the loop is at an angle o to the direction 
of the magnetic induction B (Fig. 221). The Magnetic flux @ through the 
surface area $ is equal to the product of the magnitude of magnetic 
induction B, the area 5, and the cosine of the angle x between vectors B and 
й (the normal to the surface): 

Ф = BS cosa. 


The product Всоз o = B, 
vector onto the normal to t 


(11.2) 


is the projection of the magnetic induction 
he plane of the loop. Therefore, 


© =B,S. (11.3) 


"T : H 1 i l 
The magnetic flux can be visually interpreted as the quantity proportion 
to the number of the magnetic fi 


: eld lines piercing a surface of are eet 
The unit of magnetic flux is the WEBER. The magnetic flux of one we 
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Fig. 221 


(1 Wb) is produced by a uniform magnetic field having an induction of 1 T 
through a surface which has an area of 1 m? and is perpendicular to the 
magnetic induction. 


1 1 B. Electrical Measuring Instruments 


The orienting effect of the magnetic field on a current loop is 
used in electrical measuring instruments of magnetoelectric 
type, viz. ammeters and voltmeters. 

A measuring instrument of this type has the following construction. A coil 
is wound around a light aluminium rectangular frame with a pointer 
connected to it. The frame is fixed on two half-axles. It is kept in equilibrium 
position by two thin spiral springs (one of them is shown in Fig. 222). The 
moment of elastic forces exerted by the springs, which returns the coil to the 
equilibrium position, is proportional to the angle of deflection of the pointer 
from the equilibrium position. The coil is placed between the poles of 
à permanent magnet with pole pieces of special shape. 

A cylinder made of soft iron is placed inside the coil. Such a construction 
ensures the radial direction of the magnetic field lines in the region where the 
turns of the coil are located (Fig. 223). As a result, in any position of the 
coil, the moment of force exerted by the magnetic field has the maximum 
value which remains unchanged for the same current. Vectors F represent 
the forces exerted on the coil by the magnetic field and producing a torque 
rotating the coil. The current-carrying coil rotates unless the moment of the 
elastic force exerted by the springs balances the moment of force exerted on 
the frame by the magnetic field. By doubling the current, we see that the 


D Obviously, the torque acting on a coil with several loops (turns) is 
proportional to the number N of turns. Indeed, the magnetic field exerts the same 
action on each loop, and N times larger torque must act on the coil with N turns. 
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pointer turns through a doubly large angle, and so on. This is so because the 
maximum torque M exerted on the coil by the magnetic field is proportional 
to the current: M oc I. Owing to this, we can measure the current from the 
angle of rotation of the coil if the scale is graduated appropriately. For this 


we must establish which angles of rotation of the pointer correspond to 
known values of the current. 


- Which forces are known as magnetic forces? 

. List the main properties of the magnetic field. А 

- How до a closed loop and magnetic needle move in a uniform 
magnetic field? 

4. Indicate the method of determi 

induction. 3 

How can the magnitude of the magnetic induction be determined? 

. Give the definition of magnetic field lines. 

- Which fields are known as vortex fields? 

- What is magnetic flux? 

. What is the operating 
magnetoelectric type? 


ning the direction of the magnetic 


Caran 


principle of measuring instruments of the 


1 1 .6. Ampére's Law TEX m 


Magnetic field acts o 
cond 


gement, Ampére succeeded in deriving the 
an individual element of current. 
S FORCE. Figure 224 shows a set-up 


hich factors determine the force acting on 
à current-carrying conductor. 


Fig. 224 


André Marie Ampére (1775-1836) was 
a great French physicist and 
mathematician, one of the founders of 
electrodynamics. Не introduced the 
concept of “electric current” in physics 
and constructed the first theory of 
magnetism based on the hypothesis of 
molecular currents. Ampére discovered 
the mechanical interaction of electric 
currents and established quantitative 
relations for the force of this interaction. 
Maxwell called Ampère "Newton in 
electricity”. Ampére also contributed to 
the fields of mechanics, theory of 
probability and calculus. 


The magnetic field is produced by a permanent magnet and mainly acts on 
a horizontal conductor. The force is measured with the help of a special 
balance connected to the conductor by two rods. 

Doubling the current, we see that the force acting on the conductor is also 
doubled. Using one more magnet, we almost double the length of the 
segment of the conductor on which the magnetic field acts. The force is also 
doubled in this case. Using different magnets, we can establish that the 
magnetic (Ampére) force is proportional to the magnitude of vector B. 

Finally, Ampére's force depends on the angle between vector B and the 
conductor. This can be verified by varying the slope of the support on which 
the magnets rest so that the angle between the conductor and magnetic field 


lines changes. . 
Naturally, all the conclusions drawn above are of a qualitative nature. Let 


us now formulate the law correctly. — 

Suppose that the magnetic induction B forms an angle « with the direction 
of a current-carrying conductor (current element) (Fig. 225). (For the 
direction of the conductor, we take the direction of current in it.) 
Experiments show that the magnetic field, whose induction vector is directed 
along the current-carrying conductor does not produce any action on the 
current. Therefore, the magnitude of force depends only on that component 
of vector B, which is perpendicular to the conductor, i.e. оп B, = B sin о, 
and does not depend on the component of vector B, which is directed along 
the conductor. 

The expression for the magnitude F of the force exerted on a small 
segment Al of a conductor carrying a current I, by a magnetic field of 
induction B forming an angle œ with the current element has the form 


F=B{1|Alsina. (11.4) 


This expression is known as АМРЁКЕЅ LAW. 
DIRECTION OF AMPERE’S FORCE. In the experiments considered 
above, vector F is normal to the current element and to vector B. Its 
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Fig. 225 


Fig. 226 


direction is determined by the left-hand rule: 
Place the left hand so that the 


component of vector B perpendicular to the 
conductor enters the palm and direct four fingers currentwise. Then ws 
thumb at 90° to the fingers will indicate the direction of the force acting ot 


the conductor (Fig. 226). А 

APPLICATION ОЕ АМРЁВЕ’ 
magnitude of the force actin 
calculate the force acting on 
we must find the sum of for 
can be completely sure that 
the resultant force calculate 
with the experimentally de 


S LAW. Knowing the direction and 
§ on any segment of a conductor, we can 
the entire closed conductor. For this Purpose, 
ces acting on all segments of the conductor. w 
Ampère’s law is valid because the magnitude о 
d in this way for any closed conductor coincides 
termined value of this force. ; 
Ampére’s law is used for calculating the forces acting on current-carrying 
conductors in many appliances, in particular, in electric motors. = 
The operation of all electric motors is based on the utilization of Ampére’s 
forces. Electric current flows in the winding of the rotating part of a motor 
(called the rotor). A powerful electromagnet produces a magnetic field which 


acts on current-carrying conductors and makes them move. Rotors are 
manufactured fr 


om steel plates, and the pole pieces of the electromagnet 
have such a sh 


ape that they concentrate the magnetic induction in the 
regions where the rotor winding is arranged. 


Special systems ensure such a direction of current in the windings that the 
magnetic interaction creates a torque resulting in the continuous rotation of 
the rotor. 


11.7. Action of Magnetic Field on a Moving Charge. 
Lorents Force 


An electric current is a collective motion of charged particles. 
Therefore, 


the action of a magnetic field on a current- 
carrying conductor is the 


result of action of the field on moving charged 
particles inside the conductor. 


after the great Dutch physicist Lorentz, the founder 
of the electron theory o be determined 
i force is equal 


— 


Fig. 227 


this segment of the conductor: 


NO 
(11.5) 


Let us consider : ; 
(Fig, zi н а анан of a thin straight current-carrying conductor 
rbd Scare or p» the length Al of the segment and its cross-sectional 
constant whit, that the magnetic induction B can be assumed to be 
Ей bo Hie ch he limits of this segment. The current / in the conductor is 
Nina е at = qo of a particle, the number density of charged particles 
iheir orderc c arged particles per unit volume) n and the velocity v of 
ered motion through the following formula (see Sec. 9.1): 


1 = qonvS. (11.6) 


Тһе тарпі 
e magnitude of the force exerted by the magnetic field on the chosen 


current element is 
F «|I | Al Bsin о. 
Substituting into this formula expression (11.6) for cu 
F =|qo|nvS ALB sin = v| qo | NB sin о, 
cles in the volume under 
s on each moving charge 


rrent, we obtain 


whe == ; 

Pour lie, Al is the number of charged parti 

with EE Consequently, the magnetic field act 
the Lorentz force 


F 
Bye alte leben, (11.7) 


wh s 
varied bln between the velocity vector and the 
determined by th is at right angles to vectors B and б, tio 
Place the y the same left-hand rule as the direction of Age E 
velocit r left hand so that the component of vector B perpendicu a р > 
the es ‘the charge enters the palm. direct four fingers along the № - Г 
и charge (and opposite to it for the negative charge); ии ^ 
ie i in angle to the four fingers points in the direction of the 

n gees "um on the charge (Fig. 228) Е 

electric iie geld acts on à charge qo with the force Fa 
magnetic fields are both present, the total forc 


magnetic induction. 
its direction being 


= qo F. Thus, if the 
e F acting on the 
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Fig. 228 


Fig. 229 


charge is given by? 
F=Fy+F,. 

Since the Lorentz force is at right angles to the velocity 
no work. According to the theorem on kinetic ener 
this means that the Lorentz force does not chang 
particle, and hence the magnitude of its velocity. 
particle velocity changes under the action of the 

The action of the Lorentz force on moving elec 
bringing an electromagnet (or a permanent magni 
By varying the current in the windings of the ele 
the deflection of the electron beam increases wi 
magnetic induction of the field. 
electromagnet is reversed, the beam 

The dependence of the Lorentz fore 
and б can be detected while observi 
with the variation of the angle betw 
of the cathode-ray tube. 

MOTION OF A CHARGED PARTICLE IN А UNIFORM 
MAGNETIC FIELD. Let us consider the motion o 


T f a particle having a 
charge qo in a uniform magnetic field B directed at right angles to the initial 
velocity č of the particle (Fig. 229). The Lorentz force depends on the magni- 


tude of the velocity of the particle and the induction of the field. Since the 
magnetic field does not alter the magnitude of the velocity, the magnitude of 
the Lorentz force also remains unchanged. This force is perpendicular to the 
velocity, and hence determines the centripetal acceleration of the particle. 
The fact that the magnitude of the centripetal acceleration of a particle 
moving at a constant (in magnitude) velocity indicates that the particle 
moves uniformly in a circle of radius r. Let us determine this radius. 


(11.8) 


of a particle, it does 
gy (see "Senior Physics 1”), 
e the kinetic energy of the 
Only the direction of the 
Lorentz force. 

trons can be observed by 
et) to a cathode-ray tube. 
ctromagnet, we notice that 
th the magnitude B of the 
If the direction of current in the 
is deflected in the opposite direction. 
€ on the angle œ between the vectors B 
ng the deflection of the electron beam 
een the axis of the magnet and the axis 


P? The total force (11.8) exerted on a charged particle by an 
electromagnetic field is often called the Lorentz 


1 force. In this case, force (11.7) is called 
the magnetic component of the Lorentz force. 


232 


Battery 
creating 
accelerating 
voltage 


Photographic plate 


РИ Source of particles To pump { 
Fig. 231 


Accordi 
ing - А 
8 to Newton's second law (Fig. 229), we have 


И 
mv /r = | qo | vB. 


Hence 
r = mv/|qo| B. 9 
а (11.9) 
ION Е 
fed on a moving id THE LORENTZ FORCE. The action of a magnetic 
i. Mention picture ie is widely used in modern engineering. It is sufficient 
© deflecte by the tga M which electrons flying to the screen 
no . . magnetic Пе special coils (Fi 0 
kon application of the m e y special coils (Fig. 230). 


ing to thej agnetic field lies in the separation of charg 

1 IN OS i separation of charges 

Possible to etermine eer mass ratio. The obtained results make it 

Peration is base mass of a particle precisely. The instruments whose 
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(electrons or ions) accelerated by t genetic Held move за ab are of 


? . What is the magnitude of Ampére's force equal to? 

. Formulate the rule for determining the direction of Ampére's force. 

. Formulate the rule for determining the direction of the Lorentz 
force. 

. Write the formula for the magnitude of the Lorentz force. — 

. Why does the Lorentz force leave the magnitude of the velocity of 
a charged particle unchanged? х 

. What is the motion of a charged particle іп a uniform magnetic field 
if its initial velocity is perpendicular to the magnetic field lines? 


ve wWN>- 


a 


11.8. Magnetic Properties of Substances 


PERMEABILITY. It is well known that magnetic etal 

produced not only by electric currents but 0 pero E 
magnets. Permanent magnets can be manufactured only bu p 
materials. However, all substances introduced into a magn 
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magnetized, i.e. create a magnetic field themselves. As a result, the p 
induction B in a homogeneous medium differs from the vector B, at the 
same point of space in vacuum. р | " 
The ratio B/ Bo = p characterizing the magnetic properties of a medium is 
known as the PERMEABILITY of the medium. 
Thus, the magnetic induction in a homogeneous medium is 


B=, (11.10) 


where ц is the permeability of the given medium”, 

AMPERES HYPOTH 
properties of substances 
scientist Ampère. Impress 


viz. the rotation of a magnetic needle near a current-carrying conductor, 
Ampère proposed that the magnetism of the Earth is caused by currents 


flowing insid usion was made: the 
magnetic properties of a body can be expl 


it. Later, Ampère arrived at the general c 


pére's boldness of scientific analysis. 
is, elementary electric currents circulate 
known now that these currents are 
oms. If the planes in which these 
ly relative to one another as a result 
cules (Fig. 232a), their actions are 

not exhibit any magnetic properties. 
In the magnetized state, the elementary currents in a body are oriented so 
that their actions are added (Fig. 232b). 

Ampére’s hypothesis explains why a ma 
behave identically in a magnetic field ( 
treated as an aggregate of small curren 

The bodies having a high permeabilit 
(iron, cobalt, nickel, rare-earth metals 


gnetic needle and a current loop 
see Sec. 11.2). The needle can be 
t loops having a similar orientation. 
У (и > 1) are called FERROMAGNETICS 
and many alloys). In these materials, 


the entire space or 


a solenoid. When a body of an arbitrary shape is introduced in a magnetic field of 
induction Ву, the induction i i 


(11.10). The dependence between B and B, is much more complicated and is 
determined by the Shape of the body and 
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the magnetic field is produced, however, not as a result of rotation of 
electrons about nuclei, but due to their "intrinsic rotation". An electron as if 
continuously moves around its axis, and since it bears a charge, it creates 
a magnetic field in addition to the field due to the orbital rotation.” 

CURIE TEMPERATURE. The ferromagnetic properties of a ferro- 
magnetic vanish at temperatures exceeding a certain temperature characteristic 
of the given ferromagnetic. This temperature is called the CURIE 
TEMPERATURE, or Curie point, after the French scientist who discovered this 
phenomenon. If we heat a magnetized nail to a high temperature, it loses its 
ability to attract ferrous materials. The Curie point is 753°C for iron, 365°C 
for nickel, and 1000°C for cobalt. For some ferromagnetic alloys, the Curie 
temperature is less than 100°C. 

The first detailed investigations of the magnetic properties of ferro- 
magnetics were carried out by the outstanding Russian physicist 
A.G. Stoletov (1839-1896). 

FERROMAGNETICS AND THEIR APPLICATION. Although there are 
just a few ferromagnetics in nature, they are of great practical importance. 
Inserting an iron or steel core into a coil, we can enhance many times the 
magnetic field produced by it. The cores of transformers, generators, electric 
motors, etc. are made of ferromagnetics. 

The permeability of ferromagnetic is not constant. It depends on the 
magnetic induction of the field. 

When the external magnetic field is removed, a ferromagnetic remains 
magnetized, and is capable of creating a magnetic field in the space sur- 
rounding it. The ordered orientation of elementary currents does not vanish 
when the external field is switched off. This accounts for the existence of 
permanent magnets. 

Permanent magnets are widely used in electrical measuring instruments, 
loudspeakers and telephones, sound-recording apparatus, magnetic 
compasses, and so on. (The application of permanent magnets was described 
in the course of “Junior Physics”.) . 

Among ferromagnetic materials, there are so-called ferrites, i.e. substances 
which do not conduct an electric current. These are materials formed by 
ferric oxides combined with oxides of other elements. The first ferromagnetic 
material known to man (magnetic iron ore) is a ferrite. 


? . Which quantity characterizes magnetic properties of a medium? 
. What is the essence of Ampére’s hypothesis? 
. Which bodies are known as ferromagnetics? 


. Where are ferromagnetic materials employed? 


ewy- 


“as if rotates” since an electron does not resemble 
ed by the laws of quantum, and not 
tum (moment of momentum) of the 


1) We have to say 
a small ball in its properties. Its motion is govern 
classical, mechanics. The intrinsic angular momen 
electron is called the spin. 
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Problems with Solutions 


the help of the left- 


and the expression for the Lorentz force 
ay as problems in mechanics. In this case, in 
Ampére and Lorentz forces should be 


l. A straight current-carrying wire is placed over the poles of a U shaped magnet 
(Fig. 233a). The wire can move 


in апу direction. Which direction will it take? 


magnet (Fig. 233b). 


2. A rectangular current loop shown i 
a = 3 ст, b= 5 ст. The current in the loo 
0.1 T forms an angle « = 30 
force exerted by the 


n Fig. 234 has the following dimensions: 
р is 7 = 10 A. The magnetic induction B — 
with the norma! to the loop. Determine the moment of 


the section of the loop by 
a horizontal plane. In accordance with the left-hand rule, a couple of forces 


Fig. 235 
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By В 2 om > > 
ea oe law, F; = Е, = Е =|1|Bb. The arm of each force is d= 
s * T of each force is M, = F, (а/2) sin а = (1/2)| I | BS sin о where 
1 LBS sin a bons of a loop. The total moment of force is М=2М, = 
with the е, рет E the moment of force is maximum and coincides 
à definition J p M given by formula (11.1) which was introduced as 
нена! vs of the magnitude of magnetic induction. Substituting the 
cal values of the quantities, we obtain M — 7.5 х 107+ Nm 
Р PEE moves along a straight path in the space where uniform and constant 
to be E Wh ii s fields exist simultaneously. The electric field strength is known 
i the induction B of the magnetic field? 


5 l i H . . "n . 
‘ean The proton can move in a straight line in the following two 
did b ges Е is directed along the proton 
aneti along the path, and its magnitu 

Q) = field will not act on the particle. 
proton Tum Е, B, and б are at right angles, and the force exerted on the 
by th Y the electric field is equal and opposite to the Lorentz force exerted 
eig he magnetic field on the proton (Fig. 230). Since eË + F, = 0, eE — 
= 0 and B=E/v. 


path. Then vector B must also be 
de can be arbitrary since the 


Exercise 14 

1. Using the right-hand screw rule and the left-hand rule prove that 
unidirectional parallel currents attract each other while antiparallel 
currents repel each other. 

2. Currents Г, and I, are passed through two straight conductors 
crossed at right angles (Fig. 237). What will be the change in the 
relative arrangement of the conductors? з 

3. А current loop described in Problem 2 with solution is turned so 
that its normal forms an angle of 90° with the magnetic lines. 
Determine the moment of force acting on the loop. 

4. A conductor having a length |= 0.15 m and carrying а current ie 
8A is normal to the magnetic induction of a uniform magnetic 
field whose magnitude B = 0.4 T. Find the work done in displacing 
the conductor by 0.025 m in the direction of Атрёге force. 

5. Determine the direction of the magnetic induction ic och f 


à kinescope (see Fig. 230). 
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6. A particle having a charge q and mass m Starts to move in a id i 
magnetic field of induction B at a velocity č. The initial velocity el 
the particle forms an angle x with vector В. Show that the trajectory 
of the particle is a helix. What is the radius of this helix 


Main Points of Chapter 11 


The interaction between electric currents, called the magnetic 
interaction, is realized through magnetic field. The basic 
characteristic of a magnetic field is the magnetic induction B. | 

For the direction of the magnetic induction, we take the direction of the 
normal to a current loop which can be freely oriented in the magnetic field. 
This direction coincides with the direction of a magnetic needle in the field, 
i.e. with the direction of the line connecting the south and north poles of the 
needle. 

The magnitude of magnetic induction is determined as the ratio of the 
maximum moment of force acting on a current loop in the magnetic field to 
the product of the current in the loop and its area. 

The magnetic field lines envelop current-carrying conductors and are 
always closed. Fields having closed lines of force are known as vortex fields. 

According to Ampére's law, a magnetic field exerts on а segment of 


а current-carrying conductor of length Al a force whose magnitude is given 
by 


F — B|1|Alsin o, 


FL = | qo [оВ sin g, 


where о is the angle between the velocity of the particle and the magnetic 
induction. The Lorentz force is perpendicular to the velocity of the particle 
and for this reason does no work. 

All bodies are magnetized in a magnetic field, i.e. produce a magnetic field 
themselves. The ratio of the magnitude of magnetic induction in a homo- 
geneous medium to the magnetic induction in vacuum is called the 
permeability of the medium an 


d characterizes the magnetic properties of the 
material: 


и = B/B}. 


In most substances, magnetic properties are pronounced weakly. 
Only ferromagnetic materials, which include iron, have a very high 
permeability (u>1) which de c induction. Although the 


number of ferromagnetics i » they are of great practical 


Importance since t agnetic induction hundreds of 
times without energy expenditures, 


ELECTROMAGNETIC INDUCTION 


12.1 e Discovery of Electromagnetic Induction 
Till now, we have considered electric and magnetic fields 
which do not vary with time. It was found that the electric 
field is produced by electric charges, while the magnetic field is generated by 
moving charges, i.e. by an electric current. Let us now investigate electric 
and magnetic fields varying with time. 

The most important fact which has been revealed is a close relationship 
between electric and magnetic fields. A time-varying magnetic filed generates 
an electric field, while varying electric fields generate magnetic fields. Without 
this relationship, the electromagnetic forces would not be so diversified as 
they are in actual practice. There would be neither radio waves no light. 

It was not by coincidence that a decisive step in the discovery of new 
Properties of electromagnetic interactions was taken by Faraday, the founder 
Of the theory of electromagnetic field. He was convinced that electric and 
Magnetic phenomena have the same origin. Due to this, he made the 
discovery that later formed the basis of operation of generators in all electric 
Power plants of the world, which convert the mechanical energy into the 
energy of electric current. 

_ An electric current, Faraday argued, is capab 
iron. But can a magnet, in turn, cause an electric current? : 

For a long time, this relation could not be observed. The most difficult 


aspect was the apprehension of the main idea: only a moving magnet or 
electric current in a coil 


time-varying magnetic field may excite an 1 
: Electromagnetic induction consists in the appearance of an electric current 
in a conducting loop which is either at rest in a time-varying magnetic bald 
Or moves in a constant magnetic field in such a way that the number e 
Magnetic lines piercing the loop changes. This phenomenon was discovere 
On August 29, 1831. It is a rare case that the date of a remarkable discovery 
15 known exactly. | 
The electromagnetic induction was first observed in two conductors, 
Stationary relative to each other, during connection and disconnection of 
а circuit. Faraday, who believed that the relative motion of current-carrying 


le of magnetizing a piece of 
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Fig. 238 


conductors should lead to the same result as the connection or disconnection 
of the circuit, proved experimentally that a current appears when coils move 
relative to each other. Conversant with Ampére's idea, Faraday treated 
à magnet as an aggregate of small currents circulating in the molecules. On 
the 17th October, as was registered in his lab diary, an induction current was 


Observed in a coil into which а magnet was being inserted (or withdrawn). 
During a month, Faraday discovered experimentally all significant features o! 
electromagnetic induction. 


At present, every student can repeat Faraday's experiments. For this We 
only need two coils, a magnet, a cell battery and a sufficiently sensitive 
galvanometer. 


In the set-up shown in Fig. 238, a current is induced in one of the coils 
when the electric circuit of the other coil, which is at rest relative to the first 
one, is connected or disconnected. In the set-up shown in Fig. 239, the 
current in one of the coils is varied with the help of a rheostat. In Fig. 240a, 
current is induced when coils are moved relative to each other while in 
Fig. 240b, when a permanent magnet is moved relative to a coil. 

Faraday was the first to note the general regularities of appearance of 
induced current in experiments which seem to be different. 


Fig. 239 


Fig. 240 


Fig. 241 


Apan NF А 
Pies i phn ina closed conducting loop when the number of 
her the ew а piercing the area bounded by the loop changes. The hig- 
the mies variation of the number of magnetic field lines, the stronger 
magnetic CN ey The reason behind the change in the number of 
lines pierci lines is immaterial in this case. The number of magnetic field 
of a al area bounded Буа stationary loop may change as a result 
moves in a of current ina neighbouring coil (Fig. 238) or when a loop 
nonuniform magnetic field in which the density of lines of force 


che 2 
anges in space (Fig. 241). 


2. Direction of Induced 
Canen Let us now determine ‘the directio 
note "sewn a coil in which a current is induced t 
ae direction of this current depends on W 
| è coi AP 
ig 240b). coil (e.g. with its north pole) or movi 
ee current of a certai 
-carrying coil is similar to a magne 


Current. Lenz's Rule 

n of induced current. 
o a galvanometer, we 
hether a magnet 
es away from it 


ts with the magnet. The 


n direction interac 
th and south poles. The 


t with пог 
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Fig. 243 и 


(or, which is the Magnetic field lines piercing th il 
, ^ t f the со! 
EN case it decre] te magnetic flux) increases (Fig 2430), while in the 
в. 243b). In the former case, the magnetic field lines о 
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the magnetic field of the current induced in the coil emerge from the upper 
end of the coil so that it repels the magnet, while in the latter case, 
conversely, the magnetic field lines enter this end of the coil. These magnetic 
field lines are shown by the dashed lines in Fig. 243. 

LENZS RULE. Thus, we come to the main point: as the magnetic flux 
through the turns of a coil increases, the induced current has such 
a direction that the magnetic field produced by it prevents the magnetic flux 
through the coil turns from increasing. Indeed, the magnetic induction B' of 
this field is directed against the magnetic induction B generating the induced 
current. On the other hand, if the magnetic flux through the coil decreases, 
the induced current produces a magnetic field of induction. B', which 
enhances the magnetic flux through the turns of the coil. 

. This is the essence of the general rule for determining the direction of 
induced current which can be applied in all cases. This rule was established 
by the Russian physicist Lenz. 

According to Lenz's rule, the current induced in 
change in the magnetic field which causes it. 

To determine the direction of induced curren 
Lenz's rule, one should proceed as follows. 

(1) Determine the direction of the lines о 
external field. 

(2) Find out whether the magnetic flux of this field through the area 
bounded by the loop increases (AP > 0) or decreases (Ad «0. . 

(3) Determine the direction of lines of magnetic induction. B' of the 
magnetic field produced by the induced current I, According to Lenz's rule, 
these lines must be directed against the lines of B for ЛФ > 0 and must be 


unidirectional with them for A® <0. . р 
_(4) From the direction of the lines of magnetic induction B', determine the 
direction of the induced current I; with the help of the right-hand screw rule. 
Try to use this procedure for determining the direction of induced currents 


in the examples considered above. 


a closed loop opposes the 
t J, in a loop with the help of 


f magnetic induction B of the 


12.3. Faraday's Law of Electromagnetic Induction 
ate the law of electromagnetic induction 
day's experiments have revealed that the 
g loop is proportional to the rate of 
magnetic induction B piercing the area 
t can be formulated more accurately by 


Let us now formul 
quantitatively. Fara 
current J; induced in a conductin; 
variation of the number of lines of 
bounded by the loop. This c 
using the concept of magnetic flux. . 
Magnetic Der was ии interpreted as the number of magnetic field 
lines piercing a surface of area S (see Sec. 11.4). Therefore, the rate of 
variation of this number is precisely the rate of variation of the magnetic 
flux. 
If during a small time 
rate of its variation is A@/At. Cons 
follows from experiments can be formu 


interval At the magnetic flux changes by АФ, the 
equently, the statement that directly 
lated as follows: the induced current 
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is proportional to the rate of variation of the magnetic flux. through the 
surface bounded by the loop: 


I= A@/At. (12.1) 


INDUCED EMF. An electric current is known to appear in a circuit 
when extraneous forces act on free charges in a conductor. The work done 
by these forces in carrying a unit positive charge along a closed loop is 
known as electromotive force. Therefore, when the magnetic flux through the 
surface bounded by the loop changes, extraneous forces emerge, whose 
action is characterized by an emf called the induced emf. It is denoted by 4j. 

According to Ohm's law for a closed circuit, I; = &;/R. The resistance of 
a conductor does not depend on the magnetic flux variation. This means that 


expression (12.1) is valid Just because the induced emf is proportional to 
A®/At. 


induced, According to the law 


in a closed loop is equal in magnitude to the rate of variation of the 
magnetic flux through the surface bounded by the loop:" 


1; |=|A@/ary, 


Positive direction. The normal Я to the 
and screw with the direction of circumvention. 
Suppose that the magnetic induction B is directed along the normal to the 
loop and increases with time, Then @ > 0 and A®/At> 0, 


ee 

D In experiments, only the linear de 

proved. However, the Proportionality factor can be t 

for measuring the magnetic flux has not been intr 
> 


pendence of 6; on Acb/At is 
aken equal to unity since the unit 
oduced so far, 


Fig. 244 


Fig. 245 
ced current produces a magnetic flux 


t <0. The magnetic field lines of the induced current are shown in Fig. 244 
y dashed lines. Consequently, in accordance with the right-hand screw rule, 


the induced current Г, is directed clockwise (i.e. against the positive direction 
is negative. Therefore, in the 


Of circumvention), and the induced emf 
expression of the law of electromagnetic induction there should be the minus 
Sign indicating that &; and AO/At have different signs: 


6, = — AD/At. 


. MEASUREMENT OF PERMEABILITY OF IRON. Electromagnetic 
induction can be used for measuring the permeability of iron and other 


ferromagnetics. 

If we insert an iron core into 
(11.10), the magnetic induction 
Magnetic flux and induced em 

At the moment of disconnection o 
à direct current, a current registered by a ga 
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According to Lenz's rule, the indu 


(12.2) 


coil then according to formula 
ase и times. Consequently, the 
f will increase in the same proportion. 
f a circuit feeding a magnetizing coil by 
Ivanometer is induced in another 


a long 
will incre 


coil wound around the first one (Fig. 245a). If an iron core is inserted into 
the coil, the deflection of the pointer of the galvanometer will be p times 
larger (Fig. 245b) Measurements show that the magnetic flux can be 
increased thousands of times by introducing an iron core into the coil. This 
means that the permeability of iron is very large. 


? 1. What is the essence of electromagnetic induction? 
2. How is the direction of induced current determined? 


3. Formulate the law of electromagnetic induction. 


12.4. Vortex Electric Field 


An emf is induced either in a stationary conductor placed in 

a time-varying magnetic field or in a conductor moving in 
a magnetic field which does not vary with time. In both cases, the value of 
the emf is determined by the law (12.2), but the origin of the emf is not the 
same. Let us first consider the former case. А 

Let us take a transformer, viz. two coils wound around a core. Connecting 
the primary coil to an a.c. circuit, we obtain a current in the secondary coil 
(Fig. 246), if the latter is closed. The electrons in the secondary winding start 
to move. Which forces make them move? The magnetic field piercing the 
coil cannot do it by itself since the magnetic field acts only on moving 
charges (in this respect it differs from the electric field), and the conductor 
containing electrons is stationary, 

In addition to the magnetic field, an electric field also acts on the charges. 
Unlike the magnetic field, electric field can act on stationary charges as well. 
But the field considered above (electrostatic and stationary field) is produced 
by electric charges, while the current is induced by a varying magnetic field. 
This leads to the assumption that in a stationary conductor, electrons аге set 
in motion by an electric field, and this field is generated directly by 
a varying magnetic field. Thus, a new fundamental property of field is 
established: a magnetic field varying with time generates an electric field. 
This conclusion was drawn for the first time by Maxwell. 

The phenomenon of electromagnetic induction is now seen by us from 
a new viewpoint. The essence of this phenomenon is the generation of an 
electric field by a magnetic field. Hence the presence of a conducting loop. 
say, a coil, does not alter the crux of the matter, A conductor with a store of 
free electrons (or other particles) only makes it possible to detect the 
emerging electric field. The field sets in motion the electrons in the 
conductor, and thus manifests itself, Essentially, electromagnetic induction In 
a stationary conductor consists in the emergence of an electric field which 
makes electrons move, rather than in the appearance of induced current. 


Ð Actually, the matter is more complicated. Electrons are in random 


thermal motion even in a Stationary conductor. However, the mean velocity of 48 
ee 15 zero. Accordingly, the current induced by the magnetic field must also 
ro. 
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Fig. 2 а E 
gotb Fig. 247 E 


The electric field generated by a variation of a magnetic field has 
a completely different structure in comparison with an electrostatic field. It is 
not related directly to electric charges, and its lines of force cannot start or 
terminate on them. In general, these lines have neither beginning nor end 
and are closed like the magnetic field lines. This is the so-called VORTEX 
ELECTRIC FIELD. (Fig. 247). 
Jo eng of lines of a vortex electric field coincides with the direction 
wig: Y^ current. The force exerted by à vortex electric field on a charge 
Men efore, F — qE. But unlike the stationary electric field, the work of 
: Vortex field on a closed path differs from zero. Indeed, when a charge is 
noved along a closed line of force of the vortex electric field (Fig. 247), the 
Work has the same sign on all segments since the force and the displacement 
аары in direction. The work of a vortex electric field in the displacement 
> a unit positive charge along a closed stationary conductor is numerically 
equal to the emf induced in this conductor. 
a 5 CURRENTS IN BULK CONDUCTORS. Induced currents 

ach especially high values in bulk conductors having a small resistance. 
These currents, known as FOUCAULT (or eddy) CURRENTS after the French 
Cientist who investigated them, can be used for heating conductors. The 
Construction of induction furnaces is based on this principle. Such furnaces 
are widely employed for melting metals in vacuum. 
: However, in many engineering devices eddy currents lead to energy losses 
associated with the liberation of heat. For this reason, iron cores of 


transformers, electric motors and generators are made of individual insulated 
plates, The surfaces of the plates must be normal to the direction of vortex 
f the plates to electric current will 


electric field. In this case, the resistance o 


be maxi 
aximum. 
tioned in Sec. 11.8 that there 


APPLICATION OF FERRITES. It was men 
Eddy currents do not appear in them 


exist magnetic insulators, viz. ferrites. 

upon a reversal of magnetization. As a result, energy losses associated with 

heat evolution are reduced to a minimum. This is of special importance for 

radio engineering devices operating in the range of very high frequences (of 

the order of 10° Hz). In this case, the use of cores assembled from individual 

plates does not produce the required effect since large Foucault currents are 
ferrites are used for manufacturing 


generated in every plate. For this reason, 
magnetic aerials of transistors, and so 


Cores for high-frequency transformers, 
on. Ferrite cores are obtained from a mixture of powdered ingredients. The 


mixture is pressed and subjected to thermal treatment. 
Besides, it is essential that a rapid variation of magnetic field induces 
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a current in ordinary ferromagnetics. In accordance with Lenz's rule the 
magnetic field of this current opposes the variation of the magnetic flux in 
the core of the coil. As a result, the magnetic flux practically remains un- 
changed, and no magnetization reversal is observed in the core. 

Eddy currents do not appear in ferrites and hence their magnetization can 
be easily reversed. This property of ferrites is used in many computers for 
creating memory of temporary storage (і. е. for rapidly recording and erasing 
information). 


12.5. Induced EMF in Moving Conductors 


If a conductor moves in a constant magnetic field, an emf is 


induced in it not due to a vortex field but for some other 
reason. 


_ During the motion of the conductor, its free electrons move together with 
it. Therefore, the magnetic field acts on the charges with the Lorentz force. It 
is this force that causes the displacement of charges within the conductor. 
Consequently, in this case the induced emf is of the "magnetic origin". 

Lorentz force causes the displacement of electrons in moving conductors 
at many electric power plants in the world. 

Let us calculate the emf induced in a rectangular loop placed in a uniform 
magnetic field (Fig. 248). Let the side | MN|—1 of the loop slide at 
а constant velocity ¢ along the sides NC and MD, remaining all the time 
parallel to the side CD. The magnetic induction B of the uniform field is 
normal to the conductor MN and forms an angle « with the direction of its 
velocity. 

The magnitude of the force exerted by the magnetic field on a moving 
charged particle (see Sec. 11.7) is 


FL — | qo | В sin o. (12.3) 
This force is directed along MN. The work done by the Lorentz force over 
a distance | is positive and given by” 

A = FLl = | qo | vBl sin о. 


The electromotive force induced in the conductor MN is the ratio of the 
work on the displacement of a charge qs to this charge: 


A 
6 = — = vBlsin a. (12.4) 
do l 
This formula is valid for any conductor of length /, moving at velocity б in 
a uniform magnetic field. | 
Emfs induced т other conductors of the loop are equal to zero since they 


do not move. Consequently, the emf induced in the entire loop MNCD is 


1) This is not the total work done by the Lorentz force. There also 
exists a component of this force antiparallel to the velocity ë of the conductor. T 
farze decelerates the conductor and does a negative work. As a result, the total мо 


done by the Lorentz force is equal to zero. 


248 


Fig. 248 Fig. 249 


equal to &; and remains constant if the velocity б does not change. The 
electric current in this case increases since the total resistance of the loop 
decreases as the conductor MN moves to the right. | 
On the other hand, the induced emf can be calculated with the help of the 

law of electromagnetic induction (12.2). Indeed, the magnetic flux through 
the loop MNCD is 

Ф = BS cos (90° — о) = BS sin о, 

i В and the normal ii to the 
Where 90* — о is the angle between the vector 
Surface of the loop (Fig. 249), while S is the m rise a Дарт 3 ye 
assume that at the initial instant of time (t —0) the condu E 
a distance NC from the conductor CD (Fig. 248), the area S changes with 
time during the displacement of the conductor as follows: 


S=|MN|(|NC|—v0). 
i AS = — lv At. The 
Over a time At, the area bounded by the loop changes by Е 
minus sign indicates that it decreases. The change in the magnetic flux over 
this time is Ad = — Blv At sin a. Consequently, 


A® " 
= – Ar Blv sin a. 
, If the loop MNCD moves as a whole in a uniform magnetic field, retaining 
Its orientation relative to the vector B, the induced emf in the loop will be 
zero since the flux Ф through the area bounded by the loop does not change. 


? 1. What is the origin of the extraneous force responsible for inducing 


à current in a stationary conductor? 

2. What is the difference between a vortex electric field and an 
electrostatic or stationary field? 

3. What is the origin of the extraneous force causing an induced 
current in a moving conductor? 

4. Which currents are known as Foucault currents? 

5. What are the advantages of ferrites over ordinary ferromagnetics? 
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1 2.6. Self-induction. Inductance 


SELF-INDUCTION. If an alternating current flows in a coil, 

the magnetic flux piercing the coil changes. Therefore, an emf 
is induced in the same conductor which carries the electric current. This 
phenomenon is known as SELF-INDUCTION. The role of the x We 
loop in self-induction is dual: the current causing induction flows in it, an 
an emf is induced in the same loop. A varying magnetic field induces an emf in 
the same conductor in which the current producing this field flows. . 

According to Lenz's rule, as the current increases the vortex electric field 
strength is directed oppositely to the current. Hence, at this moment the 
vortex field prevents the current from increasing. On the contrary, at the 
moment when the current decreases, the vortex field sustains the current. 

As a result, when a circuit containing a constant emf is closed, a definite 
value of the current is attained gradually and not instantaneously (Fig. 250). 
On the other hand, when a source of current is disconnected, the current in 
the circuit does not cease at once. The emf of self-induction emerging in the 
circuit may even exceed the emf of the current source since the current and 
its magnetic field vary very rapidly at the moment of disconnection. 

Self-induction can be observed in simple experiments. Figure 251 
Tepresents a circuit containing two identical lamps connected in parallel. One 
of them is connected to a current source through a resistor of resistance К, 
while the other is Series-connected to a coil L with an iron core. 

When the key K is closed, the first lamp flares up almost instantaneously 
and the second one, with a noticeable delay. The emf of self-induction is 
large in the subcircuit containing this lamp, and the current cannot 
immediately reach its maximum value. 

The emf of self-induction emerging during the disconnection of a circuit 
can be observed with the help of a circuit shown schematically in Fig. 252. 
When the key K is opened, an emf of self-induction appears in coil L, which 
Sustains the initial current. As a result, at the moment of disconnection 
a current will flow through the galvanometer (dashed arrow), whose direction 
is opposite to that of the current existing before the disconnection (solid 
arrow). Current emerging during the disconnection of a circuit may exceed 
the current flowing through the galvanometer when the key K is closed. This 
means that £; >£ of the battery. 

THE ANALOGY BETWEEN SELF-INDUCTION AND INERTIA. Self- 
induction is similar to inertia encountered in mechanics. Indeed, due to 
inertia a body acquires a certain velocity under the action of force gradually 
and not instantaneously. The body cannot be stopped instantaneously 


I 


Fig. 250 0 = 
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Fig. 251 Fig. 252 K 
irrespective of the magnitude of the braking force. Similarly, due to self-in- 
duction the current cannot attain its definite value instantaneously and 
increases gradually. By disconnecting a current source, we cannot terminate 
the current at once. Self-induction sustains it during a certain time in spite of 
the resistance of the circuit. 

‚ Further, according to the laws of mechanics, work must be done to 
increase the velocity of a body. During braking, the body itself does work. In 
the same way, to generate a current, a work against vortex electric field must 
be done, while during the attenuation of current this field does a positive 
Work itself. 

INDUCTANCE. The magnitude B of the magnetic induction of a field 
Produced by the current is proportional to the current. Since the magnetic 
flux is proportional to B, we have Ф = В = I. 

Thus, we can state that 


®=LI, (12.5) 


Where Lis the proportionality factor between the current in a conducting 
loop and the magnetic flux piercing it. The quantity L is known as the 
INDUCTANCE OF THE LOOP, or the self-induction COEFFICIENT. 

Using the law of electromagnetic induction and expression (12.5) we 


obtain the following equality: 


Ab _ (M (12.6) 
ge UAE 


if we assume that the shape of the loop remains unchanged and the magnetic 


flux changes only due to the change in the current. | А 
It illas from EE E al physical quantity 
numerically equal to the emf of self-induction appearing in the loop as 


a result of a change in the current by 1 A during 1 s. : 

Like capacitance, inductance depends on geometrical factors, viz. the shape 
and size of the conductor, and does not depend explicitly on the current in 
the conductor. Besides the conductor geometry, the inductance depends on 
the magnetic properties of the medium in which the conductor is placed. 

The SI unit of inductance is a henry (H). A conductor has an inductance 
of 1H ifa change in the current in it by 1 A per second causes an emf of 
Self-induction of 1 V: 

1 H=1 УД! А) 2 1 V-s/A. 


Self-induction plays an important role in electrical and radio engineering. 
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The inductance of a circuit considerably affects the passage of an alternating 


current in the circuit. This question will be treated in greater detail in the 
next volume of the book. 


12.7. Energy of Magnetic Field Generated by 
a Current 


Let us determine the energy of electric current in 

a conductor. In accordance with the energy conservation law, 

the energy of the current is equal to the energy that has to be spent by 

a current source (voltaic cell, generator at a power plant, etc.) to produce the 

current. When the current is discontinued, this energy is liberated in 
a certain form. 

Let us find out why energy must be spent, ie. work must be done to 

produce a current. This is explained by the fact that when the circuit is 

closed and the current increases, a vortex electric field is induced in the 


conductor, which is directed against the electric field existing in the 


conductor due to the current source.” For a current to reach the value J, the 


current source must do work against the vortex field forces. This work just 
increases the energy of the magnetic field produced by the current. 

When the circuit is disconnected, the current attenuates, and the vortex 
field does a positive work. The energy stored by the current is liberated. This 
can be observed in the form of an intense spark appearing during 
à disconnection of a circuit with a large inductance (Fig. 253). 

We can write the expression for current / flowing in a circuit of inductance 
Lby analogy between inertia and self-inductance mentioned in the previous 
section. 

While self-induction is similar to inertia, the inductance must play the 
same role in the process of generating current as the mass during an increase 
in velocity in mechanics. In electrodynamics, the part of the velocity of 


à body is played by current 1, viz. the quantity characterizing the motion of 
electric charges. 


? This electric field is produced by charged particles on the surface 


of the conductor, unlike the vortex field generated by a varying magnetic ficld. 


Fig. 253 
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Following this analogy, we can assume that the energy Wp of the magnetic 
field produced by a current is similar to the kinetic energy mv?/2 of the body 
in mechanics: 


и, = LI?/2. (12.7) 


This is the expression for the energy of the current, which can be obtained as 


a result of calculation. 
The energy of current (12.7) is expressed in terms of the geometric 


characteristic L of the conductor and the current Г in it. However, this energy 

can be expressed in terms of the field characteristics as well. Calculations 

show that the energy density of a magnetic field (i.e. the energy per unit 

volume) is proportional to the squared magnetic induction in the same way 

U aea field energy density is proportional to the squared electric field 
gth. 


? . What is self-induction? 

2. What is the direction of the vortex el 
relative to the direction of current in it when the current in 
decreases? 

. Give the definition of the inductance of a conductor. 

. What is the SI unit for inductance? 

. Write the expression for the emf of self-induction. 

. Why should the energy of a current source be spent to generate 


а current? 
7. Write the expression for the energy of electric 


ectric field in a conductor 
creases? 


QN tn ew 


current. 


Problems with Solutions 


To solve the problems of this chapter, you must be able to 
determine the direction of induced current with the help of 
Lenz's rule. The induced emf is calculated with the help of the law of 
electromagnetic induction (12.2) or (for a conductor moving in a magnetic 
field) by formula (12.4). The emf of self-induction is calculated by formula 
(12.6), while the energy of current, is determined by formula (12.7). In some 


problems, Ampére’s law should be used. 
rforms a translatory motion in the magnetic field 
254), Determine the direction of current 
om the conductor. Which forces act on 


1. A rectangular loop ABCD pe! 
Produced by a straight long conductor (Fig. 
induced in the loop if the latter moves away fr 


the loop? 
Solution. The magnetic induction of the magnetic field produced by current 
away from us. When the 


I is normal to the plane of the loop and directed 
loop moves away from the current-carrying conductor, the magnetic flux 
decreases (АФ < 0). Consequently, the magnetic 


through the area of ABCD ‚ the 1 
induction B' of the magnetic field produced by current I; is directed, in 
accordance with Lenz's rule, away from us like the vector B. With the help 
of the right-hand screw rule, we find that the current induced in the loop is 
directed clockwise. 
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The interaction of the current in the loop with the straight current leads to 
the emergence of forces acting on the conductors of the loop. Applying the 
left-hand rule, we can see that, first, these forces stretch the loop, tending to 
increase its area and, second, create a resultant force directed towards the 
straight conductor. Both these actions "strive" to prevent the magnetic flux 
through the loop from decreasing. 


2.A Superconducting ring is placed in a uniform magnetic field whose icy e 
increases from zero to Во. The plane of the ring is perpendicular to the magnetic y 
lines. Determine the current induced in the ring, if its radius is r and inductance i ^ 

Solution. Since the resistance of the ring is zero, the total electromotive 
force in it must also be zero. Otherwise, according to Ohm's law, the current 
would be equal to infinity. Thus, the change in the magnetic flux of the 
external magnetic field is equal and opposite to the change in the magnetic 
flux produced by the induced current: АФ = LAI. Considering that the flux 
Фо increases from 0 to nr? By, while the induced current varies from 0 to J, 
we obtain 


nr? B, 
пт? By = LI, whence I= р 


Ехегсіѕе 15 . Josed- 
1. In the circuit represented in Fig. 238, the key has been oo from 

The current in the lower coil flows counterclockwise if viewe col 

the top. What is the direction of the current in the upper 

provided that it is fixed? ine the 
2. A magnet (Fig. 240b) is pulled out from a coil Determin 

direction of the current induced in the coil. ring at 
3. Determine the direction of the current induced in a closed 


the moment a magnet is brought to it (Fig. 242). 
4. The current in 


direction of the 
direction of forc 


ine the 
conductor 00’ (Fig. 254) decreases. реет. the 


n 
current induced in the fixed loop ABCD 4 
es acting on each side of the loop. 
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5. A metallic ring can move freely along the core of a coil connected to 
a d.c. circuit (Fig. 255). What will be observed at the moment of 
connection and disconnection of the circuit? 

6. The current in a coil increases in direct proportion to time. What is 
the nature of the time dependence of current in another coil which is 
inductively coupled with the first coil? 

7. In which case do oscillations of the pointer of a magnetoelectric 
instrument attenuate quicker: when the instrument terminals are 
short-circuited or when they are disconnected? 

8. The magnetic flux through the conducting loop having a resistance 
of 3 x 107? Q has changed by 1.2 x 107? Wb over 2 s. What is the 
current in the conductor if the magnetic flux has been changing 
uniformly? 

9. An aeroplane flies horizontally at a velocity of 900 km/h. Find the 
potential difference across the edges of its wings if the magnitude of 
the vertical component of the magnetic induction of the magnetic 
field of the Earth is 5 x 10-5 T and the wingspan of the aeroplane 
is 12 m. 

10. A current of 4 A has been established in a coil having an inductance 
of 0.15 H and a small resistance r. A resistor of resistance К» г is 
connected in parallel to the coil. What amount of heat is liberated in 
the coil and resistor after the current source has been rapidly 


disconnected? 


Main Ponts of Chapter 12 

Electromagnetic induction consists in the emergence of an 

induced emf in a closed loop upon a change in a magnetic 
flux through the area bounded by this loop. This phenomenon forms the 
basis of the operation of generators in all electric power plants in the world. 
According to Faraday's law of electromagnetic induction, the emf induced in 
à closed loop is equal to the rate of variation of the magnetic flux with the 


minus sign: 
= — AD/At. 


In accordance with Lenz's rule, 


Opposes the change in the magnetic t i 
In a stationary conductor, the extraneous force acting on charges is 


a vortex electric field generated by a varying magnetic field. In a moving 
conductor, the extraneous force is the Lorentz force acting on charged 
particles moving together with the conductor. | 
An important particular case of electromagnetic 1 
In this case, a varying magnetic field induces a 
carrying the current which produces this field. 
The emf of self-induction is proportional to the г 
i : a= I/At). 
к uda d the inductance. It depends on the 


The proportionality factor Lis calle : on th 
size and shape of a conductor, as well as on the properties of the medium in 


which the conductor is placed. Inductance is measured in henrys: 1 H = 
ТУ. 5/А. 


the current induced in a closed loop 
flux which causes this current. 


nduction is self-induction. 
n emf in the conductor 


ate of variation of current 
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The energy of the magnetic field produced by the current Wp = LI? /2, is 


equal to the work that should be done by the source to generate a given 
current. 


Conclusion 


The study of electrodynamics is not completed by an 

acquaintance with electromagnetic induction. So far, we 

considered only electromagnetic phenomena for stationary electric charges 
(constant electric field) and charges moving at a constant velocity (constant 
magnetic field). Time-varying magnetic field was analyzed only briefly while 
dealing with the material in the chapter on electromagnetic induction. A very 
wide, most interesting and important for applications field of varying and 
fast-varying electromagnetic phenomena has not been considered yet. 
In the next volume, we shall first deal with the properties, production and 
applications of alternating electric current on the basis of the fundamental 
laws of electrodynamics presented in this book. Then another fundamental 
property of electromagnetic field, viz. the generation of a magnetic field by 
a varying electric field, will be considered. This phenomenon is inverse to 
electromagnetic induction. Finally rapidly varying electromagnetic fields and 
electromagnetic waves will be investigated. This will conclude your 
acquaintance with electrodynamics, and a complete pattern of 
electromagnetic processes in nature will generally become clear to you. 


Practicals 


rification of Boyle's Law 


1. Experimental Vel 
glass tube having a diameter of 


RON and materials: а 300-350 mm long 
mm and sealed at one end, a cylindrical vessel (40-50 mm in diameter and 


350-: 
id mm long) or a glass tube closed by a cork at the bottom, a ruler with 
illimetre scale, a holder, a barometer (one instrument is enough for a group). 


2 sel fixed by the holder with water. 
. Measure the atmospheric pressure with the help of the barometer. 


d. Measure the volume of air in the glass tube (in conventional units 
esponding to the length measured by the ruler). 
- Determine the product of the pressure of air by its volume. 
. Immerse the glass tube with its sealed end up into the water. 
. Measure the new volume of air in the tube. 
- Measure the difference in water levels in t 
. Calculate the new air pressure in the tube. 
Calculate the product of the pressure of the air by its volume. 
n Repeat the experiment several times. 

. Tabulate the results of measurements. 


Pressure Volume 
р V 


HINTS. 1. Fill the cylindrical ves: 


he vessel and the tube. 


оо моол Б 


No. of experiment pV 


Compare the obtained results and verify Boyle's law. 
2. Determination of the Surface Tension 
of a Liquid 
e tension, it is con 
f surface tension an 


While calculating the surfac venient to make use of the 
relation between the force o d the length of the surface 
layer boundary: F = 0 L. 

Instruments and materials: a beam balance with weights, a holder, a test tube with 
дне vernier calipers or a ruler with а millimetre scale, a sheet of paper, and a wire 
г wire frame suspended by threads (Fig. 256). 
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Fig. 256 


HINTS. 1. Fix the beam balance by the clutch of the holder. 7 

2. Measure the length of the wire (perimeter of the frame) by the vernier 
calipers or scale ruler. 

3. Attach the thread with the wire or frame to a pan of the balance and 
balance it with the help of sand (pour sand on a sheet of paper placed on the 
pan). 

4. Set the wire (frame) in the horizontal position. 

5. Put a glass of water under the pan so that the water surface is at 
1-2 cm from the wire. 


6. Lower slowly the wire or frame until it touches the surface of the water 
and "adheres" to it. 


7. Add carefully some more sand until the wire or frame is "detached" 
from the water surface. 

8. Dry the wire or frame 
with the help of weights. 


9. While determining the mass m of the sand, the spread in the values may 
be caused by various factors (wire or frame is detached from the water 
surface not simultaneously at all points, the beam of the balance may 
oscillate, and so on). In such a case, several measurements should be made 
and the mean value т, = (m, +m, +m, + ...)/n should be determined. 


In order to estimate the error of measurements, the mean absolute error is 
calculated: 


with filter paper and balance the beam again 


Im —m,,| + т, — m, |+ |m —m,,|+... 
Am,, ; 
n 


Repeat the experiment five times and tabulate the results of measurements: 


nom т. ка Am=|m—m,, |, kg Am, kg 1, 
kg 


ta RO IN-— 


10. Calculate the surface tension 


NL 
TE 


av 
11. 8; Е ено 
; since relative errors аге added upon division or multiplicat 


НР ; face 
measured quantities, the relative error in the measurement of the 507 
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tension coefficient can be found as follows: 
Eo = Em + E + £j. 


While calculating =„. the following circumstance should be taken into 
account. The theory of measurements shows that when ten (or more) 
experiments have been carried out under invariable conditions, the mean 
absolute error can be used to estimate the error associated with a random 
spread in values in the process of measurement. If five experiments have been 
carried out, the mean absolute error should be increased three-fold for 
а correct estimation of the maximum error of measurements. In this work, 
Em = 3Am,,/m,, (the errors introduced by the weights and balance can be 
neglected). 


If the value of g is rounded to 9.8 m/s?, then £, = 0.002 can be neglected 
in calculations. 

While calculating £, = Al/l, we can assume that Al does not exceed 1 mm 
(if the ruler with a millimetre scale is being used). If e, is considerably less 
than є, we can neglect £, as well. 


12. Calculate Ao =6,,-eg and write the result in the form 


9, — Ao S © S Op + Ас. 


3. Determination of the Modulus of Elasticity 
of Rubber 

Instruments and materials: 

Weights, vernier caliper or slide 

rubber cords with different cr 


a holder, the pan of a laboratory-type tribometer, 
gauge, a ruler with a millimetre scale, two 40-cm long 
OSS sections. 
HINTS. 1. Suspend one end of a rubber cord in a holder. 
2. Attach the pan for weights at the lower end of this cord. 
3. Draw with a pencil or pen two thin marks at about 20 cm from each 
Other in the middle of the cord. 
сазиге the initial distance lọ between the marks. 
Measure the diameter of the cord between the marks 
compressing rubber) and calculate the area S of its cross section. 
Load the pan with weights, write down their weight F and measure the 


istance | between the marks after the extensi 
on of the cord has 
Completed, om 


7. Repeat the experiment, 


(without 


gradually increasing the load to the maximum 


value and then reducing it. Determine the absolute elongation Al =] — lo of 
rubber for each loading. 


abulate the results of measurements: 


Cross- s 
ren eae Deforming Length of cord Absolute elongation | 
ea 
of card. rud (load) (between marks), m of cord (between marks), 
S, m ; x 
with in- with de- with in- with de- 
creasing creasing creasing сгеаѕі 
load load load lad ^ 
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9. Using the obtained results, plot the graph for the extension of rubber 
with the magnitude of F along the ordinate axis and the absolute elongation 


Al along the abscissa axis. Draw the conclusion about the relation between 
these quantities. 


10. Calculate the modulus of elasticity E for rubber by the formula 
lF 
E=— 
AIS 
for two values of force (within the rectilinear part of the graph) and 
determine the average value of E. 


11. Repeat the experiment with the rubber cor 
section and determine a 
values of force. 


d having a different cross 
gain the modulus of elasticity of rubber for the same 


4. Determination of EMF and the Internal 
Resistance of a Current Source 


Instruments and materials: a current source (a battery or a cell for a flash- 


light), 
a rheostat, an ammeter, a voltmeter, and connecting wires. 


HINTS. 1. Assemble a circuit connectin 
the ammeter and the key. 

2. Connect the voltmeter to the terminals of the battery. 

3. Measure the current in the circuit and the voltage in the inner part of 
the circuit. 

4. Measure the resistance of the circuit with the help of the rheostat and 
then measure the voltage and the current once more. 

5. Put the results into the table 


g in series the battery, the rheostat, 


Current, A Voltage U, У EMF &, V Internal resistance of the 


source r, Q 


6. Using Ohm's law for a closed circuit I = 6/(К + r) twice, determine the 
internal resistance and the emf of the current source using the data on the 
current and voltage. Find the resistance of the rheostat for each 
measurement. 


7. Disconnect the circuit and mea: 


Sure the resistance of the battery. 
Compare the obtained result with the 


measured one. 


5. Determination of Resistivity of a Conductor 

Instruments and materials: an ammeter, a 
mulator battery, vernier calipers, a Fechral w 
the diameter of 0.5 mm, with metallic tags, 


voltmeter, a measuring tape, an ma 
ire, having the length of 65-70 cm an 
a key and connecting wires. 


‚ HINTS. 1. Measure the length of the wire with the measuring tape (the 
distance between the tags). 


2. Measure the diameter of the wire and calculate its cross-sectional area- 
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3. Assemble the circuit by connecting in series the accumulator battery, 
the Fechral wire, the ammeter and the key. 


4. Connect the voltmeter in parallel to the wire. 


5. Having closed the key, measure the current in the circuit and the 
voltage across the wire ends. 


6. Using Ohm’s law, calculate the resistance of the wire. 
7. Calculate the resistivity of fechral wire by the formula 


_ RS 
=, 


where К is the resistance of the wire, S is its cross-sectional area and | is its 
length. 


P 


6. Determination of Electrochemical Equivalent 
of Copper 


The electrochemical equivalent can be determined with the help of Faraday's 
law of electrolysis. For this we must measure the mass of a substance 


deposited on the electrode, the current and the time during which it flows 
through the electrolyte. 


Instruments and materials: a balance with weights, an ammeter, a clock, a hot 
plate, an accumulator, a rheostat, a switch, copper electrodes, a cylindrical vessel, 
copper sulphate solution, connecting wires, a test tube with sand, and a box for sand. 


HINTS. 1. Put a copper electrode which will serve as a cathode on one 
pan of the balance and the box for sand on the other pan. 


2. Thoroughly match the weights by carefully pouring sand from the test 
tube into the box. 
3. Assemble the circuit by connecting in series the battery, the ammeter, 


the rheostat, the vessel with copper sulphate solution with copper electrodes 
immersed in it, and the switch. 


4. Close the switch and note the time of the beginning of the experiment. 
5. Maintaining a constant 


current (about 1 A) with the help of the 
rheostat, ensure that the pointer of the ammeter coincides with a scale 
division. 
6. Carry out the electrolysis of the solution for 20 min. 
7. Switch off the current, put out and rinse in water the copper electrode 
Which has been used as a cathode, and dry it over a hot plate. 
8. Put the electrode on the balance and match the weights again, but now 


with the help of weights whose mass is equal to the mass m of copper. 
9. Tabulate the results. 


Time t, s Current 7, A Error in measurement Mass of copper 
of current AI, A m, kg 
10. Using Faraday’s law of electrolysi i 
0 olysis, determine the electro i 
equivalent for copper, k = m/It. ОСЕ 
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11. Determine the relative error in measurement of k from the formula 
к = 81+ „+в, Calculate в = А. In calculating є, = Ат/т, we can 
assume that Am does not exceed 20 mg. This error is determined by the 
sensitivity of the balance (it is equal to 10 mg for the electrode mass of about 
20 g) and by the error of milligram weights, which in total is below 10 mg. 

The error =, = At/t can be neglected. 

12. Determine the absolute error in the measurement of the 
electrochemical equivalent for copper, Ak = kg. 

13. Represent the results of measurements in the form 


k—Ak<k<k+Ak. 


14. Using a handbook, determine the electrochemical equivalent for 
copper and check whether its value lies in the experimentally determined 
interval |k — Ak, k+ Ak |. 


15. Using the formula k = (1/eN A) - (M/n), calculate e, viz. the magnitude of 
the elementary charge. 


7. Observing the Effect Produced by a Magnetic 
Field on Current 


Instruments and materials: an accumulator, a horse-shoe magnet, a holder, 
a switch, a wire coil and connecting wires. 


HINTS. 1. Suspend the coil from the holder and connect it to the battery 
through the switch. 


2. Bring the magnet close to the suspended coil, close the circuit and 
watch the motion of the coil, 

3. Choose several typical versions of the relative arrangement of the coil 
and the magnet and draw them, indicating the direction of the magnetic 
field, the direction of current and the expected motion of the coil. 

4. Verify experimentally the correctness of the assumptions about the 
nature and direction of motion of the coil, 


8. Study of Electromagnetic Induction 


Instruments and materials: a milliammeter, an accumulator, coils with cores, 
а horse-shoe magnet, a switch and connecting wires. 


HINTs. 1. Connect 
coil. 

2. Attach the core to a pole of the horse-shoe magnet and insert it into the 
coil, watching the pointer of the milliammeter. 
__ 3. Repeat the observation, pulling the core out of the coil and then 
interchanging the poles of the magnet. i 

4. Draw a schematic diagram of the experiment and verify Lenz's rule in 
each case. 

5. Place the Second coil near the first one so that their axes coincide. 


6. Insert the cores into two coils and connect the second coil to the 
battery through the key. 


the clamps of milliammeter with the terminals of the 
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7. Connecting and disconnecting the circuit with the help of the key, 
watch the deflection of the pointer of the milliammeter. 
8. Draw a schematic diagram of the experiment and verify Lenz's rule. 


Answers to Exercises 


Exercise 1. 1. Not more than 12 m?.2. 0.002 kg/mole, 0.004 kg/mole. 3. Twice. 4. 
0.056 mole. 5. = 1.88 x 1023. 6. «465 x 10-26% kg. 7. =85х 1028. 8. 
5.7 x 107? паз. 9. Decreases by a factor of 3. 10. 5 x 105 Pa. 11. 6 x 107?! 
12. 49 x 105 m?/s?. 


Exercise 2. 1. 276 x 10-23 УК. 2. =6х 10-217. 3. 344 x 10% 4 Air 
contains more molecules. 5. 5.3 x 107 26 kg. 6. = 0.5%. 
Exercise 3. |. 12kPa. 2. 20. 4. 250K. 6. «0024 m?/mole. & 258 x 1073 


kg/mole. 9. = 0.15 m?. 10. = 0.49 kg/m. 13. 1.7 times. 
Exercise 4. 1. Increases 1.5 times.2. 2.5 x 107 * m?.3. Decreases.4. = 344 J.8. By 
(m/M)RAT. 9. 1.25 x 108 J. 10. 20J. 11. 2x 105 J. 12. «10 К. 13. =37°С. 
14. 0°С. 15. 1500 К. 16. 20%; ~42%. 
Exercise 5. 4. =0.59 kg/m). 7. =52%. 8. = 0.92 Кр. 9. =0.21 kg. 
Exercise 6.4. 223 x 1075 №. 6. 800 kg/m?. 
Exercise 7. 3. 8 mm?, 4. =19х 10° N. 5. 3,53 x 105 Ра. 6 =4200 m. 7. 4x 
107 Pa, 2 x 10!! Ра, $. 2/3. 
Exercise 8. 3. 292 x 10-5 N. 4. 23 x 1029, 5. ~2.3 х 106 N. 6. «10x 10-6 
N, attractive force; ~6.9 x 107? N, repulsive force. 7. ~1.1 x 10-6 N, towards 
the second charge. 
Ра 9. 1. =15х 10-18 C; =940 excess electrons. 5. 1.6 x 10-19 J; -16x 
10. 1.6. E= Vat +414, + q2/Aneger?. 8. 4000 V/m. 10. – 23 x 10? V. 
оше 10. 1. 201 pF. 2. =17 х 10-5С. 3. 217 х 107 V/m. 4. = 5.5 тт. 
ае wwe 100 V. 7. Decreases by a factor of 3. 8. ~44 x107* J/m?. 
E => 014 mm?; = 15.8 m. 4. Increases 25 times. 5. 5000.6. =49х 
107^ m/s. 10. Reduced to half its value; doubled. 11. ~4.1 kW, &61kW.12. = 
=97%, ~ 1670 A. 
oe 12. 2. 1200 A. 3. 37V, 020.4. ~033 W.6 41 V, 224 Q. 
ere 13. L «29x10 C 2 ~ 33x 10-7 kg/C. 4. =3х 10-3 т. 6. 
Em 133 x 107 m/s, = 4.19 x 107 m/s. 
ercise 14. 3. 1 5 х 10-3 N-m.4. 12 x 107? 6. R = mvsin a/(| q | B). 


Exercise 15, 6. In n Я 
„сх the se i i in ti 
9. 0.15 v. 10. ae cond coil, a direct current will flow in a certain time. 8. 0.2 A. 
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> A) V 
Substance Permittivity 


Air (at 0 °C and 760 mm Hg) 1.000594 


Kerosene 2.4 
Ebonite - 2.7-2.9 
Quartz 4.5 
Glass 5-10 
Ethyl alcohol 27 
Water (pure) | 81 
Rochelle salt 10000 
Substance А at 20 °С, 
Silver 1.6 x 1078 
Copper 1.8 x 10-8 
Graphite 3 x 1078 
Aqueous solution 0.08 


of NaCl (10%) 


[Of 9 _ ee 
Silicon 10° 
| o Dos —— ODE MM 
Water (chemically 106 

pure) 


Porcelain 1013 


Temperature of transi- 


Substance tion to superconducting 
state, K 

Titanium 0.4 

Uranium 0.8 

Aluminium 12 

Tin 3.8 

LC a e 


iobium nitrate 15.2 


фм. 
rore uuu а 


Substance Temperature resistance 
coefficient, К ' 


Aluminium 3.8 x 107° 
Iron | TER EM. 
Copper | 4.3 x 10 g 
. Mercury (liquid) 0.9 x 1073 k 
Constantan (40% Ni, UN 
60% Cu) 


Nichrome (20% Cr, 1 x 10725 
75% Ni, 5% Fe) 


Fecral (13% Cr, 4% Al, .2 x 10 49 
1% Si, 0.7% Mn, | 
the rest —Fe) 


Chromal (25% Cr, 4 x 107? 
5% Al, 70% Fe) F 


